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Preface 



This workshop was a continuation of the PCRCW ’94 workshop that focused on 
issues in parallel communication and routing in support of parallel processing. 
The workshop series provides a forum for researchers and designers to exchange ideas 
with respect to challenges and issues in supporting connnunication for high-performance 
parallel computing. 

Within the last few years we have seen the scope of interconnection network technology 
expand beyond traditional multiprocessor systems to include high-availability clusters 
and the emerging class of system area networks. New application domains are creating 
new requirements for interconnection network services, e.g., real-time video, on-line data 
mining, etc. The emergence of quality-of-service guarantees within these domains 
challenges existing approaches to interconnection network design. In the recent past we 
have seen the emphasis on low-latency software layers, the application of multicomputer 
interconnection technology to distributed shared-memory multiprocessors and LAN 
interconnects, and the shift toward the use of connnodity clusters and standard components. 
There is a continuing evolution toward powerful and inexpensive network interfaces, and 
low-cost, high-speed routers and switches from connnercial vendors. The goal is to address 
the above issues in the context of networks of workstations, multicomputers, distributed 
shared-memory multiprocessors, and traditional tightly-coupled multiprocessor 
interconnects. 

The PCRCW ’97 workshop presented 20 regular papers and two short papers covering 
a range of topics dealing with modern interconnection networks. It was hosted by the 
Georgia Institute of Technology and sponsored by the Atlanta Chapter of the IEEE 
Computer Society. 

We would like to thank the program committee members for their time and effort in 
organizing this workshop, and the reviewers for ensuring timely reviews under a very 
short time-line. We are grateful to L. Ni for the use of his web-based review system and 
D. Panda and C. Stunkel for enhancements to the same. These systems considerably 
simplified the review process. We are grateful to the efforts of Diana Pouts and D. 
Schimmel for the production of the proceedings. Special thanks are due to D. Pouts, Pam 
Halverson, and the Georgia Tech Department of Continuing Education for their contribution 
in handling the local arrangements and the numerous details. 

As the result of the efforts of many people, we hope you find the workshop proceedings 
informative, stimulating, and useful in your endeavors. 
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Approaches to Quality of Service in 
High-Performance Networks 



Andrew A. Chien^ and Jae H. Kim^ 

^ Department of Computer Science, University of Illinois 
and Hewlett Packard Laboratories 
1304 W. Springfield Avenue, Urbana, IL 61801 
Email: achien@cs.uiuc.edu 

^ HAL Computer Systems, Inc., Scalable Server Division 
1315 Dell Avenue, Campbell, CA 95008 
Email: jkim@hal.com 



Abstract. In recent years, the topic of quality of service (QoS) has gar- 
nered much discussion and research amongst network designers. QoS has 
many definitions, but here we focus on the notion of predictable com- 
munication performance such as guaranteed bandwidth and maximum 
latency. Such predictability not only supports continuous media (e.g. au- 
dio, video, virtual reality) and interactive response (e.g. client response 
time, real-time control), but also good parallel application performance. 
We discuss three major approaches for quality of service and evaluate 
their match for high performance system-area networks. 

We classify the wealth of approaches to network quality of service into 
three classes: virtual circuits, physical circuits, and global scheduling. 
These approaches differ significantly in their assumptions about the net- 
work environment and in how they bind communication tasks to physi- 
cal resources, how physical resources are multiplexed and scheduled, and 
what information is available to do so. These choices fundamentally affect 
the cost, complexity, and performance of each approach. Virtual circuit 
approaches attain the greatest flexibility, but require complex hardware 
for implementation. Physical circuit approaches reduce hardware com- 
plexity, but need research to understand to best exploit them to deliver 
quality of service. Finally, we discuss two promising avenues for combin- 
ing external control with simple network switches to deliver both low 
cost and high performance (route based and time-based global schedul- 
ing). These approaches are in their infancy and many research questions 
remain about their capabilities and generality. 



1 Introduction 

Rapid decrease in the cost of computing and networking elements is producing 
an explosion in both the deployment and range of digital electronic applications. 
Low-cost systems support not only traditional applications such as word proces- 
sors, spreadsheets, email, and databases, but also, newer networked applications 
such a teleconferencing, multimedia email, VRML, and other applications which 
make pervasive use of multimedia. Further, the explosive growth of the internet is 
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producing a wealth of new applications with different mixes of computation, net- 
work and internal communication, and distributed coordination. In short, new 
applications are driving both an increased demand for network performance 
(quantitative change) and service requirement (e.g. predictability, qualitative 
change). In this paper, we divide these increasing demands into two categories, 
wide-area networking and intra-cluster networking for scalable servers. 

Over the past twenty years, while a great deal of research has gone into the 
study of a wide variety of approaches and techniques for intra-cluster communi- 
cation networks [6, 3, 13, 4, 18], little of that effort has focused on simultaneously 
addressing highest performance and performance predictability (quality of ser- 
vice). Traditionally, workloads have been viewed as requiring only best-effort, 
and optimization for maximum throughput and minimum latency for a wealth 
of traffic patterns and message size distributions has been the goal. However, 
recent study of such best-effort applications indicates that predictable commu- 
nication performance can improve their performance [12]. Further, emerging use 
of cluster systems for online interactive applications - both as traditional infor- 
mation resources (online databases) and revolutionary information infrastructure 
(e.g. web servers, electronic commerce, etc.) - is now driving a different set of 
concerns. In these latency-sensitive applications, and scalable environments (the 
internet scales over eight decimal orders of magnitude), the need for controlled 
performance is critical; both to support good performance (low latency), con- 
tinuous media data types (video, audio), and to make efficient use of cluster 
resources (memory, networking connections, etc.). Together, these requirements 
are driving a need for high performance cluster networks with predictable per- 
formance or quality of service. 

In the paper, we address the issue of approaches to quality of service in high 
performance cluster interconnects, discussing the factors that have shaped the 
major approaches and their pros and cons across the environments. We categorize 
the major approaches into three categories - virtual circuits, physical circuits, 
and global scheduling. Each of these approaches represents a different view of 
network resource management for quality of service and is a product of differ- 
ing network and technology assumptions. As a consequence, each approach has 
significantly different cost and performance characteristics. For example, virtual 
circuits multiplex links independently, requiring significant buffering and link 
scheduling at each network switch. The physical circuits and global scheduling 
approaches do not virtualize communication links, permitting simpler switches. 
Examining these, we illustrate the tradeoffs in approach, and discuss some per- 
formance analysis results and some of the challenging open research problems 
which remain. 



1.1 Organization 

The remainder of the paper is organized as follows. Section 2 defines Quality 
of Service, clarifying the context and goals. Virtual and physical circuits are 
covered in Sections 3 and 4 respectively. Section 5 discusses a new approach. 
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global scheduling. Finally, Section 6 summarizes the paper, and puts the results 
in perspective. 

2 Background 

To some applications, the quality rather than quantity of network services is 
more important. For instance, to some commercial database applications, re- 
liability is essential rather than high-bandwidth, low-latency communications. 
Also, whereas efficient utilization of network bandwidth improves many data- 
oriented communications, it may be unnecessary for smooth delivery of au- 
dio/video stream data, only increasing buffer space requirement. 

Quality of Service (QoS) has many definitions, ranging from reliability, avail- 
ability to performance predictability. Of course, different applications require 
different QoS. For instance, to audio/video communications, reliable packet de- 
livery is less important because they can tolerate packet dropping to a large 
extent. To these applications, some minumum amount of bandwidth for contin- 
uous delivery of large amount of data and maximum delay bounds for human 
interactivity should be guaranteed. 

In the paper, we focus on the notion of predictable communication perfor- 
mance such as guaranteed bandwidth and maximum latency. This completely dif- 
ferent service requirement demands different resource management from quantity- 
oriented networks, which is the main topic of the following sections. 

3 Virtual Circuit Approach 

Network resource control for QoS has long been a critical issue in real-time com- 
munication communities and its needs have been exploding with recent growth 
of multimedia applications which demand minimum bandwidth and worst-case 
delay guarantees. 

In this section, we focus on mechanisms based on end-to-end virtual circuits. 
This approach was developed for the wide-area network environment (WAN), 
and therefore makes the weakest assumptions about network environment, inde- 
terminate length links, heterogeneity, unstructured topology, etc. The resulting 
flexibility has allowed this approach to be widely accepted, but its resulting 
complexity produces implementation and cost challenges. 



3.1 Concept 

The basic idea is that, in order to control network services to each communicating 
pair in a distributed physical network, communication paths are virtualized and 
controlled locally at switches. For each communicating pair, a separate virtual 
circuit is established before actual communication for which network resources 
(buffer, link bandwidth, etc) are reserved depending on required communication 
QoS. Each local switch schedules arriving packets to allocate reserved resources, 
which eventually guarantees required QoS to end-to-end communication pairs. 
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Fig.l. A switch model for virtual circuit-based QoS control. 



Figure 1 illustrates the basic structure of a switch for virtual circuit approach. 
In order to decouple traffic for different communications and service packets in 
other than their arrival orders, separate queues are provided one for each virtual 
circuit and they are scheduled based on service requirement such as reserved 
bandwidth or required delay bounds. 

While sharing this basic structure, suggested algorithms vary significantly 
depending on the detailed queueing and scheduling mechanisms. 



3.2 Examples 

A well-known example of the virtual circuit approach is Virtual Clock (VC) [21]. 
Each virtual circuit keeps a virtual clock value which, for each packet arrival, 
increases by the expected inter-arrival time (the inverse of bandwidth reserved 
for the virtual circuit). By giving higher priority to the packet with a lower 
virtual clock value, VC guarantees the reserved bandwidth to each virtual circuit, 
independent of packets’ arrival order. 

Several algorithms share the basic idea with VC, including Fair Queueing 
[5] and Packet-by- Packet General Processor Sharing (POPS) [15]. Also, many 
researchers presented more practical algorithms which reduce implementation 
complexity by approximating QoS, for instance, SCFQ [7, 16] and FFQ [19]. 

With network efficiency sacrificed, network QoS can be achieved at a much 
lower complexity. Stop-and-Go (SG) [8] is a well-known example of such simple, 
non- work- conserving service disciplines. During each frame interval, the source 
for each virtual circuit is strictly limited to inject at most as many packets as 
reserved packet slots and each switch transmits all and only packets which have 
arrived during the last frame time. This strict regulation of traffic flow rate 
dramatically reduces switch complexity by removing the needs for queueing and 
scheduling logic at the switch completely. Unfortunately, this approach wastes 
precious network bandwidth, so can support limited applications (e.g., pure CBR 
traffic) only. 

Recently, the authors presented a compromising approach, called Rotating 
Combined Queueing (RCQ) [11, 10]. RCQ is also work-conserving but requires 
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only a small number of queues independent of the number of supported virtual 
circuits and also reduces scheduling complexity using a larger control granu- 
larity (frames). Compared to other work-conserving virtual circuit algorithms, 
RCQ provides similar QoS to end users for most multimedia applications. More 
detailed surveys on virtual circuit-based algorithms can be found in [20, 10]. 

3.3 QoS Performance 

Many existing networks and most networks in the near future need to support a 
wide range of applications which will require different traffic characteristics and 
communication services. In this section, we present a simulation result which 
typically shows how network QoS can be affected by different scheduling mech- 
anisms. 

Several 4x4 mesh networks with different scheduling mechanisms are simu- 
lated under an integrated traffic load in which nearly equal amounts of network 
load from each traffic type (CBR, VBR and ABR) are intermixed. Each mes- 
sage consists of 35 packets (32 bytes/packet). The source-destination pair of each 
connection (virtual circuit) is randomly selected. The worst-case message delays 
of CBR traffic are measured to observe the impacts of other traffic types on the 
QoS given to this simple traffic type.^ 




-3- FCFS 
SG 
VC 
ALU 
^RCQ 



Fig. 2. Observed worst-case message delays of CBR traffic under intermixed 
traffic loads for different scheduling algorithms: First-Come-First-Serve (FCFS), 
Stop-and-Go (SG), Virtual Clock (VC), ALU-biasing (ALU), and Rotating Com- 
bined Queueing (RCQ). 



Figure 2 compares the worst-case message delays of CBR traffic. We first 
observe that FCFS and ALU networks (this scheduling algorithm is discussed 

^ More general interactions of different traffic types for a range of scheduling algorithms 
are presented in [10]. 
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in Section 4) provide significantly larger delay bounds than others, increasing 
in proportion to load rates. In these networks, CBR packets can be blocked 
by packets from bursty traffic coupled via shared physical links and buffers. 
So, these relatively simple algorithms have limitations in providing guaranteed 
services to the CBR traffic in integrated-service networks. In contrast, the VC 
and RCQ networks provide much smaller worst-case delays bounded by those 
of the SG network, showing that they can guarantee service qualities to CBR 
traffic regardless of the existence of other traffic types. 



3.4 Perspective 

Since end-to-end virtual circuits are treated as the basic scheduling unit, this 
approach provides flexible quality of services to end users. Each traffic stream 
can reserve network resources for its own required network service independent 
of other traffic streams, and can actually receive the reserved resources unless 
network resources are over-booked. 

However, this approach requires large buffer pools and complex scheduling 
mechanism.^ The complexity of virtual circuit-based switches increases linearly 
with the number of supported virtual circuits. For a large number of virtual 
circuits, these schemes are infeasible due to high implementation costs and large 
run-time overheads. While many algorithms have been suggested for simpler im- 
plementations, it is still difficult to implement this approach in low-cost switches. 
Until more improved, lower-complexity (in terms of cost, speed, and size) algo- 
rithms replace existing ones in the near future, this approach is expected to 
remain as the best fit for large, expensive switches of long-haul networks. 

In spite of significant work in the area, there exist many unanswered questions 
on the virtual circuit approach, which include how many virtual circuits should 
be supported practically, what are appropriate ranges of QoS to be supported in a 
switch, how can we manage limited switch resources effectively (packet dropping, 
circuit merging, or larger control granularity), and how fast and cheap switches 
can we build from this approach. 

4 Physical Circuit Approach 

While the virtual circuit approach provides QoS to long-haul networks, QoS 
requirements are not unique to long-haul networks. As the market of multi- 
computer architectures (clusters) expands to support commercial applications 
including audio/ video data serving and management, the needs for more flex- 
ible network resource control increase for short-haul, multicomputer networks 
(system-area networks) as well. These networks assume short links (a few lO’s 
of meters), homogeneous networks, and irregular topologies. Because local-area 
bandwidth is mostly limited by router and link speeds, simplicity in design can 
be traded against efficient link management. 

^ Simple, non- working- conserving mechanisms are not considered because they have 
limited applications. 
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Recently, Tandem introduced the ServerNet routers [9], which implement a 
novel architecture for network-resource control called ALU-biasing arbitration. 
While sharing the basic architecture with most existing multicomputer networks 
(wormhole-routed and packet switching), ServerNet uses a unique arbitration, 
qualitatively different from round-robin or FCFS of most existing quantity- 
oriented networks. 



4.1 ALU-Biasing Arbitration 



The basic idea of ALU-biasing arbitration is that, by simply allocating different 
amounts of output link bandwidth to different input links at routers, we can 
control accumulated bandwidth between communicating end nodes. 

In the ServerNet routers, output-link bandwidth is distributed to different 
input links by the following algorithm: 

ALU-Biasing Arbitration 



Preliminaries: 

1. Input port i is given: 

2. Increment value (the larger, the more bandwidth reserved). 

3. Cii Counter (initially zero). 

4. S: Sum of all increment values of input ports contending for the same 

output link. 

5. Si = S-Ii. 

Arbitration Algorithm: 

1. When multiple input ports are contending for an idle output link, repeat 2-5. 

2. Winner input port = input port with the largest Ci. 

3. If won, Ci — Ci — Si. 

4. If lost, Ci — Ci -\- li. 

5. If idle, Ci^Ci. 



The bandwidth allocated to each input link is proportional to its increment 
value. More specifically, the reserved bandwidth is at least equal to its incre- 
ment value divided by the sum of the increment values of all input ports. The 
bandwidth allocated to a source-destination path is determined by multiplying 
bandwidth fractions allocated to input links along the path. 

Note that in this case, there is no end-to-end virtual circuit concept at the 
router. Since the scheduling complexity is determined by the number of input 
ports (physical links) of a router, this approach permits much simpler imple- 
mentation of network resource control for QoS. 
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4.2 Benefits 

Bandwidth guarantee of ALU-biased networks is provable. Its analysis and simu- 
lation study results on bandwidth guarantee are not provided here due to space 
limitation, but can be found in [10]. Instead, this section discusses additional 
benefits of such a low-complexity scheduling mechanism, focusing benefits for 
traditional multicomputer applications. 



Uniform resource utilization and fairness ALU biasing arbitration can 
be used to allocate network resources uniformly to each node, which not only 
improves the overall system performance, but also enhances network quality by 
providing fair services to end nodes regardless of network topologies. 





(a) vs. load rates (RR) 



(b) at full injection (RR) 





applied load rates 



(c) VS. load rates (ALU) 



(d) at full injection (ALU) 



Fig. 3. Node throughput in 8x8 mesh networks with round-robin (RR) and 
ALU-biased (ALU) arbitration mechanisms. 
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Figure 3 shows simulation results which compare throughput distribution of 
round-robin networks ((a) and (b) in the figure) to ALU-biased networks ((c) 
and (d) in the figure). Under uniform traffic where destination is randomly se- 
lected for each packet, throughput is measured separately for each source node 
in 8x8 mesh networks. Applied load rates are normalized with respect to the full 
injection rate (i.e., link capacity) and varied from 0 (idle) to 1 (full injection). 
The ALU-biased routers are programmed to distribute (reserve) network band- 
width equally to all possible source-destination pairs. In this way, each router 
is programmed to allocate more bandwidth to input ports with more expected 
traffic amounts. 

In Figure 3(a), we first observe in round-robin networks how each node 
throughput changes depending on its location. Node throughput is shown for 
three different nodes: node 0 (the corner), node 36 (the center), and node 18 
(halfway between the corner and center). The figure shows that node 0 obtains 
much less peak-throughput than nodes in the center. Moreover, as network loads 
increase, its throughput drops because nodes in the center take more fractions 
of available link bandwidth. 

Figure 3(b) shows the throughput of all source nodes when the applied load 
rate is increased to the full injection rate (load rate = 1.0). We observe that the 
center nodes’ throughput is more than twice that of edge nodes (the ratio of the 
maximum to minimum is 2.61). This is because mesh networks are asymmetric, 
so link utilization is inherently unbalanced; links in the center are utilized more 
than links at the edge, forming a bottleneck. The round-robin scheduling sim- 
ply gives more bandwidth of these highly utilized links to nodes in the center, 
saturating nodes at the edge at much lower load rates. 

In contrast to round-robin networks, ALU-biased networks provide each node 
similar and stable throughput (see Figures 3(c)). At the full injection rate, the 
ratio of the maximum node throughput to the minimum is only 1.62, reducing an 
imbalance to 1.6 times smaller than that in the RR network (see Figures 3(d)). 
The ALU-biased router allocates much more bandwidth of the center links to 
passing traffic than injection traffic, because bandwidth is reserved for each input 
link based on the anticipated amount of its through traffic. Consequently, each 
source node shares the center links (bottlenecks) uniformly, thus giving much 
more balanced throughput. 



Network efficiency The scheduling policy in the router also has an influence 
on the overall network efficiency because each traffic flow in the network has 
different impacts on other traffic. 

Figure 4 shows measured average link utilization under uniform random traf- 
fic loads in mesh networks when each node injects messages at the maximum 
rate. In the figure, we first observe that link utilization of round-robin networks 
drops as the mesh network size increases. For instance, 32x32 round-robin mesh 
networks provide about 30% less link utilization than 4x4. This is because center 
links are congested with packets crossing the bisection, whose bandwidth share 
decreases exponentially with mesh scales, so they block other packets longer. 
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4x4 8x8 16x16 32x32 

network size 

Fig. 4. Average link utilization in round-robin (RR) and ALU-biased (ALU) 
mesh networks. 



In contrast, ALU networks provide nearly constant link utilization indepen- 
dent of the mesh size. This is because ALU can allocate more bandwidth to 
the input links which have more impact on the overall link utilization, that is, 
which more links are dependent on. Consequently, ALU biasing improves net- 
work efficiency about 50% better than round-robin arbitration for 32x32 mesh 
networks. 

4.3 Perspective 

Compared to the virtual circuit approach developed for long-haul networks, the 
physical circuit approach dramatically reduces control complexity and implemen- 
tation costs for queueing and scheduling at switches, making the concept feasible 
in low-cost, high-performance networks. While providing additional communica- 
tion services, this simple approach allows the routers to provide raw performance 
comparable to other multicomputer routers. Also, it is simple enough to be fea- 
sible in a single ASIC chip router. Hence, it could be adopted in many networks 
as a practical compromise of flexibility requirements and low-cost router imple- 
mentation. 

In addition to uniform resource utilization and improved efficiency that we 
observed above, physical circuit-based network resource control provides many 
additional benefits over simple arbitration of existing multicomputers such as: 

— Different amounts of bandwidth can be reserved and guaranteed for different 
communication paths. This can be used to support new applications with 
bandwidth guarantee requirements or support irregular topologies efficiently. 

— With routing control, this approach can also provide latency guarantee, 
which can be used to reduce communication protocol overheads or reduce 
variance in communication delays which can improve parallel applications 
performance. 

However, compared to the virtual circuit approach, this low-cost approach 
has limitations in providing QoS. Because multiple communication streams are 
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merged at a physical link and they are not virtualized, this approach causes cou- 
pling between communications sharing paths. Consequently, it is not so simple 
as in the virtual circuit approach to manage network resources and guarantee 
required bandwidth and delay bounds. Either QoS given to a communication 
path depends on other traffic streams to some extents or an excessive amount 
of bandwidth is required to compensate the coupling effect. This coupling effect 
makes fine-grain traffic control difficult, especially in large-scale networks [10]. 

The physical circuit approach is a novel concept, which opens many interest- 
ing research issues such as how can we eliminate coupling effects with routing 
or rate control in order to fully exploit the benefits of the router controllabil- 
ity, how can we apply or improve this simple approach to provide tight delay 
bounds, what are the optimal topologies and scales for the approach, and what 
are appropriate switch architectures (the number of ports, resource coordination 
of outputs, etc) to support this approach. 



5 Global Scheduling 

While virtual and physical circuits approaches augment the network switches 
additional mechanisms for scheduling or prioritization, the global scheduling 
approach depends on external coordination to achieve predictable high perfor- 
mance. This approach exploits the observation that cluster networks are typically 
uniform and closed - with well-defined sources and sinks for traffic. Thus, coor- 
dination amongst those sources is possible to manage resource conflicts. In fact 
because the number of nodes is typically moderate (tens to hundreds, rather than 
millions), route-based coordination is possible. Further, because cluster networks 
generally have limited physical extent (tens of meters versus lOOO’s of kilome- 
ters for WANs), time-based coordination is also possible. For global-scheduling 
approaches, the high level implementation architecture is as shown below. 



Network 

Network Interface 
Card (NIC) 



FSM 



Fig. 5 . Each NIC includes a finite-state machine which implements the traffic 
schedule. They may also support negotiation for resources amongst NIC’s. 
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In Figure 5, traditional NIC’s are augmented with special hardware which 
enforces routing or timing of packets injected into the network. The special hard- 
ware in one NIC may negotiate with that on other NICs explicitly or implicitly 
to acquire and use network resources. 



5.1 Route-based 

Route-based approaches to global scheduling use the mapping of logical connec- 
tions onto physical resources to control network performance [17, 9]. While this 
is conceptually similar to virtual circuits, route-based global scheduling differs 
in that physical network links are not virtualized by the switches. Rather, the 
sharing is controlled by selecting routes at the network interface. Thus, this ap- 
proach has significant limitations, and it is most effective in richly connected 
networks with relatively sparse actual communication patterns. 





Route-based Scheduling 



Fig. 6. Route-based scheduling can be used to control the interference between 
connections. Here it is illustrated for a mesh network. 



Figure 6 depicts route-based scheduling on a mesh network, and on a network 
section with virtual channels. By choosing independent paths, the coupling be- 
tween two connections can be reduced. Note that if there is another connection 
which cross the paths of both flows, it may cause them to be coupled. Thus, 
global scheduling is required to achieve decoupling. 

Route-based scheduling can be combined with enhanced local arbitration 
techniques such as ALU-biasing to improve the guarantees achievable. For ex- 
ample, when large numbers of connections are “trunked” onto a shared path, 
the ALU biases can be set appropriately to ensure a large share of the network 
resources for those connections. This idea is similar to that described in Section 
4.2. 
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5.2 Time based 

Time-based approaches to global scheduling map the logical connections onto 
physical resources, controlling resource sharing conflicts with temporal align- 
ment. Essentially, the idea is to use time-division multiplexing of a physical 
link to create logical resources which can then be scheduled for logical connec- 
tions without network conflicts. Time-based approaches require a network-level 
tight synchronization mechanism. Note that this multiplexing again differs from 
virtual circuits because in time-based approaches, the scheduling is done coop- 
eratively by the network endpoints, not independently by individual switches. 
Further, the virtualization is created with respect to the network’s global time 
base, so network switch complexity is not increased. 




T=0 T=1 T=2 



Fig. 7. Time-based scheduling can be used to control the interference between 
connections. Here it is illustrated for a single switch in a network. 



Time-based global scheduling requires both a mechanism to derive a net- 
work time base and a management system for scheduling resources based on the 
network virtualization possible with that time base. Hardware clocks, software- 
based clock synchronization, and network feedback are all possible techniques for 
deriving a global time base. We describe an approach based on network feedback 
called self- synchronizing schedules in the following section. 

With a network time base, the network’s physical resources can be virtualized 
via time-division multiplexing, and those virtual resources are managed to avoid 
network resource contention. An important point here is that if the network 
has some link-level flow control, the network time synchronization can have 
significant skew. For example, in the FM-QoS scheme described below, the clock 
synchronization required is within a packet transmission time, potentially a few 
to tens of microseconds. 



Example: FM-QoS We are building a time-based global scheduling system 
which delivers communication quality of service for cluster networks, called FM- 
QoS. This system builds on the API for low-overhead cluster communication 
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called Fast Messages (FM) [14], but exploits novel low-level mechanisms to pro- 
vide network synchronization. To provide network synchronization, FM-QoS uses 
a mechanism called feedback-based synchronization (FBS), which exploits link- 
level flow control to determine whether the local clock is too fast. 





Node A 


Node B 


Node C 
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Fig. 8. A 4 -node cyclic schedule with equal bandwidth for all source-destination 
pairs. This schedule produces tight synchronization in a network with link-level 
flow control. 



By combining link-level flow control with appropriate packet schedules, the 
network nodes can be forced into synchrony. An example schedule is shown in 
Figure 5.2, which synchronizes four network nodes on a single switch. Because 
only one switch input is scheduled to send to a particular output in each packet 
period, others arriving before they are scheduled will be slowed by the link- 
level flow control. This feedback can be used to adjust synchronization across 
nodes, allowing a time division multiplexing approach to sharing the network 
without contention. The example shown, if repeated can tightly synchronize 
four contending network inputs; however, if that were the only schedule ever 
executed, network bandwidth allocations would be restricted to fair. However, 
the key insight is that self-synchronizing schedules need only be run periodically 
to maintain tight synchronization. The remaining time can be scheduled flexibly 
(ensuring no output contention), enabling flexible use of most of the network 
capacity. 

To demonstrate the viability of this approach, we are building a prototype^ 
which works in the context of Myrinet [1]. This prototype has already demon- 
strated self-synchronization at the granularity of two kilobyte packets and can 
preserve this synchronization at a traffic overhead of less than 1%. More specif- 
ically, delivery can be guaranteed with a latency of approximately 20 microsec- 
onds, application to application. For more information on this approach see [2]. 



5.3 Perspective 

Compared to both virtual circuit and physical circuit approaches, global schedul- 
ing reduces the hardware requirements for network switches. Simplicity may en- 
able faster or cheaper switches, and further requiring no additional hardware 

The prototype for FM-QoS is being built by Kay Connelly and Andrew Chien 
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may make backward compatibility possible (e.g. providing QoS on switches not 
designed for it). The complexity of quality of service is reflected to the network 
interface cards, requiring a finite-state machine to implement the network sched- 
ule, and perhaps hardware support for connection negotiation (though handling 
this negotiation at the host processor level is also possible). 

Because global scheduling is new, numerous open questions exist about its 
practicality, scalability, and performance. Our FM-QoS prototype is address- 
ing questions of practicality for time-based coordination and has demonstrated 
that global scheduling systems can be built, deliver quality of service with low 
overhead, and deliver high performance. Scalability questions focus on larger 
switches, cascaded switches, increased buffer depth, and higher clock rates. These 
remain interesting open research questions. Finally, the primary questions of 
performance focus around deliverable quality of service via global scheduling 
approaches. This too is a rich space for inquiry. 

6 Summary 

The fundamental issue in delivering quality of service in network communication 
is resource management. Choices here affect the cost and capabilities of each 
approach. In this paper, we have discussed three approaches: virtual circuits, 
physical circuits, and global scheduling. Virtual circuits admits the most flexible 
application of switches, but also requires the most complex switch hardware. 
Physical circuits reduce switch cost, but fail to deliver precise guarantees for 
large numbers of connections. Finally, global scheduling moves the complexity 
from the switches out to the network interfaces, allowing fast, simple switches. 
However, questions about the cost of synchronization and scheduling in the net- 
work interfaces have yet to be answered. 
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Abstract. In this paper we describe a class of routing algorithms called 
multi-class algorithms. Multi-class algorithms support multiple classes 
of routing simultaneously, thereby allowing different applications, and 
even different messages, to select the most advantageous kind of rout- 
ing. For example some applications prefer the smaller latency variance 
of oblivious routing, while others prefer the higher throughputs achieved 
by adaptive routing. Typical systems provide a single class routing algo- 
rithm, but applications benefit from the flexibility of multiple classes. 
Integrated multi-class routers have two characteristics. First, they pro- 
vide an integrated algorithm where routing classes share resources such 
as buffers. Each class is not an independent routing algorithm on an in- 
dependent network, but rather to reduce costs, each class is implemented 
by a single algorithm on a shared network. Second, multi-class routers 
help increase performance by providing routing flexibility and network 
services which help simplify the network interface or system software. 
The idea of multi-class routing is perhaps obvious and it has appeared 
before. Our contribution, however, lies in defining multi-class routers, 
describing their advantages, providing an appropriate method for evalu- 
ating such routers, and by demonstrating their usefulness though exam- 
ples. 



1 Introduction 

Communication performance continues to be a critical factor in application per- 
formance. Communication time is composed of three components: the software 
overhead to send and receive messages, the time in the network interface to 
move messages between the processor and the network, and the latency in the 
interconnection network. In recent years, message overhead and network inter- 
face times [25, 6, 2, 22, 3] have improved substantially, transforming network 
latencies to a majority component of the total communication time [5]. This 
has focused attention on network issues such as routing and flow control which 
have substantial impact on the throughput and latency achieved by a network. 
Furthermore, as the demand for end-to-end services such as in-order delivery 
and quality of service increase, more attention is directed toward the router to 
provide services that otherwise would be implemented in the network interface 
or software. 

This work was supported in part by the National Science Foundation Grant MIP- 

9213469 and by an ARPA Graduate Research Fellowship. 
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We present and describe multi-class routing. A multi-class router has two 
functions. First it should provide several classes of routing. This is useful since 
no single class of routing is suitable for all applications. Second, multi-class 
routers should simplify the network interface or system software by providing 
services with the routing that might otherwise be implemented in these layers. 
Nevertheless, nearly all known routers support a single class of routing, and few 
provide services such as in-order delivery required by many applications. 



2 Motivation 

Oblivious routing continues to be the routing algorithm of choice. Oblivious 
routers are simple and provide in-order delivery of messages, which is helpful 
for supporting efficient synchronization, checkpointing, memory consistency, and 
determinism in parallel computations. Since oblivious routers have no adaptivity, 
they perform poorly in congested networks and fail when faults are present in 
the network. 

Minimal adaptive routers are more complex than oblivious designs, but can 
achieve higher throughputs, even with small amounts of congestion. Minimal 
adaptive algorithms provide some fault-tolerance, though they rarely provide 
in-order delivery since the flexibility in route selection allows messages to pass 
one another. Minimal adaptive algorithms often suffer from severe throughput 
degradation in heavy congestion. 

Non-minimal algorithms can provide the highest throughputs because they 
tolerate large bursts of traffic and heavy congestion. Like minimal adaptive 
routers, delivery is rarely in-order. Non-minimal routers are also fault-tolerant, 
but are more complex due to livelock protection requirements. In cases of ex- 
treme congestion, non-minimal routers occasionally experience large increases in 
latency due to the overuse of non-minimal routes. 

There are performance-complexity trade-offs to consider when selecting a 
class of routing. If performance of the simplest oblivious algorithm is sufficient 
then the choice is easy. Otherwise, an adaptive routing algorithm is preferable. 
The price of adaptivity is increased complexity and out-of-order delivery. In- 
order delivery, however, is necessary to support efficient synchronization [26], 
checkpointing [19], memory consistency [18] (e.g. via cache coherency algorithms 
or barriers), and determinism in parallel computations. Furthermore, providing 
in-order delivery for adaptive algorithms requires special hardware to avoid the 
substantial latency costs of a software solution. Although a few such network 
interface designs have been demonstrated [3, 22], there is reluctance to provide 
such a complex solution. 

Multi-class routing provides an alternative method to provide the benefits 
of adaptive routing and is beginning to gain acceptance, as evidenced by the 
routing algorithms in the Cray T3E [24] and the lastest IBM SP2 routers [1]. 
Furthermore, since no router supports the needs of all applications, applications 
would benefit from a router that supports several kinds of routing simultaneously. 
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Applications also benefit if services like in-order delivery are provided by routers. 
At present, almost all routers provide a single kind of routing. 



3 Overview 

An integrated multi-class router is not simply a combination of several routers, 
but rather is an integrated router that shares resources to provide multiple kinds 
of routing. Multi-class algorithms should also simplify the network interface or 
system software by providing services in the router. This can simplify the network 
interface and reduce latencies for services that would otherwise be provided in 
the network interface or system software. Although the idea of a multi-class rout- 
ing algorithm is perhaps obvious, and several routers have some of these features, 
the advantages of multi-class routing have not been promoted and multi-class 
performance has been ignored. Thus, our contribution lies in defining this no- 
tion, describing the methodology to evaluate such routers, demonstrating their 
usefulness, and by presenting a few examples of multi-class routing algorithms. 
Although we consider point-to-point networks in a parallel (multi)computer con- 
text, the idea of multi-class routing is applicable to other types of networks as 
well. 

The remainder of the paper is organized as follows. Section 4 describes multi- 
class routers in more detail. Section 5 describes the methodology to evaluate 
multi-class routers, and Section 6 presents an example system that benefits from 
multi-class routing. Related work is found in Section 7, and conclusions are in 
Section 8. 

4 Multi-class Routing 

A multi-class router is a router designed specifically to provide routing for sev- 
eral classes of traffic, where each class of traffic requests distinct algorithmic 
constraints. Furthermore, different classes may reside in the network at the same 
time. 

The key to an integrated multi-class router is the unification of the classes or 
modes of traffic it provides. Each routing class shares resources, such as buffers, 
with other classes thus reducing the cost and complexity of multiple classes. 
Although classes share resources, different classes of messages can exist in the 
network simultaneously. The typical method to distinguish messages of different 
classes only requires adding a few bits to the message header. 

For example, consider the multi-class Triplex algorithm [11]. It provides three 
classes of routing: oblivious Triplex, minimal adaptive Triplex, and non-minimal 
adaptive Triplex. In-order delivery is provided by the oblivious class, which is 
considered the most restrictive class of the three. By providing support for an 
oblivious class. Triplex is an adaptive router that does not require a special 
network interface to re-order messages. Examples of other multi-class routers 
can be found in Section 7. 
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5 Evaluation 

Evaluating a multi-class routing algorithm is difficult because its advantages in- 
clude both quantifiable properties such as improved throughput, as well as more 
qualitative properties such as in-order delivery. Obviously, a multi-class router’s 
single class performance cannot exceed the best known single class router; other- 
wise, a faster router for the class would have been discovered^. The goal, however, 
is to be competitive for a combination of all the traffic classes. Conversely, if the 
ability to select routing classes significantly degrades performance from single 
class routing, then perhaps the versatility is not worth the price. 

5.1 Single Class Performance 

One figure of merit we use is the amount by which a multi-class router’s per- 
formance departs from the best router for each class. This is a rather stringent 
criterion, unless a single class router provides sufficient performance or a single 
class of traffic is expected at any given time. Nevertheless, this comparison gives 
an indication of the quantitative costs of multi-class routing by estimating the 
performance range of the router. 

For example consider the multi-class Triplex algorithm. For single class eval- 
uation, Triplex is compared with competitive algorithms in the oblivious and 
minimal adaptive modes, using the Dally-Seitz oblivious dimension-order algo- 
rithm [7] and the Duato minimal fully adaptive algorithm [8, 13]. A correspond- 
ing non-minimal deadlock- avoidance algorithm does not exist. See Figure 1 for 
the throughput and latency of these algorithms under the bit reversal traffic 
pattern. 

The graph shows that the maximum difference between the oblivious and 
oblivious Triplex algorithms is .7 percent of the normalized throughput, a 5 per- 
cent throughput degradation. For Duato and minimal Triplex, Triplex meets or 
slightly exceeds the throughput of Duato. So, by examining single mode routing, 
the performance range of the multi-class router can be described for this traffic 
pattern. When all the traffic requires in-order delivery, there is a small through- 
put penalty, and when traffic is only fully adaptive, there is a small potential 
benefit for increased throughput. A similar analysis can be done on the latencies. 
In this case, the maximum difference in oblivious latencies is 70 cycles, a 14% 
latency increase for oblivious Triplex^. But with adaptive routing. Triplex expe- 
riences equivalent or lower latency than Duato. Specific details and additional 
traffic patterns can be found in [11]. 

5.2 Estimates of Mixed Traffic Performance 

This is not the complete picture though. A more complete evaluation considers 
the performance of mixed classes of traffic, i.e. when several classes of messages 

^ This may occur, however, when comparing a new multi-class router with an existing 
single class router. 

^ Triplex is charged an extra cycle for node latency. 
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Fig. 1. Wormhole throughput and latency on a 256-node 2D torus with 40-flit and 
400-flit messages in a 10:1 ratio. 



reside in the network simultaneously. Even if several classes of traffic can be 
used by the application, a single class router would need to provide the most 
restrictive kind of routing required. Therefore with mixed class traffic, the multi- 
class routing algorithm is compared with the most restrictive single class routing 
algorithm necessary. 

Because the performance space is so large, the first approach is to estimate 
mixed class performance. Mixed traffic performance can be estimated by comput- 
ing the average of the single class performance results of the multi-class routing 
algorithm. The average is simply weighted to reflect the traffic mix of interest. 
With the mixed class traffic performance estimates, it is then possible to com- 
pute an estimate of the range of traffic mixes for which the multi-class routing 
algorithm maintains its advantage over the most restrictive single class routing 
algorithm. 

Continuing with the example. Table 1 shows the estimate of the traffic mix, 
presented as the minimum percentage of adaptive traffic needed for which Triplex 
is the same or better than the oblivious routing algorithm’s throughput and 
latency. In this case, estimates indicate multi-class Triplex matches or exceeds 
the throughput of the oblivious router for mixed workloads, provided that at least 
14% of the traffic is adaptive. For all but the smallest loads, the latency estimates 
show that Triplex has the same or better (lower) latency than the oblivious router 
for mixed workloads when at least 24% of the traffic is adaptive. Thus, despite 
the throughput and latency degradation of oblivious Triplex, Triplex is still able 
to maintain an advantage for a large range of traffic loads and mixes. We give 
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Table 1. Estimate of the minimum percentage of mixed traffic that needs to be in the 
adaptive class for Triplex to win or tie the single class oblivious routing algorithm’s 
performance on a 256-node 2D torus for bit reversal traffic with 40-flit short and 400-flit 
long messages in a 10:1 ratio. 



Bit Reversal 


Adaptive Traffic Needed | 


Applied Load 


Throughput 


Latency 


.025 


> 0% 


> 73% 


.05 


> 0% 


> 38% 


.1 


> 0% 


> 24% 


.2 


> 14% 


> 12% 


.3 


> 6% 


> 17% 


.5 


>4% 


> 10% 



this example to emphasize a point, not to justify Triplex. Even if a multi-class 
router pays a rather significant penalty for its flexibility, it is quite possible 
that it will still maintain its advantage for a large range of traffic conditions. 
Nevertheless, even if this range is small, as long as it matches the expected 
traffic, the multi-class router may be advantageous. 



5.3 Mixed Traffic Performance 

Experiments with mixed traffic can also be simulated. This gives a more ac- 
curate representation of performance, since each class of traffic actually shares 
router resources while the estimates do not assume this. Such experiments allow 
comparisons of the performance of the most restrictive single class router with 
the performance of the multi-class router under mixed loads. Although it may 
be tedious to determine the range of loads and traffic mixes for which the multi- 
class router is superior to using only the most restrictive single class router, 
representative experiments can at least verify the estimates. 

The graphs in Eigure 2 compare the estimated and experimental results of 
Triplex for a range of traffic mixes. The graphs show that for the particular 
load shown. Triplex performs close to the estimates. This demonstrates that 
with this multi-class router, examining the single class traffic can help provide 
a reasonable prediction of mixed traffic behavior despite the shared resources of 
the multi-class router. 

The next set of graphs in Eigure 3 show the advantage of Triplex over the 
oblivious algorithm at a particular load. The graph on the left represents the 
difference in throughput between Triplex and the oblivious algorithm, while 
the graph on the right displays the difference in latency between the oblivious 
algorithm and Triplex. At very small loads there is no performance advantage 
(actually a penalty). But the graphs show that the performance advantage of 
the multi-class router increases as the percentage of adaptive traffic in the traffic 
mix increases. These results also show that it is possible for a multi-class router 
to provide superior performance over a single class router, even when the single 
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Fig. 2. Triplex mixed class throughput and latency on a 256-node 2D torus with 40-flit 
and 400-flit messages in a 10:1 ratio. 




Fig. 3. The throughput and latency advantage of Triplex over the oblivious algorithm 
on a 256-node 2D torus with 40-flit and 400-flit messages in a 10:1 ratio. 
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class performance of each mode of the multi-class router does not match or 
exceed that of the single-class router. More detailed information about Triplex 
can be found in [10]. 

5.4 Other Considerations 

There are also qualitative differences between the routers that are difficult to 
measure. This includes factors such as in-order delivery. Providing these services 
with the routing helps simplify the network interface or software. Simplifying 
the network interface can result in great savings in hardware complexity and 
may result in faster, cheaper, more manageable network interface. Alternatively, 
providing features in routers that might otherwise be left to software provides a 
big latency savings. Evaluating the qualitative advantages is left to the architects 
and systems engineers. 

6 Example Application 

As we alluded to before, a particularly useful class of multi-class routers is one 
that provides in-order delivery as well as fully-adaptive routing. Fully-adaptive 
routers generally achieve higher throughputs and saturate at higher loads than 
deterministic routers, while in-order delivery is usually assumed by programmers 
and helpful for providing efficient, low cost synchronization tasks. 

We make this more concrete by providing the following example where we 
describe a system with multi-port frame buffers [26] on the SHRIMP multi- 
computer. The multiport frame buffers were designed to provide frame buffers 
capable of sustaining the data rate achieved by parallel rendering. The compute 
nodes occasionally use global control operations which require in-order delivery 
of messages. The majority of messages, however, contain image data which does 
not require in-order delivery and would benefit from the higher throughputs sus- 
tained by adaptive routing. This is also true of other applications (although the 
effects of out-of-order messages on the cache coherency protocol would need to 
be investigated), since SHRIMP is a shared memory message passing machine. 

In the system, frame buffers are connected directly to one edge of a mesh- 
connected multicomputer network to take advantage of the aggregate bandwidth 
available from these networks. Each frame buffer contains a subframe or part 
of the complete picture to be shown on the single display device. Frames are 
double-buffered to allow one buffer to be displayed while the other buffer is 
being updated. Frame buffers receive messages from the processors containing 
data representing a small part of the image called the horizontal span, as well 
as requests to do tasks such as updating image buffers or aiding synchronization 
by receiving a special message called a flush message. 

The frame buffers are multi-ported making synchronization a problem, since 
the order that messages arrive at a frame buffer are lost. Furthermore arrival at 
a frame buffer does not convey information about the order in which messages 
where sent with respect to other processors, since a path used by one processor 
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may be shorter or less congested than a path to the frame buffer used by another. 
Synchronization is necessary for global control operations such as swapping the 
display frame when an updated frame is completely received. Synchronization 
overhead needs to be small compared with the time to send a frame, otherwise 
the full bandwidth of the network cannot be utilized. 

Because the network provides in-order dimension-order routing, it is possible 
to implement low-cost barrier synchronization at the frame buffers with only a 
few messages being sent to the frame buffers by all the processors in a single 
column. The algorithm works by using flush messages to sweep all messages 
sent before the synchronization point into their appropriate frame buffers. If a 
multi-class routing algorithm is used, it also requires processors in a single row 
to send sweeping messages. By contrast in the most general case, the solution 
requires each processor to send a message to each frame buffer. This requires 
special counting hardware which is prone to deadlock or error if the counters are 
not initialized properly. Another expensive alternative, in this case, is to provide 
hardware support for barrier synchronization. 



7 Related Work 

A large number of single class A:-ary n-cnhe routing algorithms have been de- 
veloped [7, 17, 20, 9, 13, 12, 4, 21, 23, 16]. Each balances algorithm flexibility 
against resource requirements and router complexity. 

Only a few routers provide in-order message delivery. The Dally Seitz oblivi- 
ous algorithm [7] is one and requires two virtual channels per channel. Messages 
follow a dimension-order path by correcting dimension from the lowest to high- 
est. Another is the Compressionless router [15]. Compressionless routing, which 
uses an abort and retry technique, is designed for small diameter networks with 
minimal buffering since it requires a message to own the entire path between its 
source and destination before sending is completed. Thus, if messages are sent 
in-order at the source, they arrive in-order at their destination. This method 
suffers from high contention in large congested networks, and wastes bandwidth 
on padding required for short messages when the network diameter is large but 
achieves adaptivity and fault tolerance without the use of virtual channels. 

Even fewer routers offer several classes of routing. The planar-adaptive 
router [4] is a partially adaptive wormhole routing algorithm that sacrifices al- 
gorithm adaptivity to reduce the crossbar complexity required by fully adaptive 
algorithms. The algorithm restricts routing to two dimensions (a plane) at a 
time. The highest dimension in one plane is the lowest dimension in the next 
plane. By tagging messages and sending them on a dimension-order path, mes- 
sages can also be delivered in-order. 

The Cray T3E router [24] is a fully adaptive (in theory, not implementa- 
tion) packet routing algorithm. The router uses a modified version of Duato’s 
technique and provides four virtual channels for oblivious routes and a fifth vir- 
tual channel for adaptivity. Using packet-switching (either store-and-forward or 
virtual cut-through [14] as in the T3E) simplifies the routing and flow control 
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requirements of using Duato’s technique. For the T3E, the oblivious route is 
direction-order instead of dimension-order. Direction-order routes the positive 
directions in dimension-order and then the negative directions in dimension- 
order. A message can be restricted to oblivious routes to avoid faults in the 
network. Oblivious routes can also be used to provide in-order delivery, as in the 
planar-adaptive router. 

The Triplex router [11] is a non-minimal fully- adaptive wormhole algorithm 
for the torus, that supports oblivious, minimal fully-adaptive, and non-minimal 
fully-adaptive routing. It uses three virtual channels per channel. Unlike the 
T3E, Triplex supports wormhole flow-control. Triplex uses a deadlock-avoidance 
technique of Schweibert and Jayasimha [23] that allows cyclic channel depen- 
dencies in the channels. This yields extra adaptivity over traditional adaptive 
algorithms since there is no set of virtual channels that are restricted to messages 
taking acyclic routes. 

8 Conclusions 

In this paper we promote the idea of multi-class routers which allow applica- 
tions, or different messages within applications, to use different classes of rout- 
ing. Multi-class routers are useful because not all applications have the same 
network requirements. Applications can achieve greater performance if they are 
allowed to use a class of routing which is most advantageous. Typically systems 
provide a single class one-size-fits-all routing algorithm. This generally provides 
routing which is overly restrictive for some messages. 

Eurthermore, this paper describes how to evaluate multi-class routers. Com- 
paring the multi-class router against the best single class algorithm for each of 
its modes is not sufficient. Despite the costs of flexibility, multi-class routers can 
be advantageous for a large combination of traffic classes because all the traffic 
is not forced to use a single class of routing. 

Although we have mentioned a few routers that provide multi-class routing, 
finding a competitive multi-class algorithm that provides oblivious, minimal- 
adaptive, and non-minimal adaptive routing is still an open problem. (Eor worm- 
hole or packet routing. Triplex provides performance competitive with single 
class routers, but the non-minimal mode does not improve performance.) An- 
other interesting multi-class router would be one that includes a class or two for 
quality of service or priority based routing. 
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Abstract. Although asynchronous transfer mode (ATM) is used for wide-area 
network applications such as video-on-demand, video conferencing, and live 
audio rebroadcasting, asynchronous wormhole networks are a lower-cost alter- 
native to ATM for local area networks. This work compares the simulated per- 
formance of torus networks with wormhole routing, WICI routing, and WICI 
routing augmented by delayed deflection for congestion control. Simulation 
results show that WICI routing with delayed deflection continues to show good 
throughput even at traffic levels that would saturate a basic wormhole network. 



1 Introduction 

Network applications such as video-on-demand, video conferencing, and live audio 
rebroadcasting require high bandwidth, low latency communication networks. These 
requirements are met by asynchronous transfer mode (ATM) for wide area networks, 
but the high cost of ATM and its longer path setup time are drawbacks for local area 
networks and, especially, supercomputer processor interconnects. 

Wormhole routing can be implemented more cheaply than ATM, and it has low latency 
and buffering requirements, but such networks tend to saturate easily [1,2]. Two alter- 
natives to wormhole routing are virtual cut- through [3], in which packets are buffered 
when blocked, and WICI routing [4] which is a hybrid of wormhole and virtual cut- 
through. These latter methods perform better when the network is heavily loaded at a 
cost of additional buffering and switch complexity. 

Congestion control algorithms [5] also help to overcome saturation in wormhole net- 
works. Deflection routing, deflects a message to an alternate channel when the pre- 
ferred channel is busy, thus routing traffic around a congested area. Delayed deflection 
routing buffers flits on the premise that the preferred channel might become available 
within a few flit times, so that the selection of longer alternate paths is minimized. 
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What we seek is a network design with a good trade-off between buffer requirements, 
complexity and speed of switching circuits, deadlock and livelock protection, freedom 
from blocking, fault tolerance and overall throughput. We conclude in this paper that a 
WICI-routed network augmented by delayed deflection for congestion control has 
many of these desirable properties. 



2 Network Performance 

Adding delayed deflection routing to the WICI torus network improves performance. 
We chose the torus for our experiments because it is scalable and easily partitioned [4]. 
For our performance experiments, the torus is partitioned into clusters of approxi- 
mately the same size and overlapping border nodes communicate between clusters. 
Balanced cluster size is assumed for better load balancing and network modularity. For 
each dimension, border nodes are assigned the same dimensional address. Correspond- 
ing channels are termed outcluster channels and all other ports are termed incluster 
channels. Refer to Fig. 1 for an example of the torus and a partitioning scheme. 

We measure performance as average latency versus load. In our experiments message 
size is fixed, and we define latency as the average elapsed time from the header flit 
leaving the source node until the tail flit reaches the destination node. Load is the flit 
injection rate into the network. We assume a Poisson process, and so the average load 
is X. For simplicity, we assume uniform traffic and we assume that each hop counts as 
one time unit. 

Virtual channels are used in all of our experiments in order to avoid deadlock. The 
strategy proposed by Dally and Seitz in [6] is to switch virtual channels when crossing 
a dimension boundary so that cycles and the resulting deadlock are eliminated. Live- 
lock is eliminated because a random channel is selected if the deflection buffer over- 
flows before the preferred channel becomes available. 

For our experiments, the deflection buffer capacity is half the fixed message length. If 
the deflection buffer size were greater than the maximum message length, then the net- 
work performance would be equivalent to virtual cut-through with some additional 
performance gain from the congestion control algorithm. 

Delayed deflection routing reduces the number of times that a non-preferred channel is 
chosen and so reduces the average path length and blocking as opposed to the static 
WICI self-routing strategy. The performance difference is more pronounced as the net- 
work load increases (Fig. 2). 
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3 Node Complexity and Cost 

Node complexity affects both the cost and switching speed of the network. In worm- 
hole routing, node complexity is relatively small because of the small buffer require- 
ments and the network’s self routing property. If deflection routing is added, then 
channel selection becomes dynamic and switching complexity increases. Also, a 
deflection buffer must be added for the delayed flits. The use of virtual channels for 
deadlock avoidance increases node complexity because switching logic and channel 
buffers are replicated for each virtual channel. 

The slight decrease in switching speed and buffer requirements is offset by increased 
tolerance to network congestion and by improved fault tolerance. In our simple exper- 
iments, we do not account for the slower switching speed expected in our hybrid 
design because we expect the increase in switch complexity due to adding deflection 
routing to WICI to be relatively small. In future work, we plan to take this timing dif- 
ference into account. 

We measure the average number of messages queued in network routers and divide by 
the number of nodes in the network to give average buffer use. We use the product of 
average buffer usage and average latency to compute a node cost measure that is inde- 
pendent of network size (see Fig. 3). Adding a small delayed deflection buffer 
increases memory cost slightly compared to WICI routing without delayed deflection. 



4 Simulation Experiments 

We use a custom simulator, modified from the one used in [4], to compare the perfor- 
mance of wormhole, WICI, and WICI plus delayed deflection networks. Following is a 
summary of our experimental setup: 

• The network is a 16 x 16 torus with 256 nodes. 

• The network is partitioned into four clusters, each 8x8, with 64 
nodes per cluster, similar to the strategy shown in Fig. 1. Worm- 
hole routing is used within clusters and virtual cut-through is used 
between clusters. 

• The message size is fixed at 20 flits per message. 

•Virtual channels with dimension-order routing are used to avoid 
deadlock. Random channel selection is used to avoid livelock. 

• Each node has a single delayed deflection buffer of 10 flits (half 
the message size). 
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• Each hop is equivalent to a simulation time step. All flits that are 
not blocked advance simultaneously in a given time step. Statistics 
are delayed to eliminate warmup effects. 

• Traffic is globally uniform; destinations are chosen randomly from 
all nodes. 



5 Future Research 

Future research will examine the performance with varying message and deflection 
buffer sizes. As mentioned earlier, the increased switch complexity and resulting 
slower switch speed must be accounted for in simulation models. We also plan to 
examine the performance of other network types (e.g. non-torus networks and unidi- 
rectional networks such as the MSN [7]). Because of the importance of client-server 
arrangements in the real world, additional experiments with unbalanced traffic must be 
performed on our proposed network implementation. Network congestion can be 
caused by network faults, and future research will address link and node faults directly. 



6 Conclusion 

In this brief contribution, we focus on the performance of WICI-routed torus networks 
with delayed deflection. Wormhole networks have been proposed as an inexpensive 
alternative to ATM for LAN and supercomputer applications, but the basic wormhole 
implementation saturates under load and has problems with deadlock and congestion. 

Our simulation results show that WICI routing reduces the saturation problem, and 
that delayed deflection further reduces congestion. Deadlock is handled by virtual 
channels and livelock is handled by random port selection inherent in the deflection 
algorithm. Our conclusion is that a WICI network with delayed deflection is cost- 
effective (low buffer requirements and simple switches) and has desirable performance 
characteristics such as good throughput under load, low latency, and freedom from 
deadlock and livelock. 
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Fig. 2. Performance Comparison of a 16x16 Torus With Wormhole Routing, WICI Routing 
With Delayed Deflection Routing, and Virtual Cut-Through Routing 




Fig. 3. Cost Comparison of a 16x16 Torus With Wormhole Routing, WICI Routing With 
Delayed Deflection Routing, and Virtual Cut-Through Routing 
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Abstract. Multidestination message passing has been proposed as a 
mechanism to achieve efficient multicast in regular direct and indirect 
networks. The application of this technique to parallel systems based on 
irregular networks has, however, not been studied. In this paper we pro- 
pose two schemes for performing multicast using multidestination worms 
on irregular networks and examine the extent to which multidestination 
message passing can improve multicast performance. For each of the 
schemes we propose solutions for the associated problems such as, meth- 
ods for encoding and decoding multidestination headers, alterations to 
the setup algorithm run by the switches, logic to perform header manip- 
ulation, etc. We perform extensive simulations to evaluate our schemes 
under a variety of changing parameters: software startup overhead per 
message, system size, switch size, message length, and degree of connec- 
tivity. Our results establish that even a very naive multicasting algorithm 
using multidestination message passing can result in considerable perfor- 
mance gains over the best unicast based multicasting schemes. 



1 Introduction 

Parallel computing on networks of workstations is fast emerging as a cost- 
effective alternative to MPPs. These systems are typically interconnected by 
switches in an irregular topology [1, 11], Because of this, many of the problems 
that have been solved for regular topologies have to be solved anew for these 
systems. 

To perform communication with low latency these systems typically use cut- 
through switching (routing) due to inherent advantages such as low latency. 
Much recent research has focussed on the problem of deadlock-free cut-through 
routing in irregular networks of workstations [9, 10]. 

It has been established that efficient multicast is crucial to the operation 
of a parallel system. This is because multicast, in addition to being used in 
other collective operations, is also used in system level operations such as for 
cache-invalidations in a Distributed Shared Memory (DSM) system [3]. Both, 

* This research is supported in part by NSF Grant MIP-9309627, NSF Career Award 
MIP-9502294 and an IBM Cooperative Fellowship. 
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systems using the Distributed Memory, and systems using the DSM program- 
ming paradigms, make use of multicast/broadcast for various application and 
system level data distribution functions. 

A lot of research has therefore focussed on methods for efficient multicast in 
parallel systems. These methods have predominantly been proposed for regular 
networks and fall into two broad categories: unicast-based and multidestination- 
based multicast. Unicast based multicast typically follows a multi-phase binomial 
tree based approach [15]. A unicast message is sent by the source to a destination 
in the first phase of this multicast. In every successive phase, the source and 
the multicast destinations covered up to the beginning of that phase send one 
message each to one of the remaining destinations. Such a multicast requires at 
least log 2 [(d-hl)] phases to cover d destinations. Such unicast based multicasting 
schemes have been recently proposed for irregular networks [4]. 

Multidestination routing has been proposed for parallel systems based on 
regular networks. Originally proposed for direct (router-based) networks [5, 7], 
this scheme has been recently extended to regular switch-based parallel systems 
[12, 14]. However, the problem of how multidestination routing can be extended 
to irregular networks has not yet been addressed. Similarly, the extent to which 
such a multidestination message passing based multicast will benefit multicast 
performance in an irregular network has also not been evaluated. 

In this paper we study the problem of performing multicast in irregular net- 
works with cut-through routing using multidestination worms. We propose two 
schemes that are at the opposite ends of the spectrum of multidestination worm 
based multicasting. The first scheme, called the Multiphase Multicast using Sin- 
gle Switch Replication (MPM-SSR) scheme, uses a predominantly software based 
multi-phase approach to perform multicast to arbitrary destination sets along 
with the ability of a switch to replicate worms to multiple output ports. The sec- 
ond multicasting scheme, called the One Phase Multicast (0PM) scheme, carries 
out multicast in a single phase and is predominantly hardware based. 

We then perform simulations to evaluate the extent of performance gain that 
can be achieved by using the two proposed schemes. Our simulations isolate 
the effect of increasing software startup time, system size, switch size, message 
length, and degree of connectivity on multicast performance of both schemes 
by varying one of these parameters at a time. The performance of our schemes 
is compared with a best possible unicast-based multicast implementation — an 
extremely optimistic estimation of the performance achievable using unicast- 
based multicasting schemes. 

Our results show that even a naive multicasting algorithm in conjunction 
with minimal hardware support for multidestination routing (the MPM-SSR 
scheme) can result in considerable gain in performance over the best unicast 
based solutions with performance gains by factors of up to 2.6 being realizable. 
Our results also confirm that the single phase multicast (0PM) scheme scales 
across destination set sizes, system sizes, switch sizes, message lengths, and sys- 
tem connectivities, providing almost constant latency multicast with variation in 
all these parameters. This scheme provides performance improvements by factors 
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of up to 7 over the best unicast based scheme in a 128 node system. 

The remaining portion of this paper is organized as follows. In Sec. 2 we 
present our assumptions about the system and review a method for deadlock free 
unicast message passing. Section 3 reviews the various factors that affect tree- 
based multidestination routing in switch-based parallel systems. We then present 
the MPM-SSR scheme in Sec. 4 and the 0PM scheme in Sec. 5. Simulation 
results are presented in Sec. 6 and our conclusions are presented in Sec. 7. 

2 Irregular Networks 

2.1 Topology and System Model 

In an irregular network, processing nodes are connected to switches which are 
interconnected arbitrarily. An example of such a topology is shown in Fig. 1(a). 
The figure shows a 32 node system consisting of eight 8 port switches. The 
processing elements are typically workstations. The switches in the network are 
interconnected using bidirectional links. The network is assumed to support cut- 
through routing. To achieve cut-through routing, switches are equipped with 
buffers. We assume an input buffer based replication architecture [12, 14]. 




Fig. 1. (a) An example of an irregular network, (b) a graphical representation of the 
network, and (c) the direction of links after running the setup algorithm for up*/down* 
routing. 

For the purposes of our experimental study, we assume that half of a switch’s 
ports are connected to processing nodes. This is not a limitation of the methods 
proposed in this paper but is merely an assumption made for our performance 
evaluation. The remaining ports are either connected to other switches or left 
unconnected. The number of ports that are left unconnected is varied to obtain 
networks with different degrees of connectivity. 

2.2 Unicast Routing in Irregular Networks 

Recently, a number of approaches have been proposed for routing packets in 
irregular networks [1, 9, 10, 11]. An important issue in networks with cut-through 
routing is the avoidance of deadlock due to cyclic waiting among packets. Each 
of the proposed routing solutions tries to address this deadlock problem either 
by eliminating the possibility of cyclic wait [1, 9, 10] or by allowing cycles but 
by providing paths for messages to escape from cyclic wait scenarios [11]. For 
the purposes of this paper however, we will adopt the approach outlined in [10]. 
This approach, called up*/down* routing, is described next. 

In the up*/down* routing scheme, the switches of the network first run a 
setup algorithm. In this algorithm, a common (breadth first) spanning tree is 
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formed among the switches of the network from a commonly agreed upon root 
switch. The spanning tree is then used to assign directions to each of the unidi- 
rectional links in the network as one of ‘up’ or ‘down’. A link is assigned an ‘up’ 
direction if the switch at which it ends is higher up in the tree (closer to the root 
switch) when compared to the switch from which it originates or if the switch 
at which it ends is at the same level of the tree but has a lower ID. Links are 
marked as ‘down’ links otherwise. In addition to assigning directions to links, the 
setup procedure also results in every switch being aware of the entire network 
topology after which routing tables are set up at every switch. The up*/down* 
scheme used to perform deadlock-free routing can be summarized as follows: a 
message is routed on zero or more ‘up’ links followed by zero or more ‘down’ 
links to reach its destination. Once a message takes a ‘down’ link, it is prohibited 
from taking an ‘up’ link again. Figure 1(b) shows a graphical representation of 
the irregular network of Fig. 1(a). The directions assigned to the links of the 
network after running the setup algorithm for up*/down* routing are shown in 
Fig. 1(c). The arrows indicate the ‘up’ links in each of the bidirectional links: 
the ‘down’ links are in the opposite direction. 

The methods described in this paper make use of the information that is 
gathered by the setup procedure described above, adding to this procedure to set 
up information at the switch so as to facilitate the routing of multidestination 
messages. Before we describe those methods however, we briefly review some 
of the concepts relating to multidestination routing in switch based parallel 
systems. 

3 Tree-Based Multidestination Message Passing 

Multidestination message passing is a technique that has recently been proposed 
for routing messages from a single source to multiple destinations. Proposed orig- 
inally in the context of parallel systems based on direct (router-based) networks 
[5, 7], this work has been extended recently to switch-based networks [12, 14]. A 
tree-based multidestination worm covers multiple destinations in a switch-based 
network by replicating at the switches on its path. The copies of the multidesti- 
nation worm formed by replication at a switch are forwarded to other switches 
or nodes depending on whether the output ports to which they are replicated are 
connected to switches or nodes. There are three main issues w.r.t. implement- 
ing tree-based multidestination worm based multicast in a switch-based parallel 
system. These are described in the next three paragraphs. 

Encoding and Decoding Multidestination Worm Headers: The set of 

ports to which a multidestination worm is to be forwarded may be determined 
either statically at the source or dynamically by the switches on the worm’s path 
using the worm header. In the former case, the header encodes a route to the set 
of destinations that it covers. The switches on the worm’s path use this route 
information (possibly after some decoding) to decide the set of output ports to 
which the multidestination message must be forwarded. Route table information 
is stored at the processing nodes. The switches in the network just require the 
ability to decode the header. In the latter case, the multidestination worm header 
typically encodes the set of destinations to which the worm is directed. Under 
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this scheme, the switches in the network must store enough routing information 
to decide which output ports must receive a copy of the worm for it to reach all 
of its destinations. 

Replication Mechanism: Multidestination routing in switch-based parallel 
systems requires an efficient replication mechanism at the switches [6]. In this 
paper, we assume that switches adopt the deadlock-free input-bufier-based asyn- 
chronous replication mechanism of [14]. Under such a replication mechanism, an 
arriving multidestination worm at an input buffer of a switch is read by multiple 
output ports. Furthermore, the various output ports proceed independently of 
each other so that blocked branches do not inhibit other non-blocked branches. 
A count value associated with packet units known as chunks^ is initialized to the 
number of output ports to which the multidestination worm is to be forwarded. 
Every output port decrements the count value associated with a chunk as soon 
as it is read. A chunk is deleted once it has been read by all destination output 
ports. 

Routing: Although many static encoding schemes encode the entire path of a 
multidestination worm, dynamic encoding schemes do not restrict the path of 
a multidestination worm in any way (except in requiring that the multidestina- 
tion worm’s destinations be eventually covered). The Base Routing Conformed 
Path (BRCP) model restricts multidestination worms to paths that are valid 
for unicast worms in the system [7]. By restricting tree-based multidestination 
worms to such paths, deadlock problems can be avoided without making special 
rules for multidestination messages. In this paper we assume that multidestina- 
tion worms conform to the up*/down* routing in the following sense: no branch 
(copy) of the worm takes an ‘up’ link after it has taken a ‘down’ link. 

4 Multiphase Multicast using Single Switch Replication 
(MPM-SSR) 

A simple method for multicasting can use the replication mechanism described 
above at a single switch. In this method, a multidestination worm covers a set of 
destinations that are all connected to the same switch. If the multicast destina- 
tion set spans multiple switches, a multinomial tree based approach is used for 
multicast [12]. Under this approach multicast proceeds in multiple phases with 
the recipients of a multicast in any given phase acting as secondary sources in the 
next phase of the multicast. This scheme is discussed in detail in the following 
subsections. 

Figure 2(a) shows the irregular network of Fig. 1 with the multicast destina- 
tions highlighted and a multidestination worm that replicates at a single switch. 




V\ibim Header 



Bit String 

(showing portswith 
destinations) 
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Fig. 2. (a) The path followed by a sample worm, and (b) the format of a multidesti- 
nation packet header under the MPM-SSR scheme. 
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4.1 Encoding and Decoding Multidestination Headers 

Before presenting the multinomial tree based algorithm for performing multicast 
to arbitrary destination sets, we first present a simple method for encoding and 
decoding the headers of the multidestination worms of the MPM-SSR scheme. 
Since replication is only allowed at a single switch, a simple method of encoding 
the multidestination header is to store information that the intermediate switches 
can use to route it to the destination switch (whose nodes are the destinations 
of the multidestination worm). In addition, the header must also encode the list 
of the destination switch’s nodes that are recipients of the multicast. 

A representation of such a header is shown in Fig. 2(b). The first portion 
of the header consists of a node or switch ID along with a 1 bit tag to denote 
whether the message is a unicast or a multidestination message. The choice of 
whether a node or a switch ID is used can be made depending on whether or not 
the system allows messages to be directed to switches (as allowed in Autonet 
[10]). If a node ID is used, this field may carry the ID of any one of the worm’s 
destinations attached to the destination switch. The second field consists of a p 
bit string where p is the number of output ports in a switch: the ith bit in this 
string is set to ‘1’ if output port i of the destination switch leads to a multicast 
destination. 

For decoding the multidestination header, the information set up for routing 
unicast messages is sufficient. Let us first consider the case where the first field 
of the multidestination header encodes a node ID. A switch on the worm’s path 
examines the first field of the header and the tag bit. If the tag bit is off (a 
unicast packet), the worm looks up its routing table to decide the port to which 
the worm is to be forwarded. If the tag bit is on (a multidestination packet), the 
switch first examines if the destination is one of the nodes connected to it. If so, 
the second field is read to determine the output ports that should receive copies 
of the packet. Otherwise, the worm is forwarded to an appropriate output port as 
determined from the switch’s routing tables just as if it were a unicast message. 
Since the routing table lookup and the determination of whether a destination 
is connected to a given switch can potentially be performed concurrently, the 
multidestination header causes no additional decoding overhead (in terms of 
latency) at the intermediate switches. 

If the first field of the header carries a switch ID, decoding can become even 
simpler. An intermediate switch examines the switch ID field with its own ID and 
forwards the message to an appropriate output port in the case of a mismatch. 
If the switch ID field matches its ID, the tag field is used to determine whether 
the packet must be consumed by the switch or whether it is a multidestination 
packet intended for nodes connected to the switch. In the latter case, the second 
field of the header is examined and the worm is replicated accordingly to the 
ports which correspond to ‘1’ bits in the string. 

4.2 Multinomial Tree Based Multicast 

The multinomial tree based multicast proceeds in multiple phases. The multicast 
performance depends on the number of phases in the multicast and the amount 
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of contention within each of these phases. Given a multicast destination set and 
an irregular network, the destinations covered by each of the multidestination 
worms in the MPM-SSR scheme can be easily inferred. However, because of 
contention, differing distributions of the multidestination worms into the various 
phases of the multicast can result in differing multicast performance. Given a 
multicast destination set (and hence the set of multidestination worms), finding 
the optimal distribution of worms into various phases (to minimize multicast 
latency) is an open problem. In this paper however, we adopt a simple, greedy 
method that focuses exclusively on the reduction of the number of phases. This 
method has been found to perform well for regular networks [12]. The method 
is described next. 

Given a set of destinations, determine their associated switches. Arrange 
these switches in descending order of size according to the number of destinations 
in each switch. Since a worm can cover all the destinations associated with a 
single switch, we can associate one worm with each of these switches. Given this 
list of multidestination worms, in the first phase the largest multidestination 
worm is sent from the source. In the second phase of the multicast the source 
and the destinations covered in the first phase send out one multidestination 
worm each from the ordered list of worms. At any given phase the destinations 
covered up to the end of the previous phase and the source send out one worm 
each from the ordered list of (remaining) worms. This process continues till all 
worms have been sent. As can be inferred from the above description, if on the 
average p of the multicast destinations belong to the same switch, then multicast 
to d destinations using this approach requires |”log^^i(d+ 1)] phases. Such an 
approach will require fewer phases to cover a given multicast destination set 
than the number of phases required by the best known software multicasting 
algorithm [4] if p > 1. If p = 1, then the number of phases required by the 
MPM-SSR scheme and the best known software scheme are equal. 

We have described a simple multi-phase approach for multicast in irregular 
networks. In the next section, we describe a method that accomplishes multicast 
in a single phase. However, it requires enhancements to the information stored 
and the decoding logic used at every switch in network. 

5 One Phase Multicast using Bit-String Encoding (OPM) 

The feasibility of using bit-string encoded headers was first shown in [2]. An 
efficient, single phase multicasting scheme using a multidestination worm with 
a bit-string encoded header was proposed in [8, 14]. Key to the efficient imple- 
mentation of this multicast is the presence of reachability strings at each of the 
network switches. Although such reachability strings are fairly easy to determine 
in regular networks, determining such reachability strings in irregular networks 
is more difficult. Furthermore, multiple paths exist from a given switch to a given 
destination, a property not present in many regular networks such as many of 
the unidirectional and bidirectional MINs. One contribution of this paper is to 
outline a method for setting up these reachability strings as an enhancement 
of the setup procedure used for the up*/down* routing algorithm in irregular 
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networks. Another contribution is the presentation of simple header modifying 
logic that prevents multiple copies of a worm from being forwarded to a desti- 
nation along different paths. Before examining these however, we briefly review 
the strategy adopted for encoding such multidestination worms. 

5.1 Encoding Multidestination Headers 

Bit string encoding is an example of a dynamic encoding scheme. In this form of 
encoding the header carries an A^-bit string where N is the number of nodes in 
the system. The ith bit of this string is set to 1 if node i is a multicast destination; 
otherwise the bit is set to 0. In addition, a bit (called the up-down bit) may be 
added to the header to indicate whether the worm is currently traveling along 
the ‘up’ or ‘down’ direction. This bit is initially set to ‘1’ to indicate that the 
worm is traveling in the ‘up’ direction. It is reset when the worm begins traveling 
‘down’-wards. 

To decode such a header efficiently, the switches of the system must possess 
information about the nodes that are reachable from each of their ‘down’ output 
ports. This information can be efficiently captured using bit strings similar to the 
one described above, called reachability strings [8]. Every ‘down’ output port has 
a reachability string associated with it. Bits that are ‘1’ in this string represent 
nodes that are reachable through the output port. In addition, every switch 
maintains a total reachability string that captures the set of nodes reachable 
through all of its ‘down’ output ports. Given these reachability strings, decoding 
a bit string header reduces to a simple logical operation. 

5.2 Setting up Reachability Information 

The setup procedure used for the up*/down* routing algorithm assigns a direc- 
tion as one of ‘up’ or ‘down’ to every link in the system. From the root switch, 
the ‘down’ links along with the other switches form a Directed Acyclic Graph 
(DAG). This implies that more than one of the switch’s ‘down’ links may lead 
to a given set of destinations. Furthermore, two different switches may lead to 
the same set of destinations (following ‘down’ links alone). If reachability strings 
captured all the destinations reachable through a given switch’s (‘down’-ward) 
output ports, we may end up forwarding a multidestination worm to more than 
one output port to cover the same set of destinations — this set of destinations 
will receive multiple copies of the message. To prevent this we can restrict the 
reachability strings at a switch so that only one ‘down’ port leads to a given 
destination. We call these reachability strings restricted reachability strings. 

However, even this does not prevent multiple copies of the worm from reach- 
ing some of the destinations. There are two methods by which this can be pre- 
vented. The first method is to restrict multicasts so that they adhere to a strict 
(common) spanning BFS tree. A second alternative is to modify the headers 
of multidestination worms so that the worm copies carry only the subset of 
the multicast destinations that are reachable through the restricted reachability 
strings. 

In this paper, we choose to modify multidestination headers. Although this 
method requires additional logic to perform the header modification, it has the 
important advantage that multicast need not be restricted to one common tree. 
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We provide a possible implementation for performing this header modification, 
in the next section. We have also developed a procedure to set up the restricted 
reachability strings at a switch given the network topology (found as a result of 
the setup algorithm for up*/down* routing), but have been unable to include 
it due to space limitations. Interested readers are requested to refer to [13] for 
further details. 

5.3 Decoding Multidestination Headers 

Basic Idea: For the purposes of this paper, the decoding method adopted is as 
follows. If an arriving multidestination worm has its up-down bit set to ‘1’, the 
worm’s header is compared with the total reachability string associated with the 
switch (a bit-wise AND is performed of the two strings). If all the worm’s desti- 
nations are reachable from the switch’s ‘down’ output ports (the fore-mentioned 
bit-wise AND operation results in a string that is identical to the bit-string 
header), the up-down bit is set to ‘0’ and the header is compared with the (re- 
stricted) reachability strings of each of the switch’s output ports that lead to 
‘down’ links (another bit-wise AND). If the output port leads to any of the 
worm’s destinations (the result of the bit-wise AND is non-zero), the worm is 
replicated to the specified output port. Before being forwarded to the specified 
output port, the worm header has to be modified as mentioned above. If a mul- 
tidestination worm arrives at a switch with its up-down bit set to ‘O’, the worm’s 
header is directly compared with each of the ‘down’-ward ports’ restricted reach- 
ability strings. 

If all the multidestination worm’s destinations are not reachable from the 
switch’s output ports that lead to ‘down’ links, the worm is routed to any one 
of the switch’s output ports that lead to ‘up’ links. The choice may be made 
adaptively depending on local traffic conditions or may be made arbitrarily (for 
example, round robin among the output ports that leads to ‘up’ links). The worm 
should eventually arrive at a switch from which all its destinations are reach- 
able. Note that this is a property that exists because of the up*/down* routing 
algorithm and the method followed for assigning ‘up’ and ‘down’ directions to 
the links (the set-up procedure). 

Header Decoding and Modification Logic: As described above, to prevent 
multiple copies of a worm from arriving at the multicast destinations we have 
decided to alter the bit-string header that is forwarded to each output port 
(along the ‘down’-ward path). An implementation that achieves this function in 
a switch with 4 output ports is shown in Fig. 3. The implementation consists 
of reachability registers that store the restricted reachability strings that are 
set up as described previously. A reachability register is associated with every 
one of the switch’s output ports (although the restricted reachability strings are 
only stored for those output ports that lead to ‘down’ links — the other registers 
are initialized to zero). An additional register (the header register) stores the 
bit-string encoded header. The modified header for each of the output ports is 
obtained by a simple bit-wise AND of the reachability registers and the header 
register. This modified header is stored in a set of result registers. If the result in 
any of the registers is non-zero, a request is made for the corresponding output 
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port. If the output port is free it begins forwarding the worm starting with 
the modified header in the corresponding result register. The bit-wise AND of 
the header register and each of the reachability registers can be carried out in 
parallel and completed in a single cycle. This logic may be replicated for every 




Fig. 3. An example implementation for modifying the multidestination headers. 

input port. Alternatively, it may be more cost-effective to have shared logic for 
all input ports. 

In this paper however, we assume that the logical unit shown in Fig. 3 is 
replicated for each input port. We conservatively assume that the above header 
modification takes 4 cycles (40.0 nanoseconds) for our experiments, as discussed 
in the next section. 

6 Performance Evaluation 

We performed simulation experiments using a C-h+/CSIM based simulator to 
measure the performance of the schemes proposed in the previous section. The 
hit-level simulator is flexible enough to model different regular and irregular 
topologies. We studied the impact of the following system parameters on single 
multicast performance: message startup time, system size, switch size, message 
length, and the percentage connectivity among the switches of the network. 
We assumed that half the number of switch ports are connected to proces- 
sors/workstations. Networks were generated so that they were better connected 
by leaving fewer of the remaining switch ports unconnected. The interconnection 
between switches was randomly generated. 

In each of the experiments, we measured multicast latency for different des- 
tination set sizes varying one parameter at a time to isolate its impact. Every 
point in the graphs that follow represents the average performance for the cor- 
responding multicast set size over 20 repetitions each for 10 different randomly 
generated networks (i.e. an average over 200 multicasts). The default parameters 
assumed for the experiments are as follows: software startup overhead (tg) = 10.0 
/isecs., link propagation time for a single flit (tp) = 10.0 nanoseconds, multides- 
tination header decoding/modification time (troute) = 40.0 nanoseconds, unicast 
header decoding and message routing time {t'^outT^) ~ nanoseconds, switch 
propagation time {tsw) = 10.0 nanoseconds, and injection channel and consump- 
tion channel propagation time per flit {tinj and icons) = 10.0 nanoseconds. Our 
default system consisted of 64 nodes interconnected by 8 port switches with 75% 
network connectivity. 

To estimate the impact of our proposed schemes we compare them with the 
currently prevalent software point to point messaging based mechanisms. We 
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present a lower bound estimate of the performance of such a multicast. This 
estimate was obtained as follows. A software multicast using point to point com- 
munication primitives requires [log 2 (d+l)] phases. Ignoring contention, each 
of these phases incurs the software overhead for a single communication and 
the propagation time for the entire message over at least the injection channel, 
consumption channel and one switch. The estimate we used for a multicast to d 
destinations is given by: ((t* + tinj + + ^cons + I x icons) x riog 2 (d + 1)]) 

/isecs, where I is the message length in flits. As shown in [4], contention free uni- 
cast based multicast is not always possible in irregular networks. Furthermore, 
messages may pass through multiple switches and links, so that the propagation 
cost of these messages may be higher. Actual multicast latency using unicast 
messages will therefore be higher than our lower bound estimate. 

Effect of Startup Time: We first study the impact of startup overhead on the 
multicast performance. As shown in Fig. 4 the performance of the MPM-SSR 
scheme shows some variation with startup overhead. For startup times of 10.0 
and 20.0 /isecs., the MPM-SSR scheme shows up to a factor of 2 improvement 
over the best unicast based solution. For a low startup time of 5 microseconds, 
the performance gain of the multicast under the MPM-SSR scheme reduces to 
a factor of 1.4. This is due to increased contention among the worms of the 
multicast at low values of startup. The single phase 0PM multicast has the 
same factor of gain over the best unicast based multicast across the range of 
startup times. The main component of the multicast under this scheme is the 
single startup overhead. 




Fig. 4. Multicast latency vs. number of destinations for three different communication 
startup times: 5.0, 10.0, and 20.0 microseconds. 

Effect of System Size: The performance of the 0PM scheme is dominated by 
the single startup overhead. As shown in Fig. 5 it performs uniformly well across 
a range of destination set and system sizes, incurring approximately constant 
multicast latency. The performance gain due to the 0PM multicast therefore 
increases with system size, from a factor of up to 5 for a 32 node system to a 
factor of up to 7 for a 128 node system over the best unicast based multicast 
scheme (a factor of up to 3-5 over the MPM-SSR scheme). Under the MPM- 
SSR scheme the amount of network contention increases as the multicast set size 
increases lowering the performance gain from a factor of up to 1.7 for a 32 node 
system to a factor of up to 1.5 for a 128 node system. 

Effect of Switch Size: Since the multidestination worms under the MPM- 
SSR scheme can cover the destinations attached to a single switch, the number 
of destinations covered by each of them varies directly with the switch size. 
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Fig. 5. Multicast latency vs. number of destinations for four different system sizes: 32, 
64, 96, and 128 nodes. 



Therefore, for a given system size, the number of phases required for multicast 
under the MPM-SSR scheme reduces directly with increasing switch size and 
multicast performance therefore improves (as shown in Fig. 6). Compared to 
the best unicast based multicast performance, multicast using the MPM-SSR 
scheme results in gains by factors of up to 1.6 for a 64 node system with 8 
port switches and in gains by factors of upto 2.6 for a similar system with 32 
port switches. Again, the 0PM multicast incurs approximately constant latency 
across the range of destination sets and switch sizes. 




Fig. 6. Multicast latency vs. number of destinations for three different switch sizes: 8, 
16, and 32 ports. 

Effect of Message Length: As shown in Fig. 7, increasing message length 
adversely affects the performance of multicast under the MPM-SSR scheme 
because the amount of network contention increases with increasing message 
length. However, even for a message length of 256 flits, the MPM-SSR multicast 
performs better than the best unicast based multicast (by a factor of 1.15). Al- 
though increasing message lengths increase the propagation time for the 0PM 
multicast, the difference in performance is very small because of the dominance 
of the single startup overhead. 




Fig. 7. Multicast latency vs. number of destinations for three different message lengths 
(payload sizes): 64, 128, and 256 flits. 

Effect of Percentage Connectivity: Increased network connectivity in gen- 
eral improves the performance of both MPM-SSR and 0PM multicast, although 
by a very small amount (as shown in Fig. 8). The reason why increase in network 
connectivity does not have a more pronounced effect on our performance figures 
is that we did not restrict the worms to minimal paths, and the up*/down* 
routing does not provide as much adaptivity as some of the more recent schemes 
([1, 9, 11]). 
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Fig. 8. Multicast latency vs. number of destinations for three different degrees of con- 
nectivity: 60, 75, and 90%. 



7 Conclusion 

We have presented two schemes for multicast using multidestination worms. The 
MPM-SSR scheme is predominantly software based and just uses the ability of 
a switch to replicate an arriving worm to multiple attached nodes. Under this 
scheme, multicast to arbitrary destination sets proceeds in multiple phases with 
destinations receiving the message in one phase acting as sources in succeeding 
phases. We have presented a header encoding and decoding method for the 
multidestination worms of this scheme that requires no additional information at 
the switch than what is already present for routing unicast messages. The second 
scheme, called the 0PM scheme, is predominantly hardware-based and carries 
out multicast efficiently in a single phase. However it requires additions to the 
setup algorithm and modifications to the switch to support header modification 
and decoding. We have developed this addition to the setup algorithm as well 
as an implementation for carrying out header modification. 

Our simulation results have shown that even the naive multicasting algorithm 
used in the MPM-SSR scheme can result in considerable performance gains over 
a unicast based multicasting scheme. Furthermore, our results confirm that a 
hardware multicasting scheme, such as the 0PM scheme, can result in scalable 
multicast; multicast latency under this scheme is almost constant across a range 
of destination set sizes, system sizes, switch sizes, message lengths and network 
connectivities. These schemes therefore show considerable promise for being ap- 
plied to parallel systems based on networks of workstations to achieve efficient 
multicast. 

The methods developed in this paper are general and applicable to any net- 
work, although enhancements can be made to improve performance in networks 
where the topology is regular (such as unidirectional and bidirectional MINs). 
We are currently studying the effect of multiple multicast traffic on the perfor- 
mance of the proposed schemes. We are also investigating methods for other 
collective operations such as barrier synchronization and reduction in irregular 
networks. 

Additional Information: A number of related papers can be obtained from: 
http://www.cis.ohio-state.edu/~panda/pac.html. 
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Abstract 

Communication in data parallel architectures has been limited considerably due to the 
properties of conventional SIMD communication networks. In this study, we illustrate the 
degree of concurrency available in several data parallel applications. However, this con- 
currency can not be exploited in traditional SIMD machines. We investigate the commu- 
nication properties and alternate communication mechanisms which may be used 
effectively to exploit this available concurrency. Some preliminary results are presented. 

1.0 Introduction 

SIMD machines have been and continue to be an important class of machines. The recent 
introduction of small scale SIMD paradigm in Intel’s MMX architecture shows renewed 
interest in SIMD. The data parallel programming model is very attractive when algo- 
rithms require similar manipulation of large amounts of data. Example applications 
include image processing, quantum chromodynamics, seismic signal processing, climate 
modeling, finite element analysis, etc. All of these applications involve massive amounts 
of data parallelism, and require extensive amounts of near neighbor (local) communica- 
tion. 

Data parallel architectures typically have PEs with private memories. As a result any 
sharing of data between the PEs must be explicitly communicated. This implies that a 
significant fraction of the execution time is consumed as communication overhead. The 
goal of this work is to explore alternatives for efficient communication in the SIMD class 
of machines, and investigate mechanisms which exploit available concurrency to reduce 
communication latencies for both regular and irregular communication. 

In this paper we identify the types of communication concurrency found in data parallel 
algorithms. Exploiting this concurrency can lead to significant decrease in communica- 
tion latencies. To accomplish this we propose a framework which extends conventional 
SIMD architecture, which we denote as concurrently communicating SIMD. 

1.1 Related work 

There have been several research efforts which have addressed the exploitation of con- 
currency between communication and computation and within communication. The 
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SLIM [3] architecture allows a single bit memory plane to be shifted to the nearest neigh- 
bor concurrently with computation. The Execube [7] is a SIMD/MIMD architecture 
which uses processors with memory integrated on-chip along with DMA support to over- 
lap communication with computation and other communication. The transputer based 
design by Atiquzzaman [1] has MIMD nodes connected with bidirectional communica- 
tion ports to allow overlap between communication and computation and other commu- 
nication. We note that each of these studies consider the concurrency for either coarse- 
grained parallelism or a SIMD/MIMD architecture. Our focus is to address the exploita- 
tion of communication concurrency in fine-grained SIMD architectures. 

2.0 Communication in SIMD 

SIMD communication operations are classified as either scalar or parallel. A scalar com- 
munication involves data objects in the array controller (scalar variable) and one or more 
PEs. Parallel communication involves data objects in the PE array (parallel variables). 
Parallel communication is supported via an interconnection network and often a global 
communication mechanism. Parallel communication can be either local or global in 
nature. Connnunication with the near-neighbor PEs is considered to be local communica- 
tion, while communication with PEs relatively far away may be considered global. The 
efficiency of the communication mechanism is dependent on the regularity of the com- 
munication, the average distance to the destination, and the inherent architectural proper- 
ties of the communication network. 

The topology of nearest neighbor network is typically a k -ary n -cube. Global network 
topologies vary from hypercubes to multistage switch based networks such as Benes, 
Omega, Delta, Expanded Delta, etc. Since the addition of hardware support for global 
connection can be very expensive, a clustering approach is often used to share a port into 
this network among several PEs. While it provides the capability for more general types 
of traffic patterns, it typically requires a much longer time to complete a communication 
than a regular pattern on the interconnection network. 

2.1 Communication network properties 

A typical SIMD communication network is controlled centrally by the control unit, 
routes messages synchronously, and is circuit switched. The communication channels 
utilized in the network are half-duplex. 

SIMD algorithms are executed in a lock-step manner, and as a result all active PEs exe- 
cute the instruction being broadcast by the controller. The lock- step execution limits the 
PEs to either execute a communication or a computation operation, but not both. Since no 
overlap between computation and communication is possible, the PE architecture is 
designed to share hardware resources between computation and communication opera- 
tions. An example of this is the MasPar MP-1 PE floating point unit which uses the man- 
tissa unit for serially shifting the messages in or out of the PE during communication. 

Due to the synchronous nature of the network, PEs can only communicate in the direc- 
tion specified by the control unit in a given cycle, i.e. every PE participating in the com- 
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munication operation must send or receive the messages to or from the same direction. 
For example, a data exchange between two adjacent PEs must be split up into two com- 
munication phases, one in which a PE sends the data to the other PE, and another to allow 
the other PE to send the data to the first PE. Unidirectional communication implies that 
physical links in the interconnection networks are managed as half-duplex, and circuit 
switching is the transport mechanism of choice for messages with uniform lengths and 
communication direction. 

2.2 Message properties 

In this section we present some definitions related to properties of messages in SIMD, 
and their interaction with other messages. We refer to the communication pattern implied 
by a SIMD communication instruction as a message set. A message set is a collection of 
communication primitives originating from all the PEs in the active set^ and terminating 
at other active or passive PEs in the processor array. The membership of the message set 
may consist of one to N , src-dest PE pairs, where N is the total number of PEs in the 
processor array. In strict lockstep SIMD, at most one message set may occupy the net- 
work at a time. Every communication instruction has a corresponding message set which 
can be routed via the interconnection network or the global router. 

We define a message set to be simple if the routing of its member messages does not pro- 
duce any contention for physical links. A complex message set, on the other hand, results 
in contention for physical links. A physical link set corresponding to a message set is 
defined to be the set of physical links required to route that message set. We define two 
message sets to be mutually exclusive if the intersection of their physical links is null. 
Two message sets are interfering if they are not mutually exclusive. Two message sets are 
conflicting or data- dependent if one or more src-dest PE pairs are connnon to both mes- 
sage sets and the communicated data for those pairs is destined for the same variable. For 
a more formal treatment of these issues, see [5]. 

3.0 Concurrency in SIMD communication 

There are three types of concurrency that can be exploited in data parallel algorithms: 
communication and computation overlap, inter-communication concurrency, and intra- 
communication concurrency. This parallelism is available only in parallel communica- 
tion for both local and global message patterns. 

3.1 Concurrency between computation and communication 

Overlap of communication and computation is a type of concurrency which can be uti- 
lized to hide all or part of the communication phases of data parallel applications. An 
example of this type of concurrency is illustrated in Figure 1(b). The exploitation of this 
type of concurrency requires the ability to resolve data dependencies between the com- 



1 . The membership of the active set represents PEs which are to execute the current 
instruction being broadcast by the control unit. 
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munication and computation phases, and the PEs ability to execute both communication 
and computation simultaneously. 

Techniques such as loop unrolling and software pipelining may be necessary to enhance 
the utilization of the communication resources concurrently with computation. Most 
SIMD algorithms are written to fit the current SIMD paradigm which requires strict lock- 
step execution. This implies that most programs have an implicit dependency between 
the communication and computation phases and vice versa. With the ability to hide the 
latency of communication, these programs can be manipulated by compiler or scheduling 
techniques to transform the data dependencies and hence decouple the communication 
and computation phases of the algorithm. 

3.2 Inter-Communication Concurrency 

Occasionally SIMD applications have communication patterns that are specified in multi- 
ple phases. This implies that the SIMD instruction stream can have one or more commu- 
nication operations occur consecutively. If the associated message sets are mutually 
exclusive, they may be routed at the same time. With the overlapping of multiple commu- 
nications, say j , the effective time spent on connnunication for one phase is given by 
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forall { 

tmp = getN[1].value 
sum += tmp 
tmp = getE[1].value 
sum += tmp 
tmp = getW[1].value 
sum += tmp 
tmp = getS[1].value 
sum += tmp 
sum = sum/ 5 



forall { 

tmp = getN[1].value 
tmp1 =getE[1].value 
tmp = getW[1].value 
tmp1 =getS[1].value 
sum += tmp1 
sum = sum/ 5 

} 



sum += tmp 
sum += tmp1 
sum += tmp 



(a) (b) 

forall { 

tmp = getN[1].value;tmp1 = getE[1].value;tmp2 = getW[1].value;tmp3 = getS[1].value 

sum = tmp + tmp1 

sum += tmp2 

sum += tmp3 

sum = sum/ 5 

} (c) 

Figure 1. 5-pt averaging algorithm; (a) SIMD implementation; (b) overlapped communication anc 
computation; (c) inter-communication concurrency. The get DIR [DIST[.ADDR instruction 
represents a communication operation which fetches a value from the PE DIST hops away in the 
DIR direction from the register ADDR. 
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where ^contention overhead incurred due to contention from multiple messages in 

the network. Depending on the significance of the incurred overhead, it is possible to 
completely mask out the communication times for all but the communication pattern 
with the longest routing time, and the time required to issue the other communication 
instructions in the network. An example of inter-communication concurrency is illus- 
trated in Figure 1(c). 

3.3 Intra-Communication Concurrency 

Communication phases involving local communication are typically represented as a 
series of explicit connnunication steps specified with directional control by the program- 
mer. As a result intra-communication concurrency does not exist in these patterns. Global 
communication on the other hand is typically specified as simply source destination 
pairs, and the global transport mechanism schedules the communication based on some 
routing protocol. We expect to find increased levels of intra-communication concurrency 
in global message patterns, which when exploited can reduce latency for global commu- 
nication significantly. Let us consider the transpose communication pattern as a case 
study for this type of concurrency. A global router with full connectivity such as a cross- 
bar may be able to route this pattern in a single cycle. Other types of global routers may 
take longer depending on the degree of connectivity and the router architecture. Yet 
another method of dealing with the transpose communication pattern is to decompose it 
into a series of non-conflicting message sets, as illustrated in Figure 2. The transpose in 
the figure has been decomposed into three phases, where in the ith phase the PEs i away 
from the diagonal exchange messages. 

4.0 Concurrently Communicating SIMD (CCSIMD) 

We propose a generalization of SIMD called Concurrently Communicating SIMD 
(CCSIMD), which decouples the communication and computation circuitry, and intro- 
duces autonomy into the communication network. This enables the architecture to exploit 
the types of concurrency discussed in Section 3.0. Communication and computation 
instructions may be overlapped provided there are no data dependencies among them. 
The connnunication network can be treated as an autonomous and independent entity. As 
a result, communication instructions may be boosted [8], barring any data dependencies, 
and can be combined in the network to take advantage of available network bandwidth 




• PE 

> Phasel Comm. 

- — ^ Phase2 Comm. 
> Phases Comm. 



Figure 2. Decomposition of transpose into non-conflicting message sets. 
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and further hide communication latencies. We note that these mechanisms do not signifi- 
cantly change the SIMD execution model; furthermore, with a moderate hardware invest- 
ment, communication latency can be significantly reduced or eliminated. 

4.1 Communication model 

A Concurrently Communicating SIMD (CCSIMD) machine allows concurrent execution 
of multiple communication instructions and overlapped execution of communication and 
computation. CCSIMD decouples the communication from computation in the same 
sense as the MasPar MP-1 decoupled memory access from execution; the final result is 
consistent with the SIMD execution model [2]. 

In CCSIMD there is no theoretical limitation on the number of message sets concurrently 
present in the network, i.e. the number of message sets in the network is only bounded by 
the number of simultaneous communication instructions available in the SIMD code and 
the available bandwidth in the network. For example, consider two consecutive commu- 
nication instructions in the code with corresponding message sets C- and . In lock- 
step SIMD execution, if C- is injected into the network at time t , then C-_^ ^ is not 
injected into the network until time t At , where Af is the time required to route C^- . In 
CCSIMD the scheduling of these message sets depends on whether they are mutually 
exclusive or interfering, or conflicting. If the message sets are mutually exclusive, both 
can be injected into the network concurrently. For interfering message sets, concurrent 
existence in the network is only possible if the network can handle contention. If the mes- 
sage sets are conflicting, they must complete in order, to ensure data consistency. 

4.2 Issues in CCSIMD Design 

The ability of CCSIMD to take advantage of communication concurrency leads to an 
increase in complexity of handling communication instructions, and additional hardware 
costs. Data dependencies must be analyzed to ensure conflict-free concurrent dispatch of 
communication and computation instructions. Furthermore, the combining of communi- 
cation instructions in the network require scheduling and synchronization primitives, 
which may add to the cost and/or timing of the system. 

Superscalar Dispatch 

Concurrent execution of communication and computation instructions requires the con- 
troller to dispatch multiple instructions simultaneously. The control unit must now track 
the execution status and the state of the communication network concurrently. This 
requires addition of some hardware resources in the control unit to enable tracking of 
multiple message sets in the network, and to determine their completion. The PEs must 
also separate the communication and computation circuitry, resulting in the addition of 
buffer resources. 

The dependency analysis can either be performed at compile time (static) or during exe- 
cution (dynamic). Static analysis can be used to insert synchronization instructions in the 
code to ensure hazard-free handling of the instructions by the hardware. While this 
approach requires some extra time during compilation, it is relatively inexpensive in 
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terms of hardware resources and its effect on the cycle time. Dynamic analysis requires 
dependency checking logic, but may be able to schedule more efficiently than the static 
case. 

Multiple Message Sets 

The decision to combine message sets in the network depends on the available bandwidth 
in the network, number of injection channels, and the register file bandwidth. The combi- 
nation of communication instructions may be performed either in hardware or software 
or both. Combined communication instructions also require that the membership of the 
active PE set be updated to include the PEs corresponding to the instructions, and that the 
PEs know which communication to participate in. 

Message sets in the network may be deterministic or non-deterministic. In the case of 
several deterministic message sets active in the network, the control unit can determine 
the completion of the message sets. However, some message sets may be destined to PEs 
further away than others. As a result, the control unit must track the status of each mes- 
sage set to determine when it has reached the destination. This is necessary to ensure 
timely ejection of message sets, and relinquishment of the network resources to incorpo- 
rate other message sets. 

Synchronization techniques for complex message sets is highly dependent on the routing 
and transmission mechanisms invoked by the network for such communication. The non- 
deterministic message sets require global synchronization schemes, since the control unit 
can not determine the completion time of the communication. Global OR has been tradi- 
tionally used to perform such synchronizations, for example in the MasPar MP-2. Eor cir- 
cuit oriented routing schemes, tear-down may be performed by the message tail flits, as in 
the CM-5. 

The ability to concurrently transmit multiple message sets in the PEs requires extra buff- 
ers and communication channels. The buffer requirements in a function of the number of 
dimensions and the maximum number of messages being transmitted via a PE. The flexi- 
bility of the PE to communicate with multiple directions also affects the switching com- 
plexity used for the communication buffers. The increase in communication channel 
resources can result in more wires and/or pins per PE. 

4.3 Proposed mechanisms for the implementation of CCSIMD 

The CCSIMD paradigm represents a class of architectures with the basic requirement of 
concurrent execution of communication with other communication and/or computation. 
Since the amount of available concurrency in parallel applications can vary substantially 
between different types of applications, varying amounts of hardware support to exploit 
this concurrency may be utilized to implement cost-effective networks. 

Upon careful consideration of data-parallel applications, it is apparent that three principal 
types of message set combining are relevant. The first is combining of parallel or orthog- 
onal simple message sets. This is common in parallel applications utilizing row or col- 
umn exchanges or broadcasts. Applications using NEWS communication can benefit 
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from combining simple message sets destined for the four different directions into a sin- 
gle pattern. Finally for exploiting concurrency in applications with global communica- 
tion, a mechanism for combining complex message sets is desirable. Based on this 
observation, we propose the following mechanisms to exploit the varying degrees of con- 
currency in data-parallel applications. The relative costs are shown in Table 1. 

• 0-CCSIMD allows concurrent routing of simple message sets in orthogonal direc- 
tions (Figure 3 a). 

• P-CCSIMD allows concurrent routing of simple message sets in parallel (but 
opposite) direction (Figure 3b). 

• NEWS -CCSIMD allows concurrent routing of simple message sets in all four 
directions (Figure 3c). 

• G-CCSIMD allows arbitrary combining of all message sets simple or complex 
(Figure 3d). 



Table 1. Additional PE hardware resources required for CCSIMD. 



Hardware 


O-CCSIMD 


P-CCSIMD 


NEWS-CCSIMD 


Comm. Buffers 


2 


2 


4 


Switching Complex. 


4-2:1 MUX 


4-4:1 MUX 


8-2:1 MUX 


# of wires/PE 


2c^ 


4c 


4c 


# of pins/PE 


4c 


8c 


8c 



a. c represents the communication channel width. 



5.0 Preliminary results 

The results presented in this section provide preliminary evidence that alternate commu- 
nication strategies in SIMD may be used to reduce communication latencies and conse- 
quently enhance the performance of SIMD applications. In this section we will present 
the best-case benefit obtained by exploiting the overlapped communication and computa- 
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tion and inter-communication concurrency for the 5-pt averaging, and Cannon’s matrix 
multiplication algorithms. 

5.1 5-pt Averaging 

The effects of exploiting the two types of concurrency on the 5-pt averaging algorithm is 
illustrated in Figure 1 . Let us now consider the cycle times for the MasPar MP-2 (shown 
in Table 2), and compute the performance improvements possible by exploiting the com- 



Table 2. Normalized Cycle times on the MasPar MP-2 



Operation 


Add 


Comm[l] 


Divide 


# Cycles 


1 


1.5 


2 



munication concurrency. Based on the MP-2 cycle times, it can be easily deduced that the 
SIMD implementation requires 12 cycles. Exploiting the overlapped communication and 
computation concurrency reduces the execution time to 9 cycles yielding a speedup of 
1.33. Exploiting inter-communication concurrency can further reduce the execution time 
to 6.5 cycles resulting in a speedup of 1.85. 

5.2 Cannon’s matrix multiply algorithm 

A data parallel implementation of Cannon’s algorithm is shown in Figure 4. The commu- 
nication instructions in the preskew phase can overlap each other reducing the communi- 
cation time by a factor of two. Similarly, the communication time in the compute phase 
can be reduced by a factor of two. Furthermore, we also have the ability to perform com- 
munication concurrently with computation, so the communication time can be com- 
pletely overlapped with the time required for the multiply-add operation. As a result, the 

for X = 0 to P- 1 II Preskew matrices A and B 

begin 

if (row>x) 

xnetW[1].a = a; 
end if 
if (co/>x) 

xnetN[1].ib= 6; 
end if 
end 
c= 0; 

for X = Ho P // Compute matrix C 

begin 

c=c + a*b] 
xnetW[1].a = a; 
xnetN[1].6=6; 

end 

Figure 4. Cannon’s matrix multiply algorithm. 





64 



total communication time of the matrix multiplication algorithm can be reduced to 25% 
of the total communication time required for a SIMD implementation. It is evident from 
this example that there is a tremendous potential to speedup the SIMD implementations 
even further by exploiting instruction level parallelism in the form of concurrent commu- 
nication and overlapped communication and computation. 

6.0 Conclusions 

There is considerable evidence that significant improvements in communication latency 
and consequently SIMD performance can be achieved by adopting alternate communica- 
tion strategies in a SIMD environment. Although the nature of these results is prelimi- 
nary and do not account for the hardware and software overhead involved in exploiting 
the available concurrency in SIMD communication, we believe that after accounting for 
such items, adoption of such communication strategies will prove to be fruitful and 
worthwhile. 
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Abstract. The Arctic Switch Fabric technology is a scalable network 
technology based on the Arctic router chip. Switch Fabrics are fat tree 
networks that are capable of providing high performance even under 
a heavy load of large (96 byte) packets. They have a number of diag- 
nostic features that make them well suited for experimental computer 
systems. Switch Fabrics will be used in the StarT-Jr, StarT-Voyager, 
and Xolas computer systems at MIT. This paper describes the overall 
characteristics of Switch Fabrics and describes the three layers of Fabric 
components. These are the 16-leaf network, the four-leaf board, and the 
Arctic router chip. 



1 Introduction 

The Arctic Switch Fabric technology is a scalable network technology based on 
the Arctic router chip [2]. An Arctic Switch Fabric is a fat tree network which 
supports 150 MB /sec bandwidth in each direction at each endpoint and has a 
bisection bandwidth equal to 150 MB/sec times the number of endpoints divided 
by two. A Switch Fabric is currently being tested on the PC-based StarT-Jr 
multiprocessor. In the next six months Switch Fabrics will be used in a number 
of other multiprocessor systems at MIT including the nine node (72 processor) 
Xolas and the 32 processor StarT-Voyager. 

Switch Fabrics provide high performance and reliability for large systems. 
The fat tree structure allows traffic to be evenly distributed. The buffering and 
crossbar scheme of the Arctic chip allows high utilization of network links. A 
Switch Fabric is capable of accepting high bandwidth packet flows from all of 
its inputs simultaneously, even when a large fraction of the packets are big (96 
bytes). A differential signaling scheme is used on the interchassis cables to pro- 
vide reliable data transmission. Each network link has extensive error detection 
circuitry including a 16-bit CRC circuit which verifies the accurate transmission 
of each packet and Manchester code checking circuits which verify the accurate 
transmission of each control signal. 

The Switch Fabric technology includes powerful diagnostic features. A Switch 
Fabric has a dedicated Ethernet-based maintenance system which accesses each 
router through its JTAG port and is thus independent of the status of the net- 
work link cables. The maintenance system has access to six 36-bit counters in 

* The research described in this paper was supported in part by the Advanced Research 

Projects Agency under Office of Naval Research contract N00014-92-J-1310 and Ft. 

Huachuca contract DABT63-95-C-0150. 
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each router output port which are used to monitor traffic through the port. It 
can disable and enable links, flush packets, inject packets, and reconfigure the 
routing algorithm in each router. It can also run verification tests on each router. 

2 16-Leaf Fat Tree Network 

The basic building block of the Fabric technology is a 16-leaf fat tree network. 
As shown in Figure 1, the network provides 16 leaf ports and 16 root ports. The 
leaf ports can be attached by cables to either endpoints or other (logically lower) 
networks. The root ports can be attached by cables to other (logically higher) 
networks. Thus arbitrarily large systems can be constructed. 



• • • 16 Root Link Pairs 

16-Leaf Fat Tree Network 

• • • 16 Leaf Link Pairs 
Fig. 1. 16-Leaf Fat Tree Network 





The 16-leaf fat tree network is constructed from eight four-leaf boards as 
shown in Figure 2. Each four-leaf board provides four single ended GTL (low 
voltage swing CMOS) ports and four differential ECL ports. The GTL ports are 
used for the internal links of the network and the ECL ports are used for the 
external links. 

Two 16-leaf fat tree networks fit in a single card cage as shown in Eigure 3. 
The internal links of each network are implemented using backplane traces. A 
32-leaf network (with no root ports) can be formed by cabling together the root 
ports of the two 16-leaf networks. Alternatively each 16-leaf network can be 
cabled to other 16-leaf networks in other cages as discussed above. Arbitrarily 
large fat tree networks can be constructed in this fashion. 

Each card cage has an associated controller which is a small PC running 
the Linux operating system. The controller provides access to the maintenance 
systems of the cage’s two networks. 

3 Four-Leaf Board 

Each board is a four-leaf fat tree network constructed from four Arctic router 
chips as shown in Eigure 4. The board has four GTL ports attached to backplane 
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Differential ECL 




Differential ECL 



Fig. 2. Structure of the 16-Leaf Network 



connectors and four ECL ports attached to cable connectors. Each port has both 
incoming and outgoing data lines. 

Each differential ECL port is connected to a single ended GTL Arctic router 
port through an interface circuit. In addition to converting between logic fam- 
ilies, the circuit registers both data coming out of Arctic and data going into 
Arctic. Arctic provides outgoing data at 77 Mbits/sec/line, and provides two 
complimentary 38.5 MHz clocks with the data. The interface circuit uses a PLL 
to generate a 77 MHz clock from these clocks. It uses the 77 MHz clock to reg- 
ister the data and outputs the clock on the ECL port with the registered data. 
Incoming data on the ECL port has an associated 77 MHz clock which the in- 
terface circuit uses to register the data and to generate, with a simple divide 
by two circuit, the appropriate 38.5 MHz input clocks for Arctic. The interface 
circuit sends these clocks with the registered data into Arctic. 

The four-leaf board has a single maintenance port which is attached to a 
backplane connector. This port provides access to a scan chain which includes 
the JTAG ports of the four Arctics on the board. 

4 Arctic Router Chip 

Arctic [2] is a four input four output packet router implemented on a Motorola 
H4CP178 gate array chip in a 324 CBGA package. Arctic uses approximately 
105,000 of the 178,000 available gates; roughly 44,000 are used for memories. 
Arctic supports two priority levels, packet sizes from 16 to 96 bytes, and exten- 
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JTAG 



Fig. 3. Card Cage 



sive error detection; it has limited error handling, keeps statistics, and provides 
significant testing support. The overall structure of Arctic is shown in Figure 5. 

Arctic uses a sophisticated buffer management scheme that greatly increases 
the effectiveness of its buffers and the utilization of network links. This scheme 
is similar to that developed by Joerg for the PaRC routing chip [5, 6] of the 
Monsoon multiprocessor. All buffering in Arctic is located in the input sections. 
Each input section contains three buffers; each capable of storing a maximum 
size packet. Each buffer is capable of storing either a priority packet or a nor- 
mal packet. The last empty buffer is reserved for a priority packet; this ensures 
that normal packets can not block priority packets. The head of a packet can be 
transferred out of a buffer before the end of the packet has been received (vir- 
tual cut-through with partial cut-throughs allowed). (The head of an unblocked 
packet will leave Arctic roughly 150 ns after it has entered Arctic.) The crossbar 
has 12 inputs and 4 outputs. Each of the packet buffers in the chip is directly 
connected to the crossbar. The scheduling scheme used in Arctic ensures that if 
any buffer in the chip contains a packet destined for a given output then a packet 
will be transferred to that output as soon as the output becomes available. Any 
four of the 12 input buffers can be simultaneously transferring to output sec- 
tions. Packets received on a given input and destined for a particular output are 
transferred in the same order as they were received, thus in order delivery of 
packets is maintained along a given network path. Packets received on different 
inputs and destined for a particular output are scheduled using a round-robin 
scheme which guarantees that no packet is starved for service. All priority pack- 
ets waiting for a particular output are transferred before any waiting normal 
packet is transferred to that output. 

Each Arctic port has an incoming 16-bit data path and an outgoing 16-bit 
data path. Two clock lines, a frame line, and a (reverse direction) flow control line 
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Fig. 4. Four-Leaf Board 



are associated with each data path. Each data bit is transmitted using a single 
ended GTL driver at 77 Mbits/sec. This technology supports printed circuit 
board links that are one meter long. A 16-bit CRC is sent with each packet. 
The frame and flow control signals are Manchester encoded. Link errors are 
detected using a CRC check circuit for data and a Manchester check circuit for 
the frame and flow control signals. Since the two Switch Fabric link technologies 
(interchassis ECL and intrachassis GTL) have been designed for high reliability, 
Arctic does not provide link level packet retry. In the unlikely event of a CRC 
error, Arctic will record the error and will forward the packet, marked with a 
bad CRC, toward a Fabric endpoint. 

Arctic uses source based routing; the course of a packet through a Switch 
Fabric is completely determined by routing information placed in the packet 
header by the source. Arctic can be configured to implement any of a wide 
variety of source based routing schemes. Each Arctic input port is configured 
with two masks, two reference values, and three bit extraction operations. For 
each incoming packet, Arctic uses the two masks to select two subfields of the 
packet’s header and compares these subfields to the reference values. Based on 
the results of the comparison, Arctic selects an extraction operation and applies 
it to the header. The result of this operation determines the output port for the 
packet. Most Switch Fabrics will be configured for fat tree routing. For fat tree 
routing each packet header is divided into two fields. The source places a random 
bit string in the first and the destination address in the second. As the packet 
travels from the leaves to the root, each Arctic checks the appropriate prefix of 
the destination address to determine if the packet must travel farther from the 
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Arctic 



Input Section Output Section 




Fig. 5. Arctic Block Diagram 



leaves. If this is the case then, since there are multiple acceptable paths away from 
the leaves, the Arctic uses a portion of the random bit string (the first header 
field) to choose an appropriate output port (away from the leaves). Otherwise 
the Arctic uses a portion of the destination address (the second header field) to 
determine the appropriate output port toward the leaves. The use of a random 
bit string generated at the source provides a more globally random distribution 
of traffic than would be produced if each Arctic dynamically routed packets 
based on local flow control information. Also since this string is generated at 
the source, a variety of modifications can easily be made to this fat tree routing 
algorithm. 

Arctic has an extensive maintenance system which is accessed through its 
JTAG port. The maintenance system provides configuration data to Arctic in- 
cluding the routing algorithm for each input port. The maintenance system has 
real time control of Arctic. It can disable and enable each port, and can flush 
packets. It has access to the five error counters in each input port which record 
link errors, and to the six 36-bit counters in each output port which monitor 
packet traffic. 

The maintenance system is capable of performing several off line test op- 
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erations. It has access to Arctic’s boundary scan ring. The boundary scan ring 
supports EXTEST operations which can be used to test the continuity of printed 
circuit board traces. The boundary scan ring also supports INTEST operations 
which can be used to run off line verification tests on Arctic through its I/O 
cells. The maintenance system has off line access to Arctic’s manufacturing test 
rings which contain nearly all of Arctic’s state elements. Thus the maintenance 
system allows ATPG generated manufacturing tests to be run on Arctic without 
a manufacturing tester. These tests verify the integrity of almost all of Arctic’s 
internal circuitry. 

Arctic’s maintenance system allows test packets to be injected into the Switch 
Eabric. Packets are injected by taking Arctic off line, using the boundary scan 
ring to inject the packets into Arctic, and then placing Arctic back on line with 
the injected packets. 

A more detailed description of the Arctic router chip can be found in the 
PCRCW 94 paper [2]. 

5 Status 

A prototype Eabric circuit board has been constructed and successfully tested 
with StarT-Jr nodes. As shown in Eigure 6, this prototype board includes one 
Arctic chip and one interface circuit. It has one ECL port cable connector, three 
GTE port cable connectors, and a maintenance port connector. Eour copies of 
this board are being used in a four endpoint Switch Eabric. EGL links are being 
used to connect the prototype Eabric boards to StarT-Jr NIUs and GTL links 
are being used to interconnect the prototype Eabric boards. 



JTAG GTL 




Fig. 6. Prototype Fabric Board 



The four-leaf Eabric board is a simple extension of this prototype board. The 
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design of the four-leaf board is currently being completed and fabricated four- 
leaf boards are expected in September. A Fabric card cage should be available 
in October. 

Related work on network interfaces is being done by other members of our 
group. The StarT-Jr network interface [4] has been available for over a year. It 
is PCI-bus based and includes an embedded I960 microprocessor. The StarT-X 
network interface [3] is also PCI based but has a more direct hardware imple- 
mentation and provides higher performance. While StarT-X has a more limited 
functionality than StarT-Jr, it provides the most important message passing 
functions including DMA. StarT-X boards will be available in August. The 
StarT- Voyager Network Endpoint System (NES) [1] is a much higher perfor- 
mance memory-bus based network interface. The NES contains an embedded 
PowerPC 604 service processor. The NES provides direct hardware support for 
four different types of messages and programmable support for cache coherent 
distributed shared memory. NES boards are expected in October. 
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Abstract. We propose a hardware design which provides support for smoothed 
transmission of stored video from a server to a client for real-time playback. The 
design, called Streamer, resides on the network interface and handles the 
transmission scheduling of all streams over a single link connected to an ATM 
network. Streamer minimizes the interaction needed with the server CPU, while 
supporting very fine grain scheduling of cell transmissions for a large number of 
streams. Throughput is also maximized by streaming data directly from the 
storage medium to the network interface buffer over the I/O bus. We observe that 
the scheduling mechanism can be modified to operate at 2.1 Gbps link speeds 
and the Streamer as a whole can provide cell-granular, interleaved scheduling 
with full utilization of 155 Mbps and 622 Mbps links. 



1 Introduction 

Asynchronous Transfer Mode (ATM) networks use fixed size cells and a connection- 
oriented scheme to deliver information across a high-speed network. Because of their 
ability to deliver high-bandwidths and per-connection QoS guarantees, ATM networks 
are well- suited for real-time multimedia applications, such as delivering stored video 
for continuous playback at the client. In this application, a client requests delivery of 
some stored video (i.e., a video clip or an entire movie) from a remote server. The large 
amount of data versus relatively small buffer capacity on a typical client, coupled with 
the burstiness of compressed video, makes it difficult to deliver QoS guarantees for 
uninterrupted playback. Network resource allocation based on peak rates becomes 
expensive, resulting in under-utilization of resources and limited number of connec- 
tions. Requiring very large client-side buffer capacity to absorb the bursts also 
becomes unrealistic due to cost considerations. A solution to this problem involves 
reducing the rate variability by using smoothing techniques [10] [17]. Based on the 
buffer capacity of the client, these algorithms determine a transmission schedule which 
results in smoother transmission and decreased peak rate, without starving or over- 
flowing the client buffer. 



The work reported in this paper was supported in part by the National Science Eoundation under 
Grant MIP-9203895. Any opinions, findings, and conclusions or recommendations expressed in 
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Although these algorithms have been shown to increase network utilization [17], 
they still do not provide an end-to-end solution. These algorithms assume the video 
server will be able to put data into the network based on the smoothed transmission 
schedule. For a single stream a server CPU scheduling approach might suffice, but for 
a large number of streams utilizing close to full capacity of the link, such a server- 
based approach will not deliver the results obtainable with smoothing. Several 
researchers [5][6][8][9][14][15][16][18] have argued that the network I/O on current 
end systems, such as servers, is the main bottleneck in providing applications with the 
high-bandwidths available to them. In a video server application, Saha [16] recognizes 
a substantial penalty with a server-initiated transmission due to the cost of moving data 
from a storage device to the network interface via the server CPU. In this scheme, data 
is copied multiple times, from storage to the kernel’s memory space inside the server’s 
main memory, then to the application’s memory space and back to the kernel, and 
finally to the network interface which sends the data out on the network link. Due to 
the overhead of multiple copying, the actual bandwidth available to the applications is 
substantially less than the link bandwidth. A connnon solution proposed is to reduce 
the number of data copies so that data can be moved from the source to the network 
interface with one copy. 

In these single-copy schemes [5] [6] [18], the data that is to be transmitted is copied 
directly from the application’s memory into the network interface’s buffer. This copy- 
ing is done either by the server CPU or by the network interface. Scheduling of trans- 
missions is also done by the server CPU, which notifies the network interface of a 
transmission via some type of request mechanism. Unfortunately, in a video server 
application, data is usually on a separate storage medium (e.g., hard disk) and not in 
main memory. So, another method of copying data from the source to the network 
interface is required. Saha [16] proposes a streaming approach where the source of the 
data acts as an autonomous device which can send data without constant interaction 
with the server CPU. Once initiated, the autonomous device will continuously send 
data to the destination device. In his experimental platform, the autonomous device is 
the MMT adaptor, which captures real-time video and audio and then outputs com- 
pressed digitized video and audio streams. The MMT adaptor will then copy the data 
into the network interface over an I/O bus. Dittia et al. [8] propose a similar approach 
where data is streamed from the source to the network interface. Their approach con- 
sists of an interconnection of special chips (APIC), with each chip connecting to a sin- 
gle I/O device. This interconnection replaces the traditional I/O bus, with the first 
APIC connected to the network interface and main system bus. Data from an I/O 
device destined for the network will simply travel down the chain of APICs till it 
reaches the network interface. 

In order to provide smoothed transmission of stored video, smoothing techniques 
and data streaming by themselves are not enough. Smoothing techniques can only cal- 
culate a smoothed transmission schedule. There is no explanation as to how to achieve 
such a smooth transmission. Data streaming techniques use a single copy approach to 
increase throughput available to applications and I/O devices. Although throughput is 
important, link scheduling is also needed in order to conform to the smoothed trans- 
mission schedule. Saha [16] proposes a scheduler based on round-robin scheduling 




77 



implemented using a processor. This approach has the drawback that fine grain sched- 
uling is limited by how fast the processor can determine the next stream to transmit. 
The APIC [8] solution is to simply limit the burst size and burst interval for each 
source of data. Because data travelling down the chain of APICs is continuously buff- 
ered at each APIC before reaching the network interface, such a mechanism cannot 
guarantee any smoothness in the transmission. 

In this paper, we propose an integrated solution for smoothed transmission of 
stored video using both the smoothing schedule and data streaming. Since the I/O 
device can only control the rate at which it sends data to the network interface, actual 
link scheduling needs to be done on the network interface. Software scheduling on the 
server involves the server telling the network interface when to send data, how much 
data to send and from which stream. For a large number of streams, this approach will 
potentially stall the transmission due to delay associated with context switches, inter- 
rupt handling, other OS overheads, and issues dealing with CPU scheduling [I I] [12]. 
This may happen when trying to do fine grain scheduling where each stream transmits 
a small number of ATM cells at a time. Also, with the software scheduled method, a 
large number of messages need to be sent from the server CPU to the network inter- 
face. This decreases the bandwidth available to the devices for copying data to the net- 
work interface. Since the overall goal is to be able to transmit a large number of video 
streams as smoothly as possible, such a server CPU scheduled approach will not work. 
A hardware scheduler on the network interface, on the other hand, can off-load the 
scheduling and multiplexing of stream transmissions from the server, allowing the 
server to do other tasks. This also reduces traffic between the network interface and 
server CPU, while allowing for fine-grain scheduling at the ATM cell level. This in 
turn, allows for a large number of video streams to be transmitted onto the network, 
with each stream closely following its smoothed transmission schedule, and for better 
utilization of the link’s bandwidth. 

In this paper we propose such a hardware design, which facilitates both the stream- 
ing of stored video data from storage directly to the network interface, and the trans- 
mission scheduling of these video streams based on smoothing algorithms. Our 
hardware design, which we refer to as the Streamer, takes on the functionality of the 
transmitter unit on a network interface. The Streamer is responsible for buffering cells 
from various streams, scheduling the transmission of these cells, and retrieving these 
cells from the buffer for transmission. Parts of the smoothed transmission schedule are 
cached inside a buffer on the Streamer, and are used to determine which stream gets 
access to the link next. We argue that caching of the transmission schedule is very rea- 
sonable due to the small size of the schedule itself. The Streamer also allows unused 
link bandwidth to be used for best-effort traffic. 

This paper is organized as follows. Before describing the Streamer, we first 
describe the smoothing algorithm assumed in our design, and the basic functionality of 
network interfaces. In Section 3 the Streamer architecture and operations are 
explained. Evaluation of our implementation and future work are presented in Section 
4. Conclusions are presented in Section 5. 
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Fig. 1. Smoothed transmission schedules 



2 Background 

Before describing our hardware design (Streamer), we will first look at smoothing 
algorithms and network interface issues, which are the main components of our design. 
We will first describe the smoothing algorithms presented in the literature, and then 
make extensions to the schedule for the purposes of our design. Basic architecture and 
functionality of a network interface are introduced, with emphasis on ATM networks. 
We then describe how the Streamer fits into the network interface, and explain the 
operations that are supported and not supported by our design. 

2.1 Smoothing Algorithms 

Although optimization criteria differs among various researchers, the main goal of 
smoothing algorithms [10] [17] is to reduce the rate variability of stored variable bit 
rate video. Stored video consists of frames, which are just images, captured 10-30 
times a second. Compression techniques, such as MPEG, take advantage of the inher- 
ent redundancy to compress the video data, and reduce the total storage required. Such 
compression, though, results in burstiness due to the varying frame sizes. For real-time 
playback across a network, such burstiness causes problems in network resource allo- 
cation and QoS guarantees when transmitting frames every 10-30 msecs. Smoothing 
algorithms take advantage of the fact that a priori knowledge of the video stream is 
available for stored video, and determine transmission schedules based on the buffer 
capacity of the client. The resulting smoothed schedule is characterized by small rate 
variations, and a fairly constant transmission rate. 

The smoothed transmission schedule determines the amount of data to be sent at 
each of the N frame intervals. For a 30 frames per second video stream, the interval is 
33 msecs. Instead of transmitting a different amount of data at each frame interval, the 
smoothing algorithm generates several constant rate schedule segments. During each 
schedule segment, which lasts for several frame intervals, the same amount of data will 
be transmitted at each frame interval. This amount will change slightly between differ- 
ent schedule segments. Fig. 1(a) shows the format for the hnal schedule. Based on the 
results reported in [10, 17], the number of these constant rate schedule segments (in the 
100s to the 1000s) is considerably less than the total number of frames (in the 
100,000s) in a video clip or movie, and decreases with an increase in the client’s 






79 



receive buffer (typically around 1 MB). The typical amount of data transmitted at each 
frame interval is in the range of 1-5 KB based on Salehi et al. [17], and 5-12 KB based 
on Feng [10]. 

Considering that each ATM cell’s payload is 48 bytes, a 5 KB transmission 
requires around 105 ATM cells, while 12 KB requires a little over 250 ATM cells. 
Instead of transmitting these cells in a burst at each frame interval, we assume a sched- 
ule which is modified in three ways. First, the transmission size is assumed to be in 
units of ATM cells. A method for calculating such a schedule is described in [17]. Sec- 
ond, time is specified in units equal to the time required to transmit one ATM cell. In 
our design, we targeted a 155 Mbps ATM link. Third, frame intervals are further 
divided into chunk intervals, and the cells that need to be transmitted for the frame 
interval are divided up evenly and sent at each chunk interval, further smoothing out 
transmission. On a 155 Mbps link, each cell takes 2.7 jiisecs to transmit, hence over 
12000 cells can be transmitted within the typical 33 msec frame interval. So instead of 
bursting, say 200 cells, for a half msec every 33 msecs, chunk intervals can be used to 
burst 20 cells every 3.3 msecs. Such spread-out transmissions can be seen as more 
favorable from the network’s point of view. We assume that this chunk interval sched- 
ule is derived from the frame interval schedule produced by the smoothing algorithm 
above, and will not result in client buffer overflow or underflow. Here we also make the 
obvious assumption that if the smoothed transmission schedule is observed, then the 
network will be able to provide certain guarantees for uninterrupted playback at the 
client side. 

Fig. 1(b) shows the chunk interval schedule that our hardware design assumes. 
Chunk intervals (II, 12, ..., IL) are specified in cell transmit time units, while the sched- 
ule segment duration is specified by the number of chunk intervals (Nl, N2, ..., NL). 
Chunk size (Cl, C2, ..., CL) is given in number of cells. For example, during the first 
schedule segment, there will be Nl transmission bursts of Cl cells each, with these 
bursts occurring every II cell transmit time units. The “Last” field flags the last sched- 
ule segment, and indicates the end of the stream. Each schedule segment can be 
encoded using a small number of bytes (6-8), so the entire schedule for a movie stream 
can be encoded with just a few KBytes (1-8). Since each schedule segment lasts for 
many frame intervals, the time between schedule segment changes will be in the range 
of 5-50 secs, which is an eternity for hardware. 

2.2 Network Interface Architecture and Functions 

The function of the network interface is to transmit data from the host to the network, 
and similarly transfer data received from the network to the host. As shown in Fig. 2, 
the network interface will typically interact with the rest of the host over the host’s I/O 
bus. When an application on the CPU needs to send data, the necessary software will 
transfer the data to the network interface buffer. The transmit control on the interface 
will then handle the necessary overhead associated with transmitting each cell. For 
ATM, these tasks include segmenting the application data into cells, adding ATM cell 
headers, and performing CRC generation. The physical layer then handles all the phys- 
ical medium specific functions, such as cell delineation, framing, and bit timing. When 
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Fig. 2. Generic host system with I/O devices and the ATM network interface. 



cells arrive at the interface, the receive control reassembles the cells into application 
data units before delivering them to the application. Commercial ATM network inter- 
face products [2] [3] [4] follow this general model. 

As mentioned earlier, a single copy approach can improve throughput as seen by 
the application. Various solutions fall under one of two categories. The first consists of 
allowing the application to write directly into the network interface’s buffer [5]. Actual 
transmission is initiated by sending a special control signal. The other approach is to 
first send a message to the network interface, which then copies the data directly from 
the application’s memory into its own buffer [6] [18]. In either case, the CPU is actively 
involved in each transmission. For a video server application, where a large amount of 
data resides on a hard disk, streaming of the data is more appropriate. In this scheme, 
the CPU simply initializes the hard disk to send data to the network interface. The hard 
disk is assumed to have enough intelligence to know when to pause and resume data 
flow based on feedback from the network interface. This streaming scheme is assumed 
for our design. 

Our hardware design, the Streamer, proposed in this paper fits into the transmit 
control section in Fig. 2. One of the functions of the transmit controller is to determine 
which of the connections ready for transmission gets access to the link and for how 
long. Instead of simple FIFO link scheduling. Streamer is a hardware scheduling 
mechanism which allows for smoothed transmission scheduling of video streams. 
Streamer does this by maintaining scheduling information for each of the active video 
streams, storing cells from the hard disks into the buffer, determining which active 
stream needs to transmit and how much, and removing cells from the buffer for trans- 
mission. From product information we were able to obtain, several commercial prod- 
ucts also offer some type of link scheduling on the network interface. [2] mentions 
independent transmit scheduling for each virtual circuit and support for MPEG-2 
transport delivery. [7] mentions an ATM adapter with support for pacing of MPEG 
streams for smooth transmission of data. [4] describes a rate-based traffic shaping 
scheduler that provides interleaved stream scheduling. It uses a static round-based 
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schedule to divide up link bandwidth among active connections. During each round, 
data for the corresponding connection is transmitted only if the traffic shaping permits 
it to do so. In contrast, Streamer dynamically schedules streams, requiring no adjust- 
ments for rate changes caused by the smoothed schedule, and also uses a dedicated pri- 
ority queue mechanism to arbitrate among the active streams. Details of the Streamer 
are given in Section 3. 

3 Streamer 

We have discussed the potentials of ATM networks for the transmission of real-time 
video, the problems and inefficiencies of bursty video traffic in the context of guaran- 
teed service reservation, and the existence of smoothing algorithms that alleviate these 
problems. We have also established that scheduling the transmission of smoothed 
video streams in real-time requires hardware support if link utilization is to be kept 
high. Addressing all of these issues, we have designed a hardware solution to real-time 
link scheduling of smoothed video streams that avoids CPU and memory bottlenecks 
by streaming data directly from storage devices to the network interface. The Streamer 
network interface allows for effective implementation of smoothed video multimedia 
servers as it can handle many simultaneous streams. We therefore extend the work 
done with smoothed video streams by providing the hardware link scheduling needed 
for efficient smoothed video streaming in a multimedia server. 

3.1 Operation 

The Streamer operates as follows. When the server receives a request for a new video 
stream, it checks for sufficient resources on the server to handle this new stream. This 
admission control mechanism takes into account such factors as storage device band- 
width and latency, and available buffer space on the network interface in addition to 
the conventional admission control on the network. Only then is the appropriate signal- 
ling performed to establish the new connection. Based on the client buffer, a smoothed 
transmission schedule is calculated on-line or is retrieved from storage. The server 
CPU then downloads the first few schedule segments and the cell header into the 
Streamer, and allocates sufficient number of buffers in the network interface to avoid 
buffer starvation. 

The server CPU then signals the appropriate storage device to begin streaming data 
to the network interface. We assume that the storage devices are controlled by bus- 
mastering capable controllers. Once initialized by the host CPU, these controllers will 
stream data to the Streamer network interface with little or no further dependence on 
the host CPU. The devices are assumed to have sufficiently higher throughput than 
required by the video streams, and enough caching on the controllers to avoid buffer 
starvation at the network interface. We also assume that a file system optimized for 
video data stores the streams linearly in the storage devices to facilitate the autono- 
mous retrieval by the bus-mastering controllers and to avoid seek latencies. Further- 
more, we assume that the data has been preprocessed for transmission and is 
fragmented into ATM cells, taking into account overhead for error correction and ATM 
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Fig. 3. Streamer. 



Adaption Layer information, and is stored as a sequence of 48 byte cell payloads. This 
last assumption allowed us to focus on the smoothed scheduling support without wor- 
rying about the extra ATM cell processing. 

Once the initialization has been completed, a control signal is sent to the Streamer 
to begin transmitting the particular stream. Scheduled transmission continues without 
host CPU intervention except to supply additional smoothed transmission schedule 
segments and to handle any errors that may occur. 

3.2 Architecture 

The basic architecture of the Streamer network interface is shown in Fig. 3. The 
Streamer board is not a complete network interface as it does not provide segmenta- 
tion, CRC generation, or any receive functionality. Though a minimal design, it can 
provide fine-grained (down to cell level) interleaved transmission of up to 255 simulta- 
neous streams based on independent traffic smoothing schedules. 

3.2.1 Bus Interface (Bus Demux) 

The bus demultiplexor provides the bus interface for the Streamer. In addition to 
decoding addresses and generating internal control signals, the bus demux also pro- 
vides simple feedback to the data storage devices in order to prevent buffer overflows. 
As bus-mastering drive controllers stream data to the Streamer board, the bus demux 
determines if buffer space is available (based on a per- stream allocation and a table 
maintained in conjunction with the buffer processor). If buffer space for the particular 
stream is not currently available, it uses a device-not-ready mechanism to force the 
drive controller to relinquish the bus and try again later. The bus demux can also gener- 
ate interrupts when the ID processor or the buffer processor needs servicing from the 
server CPU. 

3.2.2 ID Processor 

The ID processor (Fig. 4) is the heart of the Streamer board. This module performs 










83 




Fig. 4. ID Processor 



scheduling among the active streams and generates a sequence of buffer tags, which 
are control structures that indicate a stream ID and a cell count, and are used to tell the 
buffer processor what to transmit. For each stream, the ID processor stores up to 4 seg- 
ments of a smoothed transmission schedule. These segments indicate traffic shaping 
parameters such as burst length and burst interval to be applied to a specified number 
of cells. As each segment expires, the ID processor will place a request for more 
through the CPU request queue. 

Scheduling is performed by keeping the departure time for the next chunk of data 
for each stream in a hardware priority queue [13]. The hardware priority queue allows 
single cycle insertion, and allows arbitrary interleaving of streams to produce a precise 
schedule for transmission, unlike the imprecise schemes used elsewhere [4], that are 
essentially round-robin schemes modified to take traffic shaping into account. Further- 
more, the priority queue approach is fully dynamic, and works well with streams that 
have changing data rates, unlike the round-robin variants, which require the recompu- 
tation of a static schedule to reflect each data rate change. The priority queue produces 
the proper ordering of transmission from the active streams, while a cell counter, act- 
ing as a clock, ensures proper time intervals are maintained between subsequent trans- 
missions. When the clock indicates that the stream at the top of the priority queue is 
ready to transmit, the entry is removed from the queue. Based on the stream’s schedul- 
ing segment data, a buffer tag is generated indicating the stream ID and the number of 
cells to transmit. The number of remaining transmissions left for the particular sched- 
ule segment is updated, while the departure time for the next burst of data for the 
stream is computed and inserted into the priority queue. This entire operation can be 
accomplished in constant time (less than 10 cycles). If it is not time to send video 
stream data, delay slots can be introduced in the output by producing a special buffer 
tag that indicates either a best-effort traffic cell or an idle cell should be released 
instead of data from the video streams. 

3.2.3 Buffer Processor 

The buffer processor (Fig. 5) is essentially a combined buffer memory and manager 
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with the added responsibility of sending cells to the physical layer interface. The buffer 
memory is organized as a bank of 48-byte cell buffers. Buffer allocation and manage- 
ment is performed through simple linked list mechanisms on a per-stream basis. A sep- 
arate linked-list control memory maintains the buffer pointers for each stream as well 
as the list of free buffers. For simplicity of control and timing, the different data struc- 
tures (cell buffers, header table, linked-list pointers) are stored in separate, parallelly 
accessible memories. Individual streams are limited to a specified allocation of buffers, 
which is determined during admission control. This is enforced in conjunction with the 
bus demux through a table that indicates the number of buffers that remain available to 
each stream. An input shift register decouples the buffer processor operation from the 
six cycle latency in transferring a cell payload over a 64-bit I/O bus. On the output end, 
as buffer tags are received from the ID processor, the indicated number of cells for the 
indicated stream ID are prepended with the ATM 5 byte header from a table of head- 
ers, and are transferred octet-by-octet to the physical layer through a shift register and 
a FIFO queue. This transfer mechanism is based on the ATM Forum Level 1 UTOPIA 
specifications [1]. If an insufficient number of cells are buffered for the stream, an error 
is reported in an error queue that causes an interrupt to be signaled. If the special idle 
tag is received from the ID processor, the next cell in a best-effort traffic FIFO queue is 
sent, or if that queue is empty, an idle cell is sent to the physical layer to ensure that 
proper cell timing is maintained. 

4 Evaluation and Future Work 

Streamer has been implemented in Verilog HDL using both behavioral and structural 
descriptions. Several Verilog simulations were performed to verify the correctness of 
our design. Due to the interactive nature of the network interface with the rest of the 
system, special behavioral Verilog code had to be written to emulate the functioning of 
the storage devices, I/O bus, and server CPU. Due to the extreme complexity involved 
in trying to do a precise simulation of these components in Verilog, we used simplified 
models of their behavior, focusing instead on the interaction with our network inter- 
face. These extra behavioral models allowed us to easily create test situations under 
which our design could be observed. 
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As expected, we observed that the hardware scheduling ran at significantly greater 
speeds than the transmission link, and as a result was idle most of the time waiting for 
the physical layer to catch up. This is expected since each ATM cell requires 2.7 jLisecs 
to transmit, while scheduling of cells, based on a 33 MHz system clock, can be done 
within 10 clock cycles, or around 300 nsecs. Without modification our hardware prior- 
ity queue scheduler is therefore capable of scheduling 3.3 million cells per second, 
corresponding to a link speed of 1.4 Gbps. As the hardware priority queue has already 
been shown to work at 64 MHz [13] using static CMOS technology, and since 15 -20ns 
access time SRAMs are common, the scheduler can be trivially modified to operate off 
of a 50 MHz clock, and work with up to 2.1 Gbps links. 

In contrast, a software-based scheduler using a dedicated processor on the adapter 
board will not scale as easily with increasing link speeds. If the processor were to han- 
dle only the scheduling of cells, an efficient implementation of the 255 entry priority 
queue would require between 200 and 300 instructions to schedule a single cell 
(depending upon the instruction set of the processor: 275 on HP PA-RISC, 290 on 
SPARC, 232 on RS/6000). This requires an effective throughput of 73 to 110 MIPS to 
provide cell-granular scheduling on a 155 Mbps link. Higher link speeds require pro- 
portionally higher instruction throughput. To put this in perspective, a 100 MHz RISC 
processor, capable of sustaining one instruction per cycle on the optimized priority 
queue code with 250 instructions executed per cell scheduled, would be capable of 
scheduling 1 cell every 2.5 |Llsecs. This is just within the 2.7 |Llsec transmission time of 
cells on a 155 Mbps link. So, even without taking into account other functions the 
onboard processor may need to perform, this processor is already incapable of provid- 
ing full link utilization for rates over 170 Mbps. In other words, for very high link 
speeds a software-based scheduling at cell level granularity will require a very high 
performance, expensive microprocessor implementation. 

As stated above, our scheduling module can be readily adapted to 2 Gbps opera- 
tion. In our current implementation, the buffer management and transmission unit, 
based on the 33 MHz clock and the 8-bit wide UTOPIA[l] standard, is limited to 264 
Mbps. By removing the 33 MHz and 8-bit wide limitations, faster throughput is attain- 
able. Since the update of the buffer management structures can be performed in 6 
cycles, and since two updates occur for each cell transmitted, the buffer management 
can handle 5.5 million cells per second (over 2.3 Gbps) with a 66 MHz clock. By using 
a 66 MHz, 32-bit wide interface to the physical layer, the buffer processor can support 
a 2 Gbps link. 

In Streamer, the scheduling is done in parallel with the transmission of previously- 
scheduled cells, so the link can be kept fully utilized whenever there are cells to trans- 
mit. This is assuming that both schedule segment data and video data are present in the 
network interface buffers. As was mentioned in Section 2.1, each schedule segment 
will typically last several seconds and this combined with the fact that we store a few 
schedule segments ahead, allows large server CPU delays to be tolerated when addi- 
tional scheduling segments are needed. 

However, the transfer of video data across the I/O bus and into the cell buffers will 
restrict throughput and link utilization. Due to the simple data transfer model, in which 
the storage devices continuously try to push data to the network interface, and the fact 
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Fig. 6. Sustained Link Utilization 



that multiple devices contend for the use of the shared bus, buffer starvation may occur 
beyond some throughput level. We performed simulations that quantify this effect. We 
model a Streamer network interface modified to operate at up to 2 Gbps and support 
more than 256 streams, and a PCI standard server I/O bus, based on the proposed 64- 
bit, 66 MHz implementation, with a peak throughput of 4.2 Gbps. We assume that bus 
arbitration results in a round-robin traversal of devices contending for bus access. To 
isolate the effects of the bus, we assume that each storage device has an internal cache 
and serves just one stream, so retrieval latencies are hidden and more than sufficient 
bandwidth is available. We also model interfering traffic on the I/O bus by granting a 
fraction of the bus accesses to a dummy device. We ran this simulation repeatedly with 
random sets of streams (mean stream data rate of 2 Mbps, 50% of streams between 1.8 
and 2.2 Mbps) corresponding to various link utilizations, and determine the point at 
which buffer starvation begins to occur. We repeat the simulations, varying the fraction 
of interfering bus traffic, the number of cell buffers on the network interface for each 
stream, and the link speeds. The results are sunnnarized in Fig. 6. The storage devices 
are granted bus access in round-robin fashion, and at each access, the device will send 
data corresponding to 1 ATM cell, but will abort its access if the corresponding 
stream’s buffers are all full or if the Streamer buffer management is busy (within 4 
clock cycles of the start of a cell transmission to the physical layer). As the Streamer 
does not accept data on the bus when it starts the transmission of a cell, and since the 
transmission rate is greater for the high speed links, the probability that a storage 
device will be forced to abort (even though buffer space is still available for the stream) 
on any particular bus access increases with link speed. With a large number of streams, 
there is a good chance that some devices will abort repeatedly on consecutive accesses, 
resulting in buffer starvation for the associated stream. Increasing the per stream buff- 
ering helps avoid starvation, as shown by the large jump in sustainable utilization when 
more than one buffer per stream are used on the 622 Mbps and 2 Gbps links. However, 
beyond the first few buffers per stream, there is little further increase in sustained utili- 
zation. This is apparent in the nearly identical results for 10 buffers and 20 buffers per 
stream on the 2 Gbps link. 

Based on these observations. Streamer in both its original 155 Mbps implementa- 



87 



tion and in a 622 Mbps version does provide support for a large number of streams, 
fine grain interleaved link scheduling, full link utilization, low CPU overhead, and 
potentially improved network utilization resulting from the smoothed transmissions. 
To maintain all of these benefits at the full potential of 2 Gbps of the hardware priority 
queue scheduler, further refinements are required. We plan to study the Streamer con- 
cept further, and in particular, we would like to vary the operation of the bus interface, 
the major limitation in the current design. We are considering replacing the current 
“data push” model of operation, in which the storage device continuously try to send 
data to the network interface, with a “data pull” approach, in which data is requested 
by the Streamer only when necessary. This may improve link throughput and bus utili- 
zation, at the expense of increased hardware complexity. Another potential modifica- 
tion is to transfer data in blocks larger than the current 48 byte cell sized units and 
possibly reduce the bus overheads incurred. More significant changes may include 
entirely replacing the I/O bus with some form of internal network, which may allow 
for scalable use of multiple Streamer devices in the same system. We plan to develop a 
detailed, flexible simulator in order to quantitatively evaluate performance, determine 
optimal values for parameters such as buffer requirements, and characterize quality-of- 
service provided by the various architectural changes in the Streamer design. Such 
simulations will also allow us to easily vary the components of the video server and 
therefore determine system requirements under different scenarios. 

5 Conclusion 

In order to take full advantage of the features provided by ATM networks and bring 
them to the end systems, improvements need to be made within the end system. For the 
video server application, we proposed and described a hardware solution which would 
do just that. The main idea behind our design is to combine smoothed transmission 
scheduling with data streaming support on the network interface. This results in high 
sustained throughput from the server to the network, and also results in better utiliza- 
tion of network resources due to smoothing of bursty data streams. By moving the 
scheduling away from the server CPU and onto the network interface in the form of a 
hardware priority queue based scheduler, the server is free to do other work. Commu- 
nication between the server CPU and network interface is also significantly reduced, 
and fine grain link scheduling becomes possible. Such fine grain scheduling at the cell 
level is possible in hardware because, unlike a software scheduler, the hardware sched- 
uler can operate much faster than the cell transmission rate on the network link. We 
implemented our design using Verilog HDL, and based on Verilog simulations, 
showed functional correctness and potential performance gains. We also evaluated any 
limitations on scaling the current design to faster link speeds and indicated some 
potential future improvements. 
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Abstract. A novel routing scheme is proposed for virtual cut-through 
routing that attempts to combine the low routing delay of determinis- 
tic routing with the flexibility and low queuing delays of adaptive rout- 
ing. This hybrid routing mechanism relies on a pipelined implementation 
where different paths and stages of the router are used for different rout- 
ing modes. A simulation based experimental evaluation of these three 
schemes shows that the hybrid scheme does indeed achieve its objectives. 



1 Introduction 

This paper reports on the preliminary results of the evaluation of a hybrid de- 
terministic and adaptive routing algorithm. The objective of this new approach 
to routing is to combine the advantages of both models. 

In deterministic, or dimension-order, routing, a message is routed along de- 
creasing dimensions with a dimension decrease occurring only when zero hops 
remain in all higher dimensions. Virtual channels are included in the router to 
avoid deadlock [5]. However, deterministic routing algorithms can suffer from 
congestion since only a small subset of all possible paths between a source and 
destination are used. 

In adaptive routing, messages are not restricted to a single path when trav- 
eling from source to destination. Moreover, the choice of path can be made 
dynamically in response to current network conditions. Such schemes are more 
flexible, can minimize unnecessary waiting, and can provide fault-tolerance. Sev- 
eral studies have demonstrated that adaptive routing can achieve a lower latency, 
for the same load, than deterministic routing when measured by a constant clock 
cycle for both routers [12, 14]. 

The delay experienced by a message at each node can be broken down into: 
routing delay and queuing delay. The former is determined primarily by the 
complexity of the router. The later is determined by the congestion at each 
node which in turn is determined by the degrees of freedom the routing algorithm 
allows a message. The main performance advantage of adaptive routing (besides 
its fault-tolerance) is that it reduces the queuing delay by providing multiple 
path options. 

However, the routing delay for deterministic routers, and consequently their 
corresponding clock cycles, can be significantly lower than adaptive routers as 
pointed out in [3, 1]. This difference in router delays is due to two main reasons: 
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- Number of virtual channels: Two virtual channels are sufficient to avoid 
deadlock in dimension ordered routing [5]; while adaptive routing (as de- 
scribed in [8, 2]) requires a minimum of three virtual channels in A:-ary n-cube 
networks. 

— Output channel selection: In dimension-ordered routing, the output channel 
selection policy is very simple: it depends only on information contained in 
the message header itself whereas in adaptive routing the output channel 
selection policy depends also on the state of the router (i.e the occupancy 
of various virtual channels) causing increased router complexity and thereby 
higher routing delays. 

The results reported in [3, 1] show that the router delays for adaptive routers 
are about half to more than twice as long as the dimension-order router for 
worm-hole routing. These results, however, do not account for the advantage 
of adaptive routing in reducing queuing delays in the nodes between source 
and destination. Furthermore, the various routing algorithms evaluated, both 
deterministic and adaptive, require a variable amount of resources such as buffer 
area or physical channels between nodes. In [9], the advantage of adaptive 
routing in reducing queuing delays in the nodes between source and destination 
is accounted for in worm-hole routing. 

In this paper we propose a novel routing scheme for virtual cut-through 
routing that attempts to combine the low routing delay of deterministic routing 
with the flexibility and low queuing delays of adaptive routing. This hybrid 
routing mechanism relies on pipelined implementation where different paths and 
stages of the router are used for different routing modes. The experimental, 
simulation based results show that the hybrid scheme does achieve, under most 
conditions, the low latency of the deterministic approach as well as the high 
saturation point of the adaptive one. 

The deterministic and adaptive routing algorithms are described in Section 
2 along with the model of the routing delay for virtual cut-through routing. The 
hybrid routing scheme is described in Section 3 along with simulation results for 
the three types of routing for A:-ary n-cube networks and for various message 
sizes. Concluding remarks are given in Section 4. 



2 Deterministic and Adaptive Routing 



The interconnection network model considered in this study is a A:-ary n-cnhe 
using virtual cut-through switching [13]: message advancement is similar to 
worm-hole routing [15], except that the body of a message can continue to 
progress even while the message head is blocked, and the entire message can be 
buffered at a single node. Note that a header flit can progress to a next node 
only if the whole message can fit in the destination buffer. For simplicity all 
messages are assumed to have the same length. 
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2.1 Routing Models 

In the deterministic routing scheme [4, 5], a message is routed along decreasing 
dimensions with a dimension decrease occurring only when zero hops remain in 
all higher dimensions. By assigning an order to the network dimensions, no cycle 
exists in the channel-dependency graph and the algorithm is deadlock-free. 

The adaptive routing scheme considered here is described in [7, 8, 2] (also 
known as the *-channels algorithm). In this algorithm, adaptive routing is ob- 
tained by using virtual channels along with dimension-order routing. A message 
can be routed, adaptively, in any dimension until it is blocked. Once a message 
is blocked, it is then routed using the dimension-order routing. This algorithm 
has been proven to be deadlock-free as long as the following routing restrictions 
are imposed: when the message size is greater than the buffer size (i.e. size of 
the the virtual channel), deadlock is prevented by allowing the head flit of a 
message to advance to the next node only if the receiving queue at that node is 
empty. If the message size is less than the buffer size, then deadlock is prevented 
by allowing a message to advance only as long as the whole message fits in the 
receiving queue at that node. This algorithm requires a minimum of three vir- 
tual channels per dimension per node for each physical unidirectional channel. 
Therefore, the number of virtual channels grows linearly with the size of the 
network. 



2.2 Switching Models 

In this study, both the deterministic and adaptive routing schemes use one uni- 
directional physical channel (PC) per dimension per node. Figure 1 shows a 
schematic for each of the routers simulated here for the 2D case. In the deter- 
ministic routing case, both high and low virtual channels (VC) of each dimension 
are multiplexed onto one physical channel. In the adaptive routing case, the de- 
terministic and adaptive VCs are multiplexed onto one PC. For both cases there 
is only one PC for the sink channel. Once this channel is assigned to a message, 
it is not released until the whole message has finished its transmission. 

The deterministic router uses storage buffers associated with output channels, 
while the adaptive router uses storage buffers associated with input channels. 
When using output buffers, the routing decision is made before buffering the 
message. This type of routing is ideal for deterministic routing because only one 
choice is available for an incoming message. When a message comes into a node, 
it can be immediately placed into the appropriate buffer. 

When using input buffers, the routing decision is made after buffering the 
message in the buffer associated with the input channel. This strategy lacks the 
problem of early commitment of output channels. Since a message can usually 
be routed on several possible output channels in adaptive routing, this buffering 
strategy was used for the adaptive router. 

The input/output selection policy used for adaptive routing is as follows: a 
round-robin policy is used for message selection first among all adaptive buffers 
and then among all deterministic buffers. Output channel selection is performed 
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in each dimension with decreasing number of hops until a free channel is found. 
By using this output channel selection policy, the greatest amount of adaptivity 
for a message is retained which reduces blocking. 



2.3 Modeling Router Delay 

In this section we describe a router delay model for the virtual cut-though de- 
terministic and adaptive routers. The model is based on the ones described in 
[3, 1, 9]. These models account for both the logic complexity of the routers as 
well as the size of the crossbar as determined by the number of virtual channels 
that are multiplexed on one physical channel. These models were modified to 
account for the varying buffer space used in virtual cut-through routing. The 
parameters of these models are: 



Symbol Variable (delay) 



Tad 


Address decoding 


Tarb 


Routing arbitration 


Tcb 


Crossbar 


Tec 


Flow control 


Tsel 


Header selection 


Tyc 


Virtual channel controller 


P 


Max. no. of IP or OP ports in crossbar 


F 


Degrees of freedom (OP choices of a message) 


C 


No. of virtual channels 


B 


Buffer size (in number of flits) 



The address decoding term (Tad) includes the time for examining the packet 
header and creating new packet headers for all possible routes. The time required 
for selecting among all possible routes is included in the routing arbitration delay 
(Tarb)- The crossbar delay (Tcb) is the time necessary for data to go through 
the switch’s crossbar and is usually implemented with a tree of gates. The flow 
control delay {Tpc) includes the time for flow control between routers so that 
buffers do not overflow. Tsel is the time for selecting the appropriate header. 
Finally, the virtual channel controller delay (Tyc) includes the time required for 
multiplexing virtual channels onto physical channels. 

For all dimension-order routers simulated here, the number of degrees of free- 
dom (F) equals the number of switch crossbar ports (P). This results because 
a deterministic router routes a message in either the same dimension on which 
the message came (on either the low or high channel) or routes it to the next 
dimension. For all of the adaptive routers, F = P — 2{n — 1) where n equals the 
number of network dimensions. This relationship holds because adaptive routing 
can use the adaptive channels in all the dimensions while only two virtual chan- 
nels per physical channel can be used in dimension-order (to avoid deadlock). 
Note that this relationship includes the delivery port. 

Delay equations for the routers are derived, using the above parameters. 
The constants in these equations were obtained in [3] using router designs along 
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Fig. 1. Schematics of two routers for the 2D case 
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with gate-level timing estimates based on a 0.8 micron CMOS gate array pro- 
cess. Three main operations are used in all of the routers simulated here which 
contribute to the following three delays: 

- Tr’. Time required to route a message 

- Ts’. Time necessary to transfer a flit to the corresponding output channel 

- Tc'. Time required to transfer a flit across a PC 

The equations are: 

Tr = Tad + Tarb + Tsel 

Tr — 2.7 “h 0.6 “h 0.6 * log2 F 1.4 -|- 0.6 * log2 F 

Ts = Tec + Tcb + TRatch 

Tg — 0.8 “h 0.6 * log2 B 0.4 -|- 0.6 * log2 P T 0.8 

Tc = 4.9 -h Tvc 

Tc = 4.9-h 1.24 -h 0.6* log2(C 

Using the above equations, the delay values were calculated for each of the 
router algorithms simulated and are shown in Table 1. To decrease the overall 
router delay, it is assumed that all three operations are overlapped through 
pipelining as described in [9], and therefore the clock period is determined by 
the longest delay: 



Tccperiod = Max{Tr,Ts,Tc) 



From the data in Table 1, we observe that increasing the buffer size, in 
deterministic routers, increases the overall router delay when moderate to large 
buffer sizes are used. For small buffer sizes the clock cycle is dominated by the 
transfer time Tc while for larger ones it is dominated by the switching time Tg. 
In adaptive routers, the clock cycle time is dominated by Tr. Increasing buffer 
size increases the overall router delay only when very large buffer sizes are used. 
Finally, changes in the buffer size affects deterministic routers’ clock cycles more 
than adaptive routers’. 

All of these added delays result in adaptive routers that are 13 to 30 % slower 
than deterministic routers. These results are similar to the results in [1] where 
15% to 60% improvement is required for f-flat routers with similar number of 
virtual channels and under worm-hole routing. 



3 Hybrid Routing 

A typical comparison of deterministic versus adaptive routing latencies is shown 
in Figure 2: at low traffic and for short to moderate message sizes, the latency of 
deterministic routing is smaller. However, the flexibility of adaptive routing pro- 
vides smaller queuing delays and a much higher saturation point. The objective 
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B 


Tr T, Tc 


CC Period 


8 


6.60 5.15 6.74 


6.74 


16 


6.60 5.95 6.74 


6.74 


24 


6.60 6.42 6.74 


6.74 


32 


6.60 6.75 6.74 


6.75 


48 


6.60 7.22 6.74 


7.22 


64 


6.60 7.55 6.74 


7.55 


96 


6.60 8.02 6.74 


8.02 



a- Deterministic router for 
A;-ary 2-cube and 3-cube networks 
(C = 2 and P = F = 3 for all) 



B 


Tr T, Tc 


CC Period 


8 


7.80 6.19 7.09 


7.80 


16 


7.80 6.99 7.09 


7.80 


24 


7.80 7.46 7.09 


7.80 


32 


7.80 7.79 7.09 


7.80 


48 


7.80 8.26 7.09 


8.26 


64 


7.80 8.59 7.09 


8.59 


96 


7.80 9.06 7.09 


9.06 



b- Adaptive router for 
A;-ary 3-cube networks 
((7 = 3 and P = 10 and P = 6 for all) 



Table 1. Deterministic and adaptive router delays (all values in nsec) 




Fig. 2. Latency of dimension-order and adaptive routing on a 10-ary 3-cube network 
under random uniform traffic for buffer area = 48 flits and L = 8 flits. 



of the hybrid routing mechanism is to combine the short latency of deterministic 
routing for low traffic with the shorter queuing delays of adaptive routing at high 
traffic. In this section we describe the mechanism of the hybrid routing scheme 
and present the preliminary results of its performance evaluation. 

Hybrid Router Model. The hybrid router, shown as a schematic in Figure 
3, consists of three logically independent message paths: Fast Deterministic Path 
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(FDP), Slow Deterministic Path (SDP), and Adaptive Path (AP)^. The FDP 
requires two stages for a header flit and one clock cycle for a data flit. The SDP 
and AP both take three clock cycles for a header flit and two clock cycles for a 
data flit. 

These paths are shown in flow chart format in Figure 4 along with their re- 
spective pipeline stages. In this scheme, a header flit entering on a deterministic 
channel that is also able to leave on a deterministic channel of the same type 
(low/high) and dimension, goes through the router on the FDP. If a determin- 
istic channel of the same type is not available or a message is being switched 
to a different type or dimension, then the message is sent through the SDP. A 
header flit entering on any adaptive channel, is first routed to a deterministic 
path if possible. Otherwise it is routed to an adaptive channel. In either case, 
the message goes through the AP. 

Since the routing decision and switching logic for routing along the FDP is 
simpler than traditional deterministic routing, the FDP router requires only two 
stages. Also, the clock cycle times used for the hybrid router are equal to or 
larger than those of a purely adaptive router. Therefore more “work” can be 
accomplished within a clock cycle^. 

Note that this routing scheme is deadlock free: for any given message, the 
choice of paths selected is always a true subset of those that could be selected 
by the adaptive algorithm described in [8]. Since the adaptive algorithm has 
been proven deadlock free, the hybrid is also deadlock free. 




Crossbar 



Fig. 3. Logic schematic of the hybrid router. 



^ Physical stages are actually shared among these logically independent paths. 

^ As always, it might be necessary to modify this pipeline organization to accommodate 
a specific physical implementation. 
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Fig. 4. Flow chart of hybrid routing algorithm 



Experimental Results. Simulation of the deterministic, adaptive and hy- 
brid routing schemes were performed using a discrete-time simulator. Simulation 
results were obtained for various 8-ary 3-cube and 10-ary 3-cube networks. The 
simulation uses a stabilization threshold of a 0.005 difference between traffic 
1000 clock cycles apart to determine steady state. Message sizes varied from 8 
to 64 flits and traffic from 0.1 until saturation was reached in 0.1 increments. 
The buffer sizes used in the simulation are all equal to a single message length. 
The adaptive router and the adaptive path in the hybrid router use three virtual 
channels per dimension. The deterministic router and the deterministic path in 
the hybrid router uses two. The simulator implements a back-pressure mecha- 
nism which results in a negative slope of the latency versus accepted traffic plots 
at higher loads. 

The hybrid routing scheme is evaluated using two distinct scenarios for a 
possible clock cycle time. In the first, the clock cycle time of the hybrid router 
is equal to that of the adaptive router. In the second, the clock cycle time of 
the hybrid is equal to the adaptive cycle time plus two gate delays to account 
for the increased critical path length due to a selector. These two options are 
referred to as Hmin and Hmax^ respectively. 

The Hruiin Scenario. (Figures 5 and 6). For small messages (8 flits) the 
latency of the hybrid router is not only lower than the adaptive one but is also 
lower than the deterministic one at low traffic. This is due to the fact that 













98 



the hybrid router has a 2-stage/ 1-stage pipeline for header/data flits, while the 
deterministic router has a 3-stage/2-stage pipeline. Even though each stage in 
the deterministic router is shorter than the hybrid’s router, the greater number 
of stages a message must go through dominates. For medium messages (16 flits) 
the latency of the hybrid router is very close to that of the deterministic one at 
low traffic and follows the adaptive one at higher traffic. For larger messages (64 
flits) the hybrid router latency is lower than the adaptive one at low traffic and 
slightly higher at high traffic. In general, under this scenario the latency of the 
hybrid router follows the deterministic one at low traffic and the adaptive one 
at high traffic. 

Note that as message size increases, the performance advantage of the hybrid 
router decreases compared to the other two routers. This is due to the facts that 
more messages, and therefore headers, are needed to achieve the same utilization 
with short message length and the hybrid router has a performance advantage 
for header flits, especially at low utilization. While the deterministic router has 
a 3-stage header flit pipeline with a low clock cycle time, the hybrid router has a 
2-stage deterministic header flit pipeline with a higher clock cycle time. Since the 
number of pipeline stages dominates performance (and not the clock cycle time), 
the performance difference between the routers is greater for small message sizes 
than for large message sizes. This difference also exists at high traffic, although 
it’s much smaller due to the fact that more message blocking occurs covering 
up differences in header flit time. This difference is exaggerated in larger sized 
networks because the average number of hops per message increases, thereby 
increasing the header flit contribution. 

The Hmax Scenario (Figures 7 and 8). In this scenario the hybrid router 
clock cycle equals the adaptive router clock cycle plus two gate delays. For small 
and medium size messages (8 and 16 flits), the latency of the hybrid router is 
better than the adaptive one at low traffic and in between the deterministic and 
the adaptive one at medium and high traffic. For a message size of 64 flits, the 
latency of the hybrid router is always worse than the adaptive but is better than 
the deterministic at high traffic. 

Saturation Point. The saturation point of the hybrid router is, in all cases, 
much higher than that of the deterministic router. The saturation point of the 
hybrid router is either equal or lower by at most 3.3% under the Hmin scenario 
and by 12.5% to 16.3% under the Hmax scenario. One reason for the slight 
decrease in saturation point for the hybrid router, is that the hybrid router 
routes messages onto the deterministic channels first reducing the number of 
options available to a message later on. As traffic increases, this less availability 
cause more blocking and slightly smaller saturation points. 




Message Latency (ns) Message Latency (ns) 
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Network 


L B 


D A HfYiiri Hmax 


8by3 


8 8 
16 16 
64 64 


0.139 0.253 0.253 0.219 
0.169 0.281 0.281 0.244 
0.175 0.268 0.267 0.234 


10by3 


8 8 
16 16 
64 64 


0.142 0.248 0.248 0.215 
0.170 0.276 0.267 0.231 
0.173 0.263 0.263 0.230 



Table 2. Traffic saturation points (flits /ns /node) for deterministic, adaptive, and 
hybrid routing 



4 Related Work 

The architectural support for the reduction of communication overhead is de- 
scribed in [6]. This scheme exploits the communication locality in message 
passing programs to distinguish between cacheable and non-cacheable virtual 
channels. Cacheable virtual channels are retained for multiple messages thereby 
allowing an overlap of communication and computation and eliminating the over- 
head of multiple message set-up. This mechanism is a hybrid scheme combining 
circuit and worm-hole switching. The implementation of a router supporting 
this scheme is described in [10]. Its routing properties are discussed in [11]. 

Comparisons of adaptive and deterministic router implementations, for worm- 
hole routing, are described in [1, 3] and [9]. However, the comparison in [1, 3] 
does not account for the reduced queuing delay in adaptive routing. In [9] the 
reduction in queuing delay for worm-hole routing is taken into account and the 
comparison is based on a constant total buffer area. 

5 Conclusions 

This paper reports on the preliminary evaluation of a hybrid deterministic- 
adaptive routing scheme. This scheme relies on a pipelined implementation of 
two routers within each node: a deterministic and an adaptive one. The delay 
along the deterministic path is one clock cycle shorter than the adaptive one. If 
the resources are available an arriving message header is routed, by default, on 
the deterministic path thereby achieving a lower latency per node. 

The results from the simulated evaluation of this scheme show that it does 
achieve its objective: a message latency comparable to that of the deterministic 
router at low traffic and a saturation point close to that of the adaptive router 
at high traffic when the hybrid router clock cycle is close to that of the adaptive 
and for small message sizes when the hybrid router clock cycle is two more gate 
delays than that of adaptive. 
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We are currently developing an architecture implementation of the hybrid 
router in order to evaluate the feasible range of its clock cycle time. We are also 
evaluating its performance under non-uniform source destination distributions. 
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HiPER-P: An Efficient, High-Performance Router for 
Multicomputer Interconnection Networks^ 
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Abstract. As high performance parallel computing architectures make their way into 
systems with tight size, weight, power, and energy budgets (e.g., portable computing 
and communications, autonomous vehicles, and space-borne computing), compact and 
efficient computing and communication mechanisms will be required. To provide 
such a communication mechanism, the Portable Image Computing Architectures 
(PICA) group at Georgia Tech is designing the High-Performance Efficient Router 
(HiPER), a multidimensional router with high-throughput serial channels (1-2 Gbps). 
Providing high performance for size, weight, power, and energy constrained systems 
requires careful attention to routing, switching, and error control mechanisms, and the 
HiPER Prototype (HiPER-P) is a proof-of-concept vehicle that will validate efficient 
implementations of these mechanisms. The HiPER-P combines mad postman (bit- 
pipelined) switching with dimension-order routing, producing a router with a very 
low-latency routing function. To maintain robust communication as link speeds 
increase and link power budgets decrease, the HiPER-P provides flit-level hop-by-hop 
retransmission of erroneous flits. This error control mechanism provides built-in 
error control at the network level. The design of the HiPER-P is presented in this 
paper as well as results of performance simulations which characterize mad postman 
switching combined with flit-level error control. 

Key Words. networks, router, mad postman, bit-serial, wormhole routing, 
dimension-order routing, error control, energy efficient, flit-level retransmission 

1 Introduction 

The performance of the interconnection network in a parallel multiprocessor 
architecture is critical to the performance of the overall system. The interconnection 
network must exhibit both low latency and high throughput or the overall performance 
of the system will suffer. As parallel processing makes its way into systems that 
require compact designs and power and energy efficient operation (hand-held 
computing, space-borne computing, autonomous systems), the interconnection 
network employed will also have to meet these requirements. The High-Performance 
Efficient Router (HiPER) project at Georgia Tech is focusing on a high-performance 
network switching element that is being designed with the properties of compactness 
and power and energy efficiency. These issues are foremost in the design 

^ This work is supported by NSE contracts #ECS-9422552, EEC-9402723, and ECS-9058144 
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requirements for the HiPER-P, a proof-of-concept vehicle for architectural 
mechanisms that provide high-performance routing in a size, weight, power, and 
energy constrained system. 

HiPER is a router design project that is addressing mechanisms for routing and 
communications efficiency. HiPER-P is a step in this process which addresses 
mechanisms for router architecture that will help achieve these goals. Designing a 
high-performance efficient communication mechanism for a parallel system requires 
solving problems and addressing issues outside the realm of the router architecture. 
Such issues include, but are not limited to, transmission media, signal coding, and 
channel equalization [4]. In addition, for power and energy efficiency, low-power 
circuit techniques [2, 3] should be employed during the circuit design phase of the 
project. Since the architecture of the router is the thrust of the HiPER-P design, the 
aforementioned additional issues will not be directly addressed in this paper. They 
are, however, being addressed by the HiPER project as a whole. 

The HiPER-P employs serial data channels both internal and external to the 
router. This decision both reduces the router’s size and increases its energy and power 
efficiency. The crossbar physical layout drove the use of serial data channels 
internally. We have observed, by studying crossbar layouts, that the energy per bit 
transferred (and therefore the power dissipated at a fixed data rate) increases with the 
width of the crossbar. This is due to the dominance of interconnect capacitance in 
switching energy calculations for wide crossbars. Serial data channels are more 
efficient off-chip as well. Packages and modules are smaller with serial channels and 
the problem of escape routing [16] is greatly reduced. In addition, serial links are 
more energy efficient as bit rates increase due to transmission line effects [1 ,14]. 

As link speeds increase, the network routing function accounts for an 
increasingly large portion of overall message latency. To address this issue, the 
switching scheme used in the HiPER-P is mad postman (bit-pipelined) [11] which is 
an extension of wormhole routing [6, 8] (flit-pipelining), and the routing algorithm is 
dimension order routing [7]. This combination produces a very low latency routing 
function ideally suited to serial data channels. As described in the previous paragraph, 
serial data channels were chosen for the HiPER-P for reasons of efficiency, and the 
decision to use mad postman switching was based on our desire to maximize the 
performance of the router using serial links. The HiPER-P will operate in a two- 
dimensional mesh interconnection topology. 

As link speeds increase and power budgets decrease, the operating margin for a 
router’s data channels is reduced. This results in less robust physical links with an 
increased probability of errors. To address this issue, the HiPER-P supports hop-by- 
hop flit-level retransmission of data that has encountered errors during transmission. 
[12] and [13] discuss our work in flit- level error control in multicomputer 
interconnection networks. The flit-level retransmission capability of the HiPER-P 
places the responsibility of error control on the network itself, freeing the processor 
from the additional work required to employ an end-to-end retransmission scheme. 
Elit-level retransmission is a more efficient mechanism than end-to-end retransmission 
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in terms of both bandwidth and energy, since retransmissions involve small segments 
of the message (flits) rather than the entire message. The mad postman switching 
protocol has been extended to support flit-level retransmissions by harnessing the flit- 
invalidation mechanism required by mad postman switching. Additionally, the 
HiPER-P utilizes a special set of buffers to store and retransmit erroneous flits. To 
summarize, the advantages of a flit-level retransmission protocol are: 

• Errors are corrected by the network, providing added reliability to data 
transmissions without processor intervention 

• Elit-level retransmission is an efficient protocol since retransmissions 
involve single flits rather than the entire message 

• The flit acknowledgment protocol used in wormhole routing and the flit 
invalidation scheme used in mad postman switching are easily extended 
to implement a flit retransmission protocol. 

• The potential exists to reduce link power while maintaining a system bit 
error rate (BER) target (e.g., reducing the driver voltage swing or the 
light intensity in optoelectronic links) 

This paper covers the design of the HiPER-P as well as some preliminary 
simulations of our unique routing protocol in the presence of flit errors. Section 2 
presents an overview of the design. Section 3 covers the use of mad postman switching 
in the HiPER-P and Section 4 covers the combination of mad postman switching and 
flit-level retransmission. Section 5 presents the results of some preliminary 
performance simulations which are designed to both test the validity of the protocol, 
and identify the characteristics of the protocol in the presence of different link bit error 
rates. Einally, Section 6 identifies areas we are pursuing to extend this research, 
including fabricating and testing our router in silicon. The capabilities of the HiPER-P 
will be extended in subsequent stages of the HiPER project, creating a network 
switching element that is more capable while retaining the characteristics of efficient 
operation and compact design. 

2 Design Overview 

To make the design of the HiPER-P as compact as possible, serial data channels 
were chosen. To make the router as fast as possible, the results of Chien’s analysis for 
wormhole router performance [5] were applied, and the decision was made to use 
dimension order routing with no virtual channels. The switching scheme chosen 
strongly affects the performance of the router, so to maximize the performance of the 
serial channels, mad postman switching is employed. The advantage of mad postman 
switching with serial channels manifests itself in message latency. The bit-pipelined 
nature of mad postman switching produces an end-to-end message latency 
approaching that of a router with parallel channels equal in width to the size of a flit 
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[9]. Table 1 identifies these design choices as well as the other design specifications of 
the HiPER-P. 



Table 1, HiPER-P Specifications 



Parameter 


HiPER-P 


Topology 


2D Mesh 


Channel Width 


Bit-Serial 


Switching 


Mad Postman (bit-pipelined) 


Buffering 


Multiple Plit Buffering 


Error Handling 


Basic Parity (flit retransmission) 


Routing 


Dimension Order, Deterministic 


Target Network Size 


64 X 64 nodes 


Sync/Async 


Synchronous 



The configuration of the HiPER-P is two unidimensional routers, one for each 
dimension in the network. This is the same configuration as the canonical dimension- 
order router presented in [5] (partitioned router), which was based on other routers 
such as the torus routing chip [6] and the Intel Paragon router [10]. Pig. 1 shows the 
configuration of the routing node composed of two unidimensional routers. 



Injection 



+in +out 
Eject 



+in -out 

In Eject 
-i-out -in 



Router-Router (X) 



Ejection 



Unidimensional 

Router Router-Router (Y) 

Fig. 1. HiPER-P Node is Composed of Two Unidimensional Routers 



2.1 Router Block Diagram 

Pig. 2 illustrates the configuration of one unidimensional router showing only 
one of its inputs and one of its outputs. The routing decision and control is performed 
by the Arbiter block. The switching function is performed by a crossbar that can 
connect the injection channel to any one of the other three outputs (-I-, -, eject) and can 
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connect either of the two routing inputs (+ or -) to its corresponding output or to the 
ejection channel. The error control mechanism for the HiPER-P is single bit parity 
which is checked in the Parity block. The result of this parity calculation is sent back 
to the transmitting node to initiate a retransmission when an error is detected. 

The two elements of the router that support retransmission of flits are the 
retransmit buffer and the slack buffer. The retransmit buffer is a shift register that 
samples the output data signal, storing the last two flits sent out over a link. When a 
retransmission is initiated, the data flits that are retransmitted are taken from the 
retransmit buffer. The slack buffer provides storage for input data while a 
retransmission is under way. This storage prevents the loss of input flits while the 
output is engaged in retransmission. A more detailed explanation of how the slack 
buffer and retransmit buffer support retransmission is presented in Section 4. 



retransmit buffer 



Data In 



Parity Error 



Hold 



Data Frame 




Data Out 



Parity Error 



Hold 



Data Frame 



Fig. 2. HiPER-P Unidimensional Router Block Diagram 



2.2 Flit Format 

The flit format is organized to facilitate serial implementation of the data 
channels and the channel control hardware, as well as being able to handle incorrect 
routing speculation and errors in the links. Fig. 3 shows the formats for both header 
and data flits. 

The Discard bit serves two purposes. First, it is set if an error is detected in the 
flit so that the destination node will discard it. The correct flit will be retransmitted 
following the erroneous flit. Second, when speculative routing fails, the flit that has 
missed its turn to the ejection channel (the current head flit) is tagged as a discard flit. 
If this flit blocks in the network, hardware can be put in place to detect the Discard bit 
and eliminate it from the node. 
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The Eject bit is used to speed up routing decisions at the injection channel. The 
injection channel can make its decision based only on the first two bits of the header 
{Sign and Eject). If the Eject bit is ‘1’, the ejection channel is the destination, and if 
the Eject bit is ‘O’, the Sign bit indicates whether the negative or positive direction is 
to be taken in that dimension. The offset field is represented in magnitude form. 
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Fig. 3. HiPER-P Flit Format 



Direction of 
Data Movement 



In the HiPER-P, there is only one header flit in the network per message. Since, 
however, the 2D mesh is composed of two routes in two unidimensional networks, 
two headers will be needed; one to route in the x dimension and one to route in the y 
dimension. To allow for two headers, the y dimension header is treated as a data flit 
in the x dimension network, and when the message transfers from the x dimension to 
the y dimension, the x header is stripped off, placing the y header at the head of the 
message. 

3 Mad Postman Switching in the HiPER-P 

A description of mad postman switching in the HiPER-P begins with the notion 
of bit-pipelining. In a system with serial data channels, flits are substantially larger 
than phits (a bit in the case of serial channels). This size mismatch introduces 
additional latency for each message by requiring that each flit be completely 
transferred serially between routing nodes before routing decisions are made. In the 
case where the phit is equal in size to the flit (when parallel physical channels are 
used), this additional latency is not present. In order for a router using a serial 
channel to compete with one using a parallel channel (in the area of latency), the 
routing decisions must be made at the bit level. This, of course, is not feasible as the 
number of bits required to make a routing decision and to store the state of the route is 
greater than one. 

In bit pipelining using the mad postman approach, routing decisions are made 
speculatively (speculative dimension order routing). In a dimension order router, the 
path from source to destination is chosen such that the distance between source and 
destination is entirely exhausted in one dimension before routing begins in the next. 
In a two dimensional mesh (the target configuration for the HiPER-P), for example, all 
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of the x-offset between source and destination is completely traversed before the 
message begins to approach the destination in the y-dimension. Because of this 
regularity of routes, it is easy to speculate which direction is taken at each node. The 
channel that the flit leaves the node on will be along the same dimension and in the 
same direction as the one that it entered on. This varies only when the message makes 
its one turn, and when it is ejected from the network. As explained in [11], this means 
that only one incorrect decision will be made in each dimension. This incorrect 
decision must be handled in the network. The HiPER-P handles this incorrect 
decision by tagging the head flit as invalid by setting its Discard bit. 

4 Mad Postman Switching and Flit-Level Error Control 

The fact that the HiPER-P implements bit-pipelining makes retransmission of 
erroneous data more complicated. This is because flits are spread across many nodes, 
each of which holds only two or three bits in its data path. The mechanism used for 
this retransmission consists of two phases. The first phase is invalidation of the 
erroneous flit as it leaves the node. The reason that this is required is that the flit has 
already begun leaving the node before the error is detected and can not be recalled. 
Instead, the flit is tagged as bad {Discard bit set) and handled when it arrives at the 
destination. The second phase consists of retransmitting a buffered copy of the flit 
while buffering incoming data in the node’s slack buffer. 

4.1 Retransmit Buffer 

Since the error detection and signaling process will take more time than the 
transmission of a single bit, the retransmit buffer holds two flits. This also means that 
the Parity Error signal will arrive at the node responsible for retransmitting sometime 
during the transmission of the next flit (the one following the erroneous flit). We 
assume that wires hold no more than 4-5 bits in flight. Pig. 4 shows this timing 
relationship. 




Fig. 4. Error Signal and Flit Timing Relationship 

Flit n+1 contains an error(s) that was accumulated during transmission from 
node m to node m+1. This error is detected at node m+1, and the Parity Error signal 
is activated after node m has begun transmitting flit n+2. Because our system 
guarantees the in-order arrival of flits, both flit n+1 and n+2 will be retransmitted. 




no 



The time between the arrival of the error signal at node m and the time that node m 
finishes transmitting flit n+2, is the time that node m has to set up for the 
retransmission. Fig. 4 shows the timeline for this retransmission, including the initial 
error detection and subsequent error signaling. 

In Fig. 4, the flits with the ‘x’ through them have been marked as “bad” via node 
m+7 setting its Discard bit. Actually, in this example, only flit n-\-l was in error, but 
both are invalidated due to the in-order delivery requirement. Following the delivery 
of flit n-\-2, node m retransmits flits n-\-l and n-\-2. In this example, only flit n-i-7 was 
erroneous, but both n-\-l and n-\-2 could have contained errors since both are being 
retransmitted. In fact, in the HiPER-P, an error indication {Parity Error) signal 
reception during the retransmission of ^\iin+l is ignored. This signal would indicate 
that flit n+2 was received in error, and since this flit is being retransmitted anyway, 
the Parity Error signal may be disregarded for flit n+2. Extension of this protocol to 
handle multiple retransmissions is trivial since the buffering is in place which contains 
the data to be retransmitted at all times. 

4.2 Slack Buffer 

The slack buffer is required to provide a path for incoming bits that prevents 
them from colliding with flits being retransmitted. The slack buffer is also used to 
store flits that enter a node while the output path for those flits is being used by 
another message (head of message blocked). The slack buffer for a given node can be 
activated in one of the three ways: 

• Activation of the retransmission process 

• Blocking of the current message by another message (crossbar arbitration 
failure) 

• Activation of the Hold line by a downstream node 

The following paragraphs explain each of these processes. 

If an error is detected in the transmission of a flit, the Parity Error signal (see 
Fig. 4) is sent to initiate retransmission. During the retransmission (detailed in the 
previous section), there is still data streaming into the node. During the 
retransmission of these two flits, two additional flits of data are received at the node’s 
input. In order to prevent this data from being dropped, it is buffered in the slack 
buffer. The slack buffer is activated when the retransmission begins, and at the end of 
the retransmission, the buffer select switch is set to allow the data in the buffer to be 
routed to the output (see Fig. 2 and Fig. 5). Retransmission requires that two flit sized 
registers in the slack buffer be allocated to the data path so that no flits are lost. In 
other words, the slack buffer registers become part of the data-path. 

Fig. 5 shows two snapshots of the retransmission process. Fig. 5 (a) shows the 
router just before flit n-r7 will be retransmitted in response to the error signal shown in 
Fig. 4. In Fig. 5 (a), flit n+2 has just finished leaving the router, flit n+3 is beginning 
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to enter the router, and flit n+1 is about to be retransmitted. To prevent data 
collisions, flit n+3 is being routed to the slack buffer. Fig. 5 (b) shows the same router 
after flits n-\-l and n+2 have been retransmitted. The first two flit buffers in the slack 
buffer are now part of the datapath. This process, in the presence of an indeterminate 
number of retransmissions, would require an infinitely large slack buffer (a worst case 
scenario). Since the resources of any one router are finite, another mechanism is 
required to prevent flit loss. This mechanism is the Hold signal. 



retransmit buffer 




slack select 
buffer 



retransmit buffer 




slack select 

buffer switch 



Fig. 5. (a) State of Router Just Prior to Retransmission (b) Slack Buffer Elements Become 

Part of the Datapath 



When multiple retransmissions occur within the same node, the local slack buffer 
will quickly fill up (this takes Vm retransmissions, where n is the number of flit sized 
registers in the slack buffer). When this happens, “slack” will be taken up in the 
pervious node (the upstream node). Another situation where the slack buffer fills up is 
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when the head flit blocks and must wait for output resources to free up. If the path 
through the node were to remain passing through the slack buffer after it has 
completely filled up, there would be no slack available for future retransmissions. 
This is the case whenever the slack buffer of a node fills up, regardless of the cause 
(errors. Hold, blocked head flit). A mechanism must be put in place to recover this 
slack so that problems are not created. 

The mechanism employed by the HiPER-P requires that the slack buffer of the 
downstream node completely empty before the Hold signal is released to the upstream 
node. This will reset the slack absorbing capabilities of the node before it accepts any 
new data. This makes the sizing of the slack buffer an important parameter. If the 
buffer is too small, the Hold signal generated by the first buffer that is completely full 
will ripple back all the way to the source of the message. When the head flit of a 
message blocks, we expect this behavior, but error induced retransmissions should not 
cause this (with a high probability). 

5 Simulations and Performance Analysis 

To validate our retransmission protocol, we created a flit level simulator that 
mimics the operations of the HiPER-P. This simulator incorporates bit level error 
manipulation at different BERs with high iterations to obtain realistic data. The 
simulator captures the behavior of the HiPER-P during retransmission of flits due to 
erroneous data, and it also captures router resource utilization, and overall 
performance. The intent of the simulator is to verify logical functionality and to 
analyze router and network behavior. Eor simplicity, all simulations assume 
contention-free conditions so that the effects of the HiPER-P can be studied without 
message blocking due to resource conflicts. Also, errors are simulated as independent 
events with P(O^l) = P(l^O). As is shown in the following paragraphs, the HiPER- 
P is statistically unaffected by errors for link BERs less than 10'^. 

5.1 Slack Buffer Usage 

Our first simulations analyzed the peak slack buffer usage for the HiPER-P. The 
goal of this simulation is to determine a realistic number of flits for each slack buffer 
to store. Pig. 6 illustrates the peak slack buffer usage (in flits) per router for various 
BERs at conditions of maximum PICA architecture message size (64 flits) and average 
path length from source to destination (64 router hops). 

To prevent all network blockages due to errors (worst case), the number of flits 
each slack buffer must store is equal to the number of flits in a transmitted message. 
The purpose of the slack buffer is to alleviate blocking conditions at the source, and 
consequently, the worst case condition is the store-and-forward switching case where 
the entire message is buffered at the intermediate router before transmission. Each 
additional set of two flit registers in the slack buffer allows a retransmission sequence 
in the HiPER-P to complete without blocking. Prom our simulations, we determined 
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that the peak slack buffer usage at realistic operating conditions of low BER is less 
than two flits per slack buffer. We will implement the HiPER-P with a four flit slack 
buffer to remain robust up to BER of 10'^. This configuration allows each node to 
experience a single retransmission without blocking its upstream neighbor. 




BER 

Fig. 6. Peak Slack Buffer Utilization Per Node for Different BERs 
5.2 Bandwidth Effects 

The effect of bandwidth reduction due to errors manifests itself in two ways. The 
first is the direct reduction in bandwidth due to invalidated flits which are created by 
errors. The second is the accumulation of enough errors in the network to block back 
to the source, preventing the source from injecting new flits and from completing 
injection of the message. Our simulations gathered data for both of these cases and the 
results are presented in Pig. 7. 

Pig. 7 (a) shows the effective bandwidth in the presence of retransmissions. The 
region of the plot between BER values of 10'^ and lO'"^ is interesting because it shows 
an ‘avalanching’ phenomenon. This results from message dilation brought about by 
many invalid flits, each of which is subjected to more errors. This effect will 
effectively stop the network for BERs much greater than 10'^. Also, for BERs less 
than 10'^, the bandwidth is effectively 100% of available capacity. Pig. 7 (b) shows the 
normalized number of cycles that the source can not inject due to blocking. This data 
was gathered at conditions of maximum PICA [15] architecture message size (64 flits) 
and average path length from source to destination (64 router hops). Por BER values 
less than 10'^, the source is statistically free of blocking. 
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Fig. 7. (a) Effective Bandwidth and (b) Cycles Source is Blocked vs. BER 



6 Conclusion and Future Work 

The HiPER-P is a compact, efficient router that implements mechanisms to 
maximize its performance. Dimension order routing is compact, inexpensive to 
implement, and provides low latency routing. Serial data channels are implemented to 
further reduce the size of the router. Mad postman switching decreases message 
latency even further by bit-pipelining flits and making speculative routing decisions. 
Mad postman switching is also ideally suited to serial data channels in a dimension 
order router. Flit-level retransmission of erroneous flits is implemented to provide 
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reliable communication and to do so more efficiently than an end-to-end 
retransmission scheme. 

To continue this work, we plan to design and fabricate one of the unidirectional 
routers using the MOSIS VLSI foundry. We will then be able to construct test 
networks using these chips as building blocks, as well as having the layouts at our 
disposal for creating integrated processing nodes with router and processor on the 
same die. The HiPER-P’s capabilities will be extended in future generations of the 
router, using the HiPER-P as a baseline point of comparision for the performance and 
efficiency impacts of any additions. The future enhancements planned for study are 
routing adaptivity, fault tolerance, and real-time guarantees of service. 
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Abstract 



The second generation of Ser\’erNet expands on the capabilities of the Sen’erNet I system area network. ServerNet II 
maintains the scalability and availability features of ServerNet and continues to be a cost effective way to connect 
large clusters of commodity servers. ServerNet // is a l25MB/s full-duplex, switched, wormhole-routed network, 
operating over standard lOOOBaseX cabling. ServerNet 1 1 maintains complete compatibility and interoperability with 
existing ServerNet 1 components. 

Keywords: ServerNet System Area Network, Gigabit networks, flow control. System Management 

1.0 Introduction 

In June 1995, Tandem announced a series of new scalable fault-tolerant computers based on the ServerNet System 
Arcan Network (SAN). Since then. Tandem has shipped over one billion dollars of ServerNet equipment to customers 
around the world. The direct connect ServerNet SAN provides high-bandwidth, low-overhead message passing and 
10 connectivity. The high bandwidth and low overhead provided by ServerNet allow Tandem to build clusters of 
commodity processor elements and lO devices with excellent performance and unsurpassed scalability, running the 
NT, Unix, and NonStop Kernel operating systems. 

The ServerNet II SAN improves many features provides by the ServerNet components. The improved protocols and 
interface chips provide a 150% inprovement in raw link speed, greater than 75% reduction in packet overhead, sup- 
port for links over 100 times as long, doubled router connectivity, and improved system management performance. 

This paper introduces the features of ServerNet II, with a focus on the network and routing attributes. Section 2 
reviews the salient points of the ServerNet I SAN, while Section 3 describes the new features in the ServerNet II 
implementation. Section 4 discusses iteroperability between ServerNet 1 and ServerNet II components. Section 5 pro- 
vides a description of the specific features planned for Router II, and Section 6 introduces SAN management proto- 
cols. 



2.0 ServerNet 1 Review 

ServerNet I is a wormhole-routed network with full duplex links carrying 50MB/s in each direction. Variable sized 
packets carry a maximum data payload of 64 bytes. 

A 6 port crossbar router^ supports creation of arbitrary network topologies. With more routing elements, the SAN can 
attach to more processors and lO end nodes. As the SAN grows, so does the total bandwidth for concurrent traffic. 

The ServerNet SAN provides memory-like semantics to the end nodes. An end node can create a DMA operation to 
read or write another memory anywhere in the SAN. lO adapters find the support for read operations particularly use- 
ful. It allows the lO adapter to manage all of its own data transfers without involving another processor, whether 
pushing or pulling data from memory. 

Clustered computer availability is paramount. The ServerNet end nodes support two independent interconnect net- 
works. No single failure or service operation, except to an end node itself, can disrupt traffic between end nodes. 



t. We use the term ^'router” to refer to the routing ASIC and **switch" for an assembly containing a router, power supply, cooling, connectors, etc. 
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3.0 ServerNet II 



The second generation of ServerNet components add to the feature set in ServerNet I: 

• Higher data rate: 125 MB/s 

• Larger Packet Size: up to 512 bytes 

• Directly drives standard 8b/10b serializer/Deserializer components. 

• New Read and Write packets with a 64 bit ServerNet address. 



• Direct support for the Virtual Interface Architecture (VIA) 

3.1 Packet Layer 

ServerNet II uses the same packet formats defined by ServerNet I, with larger data field 
sizes and transaction length encodings, and the addition of new transaction types support- 
ing 64-bit ServerNet addressing. The two new Read and Write packet types correspond- 
ing to similar ServerNet I packet types, except for the address field size increases. 

The ServerNet global address space is defined by the ServerNet ID and an address field 
(Figure 1). The 20 bit ServerNet ID uniquely identifies an end node and determines the 
routing of each packet through the ServerNet network. Each Read or Write request 
packet carries an address field of either 32 or 64 bits. Taken together, the ServerNet ID 
and Address provide a 52-bit global address space for all ServerNet I end nodes. This is a 
subset of the 84-bit global Address space for ServerNet II end nodes. 



ServerNet ID, carried 



Address Field in the 



in the in the ^cket’s 


ServerNet Packet. 


Destination ID field. 


ServerNet 1: 32 bits 


20 bits 


ServerNet II: 32/64 bits 








19 0 




31/63 


11 0 



The incoming Read or 
Write packet contains 
the Destination Server- 
Net ID and Address. 
The destination end 
node translates the 
address field to produce 
the local physical 
address. 



Address Validation 
& Translation Table 



Offset 



Local Physical Address 



Figure 1. ServerNet Global Address Space 

The ServerNet address typically does not directly address the physical memory of an end 
node. Instead, the end node uses the upper 20/42 bits of the address to index into the 
Address Validation and Translation (AVT) Table. This allows the end node to confirm 
that the ServerNet node generating the request has read or write permissions for the spe- 
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cific locations within that page, and also provides a translation to the local physical mem- 
ory address. 

The end nodes translate most ServerNet Write request packets as shown in Figure 1 and 
write data directly to memory. However, a ServerNet I AVT table entry may indicate that 
writes to that page should not deposit data directly to memory, but instead put the data 
into one of four interrupt queues. The ServerNet hardware adds each packet to the circu- 
lar queue and interrupts the host software. The software then pulls items off the queue 
and process the interrupt. ServerNet II end nodes also support this feature. 

Typically in ServerNet, a write packet is sent to a specific address in the destination 
memory. The sender must have a priori knowledge of where the destination wishes to 
receive the data. ServerNet II end nodes support a Virtual Interface Architecture (VIA) 
mode where the sender can blindly post packets with no knowledge of the location of the 
receive buffer. Hardware in the destination maps the incoming packet to a buffer location 
specified by the receiver. 

While somewhat similar to the ServerNet I method for handling interrupt queues, this 
approach allows tens of thousands of receive buffer queues. This mode uses packets sim- 
ilar to the normal ServerNet Write packet, but with the logical connection number (queue 
number) used instead of the address. 

ServerNet II maintains the same delivery guarantees and error recovery strategy used in 
ServerNet I. The low level ServerNet driver software can provide guaranteed delivery of 
messages as long as a path to the destination exists in either network. (The driver can 
retry over the original path, then changes to the alternate path if the original path fails 
again.) This greatly simplifies the work of writing transport layers on top of the Server- 
Net stack. 

The ServerNet hardware acknowledges (ACKs) all data transfers. Whether the data is 
pushed or pulled, the initiator of the transfer receives a positive acknowledgment that the 
data transferred correctly. 

The end node receive logic uses the packet CRC to ensure that it only processes and 
acknowledges correctly formed incoming packets. Because of the positive acknowledg- 
ments, the initiator of the transfer always receives notification of any data transfer fail- 
ures. 

Only when an error occurs does the driver software incur any overhead for error han- 
dling. If a requestor fails to receive a positive acknowledgment (it either received a nega- 
tive acknowledgment (NACK) or detected a time-out waiting for the ACK), it invokes the 
driver’s error handling. The error handler resends the request packets that failed to com- 
plete. 

Subsequent data transfers that have a dependency on the transmission with the error halt 
until error recovery takes place. For example, the completion interrupt message sched- 
uled after a large block write will not start until the entire block correctly transfers. 
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Error recovery requires idempotent ServerNet read and write operations. Operations such 
as write packets placed into an interrupt queues require software to maintain a sequence 
number in the body of the packet data to guard against duplication. 

3.2 Link Layer 

The ServerNet II link layer protocol performs all the same functions done by the Server- 
Net I link layer. Specifically, the following features are maintained: 

• The link level uses the same flow control scheme. Flow control symbols 
inserted into the data stream assert backpressure and gate the flow of incom- 
ing data. Because of this, the ServerNet SAN is not a lossy network. Barring 
errors, messages sent into the network will reach their destinations. 

• ServerNet II uses the same fault tolerant busy/ready keep alive protocol. To 
prevent against a failing node causing continuous backpressure, the Busy or 
Ready flow control symbols must repeat every 2048 clocks. Otherwise, the 
link receiver reports an error and releases link backpressure. 

• The same techniques for isolating a fault to the failing link work in ServerNet 
II. Each element (router) through which a packet passes checks the CRC. 
Each element appends the command symbol “This Packet Good” (TPG) to 
the packet when the CRC check succeeds. A packet with a bad CRC check 
and a trailing TPG indicates a link failure and gets reported to the SAN man- 
agement software. The first router that detects a CRC failure on a packet 
appends a “This Packet Bad” (TPB) command symbol to the packet to indi- 
cate that the fault was detected (and reported) earlier. 

• Periodic insertion of SKIP symbols into the transmit data stream allow asyn- 
chronous operation of senders and receivers while avoiding operating signifi- 
cant portions of the receiver from the received clock. Receivers discard SKIP 
symbols without losing any data. This prevents link synchronizer overruns 
caused by differences in the clock rates at the sender and receiver. 

ServerNet I encodes link command symbols and data into 9 bits. ServerNet II uses an 
ordered set of the standard 8B/10B symbols to encode all data, command, and control 
messages, using a single code for each data byte, and two symbol sequences for link level 
commands. 

3.3 Physical Layer 

The 125 MB/s ServerNet II outputs use an 8b/10b encoding scheme compatible with 
standard low-cost SerDes and optical components intended for the lOOOBaseX standard. 
See Table 1 for a list of the physical interfaces supported. 




123 



4.0 Interoperability of ServerNet I & ServerNet II 

An installed base of ServerNet I products requires interoperability between the new 
ServerNet II components and existing ServerNet I end nodes and switches. Interopera- 
bility means the user can directly plug together new products and old products and have 
them work without any modification to the existing application. 

Interoperability must work at several levels: 

• Physical Interconnect must match. 

• Recognition of packet formats between ServerNet I and ServerNet II 
devices. 

• Link Level symbol flow must match the 50 MB/s ServerNet I with the 125 
MB/s ServerNet II. 

• The packet injection rate should not swamp any slower ServerNet I compo- 
nents. 



• ServerNet I and ServerNet II devices must use the same SAN management 
operations. 



Figures 2 through 4 below show different interoperability scenarios. 



□ 



Endnode, e.g. ServerNet 
attached host or 10 



adapter. 



Routing node. 

I or II indicates ServerNet I 
v.s. ServerNet II 




Figure 2. Interoperability, ServerNet I Network 




Figure 4. Interoperability, Mixed Network 
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4.1 Physical Interoperability 

Each ServerNet I port on an ASIC has separate 9-bit receive and transmit interfaces. 
Each can pass 50 million symbols per second. The 9-bit symbols encode either a byte of 
data or a link control command symbol. 

ServerNet II ASICs similarly can pass 125 MB/s on each of their receive or transmit 
links. They can also use an 8b/10b encoding scheme [5]. The 10-bit inputs and outputs 
work compatibly with standard Gigabit Ethernet 802. 3z lOOOBaseX serializer deserial- 
izer (SerDes) components. 

ServerNet ASICs installed on the same logic card can directly connect the parallel out- 
puts of one ASIC to the parallel inputs of another ASIC. Longer distance connections 
require a parallel or serial driver component. Table 1 below lists the physical interfaces 
supported for ServerNet I and II. 



Table 1. ServerNet Physical Interface 



Physical Interface 


ServerNet | 


I 


II 


Direct trom me a:siu yt)(a’^UJVm/s 


4 


4 


Direct from the ASIC 8b/10b @ 125MB/s. 




4 


Parallel cable with LVDS signaling. 


4 




Parallel cable with differential ECL signaling^. 


4 




Copper Serial (lOOOBaseCX). 


4 


4 


Short haul optical (850nm laser on multi mode 
fiber, lOOOBaseSX). 


4 


4 


Long haul optical (ISOOnm laser on single mode 
fiber, lOOOBaseLX). 


4 


4 



a. Only Tandem NSK and Integrity Unix products use parallel 
ECU ServerNet cables. 



ServerNet II ASICs have a compatibility mode in which they can communicate at 
125MB/S with an 8b/10b encoding or at 50MB/s with a 9-bit output. 

A special two port router ASIC allows attachment of ServerNet I end nodes and routing 
nodes to serial cables. While a router ASIC typically includes a crossbar switch, this two 
port router serves instead as a bus converter. One side of the two port router operates in 
ServerNet I compatibility mode. The other side can connect directly to the gigabit Ser- 
Des components. This allows ServerNet I devices to use serial links and connect with the 
ServerNet II components. 

The ServerNet I switch uses physical interface drivers and connectors on modular 
daughter cards. This allows the switch to accommodate the appropriate physical inter- 
face. Eor example, an existing system with parallel LVDS interfaces can add a long haul 
optical interface to connect with a newer ServerNet II system. See Eigure 5 below. 
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Serial interfaces on the ServerNet I switch use a physical interface daughter card with the 
two port router and the appropriate serial interface. 




Figure 5. ServerNet I Compatibility with 
ServerNet II Serial Link 



Serial ServerNet connection on ServerNet I and ServerNet II end nodes and switches 
support a complete “plug and play” model. 

4.2 Packet Injection Rate Matching 

ServerNet I devices can never process data faster than 50 MB/s. For example, in Figure 4 
the ServerNet I router can only pass data at a maximum of 50 MB/s between the two 
ServerNet II networks. 

In this case, if the ServerNet II end nodes were to inject packets at a 125MB/s rate, the 
relatively lower speed ServerNet I device would form a bottleneck for the high speed 
packets. This bottleneck would cause backpressure in the network and result in higher 
network blockage. 

To prevent this, the ServerNet II driver software maintains a state bit for each possible 
destination node indicating whether or not a packet sent to that destination would cross a 
ServerNet I link. If a ServerNet I link lies anywhere in the path, the driver sets the packet 
transfer rate such that the ServerNet II device does not generate packets any faster than 
the ServerNet I rate of 50 MB/s. 

At system start-up, SAN management software (see Section 6.0) determines the SAN 
topology and capabilities of each ServerNet routing node in the system. The driver soft- 
ware uses this information to set the appropriate packet injection rate for each destination 
on the SAN. 



126 



The driver software, when talking to a ServerNet I destination, must also restrict its 
choice of packet types. ServerNet I end nodes cannot accept the new Read and Write 
Packets formats with 64 bit addressing. 

4.3 Worm Compression 

When a ServerNet II routing node directly connects to a ServerNet I device (either end 
node or routing node), the ServerNet II device operates in a compatibility mode: symbols 
are clocked in and out of the ServerNet II router at 50 MB/s. But the internal logic and 
the downstream paths of the ServerNet II router still operate at 125 MB/s. 

If the ServerNet II router were to simply exploit the 2:5 ratio in throughput, it could con- 
vert the incoming 50MB/s stream into a 125MB/s stream by inserting 3 pad symbols 
after every 2 data symbols. Using the analogy of the packet as a worm, the 50 MB/s 
stream would turn into an elongated worm at 125 MB/s — one with 3 out of 5 symbols 
simply padding. 

Such an approach would cause inefficiency, since the “elongated worm” would waste 
bandwidth whenever it passed over a ServerNet Il-capable link. 

To prevent this inefficiency, the ServerNet II router does “worm compression”. Whenever 
it receives a ServerNet I byte stream, it delays forwarding the packet until it has received 
60% of the packet. Once 60% of the packet has been received, the ServerNet II router 
may release the packet and the entire packet will proceed onward at the full 125MB/s 
bandwidth. 

5.0 Router II 

The Router II design provides the first implementation of the new ServerNet II protocols. 
It incorporates 12 full transmit and receive ports into an ASIC of approximately 500k 
gates. The design provides a good balance between gate count and pin count, while main- 
taining a relatively modest cost. Twelve ports also provides a good balance between the 
expansion needs of large systems and the cost limits of smaller systems. 

Figure 6 shows a block diagram of Router II. The chip has twelve fully independent input 
ports, each with its associated output port, a routing control block, a simple packet inter- 
face for use with in-band control (IBC) messages as described in Section 6.0, a fully-non- 
blocking 13x13 crossbar, and interfaces for JTAG test and microcontroller connections. 

Each input module contains receive data synchronizers, elastic FIFOs, and flow control 
logic. The input modules pass the header information to the routing module, which deter- 
mines the appropriate target port for the packet. Note that the routing module includes a 
set of “target port disable” bits to prevent routing loops and deadlocks even in the pres- 
ence of single node faults and packet symbol corruption. The routing module also con- 
trols the selection of links in any “fat pipes,” as described in Section 5.1 below. Once an 
input port receives the target port number for a given packet, it contends for the corre- 
sponding output port and crossbar resources. The cross-bar arbiters include biasing 
logic [6], in order to allow for locally unfair allocation to reduce the worst-case two-way 
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delivery time of transactions through the network and improve the allocation of band- 
width through the entire system.. 




Figure 6. Router Block Diagram 



Each transmit port contains symbol encoding, link-level protocol logic, and an output 
buffer FIFO. This FIFO allows data to flow through the crossbar even when the destina- 
tion link has received backpressure, or when that link operates at 50 MB/s. Since the 
crossbar operates at the full speed of 125 MB/s, the presence of the FIFO helps reduce 
head-of-line blocking when connecting a link that uses the ServerNet I protocols. 

The ports can operate at 50 MB/s using the ServerNet I protocols or 125 MB/s using 
ServerNet II protocols. Each port will automatically configure itself for operation with 
the appropriate link encoding and at the highest rate supported by both ends of a link. 
This allows the exchange of system-level configuration messages without the need of 
negotiating data rates and encodings in software. 

The Router II ASIC also includes a packet interface for communicating IBC messages. 
This interface connects as a full thirteenth port on the router’s crossbar. The microproces- 
sor and JTAG interfaces provide full access to all of the router configuration, status, and 
performance monitor registers. 

5.1 Fat Pipes 

The presence of 12 ports allows for a wide variety of topologies with substantial connec- 
tivity. However, providing sustained network throughput can present some difficulties. 
Failure to consider the fan-in to the router-router links within the network could produce 
system topologies with substantial traffic bottlenecks. 
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The two topologies shown in Figure 6 illustrate the use of multiple connections between 
routers as a means to avoiding such problems. These connections could use static routing 
configurations to provide deterministic parallel links. However, the correct allocation of 
routing paths to links would depend heavily on the application work-load. Configuring 
such links to operate as fat pipes allows the router hardware to dynamically select an out- 
put port based on recent message traffic. 





Figure 7. Two Examples of Simple Topologies 
Using Router II. 

The Router II design supports the configuration of up to six fat pipes, or fat pipes con- 
taining as many as four links. The former would allow the creation of fractahedral net- 
work topologies [7] consisting entirely of fat pipes supporting sustained throughput of 
500 MB/s on each of the fat links. Figure 6 shows an example of this usage. 

5.2 Design trade-offs 

Router II includes no support for virtual channels [1]. The die area required to support a 
single additional virtual channel on one port nearly equals the logic needed for a com- 
plete port. The inclusion of virtual channels would have therefore upset the balance of 
gate count and pin count, producing a gate-bound chip design with perhaps as few as six 
ports. Having a large number of real ports allows for very high connectivity per router, or 
configuration of fat pipes, allowing trade-offs of connectivity and bandwidth at board 
design and system configuration times. 

Router II also uses external SerDes chips. Use of internal serializer/deserializers would 
also have upset the gate count and pin count balance. No ASIC vendor considered for the 
Router II supports twelve serializers per chip, even with no other logic included. The 
inclusion of serial-only ports would also have precluded full flexibility on connection of 
systems with ServerNet I links, and driven up costs. Further, the jitter obtained by using 
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on-chip phase-locked-loops would have substantially increased the observed bit error 
rates on the serial links beyond that expected with connnodity serializer chips. 

5.3 Topology examples 

The simplest Router II topology uses a single router chip to provide twelve ServerNet II 
ports. Such a trivial network has a total bisection bandwidth of 1.5 GB/s (15 Gb/s), with 
exactly one router hop between end nodes in all cases. 

The first example in Figure 6 provides 16 connections, with a maximum of 2 router hops, 
an average of 1.5 hops, bisection bandwidth of 1.0 GB/s, and a fan-in of 2. Scaling down 
to three, two, or one link between the routers increases the connectivity (to 18, 20, or 22 
ports), but also increases the fan-in and reduces the bisection bandwidth. 

The second example of Figure 6 shows how increasing the number of routers can 
increase the connectivity without sacrificing bisection bandwidth. 

Note that any of the ports show in these figures could connect to entire trees of routers, 
possibly through fat pipes. Such configurations would allow arbitrarily large connectiv- 
ity, while sacrificing the regularity of the interconnect. 

Figure 6 shows a simple network using four Router II chips and fat pipes to connect 12 
fat links in a fully non-blocking network with a 1 : 1 fan-in. 




4 Routers 24 Ports 

Figure 8. Tetrahedral Network of Fat Pipes 



Router II can of course support other fully connected topologies, such as Clos networks. 
Figure 6 shows an example of a 3x3x2 3D torus network, which illustrates that deadlock- 
free networks can have substantial capabilities, even without the use of virtual channels. 
(Shortest-path routing is deadlock free in a 3-ary ID torus, and simple dimension- 
ordered or negative-first routing suffices for higher-dimensioned 3-ary tori.) A full 3x3x3 
torus could connect to 162 end nodes, with a 1:1 fan-in, a 4.5 GB/s bisection bandwidth 
and maximum 4 router hops. In the fault- free case, two identical redundant interconnects 
could absorb 81 GB/s from the directly connected end nodes (810 Gb/s). 
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Note that the 3x3x2 shows a second link in the 3rd dimension which is not required. That 
link provides extra bandwidth as a fat pipe; removing the link would provide additional 
connectivity. 




6.0 SAN Management with the IBC Protocol. 

In a clustered system, a single point must have the capability of management of the dif- 
ferent SAN components. Furthermore, the ability to perform system management func- 
tions from a single point anywhere in the system but not be constrained to any one 
hardwired spot simplifies administration. Management provides several necessary func- 
tions: 

• Discovery of the network topology and end nodes attached to the network. 

• Assignment of ServerNet IDs to the end nodes. 

• Initialization of the routing tables in each router ASIC. 

• Identification and incorporation of new nodes into a cluster as they are added 
to a running system. 

• Collection of error information so as to isolate faults to the link or module on 
which they occurred. 

• Control of LEDs to indicate service operations necessary on a particular cable 
or assembly. 

• Observation and control of performance counters to aid in tuning the system. 
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Cost goals prevent the addition of any significant processing power or connectivity to the 
ServerNet routing components for support of these management functions. For example, 
the ServerNet switch does not have a central processor nor any LAN connection. Adding 
either would exceed the cost goals for the device. 

An “In Band Control” (IBC) mechanism supports a low overhead way of meeting the 
above manageability functions. The term “in band” indicates that the network manage- 
ment control data travels over the existing ServerNet wire — with no separate cable or 
LAN connection. 

The IBC mechanism works across both ServerNet I and ServerNet II systems. Section 
6.2 below shows that ServerNet I and II use different methods to transport the IBC data, 
but the same data format. 

IBC messages use packets identical to regular ServerNet unacknowledged write requests. 
As shown below in Figure 10 — each packet consists of an 8 byte header containing con- 
trol bits and source/destination IDs, a 4 byte address, variable size data and a 4 byte CRC. 

Normally, end nodes generate ServerNet request packets. The network delivers the pack- 
ets to another end node which, in turn, sends a response or acknowledgment. The routing 
elements never consume or generate packets, and simply pass the packets from the 
source end node to the destination end node. 

On the other hand, both routing nodes and end nodes generate and consume IBC packets. 
The IBC packet does not get routed through the ServerNet SAN like normal Read and 
Write packets. It contains embedded source routing information (see Figure 10). Each 
router or end node that receives the IBC packet then forwards it to the next destination in 
the source route list. 
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Figure 10. IBC Packet Format 



As shown in Figure 10, the data field of a ServerNet unacknowledged write packet carries 
the IBC control information. These packets only traverse a single link at a time. The 
receiving nodes do not route them, but instead always consume them. The recipient 
examines the source route list and forwards the packet along the indicated link to the next 
node, until the packet reaches its final destination. 

The data body of the unacknowledged write packet carries an additional connnand to do 
a read or write at the address specified in the overall header field. By convention, each 
ServerNet routing node and end node supports a standard address space for reading an 
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information and status block. By reading from this space, management SW can deter- 
mine the type and capabilities of any node attached to the network. 

Other write operations specify various management functions (see Table 2 below). A 
small microcontroller in each switch executes these functions. In host end nodes, an IBC 
client communicating with the ServerNet driver executes (or generates) IBC requests. 

For example, management software can write to RAM resident in the microcontroller, 
then issue an IBC write to a specific address to cause the RAM contents to be loaded into 
the Routing table or to update the microcontroller firmware. Table 2 shows the IBC com- 
mands supported by the ServerNet I switch. 



Table 2. Switch-I IBC Commands 



Command 


RAV 


Kead/ write Data kam 


R/W 


ReadAVrite Control & Status Registers 


RAV 


Update Stored Configuration 


W 


Update Firmware 


W 


Read Performance Counters 


R 


Select/Start Performance Counters 


W 


JTAG Register Read 


R 


Read ServerNet Configuration Space 


R 



The microcontroller in the switch can even access the Router ASIC’s internal JTAG reg- 
isters enabling it to do chip BIST operations^, and examine internal router registers. By 
reading and writing control registers, management software can control LEDs to direct 
service operations, query environmental sensors and examine error registers. 

We kept the IBC protocol very simple to allow implementation using an inexpensive 8 bit 
microcontroller. The simple command - response protocol implements commands as 
basic Read or a Write operations. The protocol places little computational demand on the 
microcontroller. Keeping the microcontroller simple was key for us to meet switch cost 
goals. 

6.1 IBC Source Routing 

Regular ServerNet packets pass through the network using oblivious Markov routing — 
the routers only look at the destination ID in order to choose which output port to use. 
This provides great flexibility, low packet overhead, and allows packets to traverse the 
network without modification (or recalculation of CRCs). IBC packets have different 
requirements, in particular, the ability to traverse any path and to do so non-invasively. 
IBC packets use source routing. The source routing table in the packet allows transmis- 
sion of IBC commands through 20 levels of routing or end node devices. 

The IBC packet always addresses a wildcard node ID accepted by the each node on the 
selected path. The recipient stores the IBC packet and forwards it as needed towards its 



t. JTAG refers to the IEEE 1 149.1 standard test interface for ASICs. This interface allows access to ASIC 
internal registers and can be used to control test functions such as BIST (Built In Self Test) 
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final destination. Microcontroller software implements the entire source routing function. 
IBC packets do not use wormhole routing, they always traverse one link and use the 
microcontroller store and forward functions. 

Source routing has a particular benefit in that it allows transmission of IBC packets along 
paths that the router might not otherwise support. For example, if deadlock prevention 
requires disabling a particular path through a router, that router would never pass a packet 
from that particular input to that particular output. But with store-and-forward source 
routing, the IBC packets can traverse this otherwise illegal path. 

The IBC source routing scheme can also route messages across end nodes. For example. 
Figure 1 1 shows a simple redundant ServerNet topology. Collection of error status from 
the routers in the network allows isolation of a fault. Tracking the error rates on each link 
can also allow isolation of failing links. 



Endnode, e.g. Server- 
r~l Net attached host or 
10 adapter. 



SAN manager 
process is run- 
ning here. 



O Routing 



node. 




The San Manager 
sets LEDs on each 
side of the fault by 
using Source Rout- 
ing to direct IBC 
write commands 
to the appropriate 
control register. 



Figure 11. IBC Source Routing Example 



In this example, the SAN management software can direct an IBC packet along a route 
unusable by normal ServerNet packets. The redundant paths available in the ServerNet 
network allow access to both sides of a failing link. 

Source routing has another benefit: it does not require the configuration or initialization 
of the routers in a SAN. This allows the management software to discover all the system 
links, routing and end node devices that make up a ServerNet SAN without changing 
their state. To discover the topology of the network, management software must do a 
search of all the ports on the network. By reading the status block of each node in the net- 
work, the management software can build a table of devices, their capabilities, and their 
connectivity. By continuing this process of examining nodes, all devices attached to 
ServerNet are eventually discovered. 





134 



6.2 IBC In ServerNet I and ServerNet II 

ServerNet I and ServerNet II both use the same IBC command packet format. But the 
means used to transmit the packet over the ServerNet wire differ. 

ServerNet I uses a single symbol method to transfer an IBC packet, encoding IBC com- 
mands, 4 bits at a time, into non-data symbols and interspersing them into the normal 
ServerNet Read and Write packet traffic. ServerNet ASICs trap these special symbols 
and make them available to the local processor, via normal register accesses (end nodes) 
or special JTAG accesses (Router-I). The processors then build the IBC connnand 4 bits 
at a time. This communication method can only transfer about 4K bits/second, adequate 
for system management use. 

ServerNet II accelerates the IBC communication by sending the IBC message (as shown 
in Figure 10) as a single packet. The ServerNet Router II ASIC dedicates a pair of packet 
buffers for this purpose. A microcontroller still processes the IBC message and forward it 
as needed. Moving the IBC command as an entire packet improves throughput of IBC 
commands to approximately 1 Mbit/sec. The ServerNet II devices use the same IBC 
command types, and can also support the ServerNet I single symbol method of transmit- 
ting IBC connnands. This ensures compatibility for IBC between ServerNet I and II. 

When network management software first probes a device to read configuration space, it 
uses the single symbol method, supported by all devices. The configuration space indi- 
cates whether the device supports higher speed transfers of ServerNet II. 
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8.0 Conclusion 

This paper reviews the basic points of the original ServerNet SAN, and describes the 
improvements provided by the new ServerNet II protocols and ASICs. The ServerNet II 
components provide improvements in packet overhead, link bandwidth, scalability, link 
length, and connectivity, without sacrificing interoperability with ServerNet I equipment. 
ServerNet II preserves the user’s investment in ServerNet I hardware and software prod- 
ucts and improves throughput considerably. We describe some network topologies sup- 
ported by the Router II ASIC. The selection of a topology depends on application- 
specific issues. Router II has sufficient flexibility to support many alternatives. 

This paper also describes the ServerNet SAN management functions. It describes the 
support of those functions on both ServerNet I and II interfaces, showing the substantial 
performance improvement provided by the new interfaces. 
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Historically there have been almost as many System Area Network (SAN) designs as 
there are parallel computing researchers. However, as markets mature, standards evolve. 
The personal computing industry is working towards a low-level, OS bypass API for 
leveraging arbitrary SANs from Windows NT. This new API is called the “Virtual Inter- 
face Architecture”. VI is protocol independent. Extracting optimal performance from VI 
requires special hardware support at the network interface chip (NIC) level. 

Microsoft, Compaq, and Intel, the authors of the VI Architecture specification, do not 
expect parallel programmers to directly call the VI API. Instead programmers will use 
layered software products. Software standards that one might layer above VI include 
MPI (message passing for the scientific niche), MPI-RT (a real-time variant of MPI for 
signal processing), and High Performance CORE A (a proposed variant of COREA for 
parallel progrannning). 

The VI Architecture provides only a programming interface, not a protocol standard. At 
this writing only the Fibre Channel community has a standards working group focused 
upon creating a VI layer for the Fibre Channel protocol stack. Thus early VI products 
that use other popular networks may not interoperate. The VI Architecture specification 
is very new. Competitive systems based upon other commercial standards currently ship 
in moderate volume. Ey shipment volume, today’s most popular SAN is the embedded 
computing community’s ANSI RACEway Interlink. RACEway is also used in the I/O 
subsystems of conmiercial servers. The RACEway community continues to aggressively 
evolve its technology. 

The IEEE Scalable Coherent Interconnect (SCI) standard has been with us for many 
years. SCI is used inside commercial servers and inside supercomputers. SCI’s biggest 
advantage is its optional support for coherent shared memory. Although not deployed by 
any SCI vendor, a shared memory, parallel programming standard exists in Silicon 
Graphics OpenMP proposal. Silicon Graphics is also working towards ANSI blessing for 
its unique SAN hardware technology, called HiPPI-6400. The U. S. Department of 
Energy (DOE), through is ASCI program, is the biggest backer of HiPPI-6400. DOE is 
paying several other workstation vendors to create HiPPI-6400 interfaces. 

With the explosion of both standard and proprietary SANs, the need to interconnect them 
arises. The TCP/IP protocol is the best option today. Unfortunately, TCP/IP is far from 
optimal in the SAN environment. Therefore, TCP/IP’s parent, the Internet Engineering 
Task Force (IETF), is developing a SAN internetworking protocol standard called Pkt- 
Way. 
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Abstract. The environment and constraints for parallel system inter- 
connection networks have changed dramatically since early research into 
cut-through routers (switches). In early systems, chip transistors were 
at a premium. MPP systems were often built using single-chip proces- 
sor nodes closely packed together, constraining communication bisec- 
tion area. Unabated increases in VLSI density have led to low-cost high- 
capacity switch buffering, and complex buffer organizations for maximiz- 
ing throughput are now possible. In today’s parallel systems, the large 
size of processor nodes effectively eliminates bisection area constraints. 
Many other network requirements have also arisen within the last few 
years. We explore these and other challenges that affect design choices 
and design decisions for contemporary routers. 



1 Introduction 

The environment and constraints for parallel system interconnection networks 
have changed dramatically since the Cosmic Cube [28] and other early work that 
inspired much of the current research into routers, topologies, adaptivity, and 
deadlock avoidance. In early systems, chip transistors were at a premium, leading 
to the widespread use of wormhole flow-control [8]. MPP systems were often 
built using single-chip nodes packed closely together, leading to interconnection 
schemes that attempted to maximize bisection bandwidth through a constrained 
area. 

Unabated increases in VLSI density have led to low-cost high-capacity switch 
buffering, and complex buffer organizations for maximizing throughput are now 
possible. Virtual cut-through switching [15] is now a viable alternative to worm- 
hole flow-control. In most of today’s general-purpose parallel systems, the large 
size of processor nodes effectively eliminates bisection area constraints. Because 
nodes in these systems are often relatively loosely packed, pipelining along in- 
terconnection links is mandatory, and asynchronous clocking is preferred. 

Many other network requirements have arisen within the last few years. Irreg- 
ular networks have become an option for connecting networks of workstations. 
Distributed shared memory systems present new latency demands and deadlock 
scenarios. Video servers benefit from quality-of-service guarantees and hardware- 
supported multicasting. In this paper we explore these and other challenges that 
affect the design of contemporary routers. 
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One way to introduce these subjects is to contrast the assumptions often 
made in contemporary research papers with the actual decisions being made 
in commercial machines. In doing so, we do not single out specific examples. 
Rather, Section 2 categorizes and examines common research assumptions that 
are a poor match to the state of the art. Then, in Section 3, we discuss some of 
the major problems that we are currently facing in building high-performance 
switching networks. 

2 Some common assumptions versus today’s realities 

VLSI technological capabilities have progressed enormously since the early days 
of multicomputer switch (router) design. Despite this fact, much router research 
proceeds using assumptions targeted at the earlier levels of technology. In this 
section we examine a few outdated notions that are often used when architecting 
and evaluating switches. 



2.1 Switching and flow-control techniques 

Assumptions: One very common assumption is “pure” wormhole flow-control. 
Wormhole is a form of cut-through switching in which flow-control is performed 
on a sub-packet, or flit^ [8]), basis. By “pure” wormhole we imply that a mini- 
mum number of flits — one or two — can be buffered at each input port. 

An integral assumption in early wormhole papers and implementations was 
handshaking flow-control: a flit of a packet could not proceed to the next router 
until that router had acknowledged acceptance of the previous flit. As a result, 
link delay was a contributor to the cycle time. This also meant that the cycle 
time became dependent upon the routing delay, because the time to compute the 
route would slow down the routing flit, which would in turn gate the progress 
of every succeeding flit of the packet. This scheme made “pure” wormhole flow- 
control possible by avoiding any need for pipelining. This assumption also heavily 
favored short links because they minimized the round-trip transit time of the 
handshake. 

Reality: When wormhole flow-control was first proposed [8, 12], it was difficult 
to provide input buffers capable of storing an entire packet without relying on 
off-chip buffers, which increased router cost. But now, VLSI ASICs can easily 
provide 10s of thousands of bytes of storage in addition to the dataflow logic and 
buffering. Hence, switches tend to be pin-limited because of bandwidth targets 
instead of device-limited. 

Larger on-chip buffers also allow us to overcome the cycle time limitations 
of handshaking flow-control. In fact, cycle time can be made independent of 
link and routing delay. Both link transit and routing logic can be pipelined to 

^ In wormhole flow- control, a flow- control digit, or flit, is the smallest unit of a packet 
that can be accepted or refused by a switch input port. Typically the flit size is 
equivalent to the internal data path width of the router. 
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whatever degree is appropriate. In most of today’s parallel systems, links are 
high-speed pipelined transmission lines and can operate with shorter cycle times 
than today’s internal CMOS logic. As an example, current IBM SP switches op- 
erate on 13.3ns cycles (75 MHz) using 2-byte- wide internal data paths, but send 
data at 150 Mb/s per signal over byte- wide links up to 25 meters. The pipelin- 
ing of data along a link requires a more powerful flow-control than handshaking. 
One example is the credit-based scheme used in the SP [32]. 

For wormhole flow-control, the other benefit of increased buffer sizes is that 
blocked packets hold fewer links. As buffers increase in size, virtual cut-through 
(VCT) [15] becomes a practical alternative. In VCT, flow-control is performed 
on a packet basis, although switching is still cut-through. As a result, blocked 
packets never hold more than one link in a switching network, improving per- 
formance. VCT flow-control requires each buffer to be at least as large as the 
largest packet. Wormhole (flit-based) flow-control can also be implemented with 
buffers larger than the largest packet to provide similar blocking characteristics 
to VCT. 

At this point it is worthwhile to survey the types of flow-control selected in 
recent commercial designs. As Figure 1 shows, most vendors are implementing 
wormhole flow-control, although some recent designs have chosen virtual cut- 
through or hybrids of these two methods. However, almost all of the designs 




Fig. 1. Cut-through flow-control methods in recent switching networks 



listed as wormhole have significant buffering, far more than “pure” wormhole 
flow-control. For example, all T3E input buffers are larger than the maximum 
packet size. Thus, even though the T3E flow-control technique is wormhole, the 
performance of the router will resemble VCT. 
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2.2 Queuing technique 

Assumptions: Another set of common assumptions concerns the queuing tech- 
nique for buffering packets within switches. Most research studies postulate an 
input queuing approach that relies on fixed-sized input FIFO buffers, and that 
suffers from head-of-the-line (HOL) blocking. Virtual channels or lanes are most 
often selected as a way to improve utilization through such switches. Each virtual 
lane shares the bandwidth of the physical link, often interleaving on a flit-by-flit 
basis over the link. Each lane is associated with a separate input FIFO buffer, 
and each lane provides an input to the router crossbar. 

Reality: In today’s systems however, the HOL problem is being attacked in a 
myriad of ways. For example, at each virtual lane of an input port, the SGI Spi- 
der routing chip [10] uses dynamically- allocated multi-queues (initially proposed 
by Tamir and Frazier [34]). Figure 2 shows how a single RAM buffer might be 
augmented with pointer entries to create multiple packet queues. Pointers are 
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Fig. 2. Structure of a dynamically-allocated multi-queue 



added outside the buffer to keep track of the head and tail flits of each queue, 
and there is one queue of flits corresponding to each output port. Another head 
pointer (free) helps manage a list of free flit locations within the RAM buffer. 

The input ports of the HAL Mercury switch contain multiple packet buffers, 
each of which is connected to a separate input of the internal crossbar [37]. Al- 
though this approach has similarities to virtual lanes, the flow-control is packet- 
based (virtual cut-through), and thus packet flits are not interleaved over the 
link. This approach was previously used in the MIT Arctic routing chip [4]. It 
increases utilization by decreasing the probability that a packet will wait behind 
a blocked packet at the input port. 

It is well-known that output queuing provides better performance than input 
queuing [24]. In output queuing, buffers associated with each output port are 
able to simultaneously accept packet data from all input ports at full bandwidth. 
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Naturally, this capability is only guaranteed until the buffer fills. Output queuing 
is more costly to implement, however, due to its requirement for storing multiple 
flits per cycle (from separate packets) into each output queue. A less costly 
solution is to provide a “central” buffer space that is shared among all of the 
input and output ports. 

The IBM SP switches [32] implement such an alternative. They rely on a 
dynamically- allocated central-buffer architecture that implements output queu- 
ing. Figure 3 illustrates a centrally-buffered switch. This approach is actually 




Fig. 3. A centrally-buffered switch 



easier to implement than a separate queue buffer at each output port, and it 
delivers better performance due to the dynamic sharing of buffer space among 
all ports. A thorough explanation of how output queues are managed in an SP 
switch’s central buffer can be found elsewhere [33]. 

There are other potential approaches to defeating the HOL blocking problem. 
Current VLSI technology allows exploration of powerful schemes that were once 
considered impossible due to limited chip space. 

One such area worth exploring is the combining of different techniques for 
increasing switch utilization. Although it would seem that the combining of two 
beneficial techniques would increase the overall benefit, this is not always true. 
For example, both virtual lanes and central buffers are powerful techniques for 
increasing utilization, and they work in seemingly complementary ways. Sev- 
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eral years ago we conducted a study to assess the impact of combining them, 
and came to the surprising conclusion that combining virtual lanes and central 
buffering performed worse than central buffering alone. 

Figure 4 illustrates one set of simulation experiments conducted for a 16- 
node SP2 for 64-byte messages. This (original) SP2 network was based upon the 



Options for a 16-node SP2-like system, 64-byte messages 




Fig. 4. Combining virtual lanes and central buffers 



Vulcan switch, which had byte-wide data paths and the structure shown in Fig- 
ure 3. A 16-node system contains two stages of bidirectional switching elements, 
and is equivalent to a 2-stage 4-ary fat-tree. Up to saturation. Figure 4 plots 
network latency against offered load for a uniform destination distribution. La- 
tency includes injection queuing time, and infinite injection queues are assumed. 
Several buffer variations were simulated, each with an equivalent amount of total 
buffering. For instance, the 8-port SP2 switch chips contained a 1024-byte cen- 
tral buffer with 31-byte input FIFOs, for a total of 1272 bytes of storage. Thus 
for the case of 2 virtual lanes with no central buffer, we assumed 1272/8 = 159 
bytes of storage for each input port. (Adaptivity was not considered, because in 
fat-tree networks virtual lanes do not increase adaptivity for the case of minimal 
adaptive routing). 

When 2 virtual lanes are combined with central buffering, latency is higher 
and traffic saturates sooner when compared with central buffering without vir- 
tual lanes. Increasing to four virtual lanes decreased performance again. Two 
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observations help explain these results: (1) when the central buffer of a switch 
is not full, it is able to receive flits from the input ports at full bandwidth, so 
no alternative approach will perform better until the network nears saturation, 
and (2) when two virtual lanes share the bandwidth of a single link, each of the 
packets sharing the link are slowed down by a factor of two. We also tried exper- 
iments in which, instead of flit-by-flit multiplexing of link bandwidth between 
virtual lanes, each packet exclusively holds the link while non-blocked [29]. This 
increased the performance for virtual lanes. However, we were never able to reach 
the performance of central buffering alone. 

Even without central buffers, increasing the number of virtual lanes (VLs) 
is not always beneficial, depending on the offered load. For these experiments, 
systems with two virtual lanes performed better than those with four. For 64- 
byte packets, the buffers in the 2 VL case were large enough to hold an entire 
packet, and the 4 VL buffers were not. Thus in the 2 VL case packets were not 
blocked across multiple links. 

This example experiment should not be interpreted as an argument against 
the use of virtual lanes. Instead, the moral is that combining two beneficial tech- 
niques is not necessarily more beneficial than the techniques in isolation. Lanes 
are particularly useful for avoiding deadlock and for increasing the potential 
adaptivity of direct networks, thereby increasing throughput. They are also use- 
ful in creating “virtual networks” for use in avoiding request-reply deadlocks, for 
instance. 



2.3 Topology 

Assumptions: Many interconnection network papers tackle the issues and 
problems relating to 2-dimensional (2-D) meshes or tori. Many more deal with 
higher-dimensional k-aiy n-cubes [7]. A smaller percentage of papers assume 
other topologies. 

Reality: In contrast, current topology choices of commercial machines are quite 
varied, with only one prominent example of the 2-D mesh: the Intel Paragon [11], 
which is no more in production. There is also a relatively even mix of direct 
and indirect networks. Irregular networks [25] are an interesting choice, partly 
because of the potential power of networks of workstations (NOWs). 

Figure 5 illustrates the topology decisions made for many recent parallel sys- 
tems and network interconnects. As noted, there are many examples of both 
direct and indirect networks. With respect to direct networks, the hypercube 
has been given new life with its use in the SGI 0rigin2000. However, for large 
systems, the 0rigin2000 network is actually an indirect network formed by suc- 
cessive stages of hypercube nodes, a “fat” hypercube [10, 17], which is an indirect 
network related to the fat-tree. This arrangement overcomes the principal dis- 
advantage that first led to the decline of hypercubes: increasing the dimension 
of the hypercube requires increasing the number of connected ports per router. 

On the indirect network side, each of the listed systems is a variation of a 
multistage interconnection network, or MIN. The IBM SP’s BMIN (bidirectional 
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Fig. 5. Topology choices for parallel systems and interconnects 



MIN) is closely related to a 4-ary fat-tree, although not every SP configuration 
fits the standard definition of a fat-tree. As a whole, the indirect network box in 
Figure 5 shows that bidirectional indirect networks are far more popular than 
their unidirectional cousins. 

A third category is shown in Figure 5: flexible topologies. In each of the 
examples listed, the network vendor is selling an interconnection network, with 
or without processing nodes. Each vendor has recognized today’s diversity of 
topology choices, and has thus avoided hard- wiring any topological constraints 
into their networks. Each of the routers in this category relies on either source 
routing or table-lookup routing to provide this routing flexibility. Information 
for this routing is loaded by software whenever the system configuration changes. 



The effects of NOWs on topology: Networks of workstations (NOWs) are 
playing an increasingly important role in high-performance computing, even ex- 
tending to the MPP arena [2, 31]. Perhaps the most important reason is time- 
to-market. Every vendor’s attention is focused on converting the latest processor 
technology into workstations or PCs as quickly as possible. The volumes demand 
and reward this effort. The relatively small volumes of MPPs make it more dif- 
ficult to “ride the workstation performance curve” unless each MPP node is 
simply a workstation. 

High-performance NOWs benefit from high-performance switching networks. 
But NOW attributes can also affect the choice of interconnect topology. Off-the- 
shelf workstations are typically capable of housing a variety of adaptor cards and 
therefore occupy significant real estate. The space required for communication 
links within the NOW is therefore likely to be a small fraction of the overall 
volume of the system. Hence, any assumption of a constrained bisection area [7] 
that favors 2-dimensional meshes is not applicable. Instead, topologies that are 
more complex and more richly connected become attractive. 

A second effect of NOWs concerns their availability. Nodes are more likely 
to be added, removed, power cycled, or crashed than in the more controlled 
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environments of MPPs. Thus, any network that connects distributed NOWs 
must handle node state changes gracefully and without affecting the connectivity 
of the remaining nodes in the system. Fat-trees are an example of a network that 
accomplishes this [19]. Irregular networks are another example. It is no accident 
that networks of workstations are often connected in a hierarchical fashion, and 
are beginning to employ switches at even the lowest level in the hierarchy. An 
example of this is the rapid movement toward switched ethernet and ATM LAN 
technologies. 

2.4 Summary of assumptions versus realities 

We have looked at three areas of switch design — buffer space and flow control, 
queuing strategy and buffer organization, and topology — in which common re- 
search assumptions do not necessarily match the state of the art. We are not 
saying that assumptions such as “pure” wormhole flow-control or 2-D mesh are 
totally irrelevant. We would simply like to see more balance shown in research 
assumptions. Attempting to use “base cases” that reasonably reflect current net- 
works will improve the chances that one’s research will affect future products. 
In the next section we examine issues that keep switch designers awake at night. 

3 Current challenges in router design 

In this section we explore several challenges facing router architects and designers 
of future parallel computer networks. Achieving low latency, high bandwidth, 
and high reliability at reasonable cost are always primary objectives, and these 
goals drive many of the challenges. Beyond these goals, maximizing throughput 
through routers and networks, supporting distributed shared-memory (DSM), 
providing hardware support for collective communication, and providing quality 
of service guarantees are other timely issues. The next few subsections elaborate 
on these goals. 

3.1 Low latency and high bandwidth 

As processing power continues to grow exponentially, switch bandwidth must 
grow at a similar rate to scale communication efficiency. Likewise, latency must 
scale downward at exponential rates. For most message-passing systems to date, 
the end-to-end latency has been dominated by software. However, lower overhead 
approaches [22, 36] have made the hardware portion of latency more significant. 
A trend that accelerates demands for low network latency is DSM. 

Distributed shared memory: DSM is now a viable option in the market- 
place, as evidenced by recent offerings from SGI/Cray [17], HP/Convex [6], Se- 
quent [20], and others. It is probable that larger and larger DSM systems will 
be designed, although message-passing architectures will also remain important 
in the near future. The primary network implication of DSM is the need for 
dynamic, very low latency routing of packets. 
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Current link bandwidth and latency: Figure 6 shows approximate latency 
and bandwidth ranges for current generation interconnects, including LAN, 
MPP, DSM, and SMP interconnects. As interconnects progress from LAN to 




One-way bandwidth per link (MBytes/s) 



Fig. 6. Link speeds and feeds 



MPP to DSM, performance requirements force vendors to provide higher link 
bandwidth and lower latency. For example, the recently announced SGI Origin 
2000 and the HAL Mercury interconnect contain switches with pin-to-pin laten- 
cies of 40ns and 42 ns respectively, and are targeted for DSM machines. Other 
MPP machines shown are the Cray T3E [26], the IBM SP, the Meiko CS-2 [3], 
and the Thinking Machines CM-5 [18]. The network bandwidth and latency re- 
quirements for LAN-connected machines is not as severe, due to high TCP/IP 
software overheads and due to connection though commodity I/O busses. How- 
ever, approaches such as U-net [35] are attempting to change this. 

However, looking at bandwidth requirements is relatively meaningless with- 
out considering the associated link length requirements. Table 1 lists the band- 
width and link length characteristics for many of the interconnects shown in 
Figure 6 and includes some other LAN and SAN (system area network) tech- 
nologies. Two trends are evident. The first trend is that the implementations 
that currently push bandwidth most aggressively have higher per-wire transfer 
rates, wider data paths, and shorter maximum link lengths. The second trend is 
technologies that allow links up to 25 meters or so. These technologies currently 
have a 1-byte link width and lower link transfer rates. The 1-byte link width is 
a consequence both of cable diameter considerations for long links and of switch 
chip pin count. 

The IBM SP and Myrinet technologies in particular attack a difficult band- 
width versus link-length region for copper. With 25 meter copper links and 150 



149 



Table 1. Link speeds and feeds 



Interconnect Per signal Link width Bandwidth Distance 

(Mb/s) (Bytes) (MB/s) (meters) 



Mercury Race [16] 


40 


4 


160 


2 


Tandem ServerNet [13] 


50 


1 


50 


30 


IBM SP 


150 


1 


150 


25 


Myricom Myrinet [27] 


160 


1 


160 


10-25 


Cray T3E [26] 


375 


2 


600 


1 


SGI 0rigin2000 [10] 


400 


2 


800 


5 


HAL Mercury [37] 


400 


4 


1600 


2 



Mb/s per signal, skew between the different signals on the parallel link can cause 
neighboring signal bits to arrive in different clock cycles. It is no coincidence that, 
of the listed technologies, only the SP and Myrinet implementations perform de- 
skewing among the bits on the link. As copper implementations become more 
aggressive, this bit de-skewing will become common, as evidenced by its promi- 
nent inclusion in the Super HIPPI physical specification [1]. The smaller skew 
of optics will be advantageous here. 



3.2 Maximizing switch utilization 

It is wasteful to make heroic efforts to raise link bandwidth without attempting 
to achieve high utilization across links. As we argued before, steady VLSI im- 
provements offer switch buffering possibilities for cut-through switches that were 
unavailable only a few short years ago. Because of this, we are now seeing a prolif- 
eration of more complex buffering and queuing schemes to keep interconnection 
network links as busy as possible. Some of the techniques that have yielded the 
highest utilization to this point, such as central buffering approaches [14, 32], 
may prove more difficult to apply as flit sizes increase, because fragmentation 
will increase for small packet sizes. Alternative organizations of central buffers [9] 
may extend their usefulness. 



3.3 DSM in-order arrival requirements 

Network interface units are simpler to design when the network interface is 
guaranteed to receive packets from a source in order. Allowing adaptive routing 
or multiple packet routes can improve network utilization and average packet 
latency, but then packets may arrive out of order. 

Many DSM protocols being designed today require in-order arrival, although 
there are exceptions [17]. Requiring in-order arrival makes the protocol and its 
verification simpler. ATM networks require in-order arrival, although reordering 
can take place within a smart network interface. If, because of DSM systems. 
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in-order arrival becomes a common requirement, then much of the timely and 
important work on adaptive routing will be less applicable. The advantages of in- 
order arrival should be carefully compared to the advantages of adaptive routing 
in the context of distributed shared memory systems. 



3.4 Multicast and collective communication 

Only recently has multicast replication within the network been studied exten- 
sively in the context of cut-through routers [5, 21, 23, 33]. For indirect networks, 
this hardware multicast only becomes a realistic option for virtual cut-through; 
wormhole methods lead easily to deadlock scenarios that are difficult to solve 
without severely reducing performance. 

However, without means of combining within the network, a multicast may 
be followed by multiple acknowledgements (acks) back to the source of the mul- 
ticast to ensure reliability. The source must then serially combine the acks, re- 
ducing some of the latency advantages of multicast. Therefore, a network that 
can combine acks might considerably improve the usefulness of hardware-based 
multicast. Combining is a difficult problem for switches because each switch 
must retain state information about each ack-combine in which it participates. 
If multicast groups are very dynamic — such as are seen in DSM — the state for 
such record-keeping could grow quite large, requiring a mechanism for handling 
combine-state overflow. 

One related and frequently used collective communication operation is barrier 
synchronization, which can be implemented with reliability as two multicast- 
ack-combine phases [30]. Because barrier sync usually involves a relatively static 
group of processors, it is a much more manageable operation, and containable 
means for embedding barrier sync support within an existing network have been 
implemented [26]. 

4 Conclusion 

We noted that a significant portion of router research seems out of step with the 
needs of designers and with the current state of the art. For instance, while many 
papers assume “pure” wormhole flow-control and/or 2-D meshes, seldom is either 
of these used today. Current systems are moving away from these extremes to 
virtual cut-through flow-control and more richly-connected topologies and more 
irregular or flexible topologies. 

We have also discussed some of the challenges facing today’s designers of 
interconnection network routers (switches). Optimization of latency, bandwidth, 
and network utilization are always critical. Support of collective communica- 
tion operations can be improved dramatically. The question of whether or not 
switching networks should deliver packets in order should be studied further 
with distributed shared memory systems in mind. 

Current VLSI technology allows us to explore architectural and design av- 
enues that were earlier infeasible. Partly because of these new capabilities, router 
design remains an exciting and challenging research topic. 
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Panel Abstract 

Designing High-Performance Communication Subsystems: 
Top Five Problems to Solve and Five Problems Not to 
Solve During the Next Five Years 

In recent years the design of modern parallel systems is changing due to the avail- 
ability of new interconnection technologies and commodity components (e.g., 
switches/routers, links, adapters). Should the researchers working in the area 
of designing high-performance communication subsystems continue to solve the 
‘ traditional’ problems? Which of these existing problems continue to merit at- 
tention and have the potential to provide substantial performance gains in the 
context of modern parallel systems? What are the ‘new’ problems and challenges 
which the community will be facing in the next five years? 

The panelists will provide their view points and debate the above issues. By 
the end of the panel we hope to shed some light on research and development 
directions: the top five problems we need to solve and five problems that do not 
merit continued strong research attention. 




Evaluation of Communication Mechanisms in 
Invalidate- based Shared Memory 
Multiprocessors 



Gregory T. Byrd and Michael J. Flynn 

Computer Systems Laboratory 
Stanford University, Stanford, CA 



Abstract. Producer-initiated mechanisms are added to invalidate- 
based systems to reduce communication latencies by transferring data 
as soon as it is produced. This paper compares the performance of three 
producer-initiated mechanisms: lock, deliver, and StreamLine. All three 
approaches out-perform invalidate with prefetch in most cases. 
Cached-based locks offer 10-20% speedup over prefetch for two of the 
three benchmarks studies. StreamLine performs well in low-bandwidth 
environments, but does not improve with increased bandwidth. Deliver 
is generally competitive with prefetch, but does not offer a significant 
performance advantage overall. 

Keywords: shared memory, lock, deliver, message passing 



1 Introduction 

Data communication is a critical component of the performance of large-scale 
multiprocessor systems. All non-trivial parallel applications require the commu- 
nication of data among the participating processors. The latency of this commu- 
nication largely determines the performance and scalability of an application on 
a given parallel platform. For this reason, parallel systems must provide mecha- 
nisms for low-latency data communication. 

Cache-coherent shared memory systems provide for communication through 
reading and writing locations in a globally shared address space. The underlying 
memory system is responsible for transferring data as needed between proces- 
sors, caches, and memories. Synchronization is separated from data transfer, and 
typically involves spin- waiting on a shared synchronization variable. 

Shared memory communication is inherently consumer-oriented. The pro- 
ducer of the data first writes into its own cache, possibly invalidating the copy 
contained in the consumer’s cache. The consumer must then retrieve the new 
data from the producer’s cache; this is typically done after synchronization, be- 
cause retrieving the data too early results in increased invalidation traffic. 

A more efficient solution is to allow the producer to transfer the new data 
into the caches of the consumer processors. This makes the data available to the 
consumers as early as possible and also eliminates the network traffic associated 
with the consumers’ requests for data. 
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processing nodes 
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Fig. 1. System node architecture and parameters. The simulated system consists of 64 
nodes connected via a dual 2D mesh. Other parameters are shown in the table. 



This solution only addresses the data transfer portion of data communication. 
Synchronization is also required, so that the consumer processors know that the 
data is ready to be consumed. An improved solution couples synchronization 
with data transfer, as in a message passing system. 

In this paper, we study the performance benefits of adding these sorts of 
producer-initiated mechanisms to an invalidate-based cache-coherent multipro- 
cessor. We investigate three mechanisms: deliver^ in which a cache line is sent 
from memory to one or more specified caches; lock, which combines synchroniza- 
tion and data transfer by providing atomic access to a cache line; and StreamLine, 
which allows an arbitrary-length message to be sent between caches. 

2 Mechanisms 

For this study, all mechanisms are implemented in the context of the distributed 
shared memory architecture shown in Figure 1. Each processing node contains a 
CPU, a write-through first-level (Ll) cache, a write-back lockup-free second-level 
(L2) cache, and a portion of the global memory with its portion of the cache 
coherence directory. An eight-entry coalescing write buffer is located between the 
Ll and L2 caches. The stream transfer unit (STU) is specific to the StreamLine 
mechanism and is discussed below. 



2.1 Invalidate-Based Cache Coherence with Prefetch 

We assume a centralized fully-mapped invalidate-based cache coherence protocol, 
similar to the one used in the Stanford DASH prototype [8]. Centralized means 
that all information about cached copies of each memory block is stored in the 
portion of the directory on that block’s home node. Fully-mapped means that 
a directory entry contains enough storage to indicate the presence of a cached 
copy in every processor in the system. 
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The base invalidate protocol is enhanced by the addition of non-binding, 
software-controlled prefetch [9]. Prefetches are issued by the consumer after syn- 
chronization, so that only valid data will be prefetched. Prefetching too early 
causes extra invalidate traffic as the producer stores its data. 



2.2 Deliver 

Deliver was included in the DASH system [8]. A deliver instruction causes a copy 
of a cache line to be sent to a list of consumer caches. The consumers are specified 
through the use of a bit vector. In our experiments, the producer delivers copies 
of the computed data to consumers before synchronization. The deliver request 
is sent to the memory which owns the data, and the memory sends copies to all 
targets that don’t already have a copy. 

It is not necessary for the processor which issues the deliver to have ownership 
of the cache line, or even to have a copy in its cache. A deliver request may 
be issued regardless of the local cache state. If the requesting cache has write 
ownership at the time of the deliver request, the cache line data is sent to the 
memory along with the deliver request. If write ownership is pending on the 
cache line, the processor stalls until write ownership is granted; then the deliver 
request (with data) is sent to the memory. 

If a deliver request arrives at the memory, and the cache line is owned exclu- 
sively by another cache, the deliver is ignored. Deliver requests serve as perfor- 
mance hints to the memory system. They can be ignored without affecting the 
correctness of execution. 

Similar mechanisms include PSET_WRITE [11], data forwarding [10], and 
WriteSend [1]. These mechanisms differ from deliver, in that they combine the 
writing of data with its delivery to target caches. This can reduce the traffic 
associated with gaining write ownership of a cache line. 



2.3 Cached-based Locks 

Cached-based lock mechanisms [5, 12] have been proposed to integrate synchro- 
nization with data transfer. The QOLB (Queue On Lock Bit) mechanism, for 
instance, is included in the IEEE Scalable Coherent Interface (SCI) standard [2]. 
This approach adds states to the coherency protocol to provide for atomic access 
to a cache line. When the owner of the line releases the lock, the data and the 
lock are transferred to the next waiting processor. 

Previous studies [2, 12] have focused on the use of cache-based locks in syn- 
chronization primitives, such as mutual exclusion locks and barriers. Our focus 
is on the use of locks as a producer-consumer data communication mechanism. 
The producer first locks the cache lines which will contain the data. Consumers 
request the lock for each line, using a non-blocking request to prefetch the lock. 
The consumer requests are queued at the memory. 

In our implementation, the directory bits used to record cached copies in the 
cache coherence scheme are also used to record the list of waiting caches. Because 
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a locked cache line can only have one owner, there is no ambiguity between these 
two uses of the same resource. We do assume that the directory has some means 
of distinguishing the cache which owns the lock from caches which are waiting. 

When the processor unlocks a cache line, it is written back to memory (if 
dirty), and the memory sends the data, with lock ownership, to the next waiting 
cache. The centralized scheme described here cannot keep information about the 
order in which lock requests are received. Instead, lock requests are serviced in 
ascending order, modulo the number of caches in the system. This guarantees 
freedom from starvation, since every cache that requests lock ownership will 
eventually get it. 

Note that locks are not strictly a producer-initiated mechanism, since the 
consumer must ask for the lock before the data is transferred. However, if a 
consumer is waiting, then it is the producer’s unlock operation that initiates the 
transfer. 



2.4 StreamLine 

StreamLine [3] is a cache-based message passing mechanism, integrated with a 
cache-coherent shared memory system. A stream is a region of memory that is 
managed by the cache hardware as a circular message buffer; a table in the L2 
cache contains the current head and tail of the buffer, and the programmer reads 
and writes data to the stream relative to the head. 

A stream-output command causes the data at the head of the stream to 
be sent as a single message to a target stream, typically on another processor. 
The message may or may not be removed from the sending stream. The stream 
transfer unit (STU) (see Figure 1) manages the transfer of data from the cache 
or memory to the network. 

As data arrives at the target cache, the message is written to the destination 
stream, and the stream’s tail pointer is incremented with each write. In this 
way, the receiving processor can consume data as it arrives. A processor will 
stall when reading an empty stream. 

Stream references bypass the LI cache. The stream status information (in- 
cluding head and tail pointers) resides with the L2 cache, because it must be 
accessible to both the processor and the network interface. Stream data is not 
expected to exhibit much temporal locality, however; a received message will 
typically be consumed or moved to a local data structure for further processing. 

StreamLine is similar to the message passing mechanisms provided by the 
Alewife architecture [7]. An arriving message on Alewife interrupts the processor, 
and a user-level message handler is used to remove the message from the network. 



3 Methodology 

We investigate the performance of the various mechanisms through execution- 
driven simulation. This section describes the simulation environment, the archi- 
tecture of the simulated system, and the choice of benchmark programs. 
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3.1 Simulation Environment 

The simulation environment for these experiments is based on the SIM- 
PLE/CARE system [4]. Application programs are compiled and run on the un- 
derlying host computer, with explicit calls to increment the simulated processor’s 
clock and to perform operations on shared memory locations. 

The architectural parameters used for the base system are shown in Eig- 
ure 1. We model a load-store limited processor; only accesses to private or shared 
memory locations cause the processor clock to progress. The L2 cache is lockup- 
free [13], with an unlimited number of outstanding accesses allowed. An eight- 
entry coalescing write buffer is placed between the LI and L2 caches. Because we 
are interested in the communications aspects of the mechanisms, we use infinite 
caches to eliminate conflict and capacity misses. 

The interprocessor network is a dual two-dimensional mesh, with wormhole 
routing and separate physical networks for requests and replies to resolve certain 
types of deadlock. (This could also be accomplished with separate virtual net- 
works.) The network simulation includes contention and buffering at ports and 
interfaces. The default bandwidth is sufficient to accept or deliver one processor 
word (64 bits) every two processor cycles, and the default latency is four cycles 
per hop. At each network port, there is sufficient buffering to absorb the multi- 
cycle delays, plus an extra eight words. Buffers at the node-to-network interface 
can hold 32 words. 



Benchmark 


Description 


Comm. 

Size 


Comm. 

Fanout 


PDEl 


3D red-black SOR 
N X N X N matrix 
M X M X M pts per processor 
(TV = 32,M = 8) 




6 X 1 


Block-LU 


LU decomposition, no pivoting 
N X N matrix, 
divided into M x M blocks 
(TV = 256, M = 8) 




1 X /p 


Column-LU 


LU decomposition, partial pivoting 
TV X TV matrix, 
divided by column 
(TV = 256) 


TV 


1 X P 



Table 1. Benchmark kernels. P is the number of processors. Communication size is 
the typical amount of data to be communicated. Communication fanout is the typical 
communication pattern; a fanout of p x q means that p “messages” are sent to q 
destinations. Sizes used for this study are shown in parentheses. 
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3.2 Benchmark Programs 

To study the performance of the mechanisms described above, we use three 
application kernel benchmarks, representing different patterns of interprocessor 
communication. Characteristics of the benchmarks are shown in Table 1. 

PDEl solves a set of finite difference equations using three-dimensional red- 
black successive over-relaxation (SOR), with a seven-point stencil. This bench- 
mark is based on the program of the same name from the Genesis^ benchmark 
suite. This kernel represents a very regular communication pattern with limited 
fanout. Each processor communicates with at most six other processors, and the 
communication pattern and size are fixed for the entire computation. 

Block-LU is based on the LU decomposition kernel from the SPLASH-2^ 
benchmark suite. A two-dimensional matrix is divided into blocks. After blocks 
have been processed, they are communicated along the row or column (or both) 
of the matrix. This represents a computation with moderate fanout. 

Column-LU performs LU decomposition with partial pivoting. The matrix is 
divided into columns, which are assigned to processors in a round-robin fashion. 
At each step, the column which contains the diagonal element (the pivot column) 
selects a pivot row and communicates the row index and the column data to all 
the columns to the right, resulting in a high-fanout communication pattern. 

An optimized version of each benchmark program was developed for each 
communication mechanism. Each benchmark program uses only one producer- 
initiated mechanism for communication. Eor example, if deliver is used, then 
neither lock nor StreamLine is used in that version. Prefetch operations were 
allowed in all programs, except for the base invalidate-only versions. 



4 Simulation Results 

Eigure 2 shows the execution time of the benchmark codes, relative to the base- 
line invalidate-only implementation. Execution time has been categorized ac- 
cording to the mean percentage of time spent by a single processor in various 
stages of execution. 

The bottom portion of the bar shows private data references, combined with 
LI cache hits. These operations take one processor cycle, so they indicate the 
“busy” time of the load-store limited processor. LI stalls are caused either by 
waiting for access to the write buffer between the LI and L2 caches, or by cycles 
in which the LI cache is busy with cache fills or invalidates initiated by the L2 
cache. 

L2 read latency involves any shared data read that misses in the LI cache. 
Because we’re modeling perfect caches, only cold and coherence misses will be 
present. Also, reads to stream data always go to the L2 cache, so the StreamLine 
implementations show larger L2 read times than the others. L2 write latency is 
the delay seen by the processor due to writes, fences, and message sends. The 

^ http : / / WWW . ccg . ecs . soton . ac . uk/ gbis/ 

^ http : //www-f lash . Stanford . edu/apps/SPLASH/ 
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inv pre div lock str 
PDE1 



inv pre dIv lock str 
Block-LU 



inv pre div lock str 
Column-LU 



Overhead 
Synchronization 
L2 Write/Send 
L2 Read 
L1 Stall 
Private/U Hit 



Fig. 2. Relative execution time, using the system parameters shown in Figure 1. 



latency of most write operations is hidden by the write buffer, so this time is 
mostly due to waiting for writes to complete (fences) or for sends to complete. 

Synchronization is the time spent spinning on a synchronization variable 
or waiting for the first word of a stream message to arrive. In the lock and 
StreamLine implementations, synchronization generally implies data transfer as 
well. 

Finally, overhead is any operation which is not included in one of the above 
categories. Examples are issuing prefetch, deliver or lock instructions, as well as 
stream manipulation instructions, such as moving the head or tail pointers. 

Lock and StreamLine perform best for PDEl, with execution times around 
20% lower than prefetch. Lock is the best performer for Column-LU, again 
around 20% better than prefetch, while StreamLine outperforms prefetch by 
only 10%. Deliver is about 5% and 15% better than prefetch on Column-LU and 
PDEl, respectively. On Block-LU, prefetch holds a slight performance advan- 
tage, but all of the mechanisms are within 10% of one another. 

Eigures 3-5 show the effects of changing network bandwidth, network latency, 
and cache line size. Again, performance is relative to the invalidate-only imple- 
mentation. The middle bar in each graph corresponds to the base parameters, 
as reported in Eigure 2. 

Most of the mechanisms are sensitive to network bandwidth, but none are 
very sensitive to latency, except for invalidate. Ah of the mechanisms are able 
to hide or reduce latency enough to tolerate a longer effective distance between 
nodes, at least in the range of tightly-coupled systems that we consider. Limited 
bandwidth, on the other hand, causes higher network congestion and higher 
occupancies at the cache and memory, since it takes longer to move data into 
and out of the network. StreamLine is the least sensitive to decreased bandwidth. 
Lock is sensitive, but less so than the other shared memory mechanisms. 

StreamLine, however, is not able to take advantage of increased bandwidth. 
Eor Column-LU, doubling the bandwidth resulted in a 25% improvement in 
execution time for prefetch, deliver, and lock, but not for StreamLine. Eor this 
benchmark, StreamLine is more dependent on the time spent reading, writing, 
and sending messages than on network performance. 
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PDE1 



inv pre dIv lock str 
Block-LU 



I I 2 bytes/cycle 
I I 4 bytes/cycle 
□ 8 bytes/cycle 



III 

inv pre div lock str 
Column-LU 



Fig. 3. Sensitivity to network bandwidth. Bandwidth is varied by changing the network 
cycle time, but latency remains constant at 4 processor cycles per hop. 
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inv pre div lock str 
PDE1 



inv pre div lock str 
Block-LU 



I 



inv pre div lock str 
Column-LU 



Fig. 4. Sensitivity to network latency. Network bandwidth remains constant at 4 bytes 
per processor cycle. 
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Fig. 5. Sensitivity to cache line size. 
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Changing the cache line size effects invalidate performance in the expected 
way: large lines means fewer blocking read misses, which means higher per- 
formance. Prefetch and deliver cause lines to be transferred concurrently, be- 
fore they are read, so they are less sensitive to line size. StreamLine transfers 
arbitrary-sized messages, so it has very little dependence on line size. Lock, on 
the other hand, sometimes shows significant degradation for small line sizes, 
which is discussed in the following section. 

5 Further Analysis 

5.1 Deliver 

As shown in Figure 2, deliver effectively reduces the shared data read time seen 
by the processor. Time spent writing or synchronizing, however, is not decreased. 
Synchronization time increases slightly, because we delivers are inserted before 
the synchronization variable is written; if the consumer is already waiting, this 
added delay increases the time spent waiting, though it usually decreases the 
time spent reading the data after synchronization. 

One problem with deliver is that the producer first gains write ownership 
of the line, then delivers it. To hide the cost of write misses, the programmer 
tends to wait until all writes are complete before delivering the data. The data 
forwarding approaches mention in Section 2.2 offer an improvement in this area, 
because the producer need not gain write ownership. Instead, the data is sent to 
the memory, which updates itself and sends the new data to the consumer. This 
moves the transfer as close as possible to the time when the data is produced. 

Column-LU presents a case for a deliver operation which is separate from 
writing. In order to reduce contention for the synchronization variable, the con- 
sumers use a distributed array for communicating the pivot, rather than a single 
variable. Each consumer spins on a local copy of the synchronization variable, 
which is written by the preceding consumer. While this works well for synchro- 
nization, using the same approach for communicating the column data involves 
too much copying and dramatically increases the amount of memory required 
for the application. 

A natural approach to inserting delivers in Column-LU is to have the pro- 
ducer deliver the column data to all consumers (which is usually all of the other 
processors), before writing the synchronization variable. The results are disas- 
trous, resulting in an execution time nearly three times the invalidate-only case. 
The network and the memory get swamped with deliver requests, and the pivot 
column for the next step is delayed in reading the pivot variable and the column 
data. Reducing the number of target consumers helps, but only offers a small 
benefit over the prefetch-based implementation. 

The optimized approach allows each consumer to deliver the data to the 
following consumer, just before writing the local synchronization variable. The 
consumer performing the deliver may not even have its copy of the data yet, 
but it can deliver a copy to the next consumer anyway. The next consumer also 
prefetches the data after it reads the synchronization variable. 
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5.2 Lock 

As mentioned earlier, other studies tend to evaluate cache-based locks as a mech- 
anism for speeding up mutex and barrier operations, while we use lock as a 
producer-consumer communications mechanism. By reducing the grain size of 
synchronization from a block of data to a cache line, we allow the data to be 
consumed earlier with little additional overhead. In high-fanout situations, like 
Column-LU, the lock queue decreases hot spot behavior by sequentializing access 
to the contentious data. 

There are three factors which contribute to lock’s sensitivity to line size. 
First, a smaller line size means more lock and unlock operations. Second, since 
lines are consumed one processor at a time, the concurrent transfer of lines that 
is allowed by prefetch and deliver does not occur with lock. Third, performance 
is sensitive to the order in which locks are granted. Smaller lines means more 
chances that a processor will have to wait on another processor to release the 
line. 

There are some pitfalls in using locks in this fashion, especially when the non- 
blocking lock request is used to prefetch the lock and data. The programmer (or 
compiler) must make sure that locks are acquired and released in a manner 
which avoids deadlock. Further work is needed to determine whether locks can 
be inserted by the compiler or encapsulated in runtime libraries. 



5.3 StreamLine 

StreamLine is expected to perform well, since these benchmarks are well-suited 
to the message passing style of execution. Each producer knows ahead of time 
what data should be sent to which consumers. However, StreamLine does not 
significantly outperform its shared memory counterparts. 

StreamLine was designed with fine-grained messages in mind, rather than the 
medium- to large-grained messages required by these benchmarks. When sending 
a message, the processor must stall until the previous message has been written 
to the network interface. This delays the handling of incoming messages by the 
processor, so the overall rate of computation is decreased. The L2 cache is also 
kept busy copying the messages to the network interface; in the shared-memory 
implementations, copies of the data are mostly supplied by the memory, which 
has a smaller impact on the processor. 

Message granularity is directly correlated to synchronization granularity. The 
good performance of the lock mechanism shows the benefits of smaller-grained 
synchronization, but StreamLine messages can only be sent once the entire mes- 
sage has been assembled. The StreamLine implementation of Column-LU does 
use small-grained messages, with no more than eight data words in each message. 
The program is more complicated than the medium-grained approach, since con- 
sumers must deal with interleaved message fragments from different producers, 
but the resulting code is around 10% faster. 
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6 Conclusions 

Computer system architects generally recognize that there is no single best mech- 
anism to support data communication in scalable multiprocessors. They look for 
mechanisms which will benefit a large range of applications at a reasonable cost. 
This limited set of benchmarks would suggest that prefetch and cache-based 
locks are a good foundation upon which to build large-scale shared memory sys- 
tems. Both are effective for traditional shared memory applications [6, 9], and 
this study has shown that locks perform well when producer-initiated commu- 
nication is desirable. 

The L2-oriented implementation of StreamLine used in this study does not 
seem to offer substantial benefits over shared memory mechanisms, except in low- 
bandwidth environments. Even then, the system design budget may be better 
spent on improving bandwidth, which should benefit all applications, rather than 
on implementing streams. 
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Abstract. Most DSM research in current years have ignored the impact 
of interconnection network altogether. Similarly, most of the interconnec- 
tion network research have focused on better network designs by using 
synthetic (uniform/non-uniform) traffic. Both these trends do not lead to 
any concrete guidelines about designing better networks for the emerging 
Distributed Shared Memory (DSM) paradigm. In this paper, we address 
these issues by taking a three-step approach. First, we propose a compre- 
hensive parameterized model to estimate the performance of an applica- 
tion on a DSM system. This model takes into account all key aspects of a 
DSM system: application, processor, cache/memory hierarchy, coherence 
protocol, and network. Next, using this model we evaluate the impact 
of different network design choices (link speed, link width, topology, ra- 
tio between router to physical link delay) on the overall performance of 
DSM applications and establish guidelines for designing better networks 
for DSM systems. Finally, we use simulations of SPLASH2 benchmark 
suites to validate our design guidelines. Some of the important design 
guidelines established in this paper are: 1) better performance is achieved 
by increasing link speed instead of link width, 2) increasing dimension 
of a network under constant bisection bandwidth constraint is not at all 
beneficial, and 3) network contention experienced by short messages is 
very crucial to the overall performance. These guidelines together with 
several others lay a good foundation for designing better networks for 
current and future generation DSM systems. 



1 Introduction 

Obtaining full potential performance from current generation distributed shared 
memory (DSM) systems is somewhat limited due to the high latency associated 
with shared memory accesses. Most DSM research in recent years has focused 
on the design of node architectures, coherence protocols, memory consistency 
techniques, etc. Many of these studies have either ignored the interconnection 
network altogether or considered very idealistic model of the network — a model 
with fixed delay, infinite bandwidth, and no contention. Thus, these models 
fail to provide any concrete guidelines for designing efficient networks for DSM 
systems. 



* This research is supported in part by NSF Grant MIP-9309627 and NSF Career Award 
MIP-9502294. 




172 



At the same time, a lot of research in interconnection network [6] has studied 
the impact of link speed, link width, routing delay, routing adaptivity, or topol- 
ogy on the overall network performance based on synthetic traffic (uniform/non- 
uniform/hot-spot), arbitrary message length, and message generation intervals 
following some statistical distributions. These studies typically demonstrate net- 
work performance in terms of ‘latency vs. throughput’ and do not consider many 
network characteristics specific to a typical DSM system. These characteristics 
include cause-effect leiditionship between messages (e.g., a remote read/write re- 
quest message followed by a reply message), hi-modal traffic (i.e., short messages 
reflecting control messages in a cache coherence protocol and long messages re- 
flecting transfer of cache lines), periodic generation of messages by processors 
based on the computational granularity associated with a thread. Thus, for a 
DSM system with a given node architecture and cache coherence protocol, the 
existing network design studies do not provide guidelines on the impact of dif- 
ferent network components on the overall performance of the system. 

In this paper, we take on such a challenge and solve it in three steps. First, 
we propose a parameterized performance model for a CC-NUMA architecture, 
similar to the FLASH [9] using any general network. This model integrates ap- 
plication characteristics (number of threads, number of synchronization points, 
granularity of computation, and ratio of read/write operation), processor charac- 
teristics (CP/), cache/memory hierarchy (cache miss rate, access time for cache 
and memory, protocol overhead, and average number of outstanding memory 
requests), and network characteristics (message send/receive overhead and bi- 
modal traffic). To the best of our knowledge, no such comprehensive model exists 
in the literature before. Next, as an example of using this model, we consider 
wormhole routed networks and analyze the impact of different network design 
choices such as link speed, link width, routing delay, and topology on the over- 
all performance of DSMs. Finally, we use an application-driven simulation ap- 
proach to validate our model and obtain additional insights such as the impact 
of network contention. The evaluations are based on running four SPLASH2 [10] 
benchmark applications on a simulated 64 processor system. 

From this study, we obtain the following important guidelines for designing 
better networks for DSM systems: 1) better performance is achieved by increas- 
ing link speed instead of link width, 2) increasing dimension of a network under 
constant link width constraint is somewhat beneficial, 3) increasing dimension of 
a network under constant bisection bandwidth constraint is not at all beneficial, 
4) routing delay plays an important factor in the design choices of other network 
components, and 5) network contention experienced by short messages is very 
crucial to the overall performance. 

2 Parameterized Model for a Typical DSM System 

In this section, we derive a parameterized performance model for a typical DSM 
system. This model captures three important factors: application behavior on a 
processor, cache/memory hierarchy, and network. 
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2.1 Characterizing Application Behavior on a Processor 

Conceptually, any shared-memory application can be decomposed into a set of 
concurrent and coordinated threads as shown in Fig. 1(a). The set size can grow 
or shrink dynamically during the execution of the application as threads are 
created or terminated. 

Each of these threads carries out a certain amount of computation and com- 
municates with one another by reading from or writing to common memory 
locations. In order to guarantee the correctness of the application, a subset of 
these reads/writes must be carried out in a specific order via inserting explicit 
synchronization primitives, such as barriers and locks. As a general practice 
to save the high overhead of thread creation and termination, the number of 
threads are typically kept constant and the same threads are used before and 
after synchronization points. For the purpose of performance modeling, such a 
thread exhibits a repeated pattern as follows: executing several register-only in- 
structions successively for computation and then followed by a memory access 
(load/store) instruction. The short run of the successive register-only instruc- 
tions is commonly referred to as a computation grain of the application. We can 
call the above description as the programmer's point of view of the application. It 
helps us to understand the essential behavior of an application on a given DSM 
system. As far as the analysis is concerned, a grain can be extended to contain 
a sequence of instructions which do not involve any shared memory reference 
or synchronization operation. Let us denote the average execution duration of a 
grain as Tgm- This can be characterized as follows: 

Tgrn =9^ CPI * Tpclk (I) 

where g is the number of instructions in a grain, known as grain size^ CPI is 
the average number of cycles per instruction of the processor, and Tpcik is the 
processor’s clock cycle time. In essence, the value of g represents the inherent 
computation to communication ratio of an application. 
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Fig. 1. Time decomposition of a typical DSM application: (a) a programmer’s point 
of view and (b) a processor’s point of view. 



As an alternative to the programmer’s point of view, a proeessor^s point 
of view can be established to provide us additional insights into the execution 
time of an entire application. This alternate view describes the behavior of an 
individual processor when running its portion of the application. Let us as- 
sume that the processor in our modeled system supports multithreading and 
multiple outstanding requests. Such a processor model is powerful enough to 




174 



capture almost all the characteristics introduced by existing latency reduction 
or latency tolerance techniques, such as lockup-free caches [13], relaxed memory 
consistency [11], hardware and software data prefetching, speculative load and 
execution [14], and multithreading. 

As an example, let us consider the behavior of a typical application on a 
processor for a short duration, as depicted in Fig. 1(b). Assume two threads, 
thrl and thr2 are mapped onto this processor. At the beginning of the observed 
duration, which is also assumed as the beginning of one iteration, thread thrl 
executes a grain grnll and issues a nonblocking read from location xl. The 
thread continues to execute its next grain grnl2^ then issues another nonblocking 
read from x2 at the end of grnl2 and is suspended because of data dependency. 
Instead of waiting for either x’s data to be available, a thread context switch 
takes place. The processor starts running a grain grn21 from the second thread 
thr2. At the end of grn21^ a blocking read from ^1 is issued. At the moment, the 
processor becomes idle until one of the data items is available. As soon as the 
earliest item, say xl, is available, thread thrl resumes to execute the next grain 
grnlS. Assume the data items yl and x2 become available during the execution 
of grnlS. This allows thread thrl to continue to execute another grain ^rnl4, 
which waits for x2. Finally, thread thrl issues a synchronization acquire signal 
and is blocked. Immediately, thread thr2 starts running its next grain grn22 
and is suspended after finishing grn22 and issuing its synchronization acquire 
signal. Again, the processor is left idle until a synchronization release signal 
comes back. Once the expected synchronization release signal arrives, the next 
iteration starts. 



Based on above observation, in general, the overall execution time of an appli- 
cation can be expressed as below assuming a perfect load balancing algorithm. 
For simplicity and clarity, we ignore the overheads for context switching and 
scheduling. 

Texec — {{{Tgrn + Tshmem) * ^ref /^pend) * ^thr + Tsync) * ^iter ( 2 ) 

where Tgm is the average execution time per grain, Tshmem is the average la- 
tency per shared memory reference, Tsync is the average synchronization waiting 
time per iteration per processor, Nref is the average number of shared memory 
references per iteration per thread, Npend is the average number of simultane- 
ous outstanding memory requests per processor, Ntur is the average number of 
threads per processor, and Nuer is the number of iterations of the program. 
Except Tsync and Tshmem^ all other parameters in Eqn. 2 largely depend on the 
program and the compiler, assuming Npend is less than the maximum number 
of outstanding requests allowed by the hardware. 

Conceptually, the synchronization waiting time contains the time proces- 
sors wait for one another to reach the same synchronization point and the pure 
time of a synchronization operation which the last participating processor exe- 
cutes. A synchronization operation is usually a special variant of shared memory 
reference, such as Eetch&Inc instruction, memory fence instruction, or QOLB 
scheme [8] supported in typical DSM systems. Thus, we can rewrite Tsync as 



follows: 




( 3 ) 
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where N^)ai is a load balance parameter. It depends on both the application and 
load balancing algorithm. Since the number of processors in a DSM system is 
often not a divisor of the total number of grains in an iteration, the difference 
of workload per processor is typically one grain unit = 1) in the optimal 

scenario. In next section, we estimate the value of Tshmem- 



2.2 Characterizing Cache and Memory Hierarchy 

It is not very difficult to characterize the effect of caching on Tshmem- For simplic- 
ity, we focus on a single level cache. However, it can be very easily extended to 

multi-level cache hierarchy. The parameter Tshmem can be expressed as follows: 
Tshmem — Rread * T Rwrite * (4) 

Tread — Trhit * Thu Rrmiss * Tr^rnem ('5) 



Twrite — Rwhit * TfiH Rwmiss * T^u ^mem (b) 

where Rread (or Rwrite) is the rate of reads (or writes) out of total shared memory 
references. Tread (or Thorite) is the average latency per shared read (or write), 
Rrhit (or Rwhit) and Rrmiss (or Rwmiss) are the hit and miss ratios for shared 
reads (or writes), Tr^mem (or Tw^mem) is the latency of a shared read (or write) 
miss reference, and Thu is the latency for a cache hit reference. 

The values of Tr^mem and Tw^mem depend on the design of memory subsys- 
tem in the DSM system. More specifically, they depend on two factors: a) cache 
coherence protocol being used and b) memory access latency. The overhead of a 
cache coherence protocol can be further broken down into two components: de- 
lays incurred at a node controller and the average number of messages generated 
for each read or write operation. 

In this paper, we assume directory-based protocols. Let us assume that the 
node controller incurs a fixed delay Tprot for handling each message and ma- 
nipulating the directory. In a situation where data must be retrieved from the 
main memory, the access is assumed to proceed in parallel with the node con- 
troller operation. In a scenario where the processor of a node has a load/store 
miss to a clean block whose home node is the node itself, we assume the access 
to the memory module can be pipelined with the cache. In other words, the 
retrieval of the block, the filling of the cache line, and the manipulation of the 
directory information are all overlapped. Such overlapping is common in modern 
DSM systems. Under these assumptions, Tr^mem and Tw^mem can be estimated 
as follows: 



•,mem — Tprot T Tmmod T R^r,s * Tgrasg T ^ T[rasg 



Tw,mem — Tprot T Tnnmod T R^w,s * Tgrasg T R^w,l * Tirasg (8) 

where Tramod denotes the memory module access time, Nr^s and Nr^i denote the 
average number of short and long messages generated by the coherence protocol 
which fall on the critical path of the program’s execution per read operation. 
Similarly, Nw,s and Nw,i are those numbers per write. It is worth noting that such 
a bimodal distribution of the message length has very important implications on 
the overall performance of a DSM system and especially on the design of better 
networks for a DSM system. We study these implications in Section 3 in detail. 




176 



2.3 Characterizing Interconnection Network 

In this section, we examine the components of communication latencies for short 
{Tsmsg) and long {Timsg) messages in a general network. Both latencies contain 
certain amount of header processing overhead at sender {Tsnd) and receiver sides 
{Trcv)> Each of them also contains the network delay, Tsnet or Ti^et^ respectively. 
Thus, we have: 



Tsmsg = Tsnd + Tsnet T 

T. — T , J-T . -Ll 



(9) 

(10) 



The term Tmmod in Eqn. 10 is required for long messages (e.g., reply messages 
containing data) because the cache/memory block must be copied before the 
message is sent into the network. 



2.4 Putting All Components Together 

Now, let us put all components together by substituting and merging Equa- 
tions 2-10 and rename some of the coefficients as below, 

Tfiit — Tread * T^hit T Rwrite * Twhit 
Tmiss — Tread * T^miss T T^jurite * T^imiss 
^ short — Tread * Trmiss * ^r,s T Thorite * T^omiss * ^w,s 
Tflong — Tread * Trmiss * ^r,l T Thorite * T^omiss * 
where Thit and Tmiss reflect the overall cache hit /miss ratio of all shared memory 
references, N short and Niong mean the average number of short and long messages 
generated by the cache coherence protocol for each shared memory reference and 
which fall on the critical path of the program’s execution. Using these compressed 
notations, the overall execution time can be re-expressed as follows: 

Texec — \Tgrn * {Tfref/TfpQnd * Tffhr T -^6a/) T [Thit * T^n 

~^Tmiss * {Tprot T Tmmod) T {Tf short T TfiQng) * {Tsnd T Trcv) 

T TfiQng * Tmmod T Tf short * Tsnet T TfiQng * Tinet] 

^{Nref/Npend * ^thr + 1 )] * N^er ( 15 ) 

The above equation is quite general. It incorporates the key factors related to 
the performance of a DSM system with no restrictions to the memory consistency 
model, cache coherence protocol, or type of network being used. Once a set of 
values are given to the above parameters /terms, this equation can predict the 
execution time of any given application. It can also identify the bottlenecks 
associated with different components of the system. 

Erom the recent literature [1, 10], the current generation DSM systems and 
applications exhibit the following range of values for the parameters used in our 
model: Tgm from 2 to 500 processor cycles, Thu from 0.90 to 0.99, Tmiss from 
0.01 to 0.10, Thit from 0 to 2 processor cycles, Tmmod from 10 to 50 processor 
cycles, Tprot + Tmmod from 20 to 55 processor cycles (with partial overlapping), 
N short from 0.10 to 0.30, Niong from 0.02 to 0.10, Tsnd + Trcv from 10 to 30 
processor cycles, Nref from 2 to 100, Npend from 1 to 8, Nthr from 1 to 4, and 
Ni)ai being either 0 or 1. 



( 11 ) 

( 12 ) 

(13) 

(14) 
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In the following section, in order to focus on the impact of different compo- 
nents of a network, we use the following representative set of values: i?/if^ = 0.97, 
Thit = 0, Rmiss = 0.03, Tmmod = 24, Tprot = 2, Tgnd = 13, T^ci; = 3, N short = 0.10, 
A^/onp= 0.02, 7V^e/ = 20, Npend = ^, Nthr = ^, and Ntai = l- The timing values are 
expressed in terms of numbers of processor clock cycles. For convenience in the 
following discussion, let us denote Tuer = Texec/Nuer as the average execution 
time of an application per iteration per grain. 

We consider three different computational granularities to represent three 
different application types: Typel {Tgm = 80), Type2 {Tgm = 40), and Type?> 
(Tp^^ = 5). These represent medium coarse-grain to fine-grain applications. After 
substituting the parameters in Eqn. 15 with all these values, the value of Tuer 
for each type of applications can be written as follows: 

Titer, typel = 1756.86 + 2.10* 

Tsnet T 0.42 * Tinet (16) 

Titer, type2 = 916.86 2.10 * Tgnet + 0.42 * Ti^et (17) 

Titer,type3 = 181.86 2.10 * Tgnet + 0.42 * Ti^et (18) 

3 Impact of Network Components 

In this section we study the impact of different network components on the over- 
all performance of DSM systems based on the general model from last section. 
We consider the /c-ary n-cube wormhole interconnection, a popular choice among 
the current generation DSM systems, and focus on four major components of a 
network design: link speed, link width, routing delay, and topology. 

It is well known that the average message latency in such a network contains 
two components: no-contention latency and contention delays. Since it is difficult 
to model network contention analytically [6], we consider no-contention latencies 
only in this section. In the simulation section, we measure message latencies with 
and without contention and compare them with one another. For more detailed 
research result on the performance impact of network contention under various 
processor speed, cache/memory hierarchy, and network design choices in current 
generation DSMs, readers are requested to refer to [4]. 

Now let us consider the average message latencies for short and long messages, 
as indicated in Eqns. 9 and 10, respectively. Based on the wormhole-routing 
principles [3], the no-contention network latencies (i.e., Tsnet and Ti^et) can be 
further estimated as follows: 

Tsnet — D * {Trout + Tphy) + {\Lshort/W^ — 1) * {Tsw + Tphy) (19) 

Tlnet = D * {Trout + Tphy) + {\Liong — 1) * {Tsw + Tphy) (20) 

where D is the average distance (number of hops) traveled by a message, Lshort 
is the length of a short message, Liong is the length of a long message, W is the 
width of a link (flit) in the network. Trout and Tsw are the routing and switching 
delays at each router/switch for a message, Tphy is the propagation delay of a 
flit along a single link. 

The short messages in a DSM system are due to control messages resulted 
from cache coherency. The length of such messages are determined by the number 
of message types used in a cache coherency protocol, the total number of cache 
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Table 1. Predicted performance of three different application types under different 
network design choices using Eqns. 16-20. 



Network 
Design Choices 


Tsnet 

(pcyc.) 


rirtet 

(pcyc.) 


1 Type 1 


Type 2 


Type 3 | 


Estim. 


Relat. 


Estim. 


Relat. 


Estim. 


Relat. 


Link 

Speed 

(MHz) 


Trout : 

1 ncyc. 


100 


40 


168 


1911.42 


100.0% 


1071.42 


100.0% 


336.42 


100.0% 


200 


20 


84 


1834.14 


96.0% 


994.14 


92.8% 


259.14 


77.0% 


400 


10 


42 


1795.50 


93.9% 


955.50 


89.2% 


220.50 


65.5% 


Trout : 

4 ncyc. 


100 


88 


216 


2032.38 


100.0% 


1192.38 


100.0% 


457.38 


100.0% 


200 


44 


108 


1894.62 


93.2% 


1054.62 


88.4% 


319.62 


69.9% 


400 


22 


54 


1825.74 


89.9% 


985.74 


82.7% 


250.74 


54.8% 


Link 

Width 

(bytes) 


Trout : 

1 ncyc. 


1 


26 


154 


1876.14 


100.0% 


1036.14 


100.0% 


301.14 


100.0% 


2 


20 


84 


1834.14 


97.8% 


994.14 


95.9% 


259.14 


86.1% 


4 


18 


50 


1815.66 


96.8% 


975.66 


94.2% 


240.66 


79.9% 


Trout : 

4 ncyc. 


1 


50 


178 


1936.62 


100.0% 


1096.62 


100.0% 


361.62 


100.0% 


2 


44 


108 


1894.62 


97.8% 


1054.62 


96.2% 


319.62 


88.4% 


4 


42 


74 


1876.14 


96.9% 


1036.14 


94.5% 


301.14 


83.3% 


Topol. 

(dim, 

width 

(bytes)) 


const. 

link 

width 


2, 2 


20 


84 


1834.14 


100.0% 


994.14 


100.0% 


259.14 


100.0% 


3, 2 


16 


80 


1824.06 


99.5% 


984.06 


99.0% 


249.06 


96.1% 


6, 2 


16 


80 


1824.06 


99.5% 


984.06 


99.0% 


249.06 


96.1% 


const. 

bisec. 

width 


2,4 


18 


50 


1815.66 


100.0% 


975.66 


100.0% 


240.66 


100.0% 


3, 2 


16 


80 


1824.06 


100.5% 


984.06 


100.9% 


249.06 


103.6% 


6, 1 


22 


150 


1866.06 


102.8% 


1026.06 


105.2% 


291.06 


120.9% 



blocks, and data protection information in the system. The length of a long 
message depends on the above factors as well as the cache line size. In this paper, 
we assume a directory-based cache coherency protocol with 32 different message 
types, 64 processing nodes, 512 MBytes of globally shared memory, and cache 
line size of 64 bytes. These lead to the following message lengths: L short = ^ bytes 
and Liong = 70 bytes. These values are also used in the simulation experiments 
for easy comparison. The sizes of memory, message header and cache are small 
by the current standard in real DSM systems. However, these carefully selected 
values are large enough to run the SPLASH2 benchmark applications using the 
recommended input sizes from [10] and to keep the simulation time reasonable. 

3.1 Impact of Link Speed 

Let us study the impact of link/router speed on the overall performance of DSM 
systems. Consider an 8 x 8 mesh with 16-bit wide links as our network. This 
leads to D = 8 and W = 2. Let us examine three values of speed: 100 MHz, 
200 MHz, and 400 MHz, corresponding to link bandwidths of 200, 400, and 800 
MBytes, respectively. In this paper, we have assumed default processor speed to 
be 200 MHz. For a 100 MHz link, we have Tphy = Tsw = 1 ncyde (network cycle), 
which is equal to 2 pcycles (processor cycles). Depending on the current trends 
in router design, let us consider two different representative values for routing 
delays {Trout)’- 1 and 4 ncycles. 
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By using the above values in Eqns. 16-20, the overall execution times are 
computed and shown in the top section of Table 1. It can be observed that as the 
granularity of an application decreases, increasing link speed has a substantial 
benefit on the overall execution time. These benefits can vary from 6.1% for 
a medium coarse-grain application to 35.5% for a fine-grain application. These 
benefits are more for networks with higher routing delays, ranging from 10.2% 
to 45.2%. 

3.2 Impact of Link Width 

Next, let us consider the impact of increasing network link width. Assume the 
same network with 200 MHz link speed and consider link widths of 1 byte, 
2 bytes, and 4 bytes. The estimated execution times are shown in the middle 
section of Table 1. Clearly, the message latencies do not reduce linearly as seen 
with link speed. This is because only a portion of the message latency is affected 
by the link width, as shown in Eqns. 19-20. Increasing link width can benefit 
in reduction of execution time by 3.2% to 21.1% for lower routing delay and 
3.1% to 16.7% for higher routing delay. Comparing these benefits with those 
of increasing link speed, it can be observed that increasing link speed is more 
beneficial than increasing link width. 

3.3 Impact of Topology 

Einally, we consider the impact of changes in topology. Eor a fair comparison, 
we consider two different strategies for varying topologies: under constant link 
width constraint diud under constant bisection bandwidth constraint [5]. Under the 
former constraint, link width is kept constant as the dimension of the network 
changes. Under the second constraint, link width is changed so as to maintain 
constant bisection bandwidth. 

Let us consider three different topologies: 2d (8^), 3d (4^), and 6d (2®) mesh. 
Under constant link width constraint, let us assume the link width to be kept 
constant at 2 bytes. The link speed is kept constant at 200 MHz (400 MBytes /sec 
bandwidth). Changes in topology lead to a change in the average distance trav- 
eled by the messages (D = 8, 6, and 6 for the above topologies, respectively). 
The corresponding execution times are shown in the bottom section of Table 1. 
The latencies for 4d and 6d systems are identical because the average distances 
traveled in both (given) topologies happen to be identical. With respect to the 
overall execution time, increasing the degree of network dimension provides very 
little benefit (0.5% to 3.9% only). 

Under constant bisection bandwidth constraint, the link width for hypercube 
topology is assumed as 1 byte. This indicates that the link width of 4d and 2d 
systems needs to be 2 and 4 bytes, respectively. The latencies for short and 
long messages under this constraint show interesting trends. As the degree of 
dimension changes from 2 to 4 to 6, the average latency for small messages 
first reduces and then increases. The reduction is due to lowering the average 
distance traveled. However, it is quickly overpowered by reduction in link width. 
The average latency for long messages continue to rise with increase in dimension 
because of reduction in link width. These changes show increasing effect on the 
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overall execution time for the three representative applications. The increase is 
quite substantial for fine-grain applications, indicating that higher dimension 
networks under constant bisection bandwidth constraint are not suitable for 
designing DSM systems. 

The guidelines derived in this section are based on only no-contention mes- 
sage latency. In the following section, we present detailed execution-driven simu- 
lation results to validate these guidelines and study the possible changes caused 
by network contention. 

4 Simulation Results 

In order to validate the analytical model and the guidelines derived in the last 
section, we simulated a DSM system similar to the FLASH machine [9]. Be- 
fore presenting and discussing the simulation results, we first describe the basic 
architectural features assumed, the applications and their input sizes, and the 
performance metrics used in our experiments. 

4.1 Simulation Environment 

We simulated a 64-node DSM system with a default interconnection as an 8 x 8 
mesh. The processor in each processing node was assumed to be a 200 MHz 
single-issue microprocessor with a perfect instruction cache and a 128 KBytes 2- 
way set associative data cache with a line size of 64 bytes. The cache was assumed 
to operate in dual-port mode using write-back and write-allocate policies. The 
instruction latencies, issue rules, and memory interface were modeled based on 
the DLX design [12]. The memory bus was assumed to be 8 bytes wide. On a 
memory block access, the first word of the block was returned in 30 pcycles 
(150 ns). The successive words in the block followed in a pipelined fashion. The 
machine was assumed to be using a full-mapped, invalidation-based, three-state 
directory coherence protocol [2, 4, 7, 9]. The node controller took 3 pcycles to 
forward a message and 14 pcycles to manipulate the directory. The network 
interface took 15 pcycles to construct a message and 8 pcycles to dispatch it. 
The synchronization protocol assumed in the system was the QOLB protocol 
similar to the one used in DASH [8]. The node simulator modeled the internal 
structures, as well as the queuing and contention at the node controller, main 
memory, and cache. For more information about the simulation setup, please 
refer to [3]. 

The major difference between our simulated architecture and the FLASH 
was as follow: sequential memory consistency, instead of the release memory 
consistency, was enforced by the coherence protocol. A load/store miss stalled 
the processor until the first word of data was returned. Therefore, at most one 
outstanding request could be pending in a processor. 

We used four SPLASH2 [10] applications — Barnes, LU, Radix, and Water in 
our simulation experiments. Problem sizes for these applications were as follows: 
Barnes {SK particles, 6 = 1.0, 4 time steps), LU (512 x 512 doubles, 8x8 blocks). 
Radix (IM keys, IK radix, max IM), and Water (512 molecules, 4 time steps). 
These sizes were recommended in [10] to keep the important behaviors of the 
applications to be the same as in a full hedged system. 
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4.2 Performance Metrics 

We present all our simulation results in two sets: execution time and network 
latency. This helps us to correlate the behavior of underlying network with the 
overall DSM system performance and provide important insights into the net- 
work design issues. The overall execution time is broken down into four compo- 
nents: computation (C), memory read waiting (R), memory write waiting (W), 
and synchronization waiting (S) from bottom to top shown in Fig. 2. All times 
are normalized to that of the left most system configuration in the figures for 
each application. 

The network latencies of two types (short and long) of messages are presented 
separately in absolute time (microseconds). Furthermore, we present the average 
latencies of short and long messages in three different ways: estimated, ideal, 
and real. The estimated lateney was calculated according to Eqn. 19-20, where 
D is taken as half of the network diameter, i.e., the average distance traveled 
per message under uniform traffic. The ideal lateney presented in this section 
(shown with a legend ‘w/o contention’) is the average per message among all 
the messages of the same type. The ideal latency for short and long messages 
were computed dynamically during the simulation execution by accumulating 
the essential delays (such as Trout, Tp^y, and Tsw) along the actual traversal 
path of the messages. In other words, this should be the measured value of 
average latency per message if there exists no contention in the network. Lastly, 
the real lateney (shown with a legend ‘/w contention’) is the average of network 
latencies across all messages of the same type. The network latency for a message 
was measured from the start of its injection at the sender until the completion 
of its consumption at the receiver. This latency includes contention at injection 
channel, consumption channel, and communication links. It is to be noted that 
the difference between the values of ideal latency and estimated latency of a 
message type tells us how close is the traffic of that message type to the ‘uniform’ 
traffic. Similarly, the difference between the values of ideal latency and real 
latency of a type tells us the effect of network contention. 

4.3 Impact of Network Speed 

Figures 2(a) and 2(b) show the impact of network speed on the overall execu- 
tion time. The network speed was changed from 100 MHz to 400 MHz (200 
MBytes/sec to 800 MBytes/sec bandwidth). These results refer to two different 
routing delays {Trout^^ and 4 ncycles), as discussed in Section 3. As predicted 
in section 3.1, the overall execution time reduces as the speed of the network 
increases. The reduction in execution time varies across applications, ranging 
from 7.3% in Water to 54.6% in Radix. From the timing breakdowns. Water 
appears to be the most computation intensive whereas Radix is communication 
intensive. In other words, the average grain size in Water is quite large compare 
to that in Radix. The reduction in execution time is higher for networks with 
higher routing delay, as predicted in section 3.1. 

Figures 2(g) and 2(h) show the average message latencies for the same set 
of simulation experiments. Several important observations can be drawn from 
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these data. First of all, the curves of the estimated latency are slightly above 
to the curves of ideal latency (no-contention) for both short and long messages. 
The two set of curves follow exactly the same trend and their difference margin 
is very small. This reveals the fact that the traffic of both message types (short 
and long) in a typical DSM system is close to ‘uniform’ traffic with a somewhat 
smaller average distance per message because of locality. Similar trends can also 
be observed from the remaining subsections. 

Second, the real (with contention) latency might be much higher than the 
ideal latency under certain network designs. In such scenarios, contention inside 
the network becomes the dominant factor for network latency. Since both types 
of messages share the same network, the link contention between short and long 
messages causes the delay for short messages to be disproportionately greater. 
Increasing network speed causes contention to be reduced substantially for short 
messages, leading to overall reduction in execution time (up to 40%). Similar 
trends can also be observed from the remaining subsections. 

4.4 Impact of Link Width 

Figures 2(c) and 2(i) show the execution time and average latencies for the appli- 
cations running under the default system configuration with varying link widths, 
(8, 16, or 32 bits each). These results are for routing delay of 1 ncycle. Fig- 
ures 2(d) and 2(j) show the trend for routing delay of 4 ncycles. As expected 
from the analysis in section 3.2, it can be observed that wider links help re- 
ducing the overall execution time. The reduction varies from 5.3% in Water to 
51.7% in Radix. The reduction is smaller for higher routing delay. The perfor- 
mance improvements are also smaller compared to the respective improvements 
obtained by increasing link speed. 

4.5 Impact of Topology 

We examine the impact of different topologies by comparing the results for 2d 
(8 X 8), 3d (4^), and 6d (2®) meshes under two different constraints: constant 
link width and constant bisection bandwidth. The data presented here were for 
routing delay of 1 ncycle. Other results of different topologies can be found in [3]. 
Under Constant Link Width Constraint: Figures 2(e) and 2(k) show the 
execution time and average message latencies of each application running under 
various topologies. The link width was kept at 16 bits for all experiments. As 
predicted in Section 3, increasing the dimension of the network helps in reducing 
the execution time. However, the relative improvement is very small. 

Under Constant Bisection Bandwidth Constraint: Figures 2(f) and 2(1) 
show the execution time and average message latencies of each application run- 
ning under various topologies. The link width was varied to maintain constant 
bisection bandwidth. As predicted in Section 3, increasing the dimension of the 
network has negative impact on the overall execution time. With increase in net- 
work dimension, both short and long messages undergo increasing contention, 
leading to increase in overall execution time. Thus, 2D systems are shown to be 
the best for a 64 processor system under this constraint. More generally, a low 
dimension k-ary n-cube is a more preferable topology to a high dimension k-ary 
n-cube for medium or large scale DSM systems under this constraint. 
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Fig. 2. Impact of different network components on the overall execution time of bench- 
mark applications and on the message latencies under the bi-modal network traffic. 



5 Conclusion 

Advances in processor technology is making network latency an increasingly im- 
portant architectural bottleneck in DSM systems. In addition to the continued 
research efforts in developing latency reduction and latency tolerance techniques, 
a better understanding of the basic communication characteristics of DSM sys- 
tems/applications and a set of concrete guidelines for designing more efficient 
networks targeted specifically for DSM systems are very desirable. In this paper, 
we have developed a comprehensive parameterized model to estimate the per- 
formance of a CC-NUMA multiprocessor system using k-ary n-cube wormhole 
interconnection. This model integrates all the key aspects of a DSM system: ap- 
plication characteristics (number of threads, number of synchronization points, 
and granularity of computation), components of the node architecture (access 
time for cache and memory, protocol overhead, and number of outstanding mem- 
ory requests allowed), and network components (link speed, link width, router 
delay, and topology). Based on this model we have studied the impact of different 
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network components on the overall performance of DSM systems /applications. 
Finally, we have validated the impact of network components and obtained 
additional insights such as the impact of network contention by results from 
execution-driven simulation of SPLASH2 benchmarks. 

Our study establishes several guidelines for designing better networks for 
DSM systems. Some of the important guidelines obtained from this study are: 

a) better performance is achieved by increasing link speed instead of link width, 

b) increasing dimension of a network under constant link width constraint is 
somewhat beneficial, c) increasing dimension of a network under constant bi- 
section bandwidth constraint is not at all beneficial, d) routing delay plays an 
important factor in the design choices of other network components, and e) 
network contention experienced by short messages is very crucial to the overall 
performance. These guidelines can be used by the architects as a good foundation 
to design better networks for current and future generation DSM systems. 
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U-Net provides user-level network access such that applications can send and receive 
messages without operating system intervention on every send and receive. The network 
is exposed to applications as a pair of transmit and receive buffer queues. Depending on 
the sophistication of the network interface hardware, these queues are serviced directly in 
hardware or via interrupt handlers and fast traps. A number of implementations of U-Net 
exist for Unix workstations connected to ATM and Fast Ethernet networks. This talk will 
present our experience in moving U-Net from Unix to Windows/NT and in allowing the 
operating system to demand-page network buffers. 
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Abstract. The introduction of wormhole routing over a decade ago enabled the use of 
networks with large diameter, such as the 2-D and 3-D meshes. In direct networks with 
possibly large diameters, the distances between nodes vary significantly. This will 
affect communication latencies especially with varying traffic loads. In this paper, we 
propose a new, low-cost distance-based flow control for wormhole networks. 
Conventional virtual channel flow control does not take into account distances and the 
physical channel is scheduled in a strict round-robin manner. The proposed flow control 
is achieved through two mechanisms, a distance-based message priority mapping and 
an efficient deadlock-free prioritized physical link allocation strategy. This paper 
presents the motivation behind the proposed flow control, a description of the 
mechanisms, and its implementation. The distance-based flow control is evaluated and 
compared against conventional virtual channel flow control for a wide range of system 
parameters. Results based on thorough simulation show that the performance of local 
and long-distance communication can be significantly improved, latency can be 
improved by up to 45%. The results demonstrate significant potential for designing 
high performance highly parallel wormhole systems. 



1 Introduction 

The interconnection network is a critical component of a parallel system. In recent 
years, parallel computers with more than a thousand computation nodes have been 
developed. The most expensive resources in the interconnection network are physical 
bandwidth associated with communication links and buffer space associated with 
routers. Over the years, new switching technologies are being developed to utilize these 
network resources in the best possible manner. Current generation parallel systems use 
wormhole switching technique [5, 12]. This switching technique allows low message 
latency while using very little amount of buffer space at the routers. Over the recent 
years, a large number of research directions have emphasized designing efficient k-ary 
n-cube wormhole networks. These include the virtual channel flow control scheme [4], 
developing adaptive routing algorithms [2, 7, 15, 16, 17, 22], algorithms for collective 
communication [3, 12, 18], and designing efficient router architecture and network 
interface support [1,6, 13], and flow control schemes under real-time traffic [11, 13]. 

With the store-and-forward switching technique, the communication latencies are 
linear in the distance travelled by a packet. The introduction of wormhole routing over 
a decade ago enabled the use of networks with large diameter, such as the 2-D or 3-D 
meshes. These networks are favourable from a technical point of view, and 2-D meshes 
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in particular are suitable for multiple processors on a single chip or wafer. Being direct 
networks with possibly large diameters, the distances between nodes vary significantly. 
This will affect communication latencies especially when traffic load is high. It then 
becomes important to study the impact of distances on the network performance. The 
goal of this work is to investigate this issue and to provide low-cost architectural 
support to provide different services based on distances. 

Demand multiplexing is the method of choice today for wormhole networks. It 
considers only those virtual channels which have an available transferable flit, when 
allocating the physical link bandwidth. Access to the link is performed in a strict round- 
robin manner. However, demand multiplexing does not take into account priorities in 
general, and status information such as the distance between the source and destination 
of messages in particular. In this paper, we propose a new distance-based flow control 
approach to provide specific support for short- and long-distance communication in 
wormhole networks. This flow control is achieved through two mechanisms, a distance- 
based message priority mapping and an efficient prioritized physical link allocation. 
Each flit that has acquired a virtual channel is tagged with high or low priority, 
according to the message priority carried in the header flit. The message priority is a 
function of the distance between source and destination (static priority mapping), and 
is determined prior to message injection into the network. The priority tag of a flit is 
used in the arbitration process between ready flits awaiting access to the physical link. 

This simple change in the flow control scheme promises reduced latency for either 
short- or long-distance communication traffic. The method can benefit many other 
switching techniques and can be used with many deterministic and minimal adaptive 
routing methods. It can as well benefit specific applications such as those which exhibit 
locality or applications with more uniform traffic pattern. The flow control scheme can 
be integrated into existing router architectures with little additional logic. It does not 
require any virtual channel assignments based on priorities. Results based on 
exhaustive simulation show that the performance of local and long-distance 
communication can be significantly improved, latency can be reduced by up to 45%. 

The rest of the paper is organized as follows. In Section 2, we present the motivation 
behind the proposed flow control, and describe the priority mapping strategy based on 
distances. In Section 3, we review conventional demand multiplexing and discuss some 
limitations, and describe the prioritized flit selection and discuss some implementation 
issues. In Section 4, the performance of the distance-based flow control is evaluated and 
compared against the conventional virtual channel flow control. Related work and a 
discussion are presented in Section 5. Finally, conclusions are drawn in Section 6. 

2 Multihop Network Communication 

2.1 Impact of Locality and Long-Distance Communication on Performance 

One goal in the execution of parallel programs is to take full advantage of locality 
information while keeping all processors busy. However, locality and load balancing 
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are contending goals. Many approaches were proposed to manage long latency 
operations. Multithreading and data prefetching were proposed to tolerate long latency, 
whereas exploiting temporal and physical locality are approaches to avoid and reduce 
long latency communications. In this paper, we are most interested in physical locality. 

Figure 1 shows that the message latency increases with the distance between the source 
and the destination of messages. The variation in latency is sublinear in distances, but 
still significant. In figure I (b), we observe that with large message size, the latency is 
well distance-insensitive at very low load (2% circa). Roughly, beyond a few percent 
applied load the latency becomes distance-dependent, with both small and large 
message sizes. 

Message Size = 32 Message Size = 1 024 





Fig. 1. Latency versus distances. (8x8 2-D mesh, 4 virtual channels). Message Size: (a) 32 flits (b) 1024 flits 

Flow control in the interconnection network should exploit short-distance 
communication and provide support for long-distance communication. Reducing long 
latency communication can provide more flexibility to load balancing, and hence can 
relax the necessity to rely on locality only for maximizing performance. This paper 
proposes schemes to complement the benefits of locality and reduce long latency 
communication, through distance-based message priority mapping and efficient 
prioritized physical link allocation. The schemes can be applied with applications that 
exhibit locality. However, even when locality is important but difficult to achieve, the 
schemes provide support for improved low-latency communication. 

2.2 Distance-Based Priority Mapping 

The interconnection network in a parallel system carries traffic created by application 
and runtime systems. In particular, the traffic is characterised by the traffic pattern 
including the distribution of sources and destinations. In this section, we present the 
message priority mapping strategy based on distances. The strategy promotes messages 
through priority assignments according to distances. 

We distinguish two types of distance based priorities: fixed and dynamic. Fixed 
distance priorities are defined by the distance between the message source and 
destination. Dynamic distance priorities are defined by the distance between the current 
position of the head flit and the destination of the message. There are two approaches 
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which can be applied with both fixed and dynamic distances. Both approaches use a 
threshold distance to make a decision on whether a message should be assigned high 
priority or not. This threshold distance can be expressed in terms of the network 
diameter. In the first approach, only messages whose distances to the destination are 
less than the threshold distance are given high priority. In the second approach, only 
those messages whose distances are larger than the threshold are given high priority. 
This strategy can separate short-distance and long-distance communications. It can 
speed up long-distance communication and can complement the benefits of locality of 
computation. Fixed distance priorities are simple to use and implement. To assign a 
priority, we need to check the distances only once and only at the source. A simple 
calculation and comparison are sufficient. It should be noted that it is required that the 
routing algorithm must be deterministic or minimal adaptive routing. With non- 
minimal routing algorithm, packets can be routed away from their destination, which 
makes it difficult to use distance-based priority assignments. With dynamic distance 
priorities, all messages are assigned the same priority initially. Every time the head flit 
reaches a new node, the switch must check the distance left to destination in order to 
decide about the priority. This task can be similar to testing and updating AX and AY in 
the XY routing algorithm. In summary we distinguish the following approaches based 
on distance: fixed shortest distance first, fixed longest distance first, shortest distance 
left first, longest distance left first. 

Threshold is the threshold distance. Dist(n7, n2) = Number of hops between nodes nl and n2 

For each message do 

Prior to injection, read source address src. and destination address dest. 

if Dist(^rc., dest.) >= Threshold /* use <= instead of >= to promote short-distances */ 
then assign high priority 
else assign low priority 

endif 

Fig. 2. Outline of the distance-based priority mapping scheme 

Some first experiments with the dynamic type approach show that using dynamic 
distances is not very rewarding. One of the main reasons we found out is that in the case 
of longest-distance-left-first, the priority of a message can change from high to low, and 
in the case of shortest-distance-left-first, each message will ultimately be promoted to 
high priority since the distance left will decrease at each hop. In the remaining of the 
paper, we will consider the fixed type approach only. Figure 2 outlines the priority 
mapping scheme. 

3 Prioritized Demand-Driven Physical Link Scheduling 

The selection of ready flits is the procedure by which a single flit is selected amongst 
several ready flits in order to acquire and use the physical link during the next cycle. 
This task of selecting a flit is done prior to the actual physical link allocation. In this 
section, we first point out some limitations of conventional demand multiplexing and 
then present the prioritized flit selection to support the distance-based scheduling. 
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3.1 Limitations of Conventional Demand Multiplexing 

The physical link is the ultimate resource a flit must acquire to complete a hop, that is 
to initiate the flit transfer from one router to one of its neighbours. Physical link 
multiplexing can be done in a fixed way or on demand. In the fixed physical link 
multiplexing, each virtual channel is assigned a time slot. In each time slot, the channel 
arbitrator picks up the flit from the corresponding virtual channel and assigns it to the 
physical link. If no flits are available or it is not possible to send a flit because there is 
no space available at the receiving end, then the time slot is not used for transmission 
and the bandwidth is therefore wasted. 

Demand multiplexing uses round-robin scheduling as well. In the context of 
interconnection networks for multiprocessors, round-robin has been introduced in 
virtual channel flow control [4]. Demand multiplexing is the method of choice in 
today's wormhole systems. It considers only those virtual channels which have a ready 
flit to send. In the presence of several virtual channels with eligible flits, each channel 
must wait its turn to use the link in a round-robin manner. Each channel uses the link 
for one clock cycle only. To use the link for one more clock cycle, a virtual channel 
must wait for its turn. In the worst case, a channel has to wait for all other virtual 
channels associated with the output link to finish accessing it. 

As long as all the messages in the network have the same characteristics and 
requirements, flit-level demand multiplexing is fair, simple and efficient. However, 
when the network traffic is composed of messages with different types and 
requirements it is more appropriate to favour messages according to priorities. 

Hence, conventional round-robin becomes insufficient since it does not allow flexibility 
for prioritized flit transmissions. Consequently, in order to speed up transmission of 
high priority messages, we should adopt an approach different from the classical round- 
robin. The proposed prioritized flit selection approach uses both round-robin and 
priority scheduling. 

3.2 Prioritized Ready Flit Selection 

A flit has a priority. Flits from the same message have the same priority. The priority of 
a flit is inherited from a tag associated to each virtual channel. The tag is set to high or 
low depending on the priority of the message or its head flit to which it has been 
assigned. The tag is updated each time a new head flit is assigned the virtual channel. 

The flit selection task has to keep track of the priority tag of every ready flit, prior to a 
flit selection. One additional bit is associated with each virtual channel, to hold the 
virtual channel tag. The bit is set according to the priority in the head flit which has 
acquired the virtual channel. All the subsequent body flit will inherit the priority of the 
head flit. The bit is not altered until the tail flit has left the router and the path is torn 
down. When a new head flit acquires the virtual channel, the bit is updated, i.e. set to 
high or low according to the priority in the header flit. It is important to note that the 
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virtual channel allocation to head flits is not based on priorities, the priority bit 
associated with each virtual channel is set after the virtual channel allocation. However, 
the bit is used to select the next flit to use the physical channel. 

The basic idea in the prioritized ready flit selection is to allocate the physical link to flits 
with high priority tags only, as long as there is at least one ready flit with high priority 
tag. In the presence of several ready high priority flits, round robin is applied. Similarly, 
in the presence of only low priority flits, round-robin is applied. 

Virtual channel allocation is done on FCFS basis, that is a free virtual channel may be 
used by any message, or head flit, requesting it, irrespective of message priorities. 
Maintaining an FCFS output queue ensures a starvation-free prioritized link allocation, 
provided that new low priority messages will continue to arrive. 

It should be noted that only ready flits are considered in the selection process. For 
instance, if two flits with high and low priority respectively are contending for the 
physical channel and the high priority flit cannot move because there is no available 
space at the receiving end, then the low priority flit can proceed and use the physical 
channel. Hence a flit is blocked only when there is no available space at the receiving 
end, otherwise it will at most take a finite number of clock cycles to get the chance to 
use the link. A flit does not "hold and wait” a physical channel. Consequently, the inter- 
node flit transmission is deadlock-free. 

The proposed flow control provides support for prioritized traffic but requires 
additional hardware support. It can be integrated with little additional logic to existing 
router designs, in the virtual channel arbitration unit. The selection of flits, or virtual 
channel arbitration, can incur extra overhead and extra synchronization with the 
physical link and other flow control tasks in the router, which can affect the switch and 
the utilization of the physical link. However, one can advocate that using overlapping 
techniques between the flit transmission and other flow control tasks can hide this extra 
overhead. For instance, assuming that there are two or more ready flits, while a flit is 
using the link the next flit can be selected, and so on. A detailed description of the 
implementation is beyond the scope of this paper. 

As shown by experiments reported below, this additional priority scheduling to the 
conventional round-robin achieves reduced latency for high priority messages with 
relatively little or no increase in latency for low priority messages. It should be noted 
that promoting high priority traffic is achieved through allocation of physical link only. 

4 Simulation Experiments and Results 

In this section we present simulation results evaluating and comparing the distance- 
based flow control against conventional virtual channel flow control for a wide range 
of system sizes, message sizes, number of virtual channels, and priority assignment 
schemes for messages. 
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4.1 System Model and Methodology 

The evaluation was done through simulation experiments. We have developed a time- 
driven simulator to model cut-through or wormhole routing in a two-dimensional mesh 
network, at the flit level. We assumed that routing and transmission of a head flit take 
two clock cycles whereas moving a body flit from one router to another takes one cycle. 
The header flit can hold all the routing information. Deterministic dimension-order 
routing was used with neighbour nodes connected by unidirectional links. The traffic 
was modelled by generating messages using a Poisson process at each node. Applied 
load was normalized to the maximum network capacity which is the load when all links 
in the network are transmitting at the same time. Applied load was derived using the 
mean value of message inter-arrival time. Prior to injection, each message is stored in 
an infinite injection queue in the source node. When a message is generated but cannot 
be injected because of lack of free channels, it gets queued at the source in the injection 
queue until a channel becomes available. Source queuing time is therefore included in 
the message delay. We assumed multiple injection/consumption channels per router, 
hence internal channels do not constitute bottlenecks. We modelled an output 
(centralized) queue for each output link. We considered uniform traffic load, that is 
each node sending messages to all other nodes in the network with equal probability. 
We ran each simulation experiment for 200000 clock cycles and statistics were 
collected after the first 100000 cycles. In all experiments, we assumed the following 
parameters except where it is stated otherwise. The system size was fixed to 8x8. The 
number of virtual channels per physical link was set to 4. The message size was fixed 
to 32 flits (we assume a physical link can send a whole flit in one clock cycle). The size 
of the flit-buffer of a virtual channel was fixed to 2, that is when a packet blocks it is 
compressed to have a maximum of two flits in each router. 

We compared the conventional (i.e. the virtual channel flow control using conventional 
demand multiplexing) and the distance-based flow control approaches, for various 
network and system parameters settings. We carried out several experiments to study 
the variation of the threshold distance on short- and long-distance communications, the 
impact of the message size, the system size, and the number of virtual channels. In the 
evaluation, the main performance metric is the message delay. In fact, the throughput 
(defined as the amount of traffic received per clock cycle) is essentially unchanged in 
all the experiments. So, we do not show results on throughput versus applied load. 

4.2 Promoting Long-Distance Communication 

In this section, we evaluate the longest-distance-first strategy. In this strategy, any 
message whose distance between source and destination is larger than a predefined 
threshold is assigned high priority. We assumed the default system size 8x8 (thus the 
network diameter is 14) and performed experiments with threshold values of 8, 10 and 
12. Figures 3(a)-(b) and 4(a)-(b) show the results. All cases yield significant 
improvement in latency performance. For example, assuming a 35% load, the 
improvement obtained with the distance-based flow control compared to the 
conventional flow control for high priority traffic is 36%, 41% and 43% when the 
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threshold value is 8, 10 and 12 respectively. The improvement is better with higher 
threshold values, which is due to the fact that when the threshold is increased less 
messages are qualified and therefore there is less competition between high priority 
messages to access the physical link. 



Long-distance = High priority.Threshold = 8 





Fig. 3. Promoting long-distance messages. Threshold=8. Latency (a) Average (b) High priority traffic 





Fig.4. Promoting long-distance messages, (a) Threshold = 10. (b) Threshold = 12. 



We measured the amount of accepted high priority traffic and we found that it roughly 
represents 20% of the total traffic when the threshold is 8, 7% when the threshold is 10, 
and 2% when the threshold is 12. The performance of the low priority traffic is altered 
most when the threshold is 8, the delay is increased by 12% when the load is 35%. This 
delay is altered by only 4% with threshold of 10, and it is unchanged with threshold of 
12. The average latency (in the paper, average latency means latency of both high and 
low priority traffic together) is unchanged in all cases. Overall, performance of long- 
distance communication is improved with relatively negligible performance cost. 



4.3 Promoting Local Communication 

We assumed that in a local communication the distance between the source and 
destination of messages does not exceed 2. Hence, high priority is assigned to messages 
that travel through at most one intermediate router. Figures 5(a)-(b) show the latency of 
high priority traffic and the average latency. With the distance-based flow control, the 
performance of local communication is improved by 10% when the applied load is high 
(close to saturation) and by 13% to 16% when the load is from low to medium. 
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We measured the proportion of local communication messages and found that it 
represents about 15% of the total traffic. When the distance threshold is increased from 
2 to for example 4, the distance-based flow control still benefits the short-distance 
communication, but at some little cost of low priority and average traffic. 




Fig.5. Promoting short-distance messages, (a) Average latency (b) Latency of high priority traffic 



In summary, the experiments in this subsection and in the preceding one show that the 
distance-based flow control can benefit both long- and short-distance connnunication, 
with relatively no performance cost of the low priority or the average traffic. In the 
following subsections, we studied the impact of the system size, the message size and 
the number of virtual channels on the performance of the distance-based flow control. 
We considered that long-distance messages have high priority and that the threshold is 
2/3 of the network diameter. When the threshold value is 2/3 of the network diameter, 
the high priority traffic is expected to be between 10% and 15% of the total traffic. 



4.4 Impact of the System Size 

We studied the impact of the system size on the performance of the distance-based flow 
control. In addition to the default system size 8x8, two more sizes were considered: 
16x16 and 32x32. Figures 6(a)-(b) show the latency of the high priority traffic with 
16x16 and 32x32 system sizes respectively. For a 35% load, the improvement is 37% 





Fig. 6. Latency of long-distance messages (high priority), (a) 16x16 nodes, (b) 32x32 nodes. 



and 30% respectively. The average latency in both cases (not shown) is unchanged. The 
performance of the low priority traffic is practically unchanged too. 
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With 8x8, we obtained similar results, at 35% load, the improvement for high priority 
traffic is 38%. Hence, the improvement is at least 30% in all three cases. Nevertheless, 
it is slightly less with larger system sizes. This difference is probably due to the fact that 
as system size increases, a message encounters more blocked messages and busy links. 
We also considered the case where high priority is given to short-distance messages in 
a system with 16x16 nodes. In this case, the latency of short-distance messages is 
improved by about 17% whereas the average latency and the latency of long-distance 
messages are unchanged. 



4.5 Impact of the Message Size 

We evaluated the distance-based flow control against the conventional virtual channel 
flow control with respect to message size. First, we considered the case where all 
messages in the network are of the same size. In addition to the default message size 32, 
four message sizes were considered: 16, 64, 256 and 1024. The results for 16, 256 and 
1024 are shown in figures 7(a)-(b) and 8(a). The latency of high priority traffic is 




Fig.7. Latency of long-distance messages (high priority), (a) Message size=16. (b) Message size=256 
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Fig. 8. Latency of long-distance messages (high priority), (a) Message size=16. (b) Hybrid traffic. 50% short. 



improved while the average latency is unchanged and the latency of low priority traffic 
is about the same. For a 35% load, the improvement for the high priority traffic is 35%, 
43%, 46% and 47% for message sizes 16, 32, 256 and 1024 respectively. We observe 
that the improvement in latency for high priority traffic increases with the message size 
and gradually becomes stable from message size 32. 
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The system size in these experiments is 8x8, which can explain why the increase 
becomes stable when the message size is around 32. With 8x8 system size and for 
message sizes around 32 and up, the tail flit of a message is still in the source when the 
head flit and many following body flits have been consumed at the destination. In 
summary, most of the performance gain is obtained when the message size is relatively 
small (with respect to the system size), after that the gain is about the same or increases 
relatively little as the message size increases. Figure 8(b) shows results with hybrid 
traffic conditions. The message sizes are 4 and 32. The performance is comparable to 
the case of traffic with messages of the same size. 

4.6 Impact of Number of Virtual Channels 

Finally, we studied the impact of the number of virtual channels. We assumed a fixed 
amount of buffer space, thus the depth of the flit-buffers decreases when the number of 
virtual channels increases. Figures 9(a)-(b) show the performance of the distance-based 
flow control compared to the conventional flow control. The performance is much 
better with higher number of virtual channels. For instance, for a 35% load, the 
improvement is 17% and 49% with two and eight virtual channels respectively. 





Fig. 9. Latency of long-distance messages (high priority), (a) 2 virtual channels, (b) 8 virtual channels. 

5 Related Work and Discussion 

Some related work presented in the literature are: description of virtual channel flow 
control [4], a discussion on advantages and disadvantages of virtual channel utilization 
[8], the use of virtual channel flow control in real-time systems [11], and prioritized 
demand multiplexing [14]. Other related work includes studies on computer networks 
and real-time systems [6, 9, 12, 19, 20, 21]. None of these contributions take advantage 
of the concept of distances in direct networks to improve performance of classes of 
messages. 

The proposed distance-based flow control is supported by means of a message priority 
mapping scheme and a prioritized physical link scheduling. The distance-based flow 
control can benefit networks using different switching techniques and routing 
algorithms. It can be used in combination with many of the mechanisms and techniques 
in the mentioned related work. It is particularly relevant for systems built of processors 
with hardware support for efficient message handling. 
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To the best of our knowledge, we know of no published work where the concept of 
distances has been used to define the priority of messages in the interconnection. In 
[21], the authors point out the effect of distances on short messages in distributed 
shared-memory multiprocessors, and compare the hypercube topologies against the 
2D-mesh. Physical link allocation based on priority has been cited in [4, 11]. 
Nevertheless, except in [14], no specific algorithm description, implementation or 
evaluation has been reported, in particular for general purpose networks using cut- 
through routing. Prioritized demand multiplexing is a framework for prioritized traffic, 
the study was conducted with various types of message priorities [14]. In the 
conventional virtual channel flow control [4], the physical link scheduling is done using 
round-robin scheduling, other types of scheduling such as random, priority, and 
deadline scheduling like earliest deadline or oldest first are cited. In [8], time-dependent 
selection functions are added to the routing selection. Real-time virtual channel flow 
control [11] is a study which performs priority mapping and adjustment based on real- 
time constraints. The main performance is the ratio of missed deadlines. Many efforts 
have been devoted to explore hybrid switching mechanisms [6, 13] and different queue 
management strategies to support integrated network services [10]. 

In the mentioned related work, message priority or type is taken into account in the 
allocation of network resources. However, in most cases the physical link arbitration is 
done in a strict round-robin manner. In the distance-based flow control, the output 
queue and the virtual channels associated to a physical channel are all scheduled on 
FCFS basis. The physical link is the only network resource the distance-based flow 
control manages. Further, the calculation of the priority as a function of the source- 
destination distance is done in the source node and is straightforward. 

The proportion of high priority traffic decreases when the threshold value increases. 
The higher the threshold value, the lower the performance penalty for low priority 
traffic. The study shows that a good value of the distance threshold is 2/3 of the network 
diameter. For such a value, the proportion of the high priority traffic is around 15% 
which is suitable to reduce the delay of high priority traffic with almost no change in 
the delay of low priority traffic. 

The distance-based flow control is starvation-free, assuming that new low priority 
messages will continue to arrive. For instance, assuming 20% high priority traffic and 
uniform traffic distribution, starvation will not occur. With non-uniform traffic patterns, 
starvation can be a problem for individual messages. However, because blocking is 
inherent in wormhole networks, it is very likely that high priority flits will block, which 
will allow low priority flits to proceed. In this respect, an interesting metric is a 
histogram of latencies observed. 

A message aging mechanism can also be used to even out the message latency. 
However, there is a difference. When distances are used, only a small proportion of the 
traffic benefits from the scheme, whereas when aging mechanisms are used, all 
messages are eligible and ultimately the mechanism will speed up any message. 
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6 Conclusion 

In this paper, we have presented a new flow control scheme based on the concept of 
distances in multihop networks. Conventional demand multiplexing does not 
distinguish between different groups of messages while allocating a physical channel to 
virtual channels. Thus, it does not allow flexibility for prioritized traffic. We have 
proposed a simple and low-cost extension to this scheme to implement the distance- 
based flow control. The proposed flow control consists in a priority mapping scheme 
based on distances and a prioritized physical link scheduling. 

With the distance-based flow control the latency of long-distance connnunication is 
reduced and brought closer to the latency of short-distance communication. On the 
other hand, the flow control can be applied to promote close-distance communication. 
Hence, it can benefit applications with different degree of load balancing. When the 
software overhead for message passing is reduced, the hardware latency in nearest- 
neighbour or close-distance communication becomes important and the distance-based 
flow control will be more relevant and rewarding. 

The distance-based flow control has been evaluated and compared against the 
conventional virtual channel flow control for a wide range of system parameters and 
distance-based priority assignment schemes for messages. Thorough simulation studies 
show that latency of both long- and short-distance communication can be significantly 
reduced. Furthermore, while the performance of one group is improved, the 
performance of the other group and the performance of the total traffic are almost 
unchanged. The study indicates that a suitable value of the distance threshold is 2/3 of 
the network diameter. The examination of the implementation issues shows that the 
prioritized physical link scheduling can be integrated into existing router architectures. 

The study shows that using distances is quite promising for providing low 
connnunication latency in highly parallel computers. It equips network designers with 
a new framework for low-latency flow control. The flow control scheme can be 
extended so that both short and long-distance connnunication are simultaneously 
promoted as high priority traffic. But, only very short and very long distances should be 
considered, to keep the proportion of high priority traffic close to between 10% and 
20% of the total traffic. Also, even though we considered the 2D-mesh topology and 
strict wormhole routing with e-cube routing, using distances is a very general concept 
and can be used for other types of k-ary n-cube topologies, switching techniques and 
routing schemes. 
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Abstract. Networks of workstations are becoming increasingly popular as a cost- 
effective alternative to parallel computers. Typically, these networks connect pro- 
cessors using irregular topologies, providing the wiring flexibility, scalability and 
incremental expansion capability required in this environment. Recently, we pro- 
posed a design methodology as well as fully adaptive routing algorithms for irreg- 
ular topologies. These algorithms increase throughput considerably with respect 
to previously existing ones but require the use of virtual channels. 

In this paper we propose a very efficient flow control mechanism to support virtual 
channels when link wires are very long, and/or have different lengths. This flow 
control mechanism relies on the use of channel pipelining and control flits. Control 
traffic is minimized by assigning physical bandwidth to virtual channels until the 
corresponding message blocks or it is completely transmitted. Simulations show 
that the resulting flow control protocol performs almost as efficiently as an ideal 
network with short wires and fiit-by-fiit multiplexing. 



Keywords Networks of workstations, irregular topologies, wormhole switching, ad- 
aptive routing, virtual channels, channel pipelining, flow control. 

1 Introduction 

Research in parallel computing has traditionally focused on multicomputers and shared- 
memory multiprocessors. One of the most important components of these machines is 
the interconnection network, since it allows processors to connnunicate with each other. 
In the first generation of multicomputers, the interconnection network inherited the flow 
control technique used in computer networks. The research effort made on these ma- 
chines led to improved routing mechanisms and better switching techniques, like worm- 
hole [5, 15]. 

Currently, networks of workstations are being considered as a cost-effective alternat- 
ive to parallel computers. Recent proposals, like Autonet [17], Myrinet [2], or ServerNet 
[11], use point-to-point links between switching elements instead of the traditional bus 
used in computer networks. These networks, unlike the regular interconnection networks 
used in multicomputers and multiprocessors, present an irregular topology as a consequen- 
ce of the needs in a local area network. Such irregularity provides the wiring flexibility, 
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scalability, and incremental expansion capability required in this environment. Moreover, 
instead of being a direct network, irregular networks are often arranged as switch-based 
interconnects. 

Multicomputers and networks of workstations share many features but also have 
some different characteristics. Mainly, distances between routers are relatively small 
in multicomputers because, usually, several routing elements are arranged in the same 
printed circuit board and boards are close to each other. However, distances between 
switches are usually much longer in networks of workstations. Additionally, different 
links may have very different lengths. As a consequence of this different length, clock 
frequency must be reduced in order to transmit information properly through long wires. 
This lower frequency reduces the maximum bandwidth and throughput also increasing 
message latency. In order to avoid the negative effects of long wires, a technique named 
channel pipelining was studied in [18]. This technique is very connnon in computer net- 
works. It makes clock frequency completely independent of wire length. Therefore, cur- 
rent switches use channel pipelining [2] to increase throughput. 

Another important difference between multicomputers and networks of workstations 
is that, due to the long wires in the latter, channel width is usually smaller. Multicom- 
puters with 8-bit or 16-bit channels are not rare. Moreover, each channel has several 
control lines that signal the presence or lack of free buffers, and also the virtual channel 
that is currently owning the physical channel [6] . Such amount of wires is not feasible in 
long channels. Therefore, either the amount of data lines or control lines, or both, should 
be reduced in order to implement efficiently the long connections in irregular networks. 
In case that the number of control lines is reduced, it is no longer possible to use dedic- 
ated lines for flow control signals. 

Routing algorithms in irregular networks are inherently different from those in reg- 
ular networks, mainly due to the irregular connection patterns between switches. Sev- 
eral deadlock-free routing algorithms have been proposed for irregular topologies, like 
the up-down routing scheme [17] or the adaptive-trail routing algorithm [16]. A gen- 
eral methodology for the design of adaptive routing algorithms for irregular networks 
has also been proposed [19, 20]. Routing algorithms designed according to this meth- 
odology improve the network throughput considerably and also reduce message latency. 
This methodology makes use of two virtual channels connecting each pair of switches. 
Furthermore, the use of virtual channels, by itself, can increase throughput by dynam- 
ically sharing the physical bandwidth among several messages [6] . However, as men- 
tioned above, the use of long and narrow links makes the implementation of virtual chan- 
nels and the associated flow control mechanism quite complex. As far as we know, there 
is no switch for networks of workstations that implements wormhole switching with vir- 
tual channels. Therefore, a virtual channel flow-control mechanism that fits the needs of 
networks of workstations must be designed. 

One can see how the results obtained for regular networks are now migrating to net- 
works of workstations. Wormhole switching has been introduced in irregular networks 
like Myrinet [2] or ServerNet [11]. Also, the methodology proposed in [19, 20] is based 
on results initialy developed for regular topologies [8, 9]. However, the use of virtual 
channels has not been proposed yet for networks of workstations. 

In this paper, we propose an implementation of virtual channels in irregular networks 
that takes into account real aspects of this environment, like the very different length 
of the links. In Section 2, networks of workstations are introduced. Section 3 proposes 
an efficient implementation of virtual channels in a network with irregular topology. In 
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Fig. 1. (a) A network with switch-based interconnect and irregular topology; (b) the corresponding 
graph G. 



Section 4, the performance of the mechanism proposed in Section 3 is evaluated. Finally, 
in Section 5 some conclusions are drawn. 



2 Networks of Workstations 

Networks of workstations are usually arranged as a switch-based network with irreg- 
ular topology. In a switch-based network each switch is shared by several processing 
elements, which are connected to it through some of the switch ports. The remaining 
ports are either left open or connected to ports of other switches to provide connectivity 
between the processing elements. Such connectivity is usually irregular, but guarantees 
that the network is connected. Typically, all links are bidirectional full-duplex, and mul- 
tiple links between two switches are allowed. Figure 1(a) shows a typical network of 
workstations using a switch-based interconnect with irregular topology. In this figure, it 
is assumed that switches have eight ports and each processor has a single port. The in- 
terconnection network I can be modeled by a multigraph I = G{N,C), where N is the 
set of switches and C is the set of bidirectional links between the switches. Figure 1(b) 
shows the graph for the irregular network in Figure 1(a). 

The switch may implement different switching techniques, like wormhole, virtual 
cut-through, or ATM. Since recently proposed networks like Myrinet or Servernet use 
wormhole switching [5], we will restrict ourselves to wormhole switching in this paper. 

Routing decisions in irregular networks can be based on source routing or on dis- 
tributed routing. In the former, the message header contains the sequence of ports to be 
crossed along the path between the source and the destination [2] . On the other hand, 
in distributed routing each switch has a routing table that indicates which output port 
must be taken by the incoming message. Independently of the place where decisions are 
taken, a routing algorithm must determine the path to be followed. Several deadlock- free 
routing schemes have been proposed for irregular networks [17, 2, 11, 16]. Moreover, 
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Fig. 2. Link direction assignment for the network in Figure 1(a). 



a general methodology for the design of adaptive routing algorithms for irregular net- 
works has been recently proposed [19, 20]. In order to make this paper self-contained, 
we briefly present the routing algorithm used in the simulations carried out in the per- 
formance evaluation section. 

2.1 Up/Down Routing 

The up/down routing algorithm is the scheme used in Autonet networks [17]. It is a dis- 
tributed deadlock-free routing scheme that provides partially adaptive connnunication 
between the nodes of an irregular network. When a message arrives at a switch, the des- 
tination address stored in its header is used, concatenated with the incoming port num- 
ber, to address the routing table of the switch. As a result, the outgoing port number is 
returned. In case that there are several suitable outgoing ports, the routing table returns 
all of them, and the routing scheme selects one port randomly. 

Before the routing table in each switch can be used, it must be filled. Routing is based 
on an assignment of direction to the operational links. To do so, a breadth-first spanning 
tree is computed and then, the “up” end of each link is defined as: (1) the end whose 
switch is closer to the root in the spanning tree; (2) the end whose switch has the lower 
ID, if both ends are at switches at the same tree level (see Figure 2). The result of this as- 
signment is that each cycle in the network has at least one link in the “up” direction and 
one link in the “down” direction. To eliminate deadlocks while still allowing all links to 
be used, this routing uses the following up/down rule: a legal route must traverse zero or 
more links in the “up” direction followed by zero or more links in the “down” direction. 
Thus, cyclic dependencies between channels are avoided because a message cannot tra- 
verse a link along the “up” direction after having traversed one in the “down” direction. 
Such routing not only prevents deadlock but also provides partial adaptivity. 

Up/down routing is not always able to provide a minimal path between some pairs 
of nodes, as shown in the following example. In Figure 2, a message transmitted from 
switch 4 to switch 1 cannot go through any minimal path. The shortest path (through 
switch 6) is not allowed since the message should traverse a link in the “up” direction 
after one in the “down” direction. All the allowed paths (through switches 0, 2, and 
through switches 0, 5) are nonminimal. The amount of forbidden minimal paths increases 
as the network becomes larger. 
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2.2 Adaptive Routing 

Recently, a general methodology for the design of adaptive routing algorithms for irreg- 
ular topologies has been proposed in [19, 20]. The aim of this methodology is providing 
minimal routing between all pairs of nodes, as well as increasing adaptivity. In sunnnary, 
this methodology starts from a deadlock-free routing function defined on an intercon- 
nection network, and splits all the physical channels into two virtual channels: original 
channels and new channels. Then, the routing function is extended so that newly injec- 
ted messages can only leave the source switch using new channels belonging to minimal 
paths, and never using original channels. When a message arrives at a switch from an- 
other switch through a new channel, the routing function gives a higher priority to the 
new channels belonging to minimal paths. If all of them are busy, then the routing al- 
gorithm selects an original channel belonging to a minimal path (if any). To ensure that 
the new routing function is deadlock- free, if none of the original channels provides min- 
imal routing, then the original channel that provides the shortest path will be used. In 
case that several outgoing original channels belong to shortest paths, only one of them 
will be provided. This channel will serve as escape path to avoid deadlock [8, 9]. Once 
a message reserves an original channel, it will be routed using this kind of channels ac- 
cording to the original routing function until it is delivered. 

The new routing algorithm is deadlock-free. It can be informally proved by taking 
into account that when a message cannot make progress by using new channels, it is 
routed using the original channels and the original routing algorithm, which is deadlock- 
free. New channels cannot produce deadlock because messages using original channels 
cannot use new channels again. A formal proof can be given using the theory proposed 
in [9]. 

This methodology can be applied to any deadlock-free routing scheme. In particu- 
lar, the routing algorithm used in this paper is the result of applying this methodology 
to the routing scheme described in Section 2.1. As a result, a minimal adaptive rout- 
ing algorithm is obtained. The new routing function is a direct application of the design 
methodology revisited above. 

The routing algorithm presented above tries to minimize the transition from new 
channels to original channels, at the same time that routes messages through minimal 
paths whenever possible. A variation of this routing algorithm could be as follows. In- 
stead of routing through an original channel once all of the new channels belonging to 
minimal paths are busy, it could be worth to reduce even more the use of original chan- 
nels by routing the message through a nonminimal new channel that conforms to the 
up/down rule. If this new channel is also busy, then try the original channel (escape path). 
However, this routing algorithm increments the complexity of the selection function, 
while the increment in performance obtained by simulation (assuming the same routing 
time) is negligible. This is due to the use of nonminimal paths. 

3 Flow Control 

In the previous section, the fully adaptive routing algorithm proposed by us for irregu- 
lar networks has been described. This algorithm makes use of two virtual channels per 
physical channel, considerably increasing the maximum achievable throughput, as well 
as reducing message latency [19, 20]. However, the implementation of virtual channels 
when physical channel wires are long has not been analyzed yet. There are several issues 




208 



STOP (66%) 
GO (40%) 



Fig. 3. Minimum and maximum watermarks. 



that must be considered. In this section we present an efficient flow control mechanism 
to be used when links are long. 

3.1 Channel Pipelining 

The physical layout of a network of workstations usually leads to long links that may 
differ in their length. These characteristics have two consequences. First, differences in 
length cause that propagation time is not the same for all the links in the network. There- 
fore, clock frequency must be reduced in order to transmit information properly through 
all the links. This lower frequency reduces the maximum achievable bandwidth in short 
connections, and reduces throughput at the same time that increases message latency. A 
solution to this problem consists of allowing different channel lengths and using a tech- 
nique named channel pipelining [18]. This technique makes clock frequency completely 
independent of wire length by allowing multiple bits to be simultaneously in flight on a 
wire. Pipelining the information through the links matches the requirements of networks 
of workstations, supporting long wires as well as wires with different lengths. 

The second consequence is that links are, in general, narrow. For cost reasons, it is 
not feasible using wide links when wires are very long. Thus, adding several lines per 
link to manage virtual channels and flow control is not a good decision. Instead of ded- 
icating some wires to flow control tasks, it is preferable to use control flits. However, 
these flits will consume channel bandwidth, increasing message latency. In order to re- 
duce the negative effects of control flits, their usage must be minimized. One way of 
reducing the flow of control flits is using a “Stop & Go” protocol, as the one implemen- 
ted in Myrinet [2]. This protocol works as follows: Input buffers have two watermarks, 
“Stop” and “Go” (see Figure 3), so that when the buffer fills over the “Stop” mark, the 
switch sends a “Stop” control flit to the previous node. When that switch receives the 
control flit, it stops sending more flits. As the input buffer empties, when the number of 
stored flits is below the “Go” mark, the switch sends a “Go” control flit to the previous 
node so that it restarts sending flits again. 

Buffer size is an important issue, since it must be calculated in order to avoid buffer 
overflow and underflow. Buffer overflow produces the loss of some flits. Buffer under- 
flow introduces bubbles in the message pipeline. In Figure 3 it can be seen that input 
buffers are divided into three parts. The part above the “Stop” mark must be able to store 
incoming flits that are in flight since the receiving switch sends the “Stop” control flit un- 
til the previous switch stops sending more flits. This period of time is twice the propaga- 
tion delay through the link plus the time required to process the control flit. Taking into 
account that channels are pipelined, the amount of flits that can arrive in this time inter- 
val is considerable. Following this reasoning, the part below the “Go” mark must be, at 
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least, as large as the part above the “Stop” mark, in order to avoid that the input buffer 
empties completely before the flit flow is resumed after sending the “Go” control flit. If 
this part is slightly larger, we ensure that the input buffer will not empty unnecessarily. 
The part between the “Go” and the “Stop” marks must be large enough to allow some 
histeresys, avoiding sending control flits continuously. Therefore, assuming that input 
buffers have capacity for all the flits arriving during a time period equal to three times 
the maximum round trip delay, each buffer can be split as shown in Figure 3. 

It is important to note that when using pipelined channels in a wormhole network, 
input buffer size is larger than in a non-pipelined channel network. However, with the 
current integration scale this is not a problem. Also, although links with different lengths 
are supported, the maximum link length is bounded by buffer size. 



3.2 Virtual Channels 

One of the main constraints for using virtual channels in wormhole networks has been 
their cost in silicon area. As the number of virtual channels increases or buffer size grows, 
the chip area dedicated to temporal storage also enlarges. At present, this is not a con- 
straint because technology allows very high scales of integration. Therefore, designing 
a switch with several large input buffers is not an unaffordable issue nowadays. 

The routing algorithm proposed in Section 2.2 makes use of two virtual channels per 
physical channel. Traditionally, the virtual channel flow control has been implemented 
on a flit-by-flit basis [6] . When a physical channel is multiplexed, flits from the differ- 
ent virtual channels are transmitted alternatively one after another, and several control 
lines signal which virtual channel is owning the physical link during each transmission 
cycle. However, it has been indicated in Section 3.1 that channels in irregular networks 
are usually narrow, and therefore, it is not reconnnendable to use dedicated lines to sig- 
nal the virtual channel number. As an alternative, we can use control flits to indicate 
which virtual channel owns the link. In this case, before transmitting a data flit, a con- 
trol flit must be sent in order to specify which virtual channel this data flit belongs to. 
This flow control strategy wastes the network bandwidth because half of the bandwidth 
is consumed by control information. Instead of using flit-by-flit multiplexing, a better 
mechanism that minimizes the use of control flits consists of transmitting several data 
flits every time a virtual channel gets the physical channel. In this way, a virtual chan- 
nel will transmit its identifier, and then it will send flits until, for some reason, it cannot 
continue sending more flits. At this time, the next ready virtual channel will transmit its 
identifier followed by data flits, and so on. 

Besides reducing the traffic of control flits, transmitting blocks of flits instead of mul- 
tiplexing on a fiit-by-fiit basis has another advantage. Consider two messages, message 
A and message B, that share a physical channel. If both messages have the same length, 
and both of them reserved a virtual channel in the same physical link at the same time. 
Figure 4 shows the advance of those messages across the physical link. In Figure 4 (a), 
a fiit-by-fiit flow control mechanism is used to transfer these two messages from one 
switch to another. If message length is n flits, then the average latency is approximately 
2n. However, Figure 4 (b) shows that transferring blocks of flits reduces the average 
latency down to 1.5n. This is because when two messages share a channel, with a fiit- 
by-fiit multiplexing mechanism both messages are delayed, while with a block mechan- 
ism only one of them is delayed. The reduction in latency is more important as messages 
are longer. 
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Fig. 4. Flit-by-flit transfer versus block transfer. 



In summary, the flow control mechanism can be stated as follows: Physical channels 
are multiplexed into two virtual channels. The sending switch, before transferring data 
flits through one of the virtual channels, sends a control flit (“Select 0” or “Select 1”, 
depending on the virtual channel) and then starts sending data flits until the message 
has been completely transferred or it blocks. If the input buffer at the receiving node 
fills over the “Stop” mark, then the receiving switch sends a “Stop n” control flit to the 
previous node, where n is the virtual channel identifier (0 or 1), but continues receiving 
and storing the incoming flits on the same virtual channel (due to the use of channel 
pipelining, flits will keep arriving during a period of time equal to twice the propagation 
time). Once the sending switch receives the “Stop” control flit, it stops the transmission 
on this virtual channel and switches to the other virtual channel (if ready), sending a 
“Select n” control flit followed by data flits. While sending flits on a virtual channel, 
a “Go n” control flit on the other virtual channel may arrive. In this case, the sending 
node does not switch to that virtual channel (unless priorities are used), but records this 
change of status. It is important to remark that the receiving node cannot decide by itself 
to switch from a virtual channel to another, since flits on the wire would not be received 
on the correct buffer. Also, this flow control protocol can be easily generalized for more 
than two virtual channels. 

4 Performance Evaluation 

In this section, we evaluate the performance of the flow control protocol described in 
Section 3. We will refer to this protocol as PB (Pipelined channels with Block multi- 
plexing). Depending on the fly time (time required to transmit a flit across a link, meas- 
ured in clock cycles) considered, the names PB4 and PBS will be used. PB4 will refer to 
a network where the propagation time along the physical link is four times the internal 
crossbar delay. In the same way, PBS will refer to networks where the propagation time 
along the wire is eight times the crossbar delay. We have assumed that it takes one clock 
cycle to transmit one flit across a crossbar, and one clock cycle to compute the routing 
algorithm. Independently of the propagation time along the wire, data is injected into 
the physical channel at a rate of one flit per cycle. According to Section 3, buffer size 
will be 27 flits for PB4 and 51 flits for PBS. In these sizes we have considered that the 
switch needs one clock cycle to decode the “Stop” or “Go” control flit. Therefore, when 
the fly time is 4 cycles (S cycles), buffer size should be three times the round trip delay 
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(which is twice the fly time) plus the decoding delay, therefore being 27 flits (51 flits). 
With respect to the output buffer size, we have flxed it to be 4 flits, independently of the 
wire length. 

In order to evaluate the performance achieved by the proposed flow control protocol, 
we have compared it with the traditional flow control protocol. This protocol uses a flit- 
by-flit multiplexing mechanism where channels are not pipelined, that is, when multiple 
virtual channels in the same physical channel have flits to transmit, one of them sends 
one flit, and then yields the channel to the next ready virtual channel, which transmits one 
flit and switches to the next ready virtual channel, and so on. Moreover, since physical 
channels are not pipelined, before sending a new flit, virtual channels must wait until the 
current flit has arrived at the next switch. We will refer to this flow control mechanism 
as FT4 when fly time is 4 cycles, and will be compared with PB4. In the same man- 
ner, PBS will be compared with FT8. Obviously, PB4 and PBS will achieve higher per- 
formance than FT4 and FT8. So, we have also included the results for this flow control 
protocol (FT) when fly time is one cycle. The reason for this is to compare the perform- 
ance of the proposed mechanism with an ideal network, in which long links do not have 
long propagation delays, and flit-by-flit multiplexing does not produce any overhead. We 
have named this protocol FTl. Note that this protocol assumes a fly time equal to one 
clock cycle independently of wire length. We have also included the PB 1 plots, that dis- 
play the performance of a system similar to FTl but instead of a flit-by-flit multiplexing, 
it implements a block multiplexing mechanism. This plots are intended to compare the 
behavior of the traditional virtual channel multiplexing versus the one proposed without 
taking into account other considerations like the link lengths. 

We analyzed the impact of using priorities when multiplexing virtual channels onto 
a physical channel. However, when using priorities on new channels or in original chan- 
nels performance did not increase. On the contrary, the best results were obtained when 
virtual channel multiplexing was performed with no priority. Therefore, only these res- 
ults are shown in this section. 

Instead of analytic modeling, simulation was used to evaluate the routing algorithms. 
Our simulator models the network at the flit level. The evaluation methodology used is 
based on the one proposed in [9]. The most important performance measures are latency 
and throughput. The message latency lasts since the message is introduced in the net- 
work until the last flit is received at the destination node. Latency is measured in clock 
cycles. Traffic is the flit reception rate, measured in flits per node per cycle. Through- 
put is the maximum amount of information delivered per time unit (maximum traffic 
accepted by the network). 

Message latency should also include software overhead at source and destination 
processors (system call, buffer allocation, buffer-to-buffer copies, etc.). This overhead 
traditionally accounted for a high percentage of message latency [14, 12]. However, we 
did not considered such an overhead because some recent proposals reduce and/or hide 
that overhead, thus exposing hardware latency [10, 1, 13, 7]. So, we only considered 
network hardware latency in this study. 

4.1 Network Model 

The network is composed of a set of switches. Network topology is completely irregular 
and has been generated randomly. However, for the sake of simplicity, we imposed three 




212 



restrictions to the topologies that can be generated. First, we assumed that there are ex- 
actly 4 nodes (processors) connected to each switch. Also, two neighboring switches are 
connected by a single link. Finally, all the switches in the network have the same size. 
We assumed 8-port switches, thus leaving 4 ports available to connect to other switches. 

Each switch has a routing control unit that selects the output channel for a message 
as a function of its destination node, the input channel and the output channel status. 
Table look-up routing is used. The routing scheme is the one described in Section 2.2. 
The routing control unit can only process one message header at a time. It is assigned 
to waiting messages in a demand- slotted round-robin fashion. When a message gets the 
routing control unit but it cannot be routed because all the alternative output channels 
are busy, it must wait in the input buffer until its next turn. A crossbar inside the switch 
allows multiple messages traversing it simultaneously without interference. It is con- 
figured by the routing control unit each time a successful routing is made. 

4.2 Message Generation 

Message traffic and message length depend on the applications. For each simulation run, 
we considered that message generation rate is constant and the same for all the nodes. We 
have evaluated the full range of traffic, from low load to saturation. On the other hand, we 
have considered that message destination is randomly chosen among all the nodes in the 
network. This pattern has been widely used in other performance evaluation studies [6, 
4, 3]. For message length, 16-flit, 64-flit and 128-flit messages were considered, and also 
a mixture of short and long messages (50% 32-flit messages, 50% 128-flit messages). 

4.3 Simulation Results 

Figure 5 shows the average message latency versus traffic for each of the flow control 
protocols on a 16-switch (64 nodes) irregular network. Note that traffic has not been nor- 
malized because the bisection bandwidth varies from an irregular network to another 
even when they have the same size. Message length is 16 flits. As can be seen, PB4 
achieves a considerably higher throughput and lower latency that FT4. This result indic- 
ates that by using pipelined channels and the proposed flow control mechanism for vir- 
tual channels, performance increases drastically when channel wires are long. This result 
was expected because channels are pipelined in PB4 and therefore wire length does not 
affect its performance significantly. However, when PB4 is compared with FTl, it can 
be seen that differences in latency and throughput are very small. This effect is more 
visible in Figure 6, where messages are longer (64 and 128 flits). This figure shows that 
for long messages, the PB4 protocol achieves performance similar to that of FTl. PB4 
achieves almost the same latency as FTl when messages are long, except when the net- 
work is heavily loaded, where the effect of control flits is more important. These results 
are very important. It means that the proposed flow control mechanism for virtual chan- 
nels achieves almost the same performance as an ideal multiplexing mechanism on an 
ideal network with short wires. It also means that performance only decreases by a small 
amount when wire length increases, provided that the flow control mechanism proposed 
in this paper is used. Note that the FTl protocol is a non-implementable protocol, since 
wire propagation delay has been considered constant, regardless of wire length. Besides, 
it assumes that flow control and virtual channel management is carried out by using sev- 
eral dedicated control wires, and this is not possible with long links. The effect of block 
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Fig. 5. Average message latency versus traffic 
for an irregular network with 16 switches. 
Message length is 16 flits. Fly time is 4 cycles. 
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Fig. 7. Average message latency versus traffic 
for an irregular network with 32 switches. 
Message length is 16 flits. Fly time is 4 cycles. 
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Fig. 6. Average message latency versus traffic 
for a network with 16 switches. Message 
length is 64 and 128 flits. Fly time is 4 cycles. 




Fig. 8. Average message latency versus traffic 
for a network with 32 switches. Message 
length is 64 and 128 flits. Fly time is 4 cycles. 



multiplexing versus flit-by-flit multiplexing has also been measured. In Figure 5, PBl 
shows the performance achieved by a system with short wires that does not use channel 
pipelining but uses the proposed flow control mechanism. It can be seen that the use of 
control flits does not increment the latency because the way messages are multiplexed 
balances this overhead. Only with high loads, the effect of control flits is noticeable. 

As network size increases, the relative behavior of the new flow control mechan- 
ism remains the same. Figures 7,8,9 and 10 show the average message latency versus 
traffic for 3 2- switch (128 nodes) and 64- switch (256 nodes) irregular networks. It can 
be seen that for medium and long messages, when the network is close to saturation, the 
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Fig. 9. Average message latency versus traffic 
for an irregular network with 64 switches. 
Message length is 16 flits. Fly time is 4 cycles. 
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Fig. 11. Average message latency versus traffic 
for an irregular network with 16 switches. 
Message length is 16 flits. Fly time is 8 cycles. 




Fig. 10. Average message latency versus traffic 
for a network with 64 switches. Message 
length is 64 and 128 flits. Fly time is 4 cycles. 
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Fig. 12. Average message latency versus traffic 
for a network with 16 switches. Message 
length is 64 and 128 flits. Fly time is 8 cycles. 



use of control flits slightly reduces the maximum achievable throughput with respect 
to the ideal network. However, when the network is moderately loaded, the use of the 
new flow control mechanism provides even a lower latency than the ideal flow control 
mechanism for all the considered network sizes when messages are long (128-flit mes- 
sages). This result confirms the improvement expected in section 3.2 when discussing 
about transferring blocks of flits instead multiplexing flit by flit. 

In Figures 11 and 12 the average message latency when wire delay is eight times the 
crossbar delay is shown for a network with 16 switches. It can be seen, comparing with 
Figures 5 and 6, that the FT8 strategy doubles latency, as expected, with respect to FT4, 
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and drastically reduces the maximum achievable throughput. However, the PBS protocol 
slightly increases latency and reduces throughput with respect to the ideal network. With 
respect to PB4 we can see that pipelining channels makes message latency and network 
throughput largely insensitive to implementation details like wire length. 

Results for the different network sizes when message length is a mixture of short and 
long messages (not shown in order to save space), are similar to those presented. 

5 Conclusions 

Networks of workstations are becoming increasingly popular as a cost-effective altern- 
ative to parallel computers. Typically, these networks connect processors using irregular 
topologies [2, 1 1] . Irregularity provides the wiring flexibility, scalability and incremental 
expansion capability required in this environment. Recently, we proposed a design meth- 
odology as well as fully adaptive routing algorithms for irregular topologies. These al- 
gorithms increase throughput considerably with respect to previously existing ones but 
require the use of virtual channels [19, 20]. 

In this paper we have proposed a flow control mechanism to support virtual channels 
when link wires have different lengths, and/or can be very long. These requirements are 
typical in networks of workstations with irregular topologies. 

Propagation delay is proportional to wire length. Also, when links are long, they use 
to be narrow to keep cost at an affordable level. Hence, the use of control signals to im- 
plement flow control protocols should be limited. The proposed flow control mechanism 
relies on the use of channel pipelining and control flits. Channel pipelining makes clock 
cycle and channel bandwidth independent of wire length. Control traffic is minimized 
by assigning physical bandwidth to virtual channels until the corresponding message 
blocks or is completely transmitted. The sequence of control flits required to implement 
the protocol has been described in the paper. 

The resulting flow control protocol has been evaluated by simulation on networks 
with irregular topology, using the fully adaptive routing algorithm previously developed 
by us. The proposed flow control protocol considerably increases performance over non- 
pipelined channels, as expected. Moreover, the proposed protocol performs almost as 
efficiently as an ideal network with short wires and fiit-by-fiit multiplexing. In particular, 
throughput is almost the same when messages are long enough (64 flits or longer). This 
is an important result. It means that the overhead of channel multiplexing can be kept 
small, therefore allowing the implementation of networks of workstations with virtual 
channels and fully adaptive routing. It also means that performance is not very sensitive 
to wire length, allowing the use of links with varying lengths. 

As for future work, we plan to study the effect of adding more virtual channels per 
physical channel. We also plan to analyze the design of the internal crossbar, in order to 
adapt it to the new flow control mechanism and reduce the complexity and delay of the 
crossbar (results presented in this paper assume the same crossbar for both fiit-by-fiit 
transfer and block transfer). Finally, we plan to analyze the behavior of irregular net- 
works by using traces from real applications. 
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Abstract. This paper presents a novel concept of multi- drop path-based 
multidestination message passing on switch-based irregular networks. 
First, the multi-drop mechanism is defined with an associated header 
encoding scheme, and this mechanism is used to develop path-based 
multidestination worms. Next, a method is proposed to identify valid 
multidestination paths on arbitrary irregular networks with a typical 
deadlock-free routing. Then, the deadlock-free property of multi-drop 
path-based worms is emphasized. Using the above concepts, three mul- 
ticast algorithms are proposed: multi-drop path-based greedy (MDP- 
G), multi-drop path-based less-greedy (MDP-LG), and multi-drop path- 
based binomial (MDP-B). The proposed algorithms are compared with 
each other and with the best unicast based algorithm, the CCO [5], for 
a range of system and technological parameters. The MDP-LG scheme 
is shown to be the best to implement multicast with reduced latency. 



1 Introduction 

The cut-through/ wormhole-routing switching technique is becoming the trend 
in building future parallel systems due to its inherent advantages like low- 
latency communication and reduced communication hardware overhead [8] . Intel 
Paragon, Cray T3D, Ncube, J-Machine, and Stanford DASH are systems using 
this switching technique. These systems have regular network topologies with 
various deadlock-free routing schemes. More recently, this switching technique 
is being applied to switch-based interconnects like Myrinet [1] and ServerNet 
[4] to build networks of workstations for cost-effective parallel computing. Such 
networks typically have irregular topology which provides flexibility to design 
scalable systems with incremental expansion capability. The irregularity also 
makes the routing on such systems quite complicated. Typically deadlock-free 
adaptive routing schemes [12, 13] are supported on such systems to achieve low- 
latency and high-bandwidth communication. 

In order to to support the paradigms of distributed memory or distributed- 
shared memory, these systems need fast implementation of collective communi- 
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cation operations {broadcast, multicast, global combine, and barrier synchroniza- 
tion) [10]. Traditionally, wormhole-routed systems support only point-to-point 
(unicast) message passing. This mechanism allows a message to have exactly 
one destination. This leads to collective communication operations being imple- 
mented as multiple phases of unicast message exchange. 

In order to reduce the number of phases to implement collective commu- 
nication operations, a Hamiltonian Path-based scheme was proposed on MPP 
networks [7]. This scheme uses a modified router organization to support propa- 
gation of multidestination messages (a message with multiple destinations) and 
allows a message to be consumed at a destination node while being forwarded 
to the next node concurrently. Such an approach demonstrated that collective 
communication operations can be implemented on MPP networks with reduced 
latency. This concept was father extended to allow multidestination worms to 
take row-column paths [2] and all paths conforming to the base routing using 
the Base Routing Conformed Path (BRCP) model [11]. 

Modern cut-through switches possess the capability of simultaneous replica- 
tion of an incoming worm to multiple output ports [13]. Although this facility has 
been exploited for implementing broadcast by fiooding the network, there has 
been little prior work on using this capability for arbitrary multicast. Recently, 
a multiport encoding scheme has been proposed to construct multidestination 
worms in multistage interconnection networks [14]. Similarily, a bit-string encod- 
ing scheme and the associate architectural issues in supporting multidestination 
worms have been discussed in [16]. However, these schemes use the tree-based 
mechanism. This leads to a challenge of designing an efficient path-based mul- 
tidestination message passing mechanism on irregular networks. This challenge 
includes design of an efficient header encoding scheme, a scheme for construct- 
ing such worms, determining valid paths in the system, and designing efficient 
multicast algorithms. 

In this paper we take on the above challenges. First, the multi-drop mecha- 
nism with an associated header encoding is proposed. Next, the path-based mul- 
tidestination message passing mechanism is developed on switch-based irregular 
networks. A method to identify valid multi-drop paths with respect to the Au- 
tonet routing is proposed and proved to be deadlock-free. Then, we propose three 
new multicast algorithms using the proposed path-based multidestination mes- 
sage passing mechanism: a) Multi-drop Path-based Greedy (MDP-G) algorithm, 
b) Multi-drop Path-based Less-Greedy (MDP-LG) algorithm, and c) Multi-drop 
Path-based Binomial (MDP-B) algorithm. These algorithms are evaluated over 
a range of system parameters and compared with the best unicast-based multi- 
cast algorithm, the CCO algorithm [5]. The MDP-LG algorithm shows benefits 
of 50%, 40%, and 20% for multicast latency when compared to the CCO, MDP- 
G, MDP-B algorithms, respectively. These results clearly demonstrate that the 
multi-drop path-based multidestination mechanism promises significant poten- 
tial to implement fast and efficient collective communication operations in future 
switch-based irregular systems. 

The rest of the paper is organized as follows. Section 2 provides an overview of 
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switch-based irregular networks and deadlock- free routing on such networks. Sec- 
tion 3 describes the basic concepts of multidestination message passing. Section 4 
presents the multi-drop path-based multidestination mechanism. A method of 
creating valid multi-drop worms on irregular networks is described in Section 5. 
Section 6 discusses three new multicast algorithms. Performance evaluation re- 
sults of these algorithms are presented and compared with those of the CCO 
algorithm in Section 7. Finally, concluding remarks are made in Section 8. 

2 Switch-based Irregular Networks 

In this section we provide a brief overview of switch-based irregular networks 
and focus on a typical deadlock- free routing on such networks. 

2.1 Irregular Interconnection 

Figure 1(a) shows a typical parallel system using switch-based interconnect with 
irregular topology. Such a network consists of a set of switches where each switch 
can have a set of bidirectional ports. The system in the figure consists of eight 
switches with eight ports per switch. Some of the ports in each switch are con- 
nected to processors, some ports are connected to ports of other switches to 
provide connectivity between the processors, and some ports are left open for 
further connections. The topology of the network is typically irregular and can 
be represented by a graph G = (V,E) where V is the set of switches, and E is the 
set of bidirectional links between the switches. Eigure 1(b) shows the intercon- 
nection graph for the irregular network in Eig. 1(a). The switches can implement 
different types of switching techniques: wormhole, virtual cut-through, or ATM. 
These switches can also implement different routing schemes [1, 4, 12, 13]. In 
this paper we focus on wormhole switches and assume the Autonet [13] routing 
scheme due to its simplicity and its commercial implementation. The scheme is 
briefly described below. 

2.2 The Autonet Routing 

In the Autonet routing scheme [13], a breadth-first spanning tree (BES) on G is 
first computed using a distributed algorithm. The edges of G can be partitioned 
into tree edges and eross edges. According to the property of BES trees, a cross 
edge does not connect two switches which are at a difference of more than one 
level in the tree. Deadlock-free routing is based on a loop-free assignment of 
direction to the operational links. In particular, the “up” end of each link is 
defined as: 1) the end whose switch is closer to the root in the spanning tree; or 
2) the end whose switch has the lower UID, if both ends are at switches at the 
same tree level. Eigure 1(c) shows the BES spanning tree embedded on graph 
G shown in Eig. 1(b). The assignment of the “up” direction to the links on this 
network is illustrated. The “down” direction is along the reverse direction of the 
link. 

To eliminate deadlocks while still allowing all links to be used, this routing 
uses the following up /down rule: a legal route must traverse zero or more links 
in the “up” direction followed by zero or more links in the “down” direction. 
In other words, a packet may never traverse a link along the “up” direction 
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Fig. 1. (a) An example system with switch-based interconnect and irregular topology, 
(b) the corresponding interconnection graph G, and (c) the BFS spanning tree rooted 
at node 6 of G. 

after having traversed one in the “down” direction. Therefore, this routing is 
also called up* /down* routing. In order to implement the above routing, each 
switch has an indexed forwarding table. When a worm reaches a switch, the 
destination address is captured from the header flit of the incoming worm. This 
address is concatenated with the incoming port number and the result is used 
to index the switch’s forwarding table. The table lookup returns the outgoing 
port number that the worm should be routed through. The forwarding tables 
can be constructed to support both minimal and non-minimal adaptive routing. 
During configuration the current implementation of Autonet switches constructs 
tables to support minimal adaptive routing [13]. In this paper, we assume that 
the forwarding tables allow only legal routes with the minimum hop count. 

3 Multidestination Message Passing 

In this section, we describe the basic concepts of multidestination message pass- 
ing and path-based multidestination worms. Next, we discuss tree-based multi- 
destination worms on switch-based irregular networks and show the motivation 
for path-based multidestination worms on such networks. 

3.1 Multidestination Message Passing and Path-based Worms 

The concept of wormhole message passing with multiple destinations was first 
introduced by Lin and Ni for [7] Hamiltonian meshes. Then, multidestination 
message passing was introduced [11] for k-djcy n-cube networks with different 
base routing schemes. These schemes were proposed for regular direct networks 
typical of MPPs. In such networks each node consists of a router and a processor. 
The processor is connected to the router through a set of injection and consump- 
tion channels. The routers are connected in some given topology. A path-based 
multidestination worm in such networks carries the ids of multiple destinations 
in its header. After being injected into the network by the source, the worm is 
routed based on the first destination in the header. When the worm reaches the 
router of an intermediate destination, the address of the destination is removed 
from the header, and the next destination is used to route the worm onwards. As 
the data flits pass through routers corresponding to intermediate destinations, 
they are forwarded to the next router and absorbed to the processor. The final 
destination absorbs the complete worm. 
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3.2 Tree-based Multidestination Worms 

The above path-based multidestination mechanism (with a header of destina- 
tion ids) cannot be directly applied to switch-based networks because there is 
no one-to-one correspondence between switches/routers and processors on such 
networks. Thus, a tree-based mechanism [3, 9, 14, 16] has been proposed which 
allows a multidestination worm to replicate at switches with multiple replicas of 
the worm following different paths in the network. In this approach, the switches 
possess the capability to replicate flits of an arriving multidestination worm to 
multiple output ports. The issues of synchronous and asynchronous replication 
of flits in a deadlock-free manner within the switch have been discussed in detail 
in [14, 16]. Figure 2 shows an example of a tree-based multidestination worm 
for MINs using the multiport encoding scheme [14]. It must be noted that such 
a worm branches out in a symmetric fashion. For example, switches si and S 2 
replicate to output ports 0, 2, and 3, and switches S 3 , S 4 , S 5 , and sq replicate to 
output ports 0 and 2. The symmetry is required because all replicas of a multi- 
port encoded multidestination worm created at a switch must possess the same 
header information. 

It can be easily observed that it is difficult to create such multiport encoded 
worms for irregular networks. In [16] the authors show how precomputed reacha- 
bility information at switches can be used to generate asymmetric multidestina- 
tion worms with bit-string encoded headers. The authors have also extended this 
bit-string encoded mechanism to irregular switch-based networks [15]. However, 
computation of reachability information at each switch for an arbitrary switch- 
based irregular network may be quite a non-trivial task. Therefore, the ques- 
tion arises whether path-based multidestination mechanism can be adapted to 
switch-based irregular networks using the replication capability at the switches. 
The challenges to doing this are in deriving solutions to the following problems: 
a) the concept of path-based worms on a switch-based network, b) a suitable 
header encoding scheme, c) defining valid paths on a given base routing scheme, 
d) prevention of deadlock due to coexistence of such worms with unicast worms, 
and e) developing multicast algorithms. In the next sections we look at these 
problems, and propose solutions. 




Fig. 2. Example of tree-based multidestination worm for MINs using the multiport 
encoding mechanism [14]. 
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4 Multi-drop Path-based Multidestination Worms 

In this section, we describe the concept of multi-drop path-based multidestina- 
tion worms and a new header encoding scheme for such worms. 

4.1 The Multi-drop Mechanism 

In this mechanism, the capability at switches to replicate incoming worms and 
to forward the copies to several output ports simultaneously is used, but the 
replication is restricted. The multi-drop mechanism is defined as follows. 

Definition 1 A multidestination worm is defined as a multi-drop worm if a) 
it ean replieate to multiple outgoing ports on a traversed switeh, b) no more 
than one of these ports is eonneeted to another switeh, and e) the remaining are 
eonneeted to proeessors (destinations). 

Such a mechanism allows easy construction of paths (of switches) in an irreg- 
ular network. It simplifies handling of deadlock problems because a worm does 
not get replicated into several worms, branched over multiple paths. It also allows 
simplified header encoding by using a variation of the all-destination encoding 
[7, 11] where ‘destination’ ids are replaced by ‘switch’ ids and ids of ‘destinations 
connected to a switch’. Figure 3(a) shows an example of a multi-drop path-based 
multidestination worm. If we abstract a switch-based irregular network to the 
interconnection graph G, then multi-drop worms can be abstracted to strict 
path-based multidestination worms on G. The path of a multi-drop worm is 
defined by the set of inter-switch links taken by the worm. From this point on, 
we refer to a path as a sequence of inter-switch links. Although the number of 
destinations covered in a single step by such a multi-drop multidestination worm 
can be less than that covered by a worm using the tree-based mechanism, this 
scheme is much simpler. It also requires minimal modification to the switch and 
results in low complexity for creation of multidestination worms. 




P| addr(s^) | 10110000 1 addr(^)| 11011000 |addr(s^) 1 10100000 1 da ta flits 

(a) (b) 

Fig. 3. The Multi-drop mechanism: (a) example of a multidestination worm and (b) 
the header encoding. 



4.2 The Multi-drop Header Encoding Scheme 

This new scheme is a hybrid of the all- destination [7, 11] and multiport [14] 
encoding schemes. It makes use of the fact that switches too have unique ad- 
dresses in a typical switch-based irregular network like Autonet [13]. The current 
implementation of the Autonet switch can route messages addressed to a partic- 
ular switch. The multi-drop worm header encoding for each set of destinations 
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on a switch contains the switch address followed by the multiport encoding of 
destinations for that switch. A tag bit can distinguish whether it is a unicast or 
multidestination worm. Figure 3(b) shows the multi-drop scheme encoded header 
of the worm shown in Fig. 3(a). Since switch si is the first switch with destina- 
tions on it, the header encoding begins with the address of si. The following 8 
bits encode the information about which output ports the worm replicates to. 
The bits correspond to output ports 1 to 8 from right to left. In the first switch, 
the worm is intended to be replicated to two destinations and one outgoing link 
to switch S 2 . Similarily, information about switches and S 4 is encoded in the 
header. 

In this scheme, the source does not have to completely specify the route taken 
by the worm - intermediate switches with no destinations can be excluded. Since 
the routing tables at the switches are used to route a worm, any adaptivity 
provided by the underlying routing scheme is fully utilized between any two 
consecutive participating switches. The length of the header of a worm only 
increases linearly with the number of participating switches in the worm, and 
not the number of hops traversed by the worm or the number of destinations. 
Also, this new scheme requires only a minor change in the routing logic of a 
switch which already provides the replication facility, like the Autonet switch. 

Now, the challenge is in defining valid paths on a given base routing scheme, 
and prevention of deadlock due to coexistence of such worms with unicast worms. 
In the next section we solve this problem in the context of Autonet routing. 

5 Creation of Multi-drop Worms on Irregular Networks 

A multi-drop path-based multidestination worm needs to get routed in a piece- 
wise manner from the source switch to the final switch. This raises the following 
fundamental problems at any intermediate switch: a) it should be feasible for the 
multidestination worm to find a path leading to the next switch in its list and b) 
the piece- wise routing of a multidestination worm should not violate the routing 
scheme to prevent deadlock. In this section, we first propose a method to iden- 
tify valid multi-drop multidestination paths which conform to the base Autonet 
routing on an arbitrary irregular graph. Then, we discuss the requirements for 
deadlock-freedom. 

5.1 Valid Multidestination Paths with the Autonet Routing 

Let us define the list of participating switches, Ls^(ic), of a multi-drop multides- 
tination worm w as follows. consists of switches directly connected to the 

destinations of ic, in the order in which the corresponding destinations will be 
covered. Let us denote the jth processor on the ith switch as pij. If w starts from 
source processor Ps,i and covers the processors • • • ,P 2 ,i,P 2 , 2 , • • • 

in that order, then Lswi"^) is given by the switches < si, S 2 , . . . , >. There- 

fore, generating a valid multi-drop multidestination path for a worm w on an 
arbitrary switch-based irregular network N is equivalent to generating a valid 
path which covers the switches in Ls^(ic), in that order, on the interconnection 
graph G of that network. 
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In our recent work [5] , we have defined the concept of a partial ordered chain 
(POC) with the specific purpose of constructing an ordering among switches 
in an irregular network to reduce link contention between two messages of the 
same multicast using unicast message passing. In this paper, we use this concept 
to construct valid multi-drop multidestination paths. The POC is defined as 
follows: 

Definition 2 A partial ordered chain (POC) is any ordered list of switches < 
sij S 2 j . . . j Sn >; where Si is connected to hy a “down” tree link (from the 
BPS spanning tree ) or a “down” cross link connecting switches at different levels 
of the BPS spanning tree [5]. 

It can be easily observed that the path of a multi-drop multidestination worm 
can possibly lie on some POC. Since up*/down* routing is deadlock-free, such 
multi-drop multidestination worms can also implement deadlock-free multicast. 
This leads to: 

Theorem 1 A multi-drop path-based multidestination worm w, where Lsw{w) 
= < Sg, si, S 2 , . . . , Sn > and the switches si,S 2 ,...,Sn lie on some POC, in 
that particular order, always follows a valid up* /down* path and introduces no 
deadlocks. 

Due to lack of space, we are not able to present the proof of this Theorem 
here. Interested readers are requested to read [6] for the detailed proof. 

It must be noted that the concept of valid multi-drop multidestination worms 
using POCs on Autonet routing can also be extended to the case when the rout- 
ing tables support non-minimal paths. In this case, multi-drop multidestination 
worms are not routed using the routing tables at intermediate switches, instead 
the source specifies the exact route (all switches in a path) in the header en- 
coding of the worm. Such a header encoding for the sample multi-drop worm in 
Fig. 3(a) is shown in Fig 4(a) (it includes the address of S2 with a single port 
replication). It can be easily observed that the switch addresses in this encod- 
ing is redundant information, and the header encoding can be further simplified 
by dropping the switch addresses completely, and retaining only the multiport 
encoding, as shown in Fig. 4(b). 



I addr(s^) | 10110000 1 addr(s^) | 01000000 1 addr(^)| 11011000 1 addr(s^) 1 10100000 1 da ta flits | 10110000| 01000000 1 11011000 1 10100000 1 da ta flits 

(a) (b) 

Fig. 4. Header encoding of the multi-drop worm of Fig. 3(a) for routing tables sup- 
porting nonminimal routing: (a) each switch in the route is specified with its multiport 
encoding and (b) an enhanced encoding by eliminating the switch addresses. 



5.2 Deadlock-freedom 

It is shown in [14] that asynchronous replication with buffers at least as large 
as the largest multidestination worm ensures deadlock freedom on multistage 
interconnection networks for tree-based multidestination worms. The Autonet 
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switch provides similar guarantee with input buffer size of 4096 bytes [13]. (This 
feature is provided to prevent deadlock that arises in the case of broadcast worms 
which use the replication mechanism at the switches to flood the network.) Since 
multi-drop worms form a subset of all tree-based worms, addition of multi-drop 
worms cannot cause deadlock in an Autonet switch-based network provided the 
message length is less than the given buffer size. 

Interestingly, the buffer requirement for deadlock-freedom with multi-drop 
worms can be actually lowered depending on the scheduling policy used at the 
switch. It can be shown that for the centralized scheduling policy of the Autonet 
switch, multi-drop path based multidestination worms using the valid paths as 
defined in Section 5.1 is deadlock-free with even single flit buffers at each input 
port of a switch. Due to lack of space, we are not able to present this proof here. 
Interested readers are requested to read [6] for the detailed proof. 

6 Multicast Algorithms 

In this section we propose three multicast algorithms using the multi-drop path- 
based mechanism. All these algorithms use the POC concept to construct as 
many longest POCs as possible from the participating switches and group these 
POCs in some hierarchy to implement multicast. Let us first look at how the 
POCs are constructed. 

6.1 Construction of POCs 

In [5], we described a method to construct as many longest POCs as possible 
from the participating switches of a multicast. We explain the method using an 
example multicast. Interested readers can refer to [5] for details. 

Figure 5(a) shows the BFS graph of a sample irregular network. Let us as- 
sume that there are two processors connected to each switch of the irregular 
graph and let the processors on the switch numbered i be labelled as pi^i and 
Pi, 2 - Let us consider a multicast with the source as pio,i and two destinations 
on each switch except switches 10 and 6. In the first step, a depth-first search 
(DFS) is applied on the BFS spanning tree, starting with the root node r and 
considering only the down links specified in Definition 2. This is to facilitate 
the construction of the longest POCs. Figure 5(b) shows the DFS tree, T, on 
the sample irregular network. A participating switch is one with at least one 
participating processor connected to it. The resultant DAG, T, from the DFS 
can be reduced to a DAG, T', which contains only the participating switches. 
Fig. 5(c) shows the reduced DAG T' . Each switch is given a weight equal to 
the number of participating processors connected to it and to all its descendent 
switches. Subsequently, chains of switches are stripped off from T' according to 
their weights. In other words, the heaviest chain gets stripped first from T', and 
the lightest the last. Figure 5(d) shows the obtained set of chains, C . In all these 
figures, the participating switches are highlighted. 

6.2 The Multi-drop Path-based Greedy (MDP-G) Algorithm 

This algorithm uses a greedy approach on the set of POCs generated by the 
above steps, to implement multicast. First, the source node covers the destination 
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Fig. 5. Illustrating steps for construction of POCs: a) sample BPS graph of an irregular 
network, b) DFS tree T, c) DAG T' and the associated switch weights, and (d) the set 
C of chains. 



processors on the switches of the heaviest chain with a single multi-drop worm. 
Then, in each successive step, the destinations that have been covered in previous 
steps cover destinations on chains that have not been covered yet (in C) using 
multi-drop worms. Figure 6(a) shows these steps for the example multicast: pio,i 
covers all the destinations on switches 5, 3, and 9 with a single multi-drop worm 
in the first step. In the second step, pio,i covers all destinations on switches 1 
and 7 using a multidestination worm, covers all destinations on switches 
4 and 8, and p 5,2 covers all destinations on switch 2. Therefore, the multicast 
completes in two steps. 




Fig. 6. Illustrating the multicast algorithms for the sample multicast of Fig. 5: a) the 
MDP-G algorithm, b) the MDP-LG algorithm, and c) the MDP-B algorithm. The 
numbers in brackets denote communication step numbers. 

Since at each step maximum possible destinations are being covered using 
multi-drop worms constructed with longest possible POCs, this algorithm takes 
minimum number of steps to execute. However, it has the drawback that the 
number of multi-drop worms starting from a single switch might be large leading 
to link contention. 

6.3 The Multi-drop Path-based Less Greedy (MDP-LG) Algorithm 

We propose the MDP-LG algorithm to address the above drawback. This algo- 
rithm also uses the output from the POC construction method, like the MDP-G 
algorithm. Following the first step, only one destination from each switch that 
has been covered chooses chains that have not been covered yet (in G), and covers 
them using multidestination worms. Since all destinations covered in the partic- 
ular step do not send out worms, this scheme is given the name Less Greedy. 
As shown in Fig. 6(b), pio,i covers all the destination on switches 5, 3, and 9 
with a multi-drop worm in the first step. In the second step, pio,i covers all 
destinations on switches 1 and 7, psp covers all destinations on switches 4 and 
8, and ps,i covers all destinations on switch 2. This algorithm may take more 
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steps to complete, but it reduces link contention by making sure that only one 
multi-drop worm starts from a switch during one step. 

6.4 The Multi-drop Path-based Binomial (MDP-B) Algorithm 

We propose the MDP-B algorithm to further reduce link contention in the MDP- 
LG algorithm. Again, the MDP-B algorithm starts the same way as the MDP-G 
algorithm with the construction of the POCs. Following the first step, only the 
source processor and the leader processor of each chain are involved in sending 
worms. The leader processor is chosen as a destination processor on the first 
switch of the chain. The source covers all destinations on one chain in the first 
step using a multi-drop worm. In the second step, the source and the leader of the 
covered chain cover all destinations on two other chains using multi-drop worms, 
and so on. As shown in Fig. 6(c), pio,i covers all the destination on switches 5, 
3, and 9 with a multi-drop worm in the first step. In the second step, pio,i 
covers all destinations on switches 1 and 7 with a single worm, and covers 
all destinations on switches 4 and 8 using a single worm. In the third step, pio,i 
covers all destinations on switch 2. Therefore, this algorithm requires |”/o^ 2 |G|] 
steps, where C is the set of POCs constructed at the start of this algorithm. 
But, the link contention as compared to the MDP-G and MDP-LG algorithms 
is reduced, since there are no two destinations on the same chain trying to send 
out worms at the same time. 

The proposed algorithms can be implemented either at the library routines on 
host processor or at the network interface card of the source node of the multicast 
using software. In either case, information about the topology of the network is 
available to the communication layer, like in the IBM SP amd Myrinet. 

7 Simulation Experiments and Results 

We performed simulation experiments to evaluate and compare performance of 
the MDP-G, MDP-LG, MDP-B, and CCO [5] algorithms for single multicast. 
A hit-level wormhole-routed simulator WORMULSim was used to model the 
irregular network. For all simulation experiments, we assumed system and tech- 
nological parameters representing the current trend in technology. The following 
default parameters were used: tg (communication start-up time) = 10 microsec- 
onds, tphy (link propagation time) = 10 nanoseconds, troute (routing delay at 
switch) = 40 ns, tgw (switching time across the router crossbar for a hit) = 10 
ns, tsched (time for scheduler to process a request) = 20 ns, tinj (time to inject 
a hit into network) = 10 ns, and icons (time to consume a hit from network) 
= 10 ns. For all experiments (unless otherwise stated) we assumed the follow- 
ing default system conhguration: a 256 processor system interconnected by 64 
eight-port switches and network having 75% connectivity, as dehned in [5]. The 
default message length was assumed to be 128 hits. 

We performed several experiments to study the impact of system size, mes- 
sage length, communication start-up time, switch size, and degree of connectivity 
on single multicast latency for varying sizes of destination sets. The destinations 
and network topologies were generated randomly. For each data point, the mul- 
ticast latency was averaged over 30 different sets of destinations for each of 10 
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different network configurations. The 95% confidence intervals generated for the 
data points were observed to be extremely narrow. 

7.1 Effect of system size 

We simulated the four multicast algorithms on four different system configura- 
tions with 64, 128, 256 and 512 processors, respectively. Figure 7 shows these 
results. It can be observed that the MDP-LG algorithm performs the best for 
almost all system sizes and destinations. As system size increases, the MDP-LG 
algorithm shows steady benefits compared to the CCO algorithm. For exam- 
ple, on a 512 processor system with 256 destinations, the reduction in multicast 
latency achieved by the MPD-LG algorithm is around 50%, 40%, and 20% com- 
pared to the CCO, MPD-G, and MDP-B algorithms, respectively. 



System Size = 1 28 System Size = 256 System Size = 512 






Fig. 7. Multicast latency (in microseconds) vs. number of destinations for three differ- 
ent system configurations: 128, 256, and 512 processors. 



As expected, the multi-drop algorithms outperform the CCO algorithm. Since 
the number of destinations covered in one step is increased by using multides- 
tination worms, the total number of steps for the completion of the multicast 
algorithm is reduced. As discussed in Section 6, the MDP-G suffers from link con- 
tention at higher destination set sizes since multiple destinations on the same 
switch send worms simultaneously, and this leads to severe link contention. The 
MDP-B algorithm incurs less link contention, but undergoes more number of 
steps, and hence it is outperformed by the MDP-LG which strikes a balance 
between the number of steps and link contention. It can also be observed that as 
the number of destinations increase, the latency for some multi-drop algorithms 
reduces. This is because with increase in multicast set size more destinations can 
be grouped along each multi-drop path. This results in fewer and longer POCs 
being constructed which leads to fewer communication steps. Such a property is 
inherent to multidestination based schemes [11]. 

7.2 Effect of message length 

We studied the impact of message length on the four algorithms. Four different 
message lengths - 128, 256, 512, and 1024 flits, on a 256 processor system with 
default parameters were considered. Figure 8 shows the respective results. It can 
be easily observed that as message length increases the link contention effect 
dominates the results, and the MDP-B algorithm outperforms the remaining 
algorithms although it requires more steps. 
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Message Length = 1 28 Message Length = 256 Message Length = 512 
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Fig. 8. Multicast latency (in microseconds) vs. number of destinations for three differ- 
ent message lengths: 128, 256, and 512 flits. 



startup Time = 5.0 Startup Time = 1 0.0 Startup Time = 20.0 




Fig. 9. Multicast latency (in microseconds) vs. number of destinations for three differ- 
ent communication start-up times: 5.0, 10.0, and 20.0 microseconds. 

7.3 Effect of communication start-up time 

We studied the effect of communication start-up time on the performance of 
the four algorithms. The default 256 processor system configuration was used 
with three different communication start-up times: 5.0, 10.0, and 20.0 microsec- 
onds. Figure 9 shows the respective multicast latencies. It can be observed that 
with higher communication start-up time, the MDP-G and MDP-LG algorithms 
outperform the other two algorithms. This is expected, because for a given mes- 
sage length, higher start-up times reduce the effect of link contention, and the 
MDP-G and MDP-LG algorithms take the minimum steps. 

Due to lack of space, we are not able to present the results of variation in 
switch size and connectivity. Similar benefits were observed by the multi-drop 
algorithms in these experiments too. Interested readers are requested to refer to 
[6] for these results. 

8 Conclusions 

In this paper we have proposed a new multi-drop path-based multidestination 
message passing mechanism on switch-based irregular networks. A method to 
identify valid multi-drop paths with respect to a typical deadlock-free routing on 
arbitrary irregular networks has been proposed. Using this new mechanism three 
multicast algorithms, MDP-G, MDP-LG, and MDP-B, have been developed. 
These algorithms have been simulated and compared with each other and the 
best unicast-based multicast algorithm, the CCO algorithm. Compared to the 
CCO algorithm, the MDP-LG algorithm shows an improvement in multicast 
latency up to a factor of 60%. These results demonstrate significant potential 
for the multi-drop multidestination mechanism to be applied to current and 
future switch-based irregular networks. 
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In this paper, we have focused on single multicast with wormhole routed 
switches. We are working on evaluating the performance of our schemes for cut- 
through switches. We are also investigating application of this new mechanism for 
other collective communication operations like barrier synchronization, gather, 
multiple multicast, etc. 

Additional Information: A number of related papers can be obtained from the 
homepage of Parallel Architecture and Communication (PAC) research group. 
The URL is http://www.cis.ohio-state.edu/'"panda/pac.html. 
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Abstract 

High performance portable and space-borne systems continue to demand increasing 
computation speeds while concurrently attempting to satisfy size, weight, and power con- 
straints. As multiprocessor systems become necessary to satisfy the computational 
requirements, interconnection network design will become subject to similar constraints. 
This paper focuses on the design of multiprocessor interconnection networks under 
power constraints. We analyze and study the relationship between the no-load message 
latency and system parameters such as network dimension, channel width, distance, and 
available power to determine guidelines for multiprocessor interconnection network 
designs. This study is an extension and application of the model developed in [8], and 
provides a number of interesting results: i) we have observed that under a fixed power 
constraint, the network dimension which achieves minimal latency is a slowly growing 
function of system size, ii) as we increase the available power per node for a fixed system 
size, the dimension at which message latency is minimized increases. Hi) the overall mes- 
sage latency is very sensitive to the distribution of power between driving inter-router 
channels and switching data through the intra-router datapaths. The paper concludes 
with a summary of trade-offs predicted by the model and proposals for validating the 
model. 

Keywords: multiprocessor interconnection network, power constraint modeling, low 
power embedded systems, spaceborne systems. 

1.0 Introduction 

The design of modern high performance multiprocessor interconnection networks is a 
process of optimizing the performance of the network in the presence of implementation 
constraints. Past analysis has focused on constraints such as wiring area [3], pin out [9], 
wire delays [6], and switching speeds [1]. This paper focuses on a similar analysis in the 
presence of a constraint on the available power. 

The motivation for this research came from an analysis of the computational require- 
ments of future deep space missions. Unoptimized designs have power dissipations 
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reported in the tens of watts. This is clearly infeasible for on-board computing in deep 
space missions where power budgets for computations are on the order of several watts. 
We need a comprehensive approach to system design that involves low power technolo- 
gies, compatible system level design, and algorithms that support activity minimization. 
The explosive growth of telecommunications applications and portable computing has 
also produced a need for minimizing the consumption of limited available power. As the 
computational requirements of space and portable systems grow, we will begin to see 
architectures that employ multiple processors. The interconnection network is a major 
consumer of power in these systems and must come under the same scrutiny as the rest of 
the system if we are to be able to design networks that can be efficient consumers of 
power. This study focuses on the low power optimizations that can be achieved by vary- 
ing the topology and channel widths of the network. We wish to study the sensitivities to 
application characteristics such as message injection rates, and communication/computa- 
tion ratios. 

The following section describes concepts for discussing the relationships between appli- 
cation characteristics, network topologies, physical implementation parameters, and 
available power. This model is used to study the trade-offs between the no-load message 
latency and available power in Section 4.0. The paper concludes with a summary of 
trade-offs and our future research directions. 

2.0 Power Dissipation in Pipelined Networks 

The class of networks considered in this paper are the torus connected, bidirectional, k- 
ary ^-cubes. A k-ary ^-cube is a network with n dimensions and k processors in each 
dimension. In torus connected k-Siry ^-cubes, each processor is connected to its immedi- 
ate neighbors modulo k in every dimension. Routing within each dimension is orthogonal 
to routing in other dimensions. The mesh networks differ from tori in that there are no 
wrap around links in each dimension. Most contemporary parallel machines utilizes such 
networks or variants including the Intel Paragon [12], Cray T3 models D [10] and E [1 1], 
and Ametek 2010. 

Power is the rate of energy dissipation in a system. In a typical VLSI CMOS circuit, this 
energy is consumed in switching transistors, in leakage due to circuit device structures, 
and in holding the logic state of a circuit. The rate at which this energy is used by a sys- 
tem determines its power dissipation. We assume that a network consumes approximately 
the same quantity of energy to transport a message to its destination independent of the 
switching technique used (i.e. either packet switching or virtual cut-through switching 
may be employed). This analysis assumes no contention in the network. A model of con- 
tention is necessary to accurately reflect power consumption in active networks. How- 
ever, as a first step we study the basic relationships between topology, power and physical 
constraints. We will then seek to extend this model to incorporate the effects of conten- 
tion within the network. 

The latency of message delivery and the dissipated power are related by the architecture 
of the network. For example, a network architecture with wide channel widths can trans- 
port data packets in less time compared to a network architecture with smaller channel 
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Figure 1. Interconnected Sequence of Routers in a Network 

widths. However, the wider channel network will consume energy at a higher rate 
because of the larger data buffers and wider buses. For example, consider the pipelined 
transmission of a single message across multiple routers as illustrated in Figure 1. Since 
our power model relies on switching transistors, we can model the network routers with a 
certain number of transistors, with a distinct transistor count for the routing/arbitration, 
switching unit, and line drivers. To find the peak power consumed during the pipelined 
transmission of a message, we can visualize a sequence of network nodes from the source 
to destination. Peak power dissipation occurs when the largest number of transistors 
switch, and this event might be expected to occur when the pipelined message is spread 
across the maximum number of routers. We use this view of power dissipation in the 
pipelined network to model the peak power dissipation during a message transmission. 
This view of power consumption is a mess age -centered view. The total available power is 
regarded as being distributed to each transmitted message, and each such message has a 
certain available power to navigate through the network towards the destination. 

Another view of power dissipation involves a router-centered view. For each router in the 
system, a subset of the total available power is allocated for routing and arbitration, 
switching, and driving inter-router channels. From this perspective, each router is allo- 
cated a power budget to locally switch messages. 

3.0 Power and Latency Models 

From a system performance point of view messages encounter three distinct delays: rout- 
ing delay, switching delay, and inter-router channel or wire delay. Routing delay is the 
time it takes for the routing and arbitration unit (RAU) to make a decision in routing the 
incoming messages. The switching delay is the time it takes to transport a flow control 
unit through the crossbar; and the wire delay is the time it takes for the message to be 
transferred across the channel between routers. To route a message from one router to the 
next, all of the units — RAU, switch, and channel — dissipate power. Therefore, in our 
model the critical path for a message involves the routing & arbitration unit, switching 
logic and inter-router wire delays. We will examine the power and time delays associated 
with each component. The parameters used in the model section are defined in Table 1 . 
The following assumptions are made in the derivation of the model. 

1 . Wormhole switching for message transmission 

2. The total power dissipated in the node is a function of power dissipation in the routing 
and arbitration unit, internal switch, and the intra-router wire. Note that in this model 
any power dissipation in writing and reading buffers is included in the switching 
power. 
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Table 1. List of symbols and their definitions. 



Symbol 


Description 


Symbol 


Description 


^in 


Input gate capacitance 


Pr 


Power dissipated in the RAU 


Co 


Output capacitance of minimum 
transistor in the cascaded drivers 


Ps 


Power dissipated in the switch 


CqX 


Gate oxide capacitance 


Psc 


Short circuit power consumption 




Next stage capacitance in the 
driver chain 


Ps 


Power dissipated in the wire 


C pad 


Output pad capacitance 


Pt 


Total power dissipated in the system 


Ct 


Total capacitance of the node 


Po 


Output resistance of minimum tran- 
sistor in cascaded drivers 


C„ 


Total wiring capacitance 


P. 


Wiring resistance 


D 


Average distance or hops 


Sn 


Delay constant of nFET transistor 


fi 


Frequency of the driver 


Pclk 


Period of the clock in the driver chain 


fs 


Frequency of the switch 


T 

chain 


Time delay in the driver chain 


fw 


Frequency of the wire 


T 

line 


Time delay in the wire or the line 


Gm 


Messages injected into network 


Pfof 


Time of flight 


Gn 


Messages handled per node 


K 


RAU delay 


K, 


Duty cycle 


h 


Switch delay 


Km 


Number of messages injected by 
the system 


fw 


Wire delay 


K„ 


Number of messages injected by 
the system 


ydd 


Supply voltage 


Kr 


RAU to switch transistor ratio 


V, 


Threshold voltage 


Ks 


Fraction of active gates during 
switching 




Propagation velocity of a signal 


L 


Message bit length 


ir 


Message channel width 


h 


Base latency 


W/Li 


The size of the minimum transistor in 
the driver chain 


Mr 


Number of transistors in the RAU 




Average wire length between proces- 
sors 


Ms 


Number of transistors in the 
switch 


X 


Number of inverters in cascaded 
driver chain 


N 


Number of nodes 


a 


Driver scaling factor 


n 


Network dimension 


P 


Minimum size transistor transcon- 
ductance 


P 

cap 


Capacitive power consumption 


r 


Total power constant coefficient 


P 

msg 


Power dissipation per message 


1^ 


Mobility of electrons 


p 

node 


Power dissipation per router 


X 


Rise time of the input clock pulse to 
the driver 
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3. Power dissipated in the RAU is related to the power dissipated in the switch. We use a 
simple model where this relationship is given by the ratio of number of transistors in 
the RAU to that in the switch. 

4. The inter-router wire delay is given by the time of flight and the RC delay of the wire. 

5. Driver chains are used to drive the off-chip physical channel and the delay through the 
driver chain is included in the total wire delay. 

6. The RAU delay is equal to the switching delay. This is generally the case in most 
modem high speed routers. 

3.1 Model Development 

The time delay through the switch is referred to as the switching delay and is character- 
ized by . The delay through the RAU is denoted by . The time to transfer a flow con- 
trol unit of the message across a physical channel on the wire is denoted by . Using a 
wormhole switching implementation, the overall routing delay is given by, 



t 



wormhole 



D(t^ + + t^) + max(t^,t„) 



L 



( 1 ) 



where D is the average number of links traversed by a message through the network, L 
is the length of the message in bits and W is the channel width of the physical channel 
[4]. We proceed to determine expressions for and constrained by the available 
power, which also constrains message latency. For a fixed number of nodes, the choice of 
topology also affects D, W, and (assuming is constant). We can now establish 
a relationship between available power and message latency as a function of topology. 
We first develop power dissipation models for the network components and couple these 
with models of the three network delays: routing, switch, and wire. 

3.2 Power Dissipation Models 

The available power can be obtained from the available energy used in a finite amount of 
time. The total power available for the network is assumed to be equally divided among 
all of the nodes, and can be expressed in terms of the power per node or power per mes- 
sage. The power per node, , is simply the sum of the power dissipated in the RAU, 

switch, and the wire connecting two adjacent nodes and can be written as: 



Pnode = ^P/D) + P, + P^ ( 2 ) 

The power per message , can be expressed as: 

ms g 

Pmss = Pr + iPs + PJD ( 3 ) 

where and P^ are respectively, the power per bit dissipated in the RAU, 

switch, and the wire between routers, and D is the average number of links traversed by 
a message. It is important to note that (2) and (3) simply represent two different interpre- 
tations of the distribution of the total available power in the network and they are not 
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independent equations. and Pyy^^g are related to the total power available to the 

network as follows: 



p P P 

~ ^n^node ~ ^m^msg 



( 4 ) 



where and represent two ways to capture the demand on network activity. G^ 
represents the number of messages injected into the network by all of the processing 
nodes and therefore captures the total demand on the network. A model for G^ can 
found in [7] where the effect of processor and interconnect speed is taken into account. 
The model of [7] is not constrained by the total power available to the network and there- 
fore has to be modified. The total number of messages injected into the network, G^ , 
under a fixed power constraint can be expressed as 



Gm = {Spt^N)/(rL) (5) 

where is the processor speed in (MFLOPS/sec) and r is the computation to commu- 
nication ratio in (MFLOPS/bit), is the time it takes to transfer a bit between routers 
and it is constrained by the amount of power available to do so. G^ is the number of mes- 
sages handled by the processing nodes of the network. It is obtained by noting the fact 
that a message has to traverse D number of hops and therefore G^ is simply DG^ . It is 
now seen that and are equivalent. 

The power dissipation in the RAU and switch is governed by the mechanism of charging 
and discharging the total capacitance. Therefore in our analysis of the router we assume 
that the power dissipated in the RAU is related to the power dissipated in the switch as 
follows: 



— P 



KrPs 



( 6 ) 



Substitution of (4) and (6) into (2) yields the following expression for the total power dis- 
sipated in the network: 









— + l P.-hP.. 
D 



( 7 ) 



This equation expresses the distribution of total power in the network from a system per- 
spective and it is constrained by various system parameters such as the average distance 
between communicating nodes, the number of nodes, and the number of messages han- 
dled by a node. It is an equation with two unknowns P^ and P^. We leave them as free 
variables to study the effect of distribution of power between the switch and inter-router 
channels (wire) on network performance. Now (7) can be rearranged to provide an 
expression for P^ 
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^^^node~^w^ 
K^ + D 



( 8 ) 



This expression permits us to study the distribution of power between the wire and 
through the switches. Note that under a fixed constraint on total power, minimum wire 
power corresponds to maximum switch power dissipation and vice versa. 

The preceding equations were derived from a system architecture stand point. In order to 
relate the system architecture parameters to device and technology parameters, we must 
develop models in terms of power dissipation within the switches and physical channel 
interface drivers. We follow the same modeling technique of viewing power dissipation 
as simply charging and discharging of the total capacitance. In doing so we arrive at the 
following equations. 






(9) 



P. - ( 10 ) 

2 

Here, = n W is the number of transistors in the switch assuming a full physical 
crossbar connecting all input ports and output ports, and W is the channel width. 

For the purpose of analyzing the effect of wire length we can determine this increase in 
wire length as [8] 



^ ll^iJN-D/ink) (11) 

following the approach in [1] where N is number of nodes, n is the dimension of the net- 
work, and 1 2 is the physical distance between adjacent nodes. Thus the expression is nor- 
malized to the distance between two routers in a two dimensional torus. In this manner 
the analysis is relative to the best that can be achieved for 2-D tori in any given technol- 
ogy. The above expression in based on a linear wire delay model, and is therefore conser- 
vative. 

3.3 Time delay models 

The delay through the switch can simply be found by rearranging (9) = 1//^) to 

obtain. 



0.5K/wCtVl, 

Ps 



( 12 ) 



Substitution of W from (10) into (12) yields. 
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t 



s 




^fw^ld^avg 



(13) 



Normally the connection between two routers are off-chip signal paths and we have to 
treat this interconnect as a transmission line rather than as an RC line. The geometry of 
these off-chip wires is assumed to be “fat” to reduce resistance. However, the inductance 
will dominate the signal propagation and it must be taken into consideration. The scaling 
of the drivers in the cascaded chain is traditionally derived under the assumption that we 
have enough power to use the optimum number of drivers to realize minimum latency. 
This is unlikely to be the case under stringent power constraints, reducing the maximum 
number of drivers permitted. From our model captured in (7), the total power is distrib- 
uted between the switch and the wire. An important question is the nature of this power 
distribution. What is the desired ratio? Should we build faster drivers or should we design 
faster switches? What are the trade-offs on power distribution? These are very important 
questions and must be addressed for future low power network designs. Therefore, in our 
analysis of low power network designs, we have to constrain the drivers by the maximum 
allowable power to the network. Under such constraint the maximum allowable drivers 
can be given by [8] 



X = 



ln(l -H (a- 






In (a) 



(14) 



where r = (VJJ /(aC -^ -h C^)) -h ((p/12)(yjj - 2V0 ) is the coefficient 

of the total power term. From (14), X is a function of both the scaling factor, a , the 
maximum available power, and the power dissipated in the wire, . The motivation for 
this simplification is that for a given power budget, we can distribute the power in several 
ways: a) completely within the switch, b) completely within the wire c) across the switch 
and the wire. By leaving as a free variable, we can study all three cases with the num- 
ber of drivers be limited by the power allocated to driving the wires. 



The delay through the wire is modeled as the sum of the delay through the driver chain, 
the RC line, the time of flight and can be derived [8] to give 



r, - 3a(X-l)/?„C„ + 5„ 






I ^ ^ 

Va - 1 












(15) 



The delay through the RAU will be assumed to be equal to the delay through the switch 
{t^ = t^). This is reasonable since modern routers attempt to perform routing decisions 
in the time it takes to drive a flit through the switch. We are now equipped with all of the 
necessary models to be substituted in (1) to study the overall latency through the router as 
a function of network topology and power distribution under a maximum allowable 
power constraint. Thus, the complete expression for the no load latency of a message 
through a k-ary ^-cube network under a power constraint given as 
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t 



wormhole 






_L 



(16) 



where is defined in (13), is defined in (15), W is defined in (10), and 
D = [1,4], 



4.0 Performance Analysis 

The goal of our analysis is to understand the relationship between the topology of the 
interconnect, message latency, and workload parameters under a fixed power budget. The 
preceding analysis has identified the relationships between power and features of the 
topology such as switching speeds, channel delays, and channel widths, in addition to 
numerous physical parameters. These relationships are complex, and their impact in 
determining the choice of topology is not obvious. We utilized the Maple V symbolic 
computational package to study these relationships [2] . Fixed power budgets are repre- 
sented by total power in watts. This study focuses on the relationship between three vari- 
ables: i) message latency, ii) distribution of power between the switches and wire 
(channels), and iii) network dimension. We are interested in the network dimension that 
minimizes message latency. In this section the preceding relationship is examined for 
small (16 nodes) and medium (256 nodes) systems. The section concludes with some 
observations about the behavior of the bisection bandwidth under a fixed power con- 
straint. 

4.1 Power Constrained Analysis of Small Systems 

We studied the effect of a fixed power budget on the topology of small systems. The total 
power dissipation was initially fixed at two watts. In our model the total power budget is 
distributed equally among all of the nodes in the network, i.e., each node has a maximum 
dissipation of P/N watts. The simulations were carried out for a 16 node system and 
the overall latency as a function of network dimension and power dissipated in the wire is 
illustrated in Figure 2. Note that the vertical axis corresponds to decreasing latency. Thus 
a maximum on the surface corresponds to minimum latency. When power dissipated in 
the wire is a small (10-20%) fraction of the total power allocated per node, the latency is 
very high and is very sensitive to the network dimension. Low dimensional network are 
clearly preferred at any power distribution as seen in the figure. As we increase the power 
allocated to the wire, the latency starts to decrease until we reach a certain threshold in 
the value of after which there is no significant change in the value of overall latency. 
In this regime, the overall delay is also insensitive to the network dimension. For a 16 
node system, the threshold point occurs when power dissipated in the wire is approxi- 
mately 40% of the total power allocated per node. When P^ is small, relatively more 
power is being dissipated in the switch and therefore the wire delay will be dominant; the 
converse is true at high values of P^ as is apparent from the figure. 

From (5), it is clear that a change in r is inversely related to a change in , the proces- 
sor speed. Normally, improvement in the processor speed leads to lower latencies since 
we are able to process more messages in a given time cycle. This is not necessarily true 
when a system is constrained by power. Higher processor speed results in a higher mes- 
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Figure 2. Message latency (in |Ll sec) as a function of network dimension and power 
distribution for 16 nodes system 

sage injection rate, yet the total available power is fixed. This will require the network to 
handle a larger number of messages with the same amount of power. If the power budget 
is very tight, the increased number of messages in the network will cause an increase in 
the overall latency. Note that as we increase processor speed, larger systems tend to favor 
slightly higher dimensions and smaller systems favor lower (generally two) dimensions. 

Finally, the system was analyzed under various power budgets. We decreased the avail- 
able power from two to one watt and observed the effect on network performance. The 
shape of the surface of the graph remained qualitatively the same as in Figure 2 except 
that the overall latency became larger. The system also became more sensitive to dimen- 
sion at low values of as discussed above. 

w 

4.2 Power Constrained Analysis of Medium Systems 

With a power budget of two watts, we analyzed the network performance of a system of 
256 nodes. In trying to simulate this system, we encountered impractical solutions for the 
overall latency of the network. Subsequent analysis produced the following constraint on 
minimum power dissipation. Consider a network of 256 nodes which admits approxi- 
mately 10^ more injected messages per unit time than a network of 16 nodes. The deliv- 
ery of these messages requires a specific minimum amount of energy in order to ensure 
that messages are delivered at the same rate that they are injected. Maintaining this injec- 
tion rate necessitates a minimum power budget for network operation to be feasible. For a 
given power budget per node, the number of messages switched through the node must 
“share” this power dissipation capacity. The profile is given in Figure 3 for a total power 
of 100 watts. The power, is further allocated between driving flits through the 

switch and across the wire. The condition for maximum wire power dissipation is the 
point at which equals .which is infeasible as switching power is zero. 

We increased the total power to ten watts. Even though the maximum power per node is 
approximately 40 mwatts, we found that wire power dissipation must be in the vicinity of 
0.1 mwatt to yield minimum latency. This observation is shown in Figure 4(a). In con- 
trast to a 16 node system, it is preferable to operate in a regime where is very small. 
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Figure 3. Power per node profile for a 256 nodes system 

As increased power is dissipated in driving the physical channel, the system becomes 
more sensitive to the network dimension. As we increase the available power dissipation 
to 100 watts, the maximum power dissipated in the wire depends on the choice for the 
network dimension. This budget is approximately 0.3 watts per node. However, the opti- 
mum value clearly depends on the choice of network design. If we wanted to build low 
dimensional networks we have to sacrifice latency and power as seen in Figure 4(b). A 
three dimensional system can be built at the expense of using small amount of power in 
the wire (i.e. using 0.035 watts instead of 0.3 watts) and therefore penalizing the overall 
latency. Another interesting feature of the analysis is the response of latency to power dis- 
tribution. As more power becomes available (10 to 100 watts), the latency exhibits the 
same response to the fraction of power spent in the wire as it does in the 16 node system 
(i.e. above a threshold there is insignificant change in latency). This design enables the 
consideration of a system with three dimensions. On the other hand, if the dimension is 
not a crucial factor in the design, and latency is the primary concern, then we can build 
the network by permitting higher power dissipation in the wire and achieving smaller 
latencies as seen in Figure 4(c). Note that the optimal dimension in this graph is strictly a 
function of power dissipated in the wire. If is less than 0.05 watts, the optimal dimen- 
sion is four with a latency of 2.8 |Ll sec. The optimal is approximately 0.1 watts giv- 
ing latency of 0.8 jii sec at (n=4). Note that this value of the wire power correlates to the 
optimal value found for 16 node system (-40% of maximum power). 

A preference for higher dimensional network for large systems can be explained as fol- 
lows. Higher dimensional networks embedded in the plane lead to longer wire lengths for 
the inter-router physical channels. As available power is increased with larger system 
size, the negative effect (larger power consumption) of these longer wires is reduced with 
smaller number of switches to traverse. Moreover, the smaller number of switches that 
are traversed reduces the power consumption in the switches. The net effect is to favor 
low dimensional networks in low power applications (minimize wire power dissipation) 
and higher dimensional networks when power is not so constrained. 
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Figure 4. Message latency for various total power budget and power distribution (a) 

10 watts (b) 100 watts using small fraction of maximum available power (c) 

100 watts with larger fraction of maximum power 

This paper analyzes network performance under a fixed power budget permitting the 
bisection bandwidth to vary with changes in dimension and power distribution. The total 
number of messages in the network and the bisection bandwidth for a 256 node system is 
shown in Figure 5. 

5.0 Concluding Remarks and Directions for Future Research 

This paper has reported our study of the relationships between a fixed power budget and 
the network topology from the point of view of message latency. Under a fixed total 
power constraint, the network performance is mainly a function of system size, network 
dimension, and the power distribution. 

• For a small system size (16 nodes), the optimum latency is achieved at low dimen- 
sions (2-3) with at least 40% of total power dissipated in the wire. 

• As we increase the size of the network, a “minimum power dissipation” is required to 
satisfy the traffic requirements. Power budgets that are close to the minimum value 
result in relatively high latency and very high dimensional networks (7-8). 




(a) 



(b) 

Figure 5. (a) Number of messages, and (b) bisection bandwidth of a network with 

256 nodes. 

• Power budgets in excess of minimum result in lower latency, however, the networks 
only exhibit the optimum performance at medium dimensions (3-4). 

• Power distribution between the switch and the wire in the network provide various 
trade-offs between the hardware and system design. 

These models only begin to address the major issues in the power constrained design of 

multiprocessor interconnection networks. The expectation is that these models can aid 

the designers of embedded multiprocessor systems in which power is at a premium. 

6.0 References 

[1] A. Agarwal, “Limits on interconnection network performance,” IEEE Transactions on 
Parallel and Distributed Systems, October 1991. 

[2] B. W. Char, K. O. Geddes, G. H. Gonnet, B. L. Leong, M. B. Monagan, S. M. Watt, 
Maple K Waterloo Maple Publishing, Virginia, 1991. 

[3] W. J. Dally, “Performance Analysis of k-ary n-cube interconnection networks,” IEEE 
Transactions on Computers, June 1990. 

[4] J. Duato, S. Yalamanchili, and L. Ni, Interconnection Networks, An Engineering 
Approach, IEEE Press, 1997. 

[5] S. L. Scott and G. M Thorson, ""The Cray T3E networks: adaptive routing in a high per- 
formance 3D torus". Proceedings of Hot Interconnects, August 1996. 

[6] S. L. Scott and J. R. Goodman, “The Impact of Pipelined Channels on k-ary n-cube net- 
works”, IEEE Transactions on Parallel and Distributed Systems, vol. 5, no. 1, pp. 2-16, 
January 1994. 

[7] D. Basak and D. K. Panda, “Designing Clustered Multiprocessor Systems under Packag- 
ing and Technological Advancements,” IEEE Transactions on Parallel and Distributed 
Systems, vol. 7, no. 9, pp. 962-978, Sep. 1996. 

[8] C. S. Patel, S. M. Chai, S. Yalamanchili and D. E. Schimmel, “Power Constrained 
Design of Multiprocessor Interconnection Networks”, Proceedings of International Con- 
ference on Computer Design, October 1997. 

[9] S. Abraham and K. Padmanabhan, “Performance of Multicomputer networks under pin- 




244 



out constraints”, Journal of Parallel and Distributed Computing, voL 12, no. 3, pp. 237- 
248, July 1991. 

[10] R. E. Kessler and J. L. Schwarzmeier, “CRAY T3D: A new dimension for Cray 
Research”, Proceedings of Compeon, pp. 176-182, Spring 1993. 

[11] S. L. Scott, “Synchronization and communication in the T3E multiprocessor”, Proeeed- 
ings of the 7th International Conference on Architectural Support for Programming Lan- 
guages and Operating Systems, pp. 26-36, Oetober 1996. 

[12] Paragon XP/S Product Overview, Beaverton, OR, Intel Corporation, Supereomputer Sys- 
tems Division, 1991. 




ChaosLAN: Design and Implementation of 
a Gigabit LAN Using Chaotic Routing 



Neil R. McKenzie^ , Kevin Bolding^, Carl Ebeling^ and Lawrence Snyder^ 



^ MERL - A Mitsubishi Electric Research Laboratory, 
201 Broadway, Cambridge MA 02139 



2 



3 



mckenzie0merl . com 

Seattle Pacific University, 3307 3rd Ave. W, Seattle WA 98119 

bolding0spu . edu 

Department of Computer Science and Engineering, Box 352350, 
University of Washington, Seattle WA 98195 

{ebeling, snyder}0cs . Washington . edu 



Abstract. In recent years, the Chaos Project at the University of Washington has 
analyzed and simulated a dozen routing algorithms. Three new routing algorithms 
have been invented; of these, the chaotic routing algorithm (a.k.a. Chaos) has been 
the most successful. Although the Chaos router was developed for multicomputer 
routing, the project has recently directed its attention towards the application of 
Chaos technology to LAN switching. The present task is to implement a gigabit 
LAN called ChaosLAN, based on a centralized switch (hub) and high speed se- 
rial links to workstations. The switch itself is a fully -populated two-dimensional 
torus network of Chaos routers. The host adapter is Digital’s PCI Pamette card. 
To evaluate the performance of ChaosLAN, we are supporting the Global Mem- 
ory System (GMS), a type of distributed virtual memory also developed at UW. 
We also describe an application involving real-time haptic rendering used in a sur- 
gical simulator. 



Key words: gigabit LAN, Chaos router, Cranium network interface architecture, 
PCI Pamette, Eibre Channel, Global Memory System, haptic user interface, surgical sim- 
ulator. 

1 Introduction 

The case for a high-performance local area network for the construction of a parallel 
computer using a network of workstations (NOW) is well understood [I]. One goal is to 
provide a scalable platform for parallel programs using low-cost workstations or PCs, 
comparable in performance to that of a multiprocessor system but at far lower cost. An- 
other goal is to provide a high-performance distributed computing environment that is 
typical in robotics, medical simulators and virtual reality systems, where real-time per- 
formance is critical to achieving a high quality experience. Standard LAN technology 
such as Ethernet, initially developed for less demanding applications such as e-mail or 
file transfer, does not provide the performance necessary for these kinds of distributed 
real-time applications. Easter versions of Ethernet provide higher network throughput 
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but generally do not significantly improve the underlying latency, which is on the order 
of a millisecond. Low latency connnunication, on the order of a few tens of microsec- 
onds or less, is critical for providing both a high-performance cluster computing environ- 
ment for parallel execution of scientific codes and for real-time response in distributed 
systems running complex applications. 

Since the early 1990’s the Chaos Project at the University of Washington [2] has 
studied network conmiunications and routing algorithms, in the context of multicom- 
puter routing. The group has analyzed and simulated dozens of routing algorithms and 
also studied approaches to fault tolerance and constructing network interfaces. Three 
new routing algorithms have been invented: chaotic, zenith, and triplex. Of these, the 
chaotic routing algorithm [3] (a.k.a. Chaos) has been the most successful. The Chaos 
router has been extensively simulated on several topologies under a variety of work loads. 
Generally, it delivers higher throughput than its competitors with similarly low latency. 
In fact, the Chaos router delivers better than 95% of the theoretical maximum bandwidth 
for random traffic on a 256-node torus. The results for Chaos are consistent across traffic 
patterns and on other topologies using a variety of performance metrics (e.g. throughput, 
latency and network saturation level). Additionally, the Chaos router is logically simple 
in structure, so that it can be readily implemented in silicon inexpensively. 

Chaos is characterized as an adaptive, non-minimal algorithm for fixed-length (or 
bounded-length) packets. Long messages are segmented into packets at the sender and 
re-assembled at the receiver. Adaptivity increases the number of paths between sender 
and receiver, so that more of the network can be active at once and help distribute the 
work load evenly compared with an oblivious algorithm in which there is only one pos- 
sible path from sender to receiver. Adaptivity also complicates the re-assembly of pack- 
ets at the receiver, because packets can overtake one another due to internal congestion, 
and cause packets to arrive in a different order than they were injected into the network. 
Hardware assistance for re-assembly of non-ordered packets has been studied exten- 
sively [4] and an inexpensive, streamlined host adapter to interface with an adaptive 
network has been proposed by McKenzie [5]. 

Although the Chaos router was developed for multicomputer routing, the project has 
recently directed its attention towards applying Chaos technology to LAN switching. 
This move is similar to Myricom’s use of the Caltech Mosaic router in a gigabit LAN 
[6]. The Mosaic router, based on the oblivious dimension-order routing algorithm, was 
also developed initially for multicomputers. Since the underlying performance potential 
of Chaos is greater than that of Mosaic for similar cost, there is an opportunity for LAN 
technology based on Chaos to become adopted on a wide scale. The first step in making 
the research contribution of Chaos widely available is the development of a prototype 
system called ChaosLAN. 

The remainder of this paper is organized as follows. Section 2 presents an overview 
of the ChaosLAN switch. Section 3 discusses the approach to constructing the host adap- 
ter that provides the interface between the network and an attached workstation. Two 
software environments are described: Section 4 introduces the Global Memory System 
and Section 5 discusses the use of ChaosLAN in a real-time distributed system for use 
in surgical simulation. 
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2 ChaosLAN switch 




Fig. 1. Overview of the implementation of ChaosLAN 



The idea of using a network of multicomputer routers to form a LAN switch is very 
natural. The essential idea is to take a multicomputer system (e.g. a massively paral- 
lel processor or MPP system) and replace the directly attached processing nodes with 
remote workstations, as illustrated in Figure 1. In this example, sixteen network router 
chips organized as a torus are contained within the switch. Since each router chip can 
be linked to a workstation via its processor port, such a network can interconnect up to 
sixteen workstations. It is also possible to form larger networks by connecting multiple 
switches together through their processor ports. There are a large number of possible 
network configurations using multiple switches. As an example. Figure 2 demonstrates 
a configuration using four switches to connect 56 workstations. Note that redundant con- 
nections between pairs of switches may be used to increase the inter-switch bandwidth. 

Although the conceptual transformation of a multicomputer network into a LAN 
switch is straightforward, there are some complicating issues. Three issues that arise 
when using Chaos networks are described below: 

- The Chaos router expects the network to be a fully-populated regular mesh or torus. 
LANs usually have irregularly- shaped networks. 

- The Chaos router relies on network nodes being physically close together (i.e. within 
10cm of each other) so that transmission-line delays between nodes are negligible. 
LANs usually allow workstations to be at least 30-50 meters apart. 












Fig. 2. A ChaosLAN configuration with four switches and 56 workstations 



- The Chaos router relies on de-routing, in which packets are sent along potentially 
non-minimal paths to route around congestion. De-routing provides deadlock free- 
dom and performance benefits. For de-routing to be beneficial, the cost of an extra 
network hop must be small. This is not the case in a LAN environment, where an 
extra hop may cause a large amount of additional latency. 

All of these issues arise from the fact that the Chaos router is designed to take ad- 
vantage of the special constraints provided by a multicomputer environment. To allow 
the Chaos router to work in the more general LAN environment, the ChaosLAN isolates 
the Chaos router inside of the switch by designating internal and external links. Internal 
links connect routers within a switch, providing a closely controlled environment that 
meets all of the needs of the Chaos router: a regular network, short internal links, and 
small delays per-hop. External links are used to connect workstations to the switch and 
to connect switches to other switches. 

The interface between internal and external links is the processor port of each router. 
Specifically, each Chaos router chip has an extra port reserved for communication be- 
tween the router and a host processor. The protocol for this port is allowed to be different 
from the protocol used for router-to-router communication. Because the processor port 
is not constrained to use the same transmission protocol as the regular router ports, it can 
be designed to tolerate the distances and irregularity found in LANs. Furthermore, once 
packets have been transmitted out of a switch and into the processor port, they are con- 
sidered to be outside the Chaos router network and are no longer subject to its deadlock 
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prevention protocol or de-routing. Thus, internal links use the Chaos protocol, while ex- 
ternal links use a protocol designed specifically for the longer distances found in a LAN. 

2.1 External Links 

The linkage between the switch and a workstation (or from switch to switch) is serial 
and simultaneously bi-directional. The physical link protocol is based on the Fibre Chan- 
nel physical interface (FC-PH), an ANSI standard for gigabit serial interconnection [8]. 
While the physical transfer protocols are the same as specified in the Fibre Channel stan- 
dard, a custom protocol is used for higher levels. The specification of FC-PH describes 
three different layers, called FC-0, FC-1 and FC-2, representing the physical medium, 
the parallel-to- serial conversion and packet framing, respectively. Only FC-0 and FC- 
1 are used in ChaosLAN. Variants of FC-0 use either copper wire or optical fiber. The 
link length of low cost copper media can be up to 25 meters and the more expensive me- 
dia allow link lengths to be up to several kilometers. The serial bit rates are specified at 
1062.5 Mbit/s, 531.25 Mbit/s and 265.625 Mbit/s. FC-1, the protocol for parallel to se- 
rial encode and decode, is based on an 8b/10b coding scheme patented by IBM [9]. Eight 
bits of message data are converted into 10 bits of serial data using multiple codings. To 
improve the reliability of the link, the encoder chooses an encoding on a byte-by-byte 
basis over long byte strings that best equalizes the total number of high and low bits sent. 
The 8b/ 10b encoding provides redundancy; if the decoder detects an illegal serial bit se- 
quence, it asserts that the corresponding byte has been corrupted and causes the packet 
containing this byte to be discarded. The encoding scheme also allows the transmission 
of control rather than data values, such as an acknowledgment character or the start or 
end of a data block. FC-1 is simple to implement: the encoder and decoder require only 
about 100-200 gates each, so that high-speed versions can be readily constructed. 

2.2 The ChaosLAN Router Chip 

Once we have made the separation of links into internal and external switch links, the 
job of modifying the Chaos router chip for LAN operation is much simpler. Most of the 
modification is concentrated on the external (processor) port, although some modifica- 
tions must also be made to the internal ports as well. To facilitate the transfer of data from 
the external ports to internal ports, we use a connnon packet size and format throughout 
the entire network. Specifically, we use a packet with a 64-byte payload and a 12-byte 
header, requiring a total of 76 bytes in the packet, as opposed to the original Chaos router 
chip’s 40-byte packets. Also, since the chosen external channel interfaces are effectively 
8 -bit uni-directional channels, the internal channels have been changed to reflect 8 -bit 
words instead of the original 16-bit words. 

The external link port has been modified extensively since it now must connnuni- 
cate over a relatively long wire length using a bit- serial protocol. The original router 
was able to function with single-packet input/output buffers because the short links be- 
tween routers allowed for very fast transmission of flow control information. To support 
the relatively long length of the links on ChaosLAN’ s ports, more buffering has been 
added. A credit-based scheme provides the flow control. This scheme is implemented 
by providing buffering for four packets on the input side of each link. The sender keeps 
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a count of the number of free buffers at the receiver and decrements the counter each 
time it sends a packet. When the receiver frees up a buffer (by forwarding the packet) 
an acknowledgment is sent to the sender, causing the sender to increment its count of 
free buffers at the receiver. Full-speed transmission can proceed as long as the round- 
trip time across a link is shorter than the time to send four packets. With a packet size 
of 76 bytes, this amount of buffering allows links of over 300 meters in length to run at 
full rate. 

Finally, in order to allow packets to follow routes through networks with more than 
one switch, the ChaosLAN router must support some sort of source-based routing. Our 
implementation allows each packet to specify up to four packet headers. Each header is 
used to route a packet from a source link to a destination link in a single switch, allowing 
packets to cross a maximum of four switches in their route from source to destination. 
Each header consists of one byte, thereby allowing a maximum switch size of 256 rout- 
ing nodes. In all there are four bytes needed to specify the route through four switches. 
Each router byte is subdivided further into two four-bit fields to represent the X and Y 
displacement within a single switch. An internal router-to-router hop causes either the 
X or the Y displacement to be incremented or decremented by one. When the header 
becomes zero then the whole packet is ejected from the internal network and out of the 
switch along an external link. Each time a packet leaves a switch, the set of four headers 
is rotated to place the next routing byte at the front of the packet. 

3 Host Adapter 




Fig. 3. Organization of the Pamette card and the Fibre Channel mezzanine card 



The host adapter provides an interface between the peripheral bus in the workstation host 
and the serial link to the ChaosLAN switch. We chose PCI as the peripheral bus standard 
due to its wide availability across IBM PC compatibles. Power Macintoshes and Unix- 
based workstations. To expedite the construction of the host adapter card, we are basing 
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it on Digital Equipment Corporation’s PCI Pamette card [7] . Figure 3 shows an overview 
of the Pamette. It contains five Xilinx logic cell arrays or LCAs, more generically known 
as field progrannnable gate arrays (FPGAs). One FPGA, called the PCIFCA or PIF, pro- 
vides an interface with the PCI bus. The other four FPGAs are the user programmable 
FCAs that contain the network interface circuit. The development environment for the 
Pamette includes a compiler and simulator for the Verilog hardware description lan- 
guage and the Xilinx logic synthesis tools. Interaction with the serial link requires a mez- 
zanine card to perform the 8b/ 10b encode on the transmit side and the 10b/8b decode 
on the receive side, along with the voltage level conversion required for the physical 
medium. 

To be successful, the network interface circuit in the host adapter must provide user 
programs with low latency access. The implementation of the Pamette network interface 
circuit is based on the Cranium network interface architecture [4, 5], a low latency in- 
terface framework that also provides compatibility with adaptive routers such as Chaos. 
Providing a low latency, low overhead solution requires two important features. The first 
requirement is to bypass the operating system and provide direct application program ac- 
cess to the network wherever possible. The second requirement is for the host adapter to 
perform bus-master direct memory access (DMA) to the host’s system DRAM over the 
PCI bus. The idea is to transfer data to and from the network at the full rate of the PCI 
bus. There should be no intervention from the host processor in the common case. DMA 
channels at the sender automatically segment the message into packets and inject them 
one-by-one into the network without host intervention. Fikewise, the DMA channels at 
the receiver perform automatic re-assembly of incoming packets. The host adapter no- 
tifies the host processor when all packets for a given DMA channel have arrived. 

The following is a brief overview of how direct application access is implemented 
in the host adapter. (Also see the documents on Cranium [4, 5] for a more detailed de- 
scription.) The host adapter must act on behalf of the operating system to check argu- 
ments in message connnands coming from the application program, to prevent buggy 
or malicious user programs from crashing the operating system, for instance. In a send 
command, the user program selects the ID of the destination workstation, a reference 
to a local message buffer containing the message to be sent, and a DMA channel to ex- 
ecute the connnand. All message buffers are the size of an MMU page; a single send 
connnand results in the sending of a message up to the size of a page. In order to use a 
particular message buffer, the user program must register it with the operating system in 
advance so that the OS can pin it into memory. The OS passes back a handle (a small 
integer) to the user program to represent this message buffer. Under direct application 
access, the user program executes a send command by passing the buffer handle directly 
to the host adapter instead of sending the address of the buffer. Mapping tables in the net- 
work interface are used to translate the handle into the physical address of the message 
buffer. Unmapped handles are rejected; if the entry in the table indexed by the buffer 
handle contains a null value, then the message connnand is cancelled. A receive com- 
mand works the same way: it specifies the ID of the workstation representing the source 
of the message, the handle of a local buffer to place the incoming data and a DMA chan- 
nel. Note that a receive DMA channel must be activated before any packets regarding 
that channel are sent. 
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The user can specify two different ways for each receive DMA channel to be man- 
aged by the network interface. For small messages, the receive DMA channel is man- 
aged as a ring-queue; the memory location assigned to an incoming packet is determined 
by the receiver’s queue pointers that index into the message buffer. For large messages, 
the locations of incoming packets are determined by using the sequence number in the 
packet header as an offset from the physical address of the message buffer. The effect is 
that packets are re-ordered in the message buffer automatically regardless of what their 
arrival order is. A hardware packet counter determines when all the packets in the mes- 
sage have arrived. The host processor can poll a status register to test for the arrival of 
a complete message. An alternative approach is for the network interface to notify the 
host using an interrupt. 

Figure 4 describes the packet format used in ChaosLAN. The routing information 
is contained in of the first four bytes of the packet and is manipulated by the switches 
directly. The next eight bytes contain the network interface header. The send channel and 
receive channel fields are both single byte fields, meaning that each field can address up 
to 256 DMA channels. The packet payload contains up to 64 bytes worth of application 
data; the payload length is specified in the flags field in the header. Assuming that the 
page size is 8K bytes, a single DMA transfer contains up to 128 packets. The sequence 
number field (also a single byte) represents the cache-line offset into the memory page. 
For most processor architectures, a single full length packet represents two or four cache 
lines worth of data. The last two bytes in the network interface header are reserved for 
future expansion. 




Routing headers 


4 bytes 


Process ID 


2 bytes 


Send channel # 


1 byte 


Receive channel # 


1 byte 


Packet sequence # 


1 byte 


Flags 


1 byte 


Reserved 


2 bytes 


Application data 


up to 64 bytes 



Fig. 4. Packet format 



4 Application: Global Memory System 

To evaluate the effectiveness of ChaosLAN and the Pamette-based network interface, we 
plan to run a software environment called the Global Memory System (GMS) [10, 11]. 
GMS is based on the idea of paging over the network to idle workstations instead of to 
local disk. As network bandwidth approaches the bandwidth of a locally attached disk, 
paging over the network becomes the faster solution once the connnunication latency 
becomes sufficiently low. 
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Here is a brief introduction to GMS. Under standard virtual memory, recently ac- 
cessed pages remain in main memory while inactive pages must be read from disk. GMS 
introduces a new class of page called a global page. A local page is a recently accessed 
page, currently available in main memory. A global page is one that was accessed some 
time ago but not recently enough to keep it in main memory. A page is demoted from 
local to global when the user program runs out of page frames. The user program makes 
room by selecting the least recently used local page and moves it onto another worksta- 
tion (hence making it a global page). The global page is promoted to local when the user 
program faults it back into memory. In many cases, a single page fault results in an ex- 
change of pages between two workstations: first a page is pushed out, then another page 
is pulled in. 

The requirements of GMS are a natural fit with the Cranium network interface archi- 
tecture because both are page-oriented. One simplification is that all network activity is 
the side effect of taking a page fault, rather than being activated explicitly by the under- 
lying user program built on top of GMS. Therefore the capability of direct application 
access is not strictly necessary. The primary benefit of Cranium is the use of bus-master 
DMA to move pages at the full rate of the hardware without host processor intervention 
on a packet-by-packet basis. 

An extension to the simple page-oriented technique is to use sub-page transfers. In 
this way the application program that executes the page fault can start operating imme- 
diately after the particular cache line containing the data element that was requested in 
the page is brought in. The remainder of the page is sent shortly afterward. Since Cra- 
nium is cache-line oriented, there is a natural fit with the sub-page extension to the basic 
GMS framework. 



5 Application: Surgical Simulation 

The idea behind a surgical simulator is to model a surgical instrument (such as a scalpel 
or forceps) and allow the user to perform simulated surgery on a computer model of the 
human anatomy by manipulating a simulation of the instrument. It is very important for 
the simulation to be as realistic as possible, by displaying visual changes to the anatomi- 
cal model in real time with no perceived lag. The most effective surgical simulators also 
provide force feedback, also known as haptic (touch) rendering. Thus, the computer sys- 
tem must provide haptic rendering as well as graphics rendering. 

Computational approaches for surgical simulation include finite element modeling, 
volume rendering and other compute-intensive techniques. In most cases, single pro- 
cessor systems are not adequate to provide enough realism to make the system usable. 
Currently it is necessary to use large multiprocessor compute servers. The electrical and 
environmental requirements of these compute servers are more substantial than those of 
ordinary workstations and personal computers; it is connnon for medium to large com- 
pute servers to be placed in a dedicated machine room containing additional cooling ca- 
pability and high-wattage electrical power distribution. Thus, the compute servers are 
usually located remotely from the laboratory where the user interacts with the simula- 
tor. The effect is that the haptic input device cannot plug directly into the compute server 
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Fig. 5. Schematic diagram of the surgical simulation demonstration system at MERL 



due to cable length limitations. The solution is to drive the haptic device off a local work- 
station and conmiunicate with the compute server over a LAN. 

Figure 5 describes the environment for a surgical simulation demonstration system 
that has been constructed at MERL - A Mitsubishi Electric Research Laboratory [12]. 
The haptic input device is the PHANToM from Sens Able Devices. The position of the 
PHANToM stylus in 3-space is captured by a local workstation. The local workstation 
performs haptic rendering and a remote compute server performs graphics rendering. 
Position information from the PHANToM is transferred over the LAN to the compute 
server, an SGI Onyx SMP system containing eight R 10000 processors and an Infinite- 
Reality graphics accelerator. The Onyx performs the graphical rendering in real time. 
The graphics output is delivered from the Onyx back to the room with the PHANToM 
over video cable and then displayed on a monitor. 

Currently, the haptic model is contained entirely within the workstation attached to 
the PHANToM. Eventually we would like to perform haptic rendering on the compute 
server. The advantages are that the larger computational capability of the Onyx will al- 
low us to model deformable tissues and simulate cutting, tearing and squishing. Cur- 
rently, this capability is defeated by the large latencies of the Ethernet-based LAN. Hap- 
tic forces must be re-calculated and refreshed a rate of at least 1000 Hz and ideally 5000 
Hz or greater. With standard LAN technology a round trip takes 2 to 5 milliseconds. 
Therefore it is impossible to sustain a 1000 Hz refresh rate. By contrast, the human vi- 
sual system tolerates a much slower refresh rate, on the order of 20-25 Hz (40-50 mil- 
liseconds per video frame), so the latency of standard LANs is not detrimental to the 
visual quality. 

A high-performance LAN such as ChaosLAN with a low latency network interface 
provides a solution to the problem of locating the haptic model remotely on the com- 
pute server. If the round-trip latency due to the network and host adapter can be reduced 
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to 50 to 100 microseconds instead of 2 to 5 milliseconds, then the haptic refresh rate 
can be improved to an acceptable level. Unlike the case of GMS, this application re- 
quires direct access from the user level on the sender to the user level on the receiver 
to bypass the operating system entirely. The amount of information in each message is 
small (on the order of three to eight floating point values) and can be contained in a sin- 
gle packet. Therefore, the application can manage the receive DMA channels as ring- 
queues. A credit-based protocol can be used to prevent overflow: the workstation sends 
one packet (containing position information) and waits for a response from the compute 
server (containing force information) before it sends its next packet. 

6 Project Status 

The implementation is divided into several tasks: the router chip, the circuit board con- 
taining the router chips to implement the switch, the mezzanine circuit board to extend 
the PCI Pamette to provide a Fibre Channel physical interface, and programming the 
Pamette’s FPGAs to implement the host interface circuitry. The ChaosLAN router chip 
is expected to be completed and fabricated in the summer of 1997. Using an 0.8 micron 
process and 8-bit ports, it should be easy to achieve the 125 MHz operating speed nec- 
essary to provide the 1 Gbit/s transmission rate per link. Likewise, the printed circuit 
boards are expected to be fabricated during the summer of 1997. If all goes well, we 
expect to have an operational system by the end of the year. 

At time of publication we do not have any performance measurements available for 
ChaosLAN. Results of simulation studies are available on the Chaos routing algorithm 
[3] and the Cranium network interface [5]. Some variables not captured by prior simu- 
lation studies on chaotic routing are the effects of the PCI bus implementation and the 
operating system on overall system performance. Both factors are expected to have a 
significant impact on the performance of ChaosLAN. Moll and Shand [13] measured 
the PCI bandwidths and interrupt response times for a number of different workstations 
and PCs, under both the Digital Unix and the Microsoft Windows NT operating sys- 
tems. Their measurements demonstrate that PCI performance results vary considerably 
across different implementations. Interrupt response times for a single implementation 
vary widely, from a few microseconds to a few hundreds of microseconds, and under 
rare circumstances are over a millisecond. Since the interrupt response time profile is 
difficult to model analytically, the best simulation is provided by a physical implemen- 
tation. 

7 Related Work 

Recent work on networks and network interface designs that we find intriguing includes 
the U-Net user level network interface software architecture from Cornell [14] and the 
ServerNet II network from Tandem (now a division of Compaq) [15]. U-Net has been 
ported to several combinations of operating system (Linux, Windows NT and Solaris), 
processor architecture (x86 and Sparc) and network interface circuit (FORE Systems 
ATM interface and DECchip 21140 fast Ethernet interface). U-Net succeeds at bringing 
the software latency below 100 microseconds on these commodity systems. 




258 



ServerNet II is a cluster interconnect for Windows NT and Unix based workstations. 
Like ChaosLAN, it uses Fibre Channel bit-serial links running at gigabit rates. An im- 
portant difference in approach between ServerNet II and ChaosLAN is the complexity 
of the routing chip. In ChaosLAN, a collection of sixteen simple routing chips config- 
ured as a torus implements a 16-port switch. In ServerNet II, a single ASIC implements 
a 12-port switch. This ASIC is relatively complex as it requires 750,000 gates. 



8 Summary 

We describe ChaosLAN, a high-performance local area network based on the Chaos 
router, originally used in multicomputer routing. The network consists of a hub (switch) 
containing 16 Chaos routers; the switch is able to connect up to 16 workstations over se- 
rial links. Some changes to the Chaos chip are needed to address the problems of the long 
wire length from the switch to the workstation. The serial link is based on the Fibre Chan- 
nel physical layer. We are using the PCI Pamette card to implement the host adapter. A 
subset of the Cranium network interface architecture is executed by the Pamette’ s FP- 
GAs to provide a low latency interface with the network. Two software environments 
with latency-critical properties are under consideration to test and exercise ChaosLAN: 
the Global Memory System (GMS) and an environment tailored for haptic rendering and 
surgical simulation. 
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Abstract. Optical interconnection networks have the potential of trans- 
mitting data much faster than the speed at which this data can be gen- 
erated at the transmitting nodes or consumed at the receiving nodes. 
Even when the communication protocols are simplihed and most of the 
protocol signaling at the end nodes is done in hardware, the data cannot 
be processed at the end nodes at a rate faster than the rate of memory 
operations. We study the effect of multiplexing the network on both its 
throughput and latency for different ratios of memory to link transmis- 
sion speeds. We found that multiplexing reduces the impact of the gap 
between data transmission and data generation/consumption speeds. 



1 Introduction 

Optical interconnection networks have the potential of offering bandwidths that 
are orders of magnitude larger than those of electronic interconnection networks. 
However, packet switching techniques, which are usually used in electronic in- 
terconnection networks are not quite suitable when optical transmission is used. 
The absence of appropriate photonic logic devices makes it extremely imprac- 
tical to process packet routing information in the photonic domain. Moreover, 
conversion of this information into the electronic domain increases the latency 
at intermediate nodes relative to the internode propagation delay, especially in 
multiprocessor networks where the internode propagation delays are very small. 
Hence, to take full advantage of optical transmission, all-optical paths should 
be established between the communicating nodes before data is transmitted. 

In order to exploit the large bandwidth of all-optical networks in massively 
parallel systems, the speed mismatch between the components of the communica- 
tion system must be resolved. An imminent speed mismatch in systems involving 
all-optical networks is the gap between the fast transmission of signals in the 
optical domain and the slow network control, which is usually performed in the 
electronic domain. Another gap is between the high optical data transmission 
rate and the relatively slow data generation/consumption rate at the source and 
destination nodes. 

Time-Division-MuliiplexAng (TDM) techniques [3, 4] have been proposed 
to resolve the speed mismatch between the fast optical data network and slow 
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network control. However, to onr knowledge, no previons work has considered 
the impact of the speed mismatch between the fast data transmission and the 
slow data generation/consnmption, which is bonnded by the electronic speed. 
Specifically, the bandwidth of optical links may not be fully utilized if the data 
generation/consumption rate at the end points of a connection cannot match 
the transmission speed. In this paper, we present a study of the effect of this 
mismatch. First, however, we briefly describe Time Division Multiplexing (TDM) 
as applied to interconnection networks. 

2 Time division multiplexing (TDM) 

We consider switching networks in which the set of connections that can be es- 
tablished simultaneously may be changed by changing the state of the network. 
A set of connections that can be supported simultaneously will be called a con- 
figuration. In a TDM system, each link is multiplexed in the time domain to 
support multiple virtual channels. Hence, multiple connections can co-exist on 
a link, and thus, multiple configurations can co-exist in the network. 

Figure 1 (a) shows an example of such a system. In this example, each pro- 
cessor has an input and an output connection to a 3 x 3 switch. Each link is 
multiplexed with degree 2 by dividing the time domain into 2 time slots, and 
using alternating time slots for supporting two channels, cO and cl. Four connec- 
tions, (0,2), (2,1), (2,4) and (3,2), are established with connections (0,2) and 
(2, 1) using channel cO, and connections (2,4) and (3,2) using channel cl. The 
switches are globally synchronized at timeslot boundaries, and each switch is set 
to alternate between the two states that are needed to realize the connections. 
For example. Figure 1 (b) shows the two states that the 3x3 switch attached to 
processor 2 must realize for the establishment of the connections shown in Figure 
1 (a). Note that each switch is an electro-optical switch (Ti : LiNbOs switch, 
for example [1]) which connects optical inputs to optical outputs without opti- 
cal/electronic conversion. The state of the switch is controlled by an electronic 
signal. 

There are two main advantages for optical TDM networks. First, multiplex- 
ing increases the number of connections that can co-exist in the network, thus, 
increasing the chance of successfully establishing a connection. The cost of con- 
trol is amortized over the number of co-existing connections, thus reducing the 
control overhead. This effect was studied in [4], where TDM was shown to reduce 
the impact of the gap between data transmission and control network speeds. 

The second advantage of TDM is that it can reduce the impact of the speed 
mismatch between the large bandwidth of optical transmission rate and the 
low data generation rate at each node, especially when transmitted data is to 
be fetched from (or stored into) memory. In other words, if data cannot be 
fetched from (or stored into) memory fast enough to match the optical trans- 
mission bandwidth, the extra bandwidth in the path will be wasted. In such 
cases, multiplexing allows the large optical bandwidth to be shared among mul- 
tiple connections. Notice that under current technology, assuming that 64 bits 
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(a) A TDM linear array 



Time slot 0 
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(b) Switch states 



Fig. 1. Time division mnltiplexing 



can be fetched from (or stored into) memory in 40ns, the end nodes can have 
1.6Gb/s data generation/consnmption rate, while optical network with band- 
width of 250Gb/s have been demonstrated [2]. We focns on the impact of this 
gap on TDM systems. 

3 Effect of memory speed on network performance 

LetA define the memory /link bandwidth ratio to be the ratio between the time 
it takes to transmit a data packet between two nodes on an already established 
all-optical connection to the time it takes to fetch/store a data packet from 
memory. Time will be measnred in terms of time slots, where a time slot is large 
enongh to transmit a packet between two nodes on an optical connection. In 
a mnltiprocessing environment, where nodes are at most a few feet apart, it is 
reasonable to assnme that the time for packet transmission is independent of the 
length of the optical connection (light signals travel at a speed of abont one foot 
per nano-second). 

We condncted extensive simnlations to stndy the effect of the memory speed 
on the commnnication performance of TDM systems. This section presents some 
sample resnlts of onr stndy. We simnlated random commnnications on a 16 x 16 
torns network which nses the conservative backward reservation protocol [4] for 
the dynamic reservation of all-optical paths. To snpport this protocol, a shadow 
control network, which has the same topology as the optical data network, is 
needed. The control network, is an electronic network which operates in a packet 
switching fashion, and in which control packets are processed at each intermedi- 
ate node to execnte a distribnted protocol for the establishment of optical data 
paths. The speed of the control network is characterized by the control packet 
processing time, which is the time reqnired at each intermediate node to process 
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a control packet, and the control packet propagation time, which is the time to 
transmit the packet to between two nodes on the control network. 

We modified the simnlation package described in detail in [4] to acconnt for 
memory speed, and we stndied the effect of the memory to link speed ratio on 
the efficiency of the commnnication. In the simnlation, dnring each time slot, a 
message is generated at each node with a fixed probability, r. Each message has 
a fixed size measnred in terms of the nnmber of data packets it contains. When 
a message is generated, a distribnted control protocol is execnted by exchanging 
control packets on the control network to establish a connection for the message 
on the mnltiplexed data network. When the connection is established nsing a 
given TDM channel, transmission proceeds on the data network at a rate of one 
data packet every K time slots, where K is the mnltiplexing degree of the data 
network. 

The performance metrics nsed to estimate the efficiency of the commnnica- 
tion network are the maximum throughput^ and the average message delay. The 
maximnm thronghpnt is defined as the nnmber of packets delivered to their des- 
tinations per time slot when the network is satnrated. The message delay is the 
length of the period, in time slots, between the time a message is snbmitted to 
the network to the time at which the first packet in the message is received at 
the destination. Message delay is measnred at low traffic conditions. Specifically, 
we will measnre the delay when, r, the message generation rate at each node, is 
mnch smaller than the rate at which the network satnrates. 



3.1 Effect of memory speed on throughput 

Fignre 2 shows the maximnm thronghpnt that the network can achieve with 
different mnltiplexing degrees and different memory/link bandwidth ratios. In 
this experiment, we set the message size to be 8 packets, the control packet 
processing time to be 1 time slot and the control packet propagation time to be 
1 time slot. It is clear from Fignre 2 that for any memory/link bandwidth ratio, 
the thronghpnt increases when the mnltiplexing degree increases. This is dne to 
the decrease in the connection establishment time. 

For a given mnltiplexing degree. A", the data generation/consnmption at the 
end nodes is not a bottleneck when the memory speed is the same as the network 
speed (memory/link bandwidth ratio eqnal to 1). For slower memory speeds, the 
network thronghpnt does not decrease as long as data can be fetched from (or 
stored into) memory faster that the speed at which it can be transmitted on 
the network. That is, as long as one packet is ready for transmission on each es- 
tablished connection every K time slots. However, for each mnltiplexing degree, 
there exists a memory/link bandwidth ratio, called the throughput critical ratio, 
CRi, after which data are not available when it can be transmitted. In other 
words, when the memory/link bandwidth ratio is larger than CRt, the memory 
speed does not affect the network thronghpnt and when the memory/link band- 
width ratio is smaller than CRt, the thronghpnt decreases (almost linearly) with 
the decrease in memory speed. 
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memory/link bandwidth ratio 



Fig. 2 . Effect of memory speed on the maximum throughput (message size = 8) 



As shown in Fignre 2, CRt in a mnltiplexed network is smaller than CRt in 
a non- mnltiplexed network (degree = 1). For example, CRt for non- mnltiplexed 
network is 1, while CRt for networks with mnltiplexing degree 16 is between 
f and f in this experiment. In other words, for non-mnltiplexed networks, any 
mismatch between the memory and the transmission speed will rednce the net- 
work thronghpnt, while when the mnltiplexing degree is 16, slowing down the 
memory speed np to ^ of the optical transmission speed does not degrade the 
thronghpnt. This indicates that TDM resnlts in less memory pressnre on the 
sonrce nodes to achieve its maximnm thronghpnt. Hence TDM bridges the gap 
between the data transmission speed and the memory speed. 

It is possible to approximate CRt for a given mnltiplexing degree, K . Specif- 
ically, if C is the average nnmber of connections that originate or terminate at a 
node at any given time, then in order not to rednce the thronghpnt, the memory 
shonld be fast enongh to fetch (or store) C packets every K time slots. This will 
allow one packet to be sent over each connection every K time slots, thns fully 
utilizing the bandwidth available on the /F-way multiplexed connections. This 
gives: 



Clearly, the value of C is between 0 and K since at most K channels can be 
established at any source or destination. Moreover, C should increase when K 
increases since multiplexing increases the number of connections that can co-exist 
at the source or destination nodes. In fact, in an ideal network in which network 
control is very fast and efficient, it is reasonable to assume that doubling K will 
double C, thus making CRt unaffected by the multiplexing degree. However, as 
can be seen from Figure 2, CRt decreases with /F, which means that 67 is a 
sublinear function of K . The decrease in CRt is not linearly proportional to K 
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since C increases with K. 
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Fig. 3. Throughput wheu coutrol uetwork is slow (message size = 8) 



The above argnment can be fnrther validated by considering the effect of the 
control network speed. Fignre 3 shows the commnnication performance with a 
slow control network speed. This experiment has the same setting as in Fignre 2 
except that the control network speed is 4 times slower. We observe that, for a 
given mnltiplexing degree, slowing down the control network resnlts in a smaller 
CRi (in addition to redncing the network’s thronghpnt). This can be explained 
by noting that a slower control network rednces the nnmber of established con- 
nections, and thns rednces C . Moreover, notice that the decrease in CRt with 
K is closer to linear than the case of the faster control network. Again, this is 
becanse, with a slow control network, the commnnication bottleneck is shifted 
from the data network to the control network, and thns C does not increase as 
mnch with K. 

The nnmber of connections C is also affected by the message size. Specifi- 
cally, long messages will resnlt in long connections, which will tend to increase 
the nnmber of connections established in the network, thns increasing C . Fignre 
4 shows the effect of the message size, measnred in terms of the nnmber of data 
packets, on the maximnm thronghpnt. In this experiment, we set the mnltiplex- 
ing degree to be 16 and set all other parameters to be the same as in Fignre 2. 
We can see from this fignre that, for message size 2, CRt is while for message 
size 32, CRt is between | and Hence, TDM is more effective in bridging the 
gap between memory and data transmission speeds when the message size is 
small. 
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Fig. 4. Effect of message size on CRt (degree = 16 ) 



3.2 Effect of memory speed on communication delay 

The communication delay is defined in this section as the average delay between 
the time a connection request is generated to the time at which the first packet 
of the data is received at the destination node. The delay in establishing a data 
communication path can be due to conflict induced by the control network or 
due to conflict induced by the data network. The former conflict results from 
control packets contending for the same buffers in the packet-switched control 
network, while the latter conflict results from the unavailability of data channels. 
Either conflicts causes the control packets to be blocked waiting for resources to 
be released (buffers in the former case and data channels in the latter case). In 
order to avoid deadlock, we use ” packet dropping” in our simulation; a control 
packet is dropped as soon as it is blocked and a ”fail” message is sent to the 
sending node, which re-starts the path reservation phase after a random waiting 
period. 

In this section, the communication delay will be estimated at low traffic 
compared to the saturation traffic considered in the last section. Given than the 
throughput is equal to the number of packets delivered per time slot, it is also 
equal to the number of packets generated per time slot. For instance a throughput 
of 24 packets per time slot in Figure 2 corresponds to a generation rate r = 

= 0.0117 messages per node per time slot. In Figure 5, we show the delay for 
r = 0.0005 and 0.0015 in a 256 node network as a function of the memory/link 
bandwidth ratio, assuming 8-packet messages and different multiplexing degrees. 

The multiplexing degree affects the delay in establishing a connection in 
two opposing manners. On the one hand, a larger multiplexing degree means 
that there is more data channels available for establishing the connection, thus 
reducing the delay. We will refer to this effect by E channel- On the other hand, 
with a multiplexing degree of /F, one packet of a given message is sent on an 
established connection every K time slots, which means that connections are 
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held longer when the mnltiplexing degree is larger. This in tnrns increases the 
probability of blocking and thns increases the delay. We will refer to this effect 
by Eduraiion- That is, when K increases, Echannei canses the delay to decrease 
while Eduraiion canses the delay to increase. Becanse of the two opposing effects, 
the minimnm delay is obtained at a certain mnltiplexing degree, Kopt^ which 
depends on many factors (see [4]). 
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Fig. 5. Effect of memory speed on the delay (message size = 8) 
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Although we will not study the effect of Echannei and Eduration on the op- 
timum multiplexing degree, we will use Eduration fo clarify the effect of the 
memory /link bandwidth ratio on the delay. Specifically, as we did in the last 
section for the throughput, we define the delay critical ratio, CRd, as the mem- 
ory/link bandwidth ratio below which the delay increases. That is, slowing down 
the memory up to CRd does not affect the delay. For very low generation rates 
(as is the case for Figure 5(a)), the probability of having more than one con- 
nection established per node is very low, and thus slowing down the memory 
speed by a factor of up to the multiplexing degree K does not affect the delay. 
However, when the memory speed is slowed down by a factor larger than K , the 
duration of each connection is increased since data will not be available for trans- 
mission when needed. This will cause the delay to increase due to the Eduration 
effect. Hence, CRd = When the generation rate, r, increases (as is the case 
for Figure 5(b)), the number of connections established per node increases, thus 
causing CRd to be larger than Hence, in general. 



where C is the average number of connections established per node. 
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Fig. 6. Effect of control network speed on the delay (message size = 8, r = 0.0015) 



In Figure 6, we show the effect of the control network speed where Figure 
6(a) is a re-drawing of Figure 5(b) using a different scale, and Figure 6(b) is the 
delay for the case when the control network is slowed down by a factor of four. 
Clearly, slowing down the control network increases the delay, but the value of 
CRd seems to be relatively unaffected since the value of C is more affected by 
the generation rate, r, rather than by the control speed. 

Finally, we show in Figure 7 the effect of the message size on the delay. For a 
given memory/link bandwidth ratio, longer messages lead to increased delay due 
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Fig. 7. Effect of message size on the delay (degree = 16, r = 0.0015) 



to the E duration effect. Also, longer messages means larger traffic on the network 
(message generation rate is fixed at r = 0.0015), which in tnrns increases CRd 
as discnssed earlier. 

4 Conclusion 

In this work, we stndy the impact of the gap between memory and optical data 
transmission speeds on 2D torns networks. We define thronghpnt and delay 
critical ratios as the memory/link speed ratios after which slower memory will 
decrease the thronghpnt and increase the delay, respectively. We fonnd that 
time-division mnltiplexed networks always resnlt in smaller critical ratios than 
non-mnltiplexed networks. Large message sizes and fast control networks increase 
the nnmber of connections at any give node, thns increasing the critical ratio 
dne to the increase in pressnre on the memory. We conclnde that, in addition to 
redncing the impact of the gap between data transmission speed and network 
control speed, TDM also absorbs the effect of mismatch between the memory 
speed and the optical commnnication speed, especially for small message sizes 
or slow network control. That is, TDM leads to the efficient ntilization of the 
large optical bandwidth. 
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Abstract. This paper presents an approach to modeling resource al- 
locations and dependencies within cut-through and wormhole intercon- 
nection networks. This model allows various types of message blocking 
to be represented precisely, including deadlock. Our model of deadlock 
distinguishes between messages involved in deadlock and those simply 
dependent on deadlock, thus providing speciheation criteria for precise 
deadlock detection and recovery. The model and its implementation in 
a network simulator are described. Time and space complexity of the 
implementation is also discussed. 



1 Introduction 

The performance of an interconnection net^vork depends critically on its abil- 
ity to minimize message blocking. Designing high-performance interconnection 
net^vorks reqnires a thorongh nnderstanding of varions types of message block- 
ing phenomena that can ocenr and the net^vork’s snsceptibility to experiencing 
these phenomena. Althongh a large nnmber of interconnection net^vorks and 
ronting algorithms ^vith varions performance and message blocking attribntes 
have been proposed in the past [3, 4, 5, 6, 7, 8, 9, 10], fe^v stndies have provided 
insight into the characteristics of varions types of message blocking. While some 
stndies (i.e., [9]) have noted the conseqnences of certain types of correlated mes- 
sage blocking as they relate to performance degradation, to onr knov^ledge, no 
previons attempt has been made to precisely describe these types of blocking 
phenomena. Other v^ork (i.e., [11]) has provided descriptions of blocking related 
to deadlock and its overall effects on the netv^ork bnt has not provided precise 
characterization of message blocking nsefnl for distingnishing betv^een the canses 
and conseqnences of deadlock. 

A practical approach to better nnderstanding message blocking is throngh 
modeling and simnlation. In this paper, v^e develop and present an approach to 
modeling netv^ork resonree allocation and contention and varions types of mes- 
sage blocking, inclnding deadlock. The model allov^s the precise description of 
blocking behavior in a v^ide range of netv^ork classes inclnding v^ormhole and ent- 
throngh sv^itched Uary n-enbes v^hich snpport deadlock avoidance and deadlock 
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recovery routing. Our model precisely describes deadlock as well as other “non- 
deadlock” correlated blocking phenomena. The precise definition of deadlock 
included in the model allows distinguishing between causes and consequences of 
deadlock, thus providing guidelines and an evaluation critera for accurate de- 
tection of and recovery from deadlock. We have incorporated this model in an 
implementation of an interconnection network simulator. We use this simulator 
to perform detailed characterization of various types of message blocking and 
deadlock. Results of deadlock characterization performed using this simulator 
are presented in [1, 2]. Other potential applications of our model include its use 
to characterize message blocking and deadlock in irregular networks, to evaluate 
recovery-based routing algorithms, to evaluate mechanisms for minizing corre- 
lated message blocking and deadlocks when unrestricted routing is allowed, and 
to devise efficient mechanisms for the detection of and recovery from deadlock. 
The message blocking framework described in this paper is implemented in a 
network simulator for characterization purposes and is not intended to be a 
technique that should be implemented in network routers, though aspects of it 
could be. 

The outline of this paper is as follows. Section 2 presents, through example, 
our network resource model used for representing allocation and contention of 
network resources by messages. Section 3 presents our message blocking model 
used to describe message blocking and deadlock. Section 4 describes our imple- 
mentation of the mesage blocking and deadlock model in a network simulator. 
Related work is discussed in Section 5, and we summarize and conclude the 
paper in Section 6. 

2 Network Resource Model 

We present here through example our approach to modeling resource depen- 
dencies, message blocking, and deadlock within interconnection networks. Our 
model encompasses maximally adaptive routing, and thus accommodates both 
restricted (deadlock avoidance-based [7, 8,9]) and unrestricted (deadlock recovery- 
based [4, 5, 6]) routing algorithms. R uses channel wait-for graphs (CWGs) to 
represent resource allocations and requests existing within the network at a given 
point in time. The CWGs consist of a set of vertices vci . . . vcn, each represent- 
ing an independently allocatable virtual channel resource in the network. The 
messages in the network at a given time are uniquely identified as mi . . . nik . We 
assume a fixed number of reusable virtual channels and a dynamically variable 
number of messages which can be in the network at any time for a given network 
configuration. A formal version of this model is presented in [12]. 



2.1 Virtual Channel Allocation and Requests 

Here we describe how vertices in the CWG are connected to reflect resource 
allocations to and requests by messages. When a message progresses through 
the network, it acquires exclusive ownership of a new virtual channel (VC) prior 
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owns(mi)={vci} 
first( owns( mi ))=vcj 




(b) 

VCq 





VCq 



owns( mj)={ vci, VC2} 
first( owns( mj))=vcj 
next(first( owns( mj)))=vc2 





owns( mj)={ vcj, VC2, vc^} 
first( owns( mj))=vcj 
next(first( owns( mj)))=vc2 
next( next(first( owns( mj))))=vci 
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Fig. 1. Network and CWG states for message mi being ronted from sonrce si to 
destination di in a nnidirectional ring network with one VC per physical channel. 



to each hop. If the message header blocks, it waits to obtain exclnsive nse of one 
of possibly many alternative VCs in order to progress to the next hop. A blocked 
message can resnme once a new VC is acqnired. As the tail of a message moves 
throngh the network, it releases (in the order of acqnisition) previonsly acqnired 
VCs which are no longer needed, and these VCs then become available for other 
messages to acqnire. 

We represent VCs owned by message m* as the set owns[mi) and the order in 
which the VCs are acqnired nsing the fnnctions first and next. As an example, 
Fignre 1 shows the network and CWG states for a message mi being ronted from 
its sonrce node si to its destination di in a nnidirectional ring network (4-ary 1- 
cnbe) with one VC per physical channel. Fignres 1 (a), (b), and (c) show the net- 
work and CWG states as the message header moves towards and reaches its des- 
tination (assnming a message length > 3 flits). The order in which this message 
acqnired the VCs it owns at a given time can be expressed by first [owns (mi)), 
next[first[owns[mi))), next[next[first[owns[mi)))), etc. Fignre 1 (d) shows 
the state after the tail of the message has left the sonrce node and has released 
the first VC it acqnired. 

The renting fnnction determines the alternative VCs a message may nse 
to reach the next node for a given cnrrent node and destination node pair. 
When none of the VCs snpplied by the renting fnnction are available (dne to 
those VCs being owned by other messages), the message becomes blocked. For a 
blocked message m*, the set requests[mi) represents the set of alternative VCs 
it may nse to resnme, thns reflecting the set of VCs snpplied by the renting 
fnnction. As an example, Fignre 2 shows fonr messages mi . . . m4 within a 4x2 
nnidirectional torns network with one VC per physical channel and which nses 
minimal adaptive renting. In this example, messages m 2 and m 4 have acqnired 
all of the VCs needed to reach their respective destinations, while message mi 
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and m 3 are blocked waiting for resonrces owned by the other messages (a listing 
of the owns and requests sets for each of the messages is inclnded in Fignre 2). 
Message mi has yet to exhanst its adaptivity and, therefore, is snpplied with two 
alternative VCs by the renting fnnction (as reflected by the set requests (mi)). 
On the other hand, message mi has exhansted its adaptivity and is therefore 
snpplied only a single VC by the renting fnnction [10]. 

In the CWG illnstrations, dashed arcs (also referred to as “reqnest arcs”) 
are nsed to represent the relationship between the last VCs owned by blocked 
messages and the set of VCs they “wait-for” in order to continne. The vertices 
from which these reqnest arcs originate are referred to as “fanont vertices” , as 
they are the only vertices in the CWGs which may have mnltiple ontgoing arcs 
(all bnt the last owned VC of a message have a single ontgoing arc). The nnmber 
of possible ontgoing arcs at the fanont vertices is determined by varions factors 
inclnding the nnmber of physical and virtnal channel resonrces in the network 
and the amonnt of ronting freedom allowed in the nse of these resonrces by the 
renting algorithm. 

In order for a blocked message m* to resnme, it mnst acqnire any one of the 
VCs in the set requests[mi) after it is released by its previons owner. Continning 
the example in Fignre 2, when message m 4 releases vcs (after its tail flit has 
traversed this channel), the VC can be acqnired by message m 3 . The CWG state 
resnlting from this along with the npdated owns and requests sets are shown 
in Fignre 3a. Subseqnently, message m 2 may release t^ci 3 , thns allowing message 
mi to continne. The CWG depicting this is shown in Fignre 3b. In snch cases 
where a blocked message resnmes, its requests set becomes empty as any one 
of its members is acqnired and becomes a member of the owns set. In essence, 
a message has dashed arcs (in the CWG illnstrations) to all of its alternative 
VCs when it is blocked, and these dashed arcs are replaced with a single solid 
arc to the newly acqnired VC npon resnmption. We discnss exceptions to this 
for snpporting VC qnene (bnffer) sharing in Section 2.2. 

In these illnstrations, the VC labeling is done only to facilitate explanation 
and is not intended to convey information regarding the relative positions of 
VCs within the network. Also, to facilitate explanation, we label the ontgoing 
arc(s) at each CWG vertex with the message which cnrrently owns that VC. 
As described above, a path formed by a series of solid arcs with the same label 
implies the temporal order in which the VCs represented by the vertices in the 
path were acqnired and continnes to be owned by a particnlar message. Given 
exclnsive ownership of VC resonrces, there can be at most a single ontgoing 
solid arc at any given node. At any vertex, the labels of incoming dashed arcs 
represent the gronp of messages that desire to nse that VC at this instant in 
time. While we showed all of the vertices of the CWGs in Fignres 1, 2, and 3, 
from now on we will show only those connected components of the CWGs nsefnl 
for illnstrative pnrposes. 
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■ owned by ruj q] owned by mj 
H owned by m2 □ owned by M4 



owns(mj) - {vcj}, requests(mj) - fvc2^ 
owns(m2) - {vcj2^ vc^ vcy}, requests(m2) = {} 
owns(m^) - {vcg VC2}, requests(m^) - {vc^j 
owns(m4) - {vc^ vcq VC 12 }, requests(m4) = {} 




Fig. 2. Network and CWG state for messages mi . . . being ronted within a 
2x4 nnidirectional network. 




owns(mj) = {vcj}, requests(mj) = {vc2^ ^^13} 
owns(m2) = {vcj2^ vc^ vcj}, requests(m2) = {} 
ownsim^) - {vcg vc2,vcj}, requests(mj) = {} 
owns(m4) = {vcq vcj 2J, requests(m4) = {} 



mj 




owns(mi) = {vcj, vcjj}, requests(mj) = {} 
owns(m2) = {^C6, requests(m2) = {} 
owns(m^) - {vcg vc2,vcj}, requests(mj) = {} 
owns(m4) = {vcq vcj 2J, requests(m4) = {} 



Fig. 3. a) CWG state when message m 3 acqnires i;c 3 and (b) CWG state when 
message mi acqnires i;ci 3 . 



2.2 Sharing Virtual Channel Queues 

In onr basic model, we assnme that each channel is exclnsively owned by a 
single message, and therefore, each channel qnene is occnpied exclnsively by flits 
belonging to that message. For example, Fignre 4 shows the renters and their 
VC qnenes for a portion of a nnidirectional ring network with two VCs per 
physical channel (along with CWG) for a network based on this assnmption. In 
the networks, flits h*, d*, and ti correspond to the header, data, and tail flits 
of message m* . This fignre shows that with restrictions on the simnltaneons nse 
of a channel qnene by more than one message, the leading flits of message m 3 
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Router Node 1 Router Node 2 Router Node 3 




Fig. 4. Internal state of network ronters and the corresponding CWG state when 
sharing of qnenes is not allowed. 



cannot enter the qnene for vc^ despite there being room to accommodate some 
of these flits, thns limiting the maximal ntilization of resonrces. 

We now present an extension of this which allows the representation of mnl- 
tiple messages sharing the same qnene. This can be snpported, for example, by 
allowing flits from different messages to simnltaneonsly occnpy the same qnene 
in seqnence. However, flits from different messages cannot be interspersed. The 
message whose flits are at the head of the qnene is designated the sole owner 
of the qnene. Another message may “own” the qnene only when the tail flit of 
the previons message has vacated the qnene. Therefore, the representation al- 
lows physical sharing of resonrces bnt maintains a logical model of “exclnsive 
ownership”, a necessary condition for deadlock. 

When a message enters a qnene which it does not own (given that the tail 
flit of another message still occnpies this qnene), it commits to nsing that VC 
and is no longer able to nse any of the other alternative VCs snpplied by the 
renting fnnction. To reflect this in the resonrce model, all reqnest arcs (dashed 
arcs) in the CWG are removed except for the one representing the VC being 
allocated to the message. This single dashed arc becomes a solid arc only when 
the message acqnires ownership of the VC (when the tail flits of other messages 
in the qnene have vacated the qnene). 

Fignre 5 gives an example which illnstrates shared qnene representation. 
Here, the leading flits of message m3 have entered the qnene for vc^ and, thns, 
is committed to nsing vc^. By committing early to nsing i;c4, m3 is no longer 
able to nse vc^ (as reflected by the lack of a dashed arc to vc^ in the CWG) even 
thongh the qnene for vc^ may become available for ownership sooner than VC4. 
Empirical resnlts snggest that redncing “fanont” as is done here by committing to 
VCs early may increase the probability of deadlocks forming as ronting freedom 
is rednced [1, 2]. 
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Fig. 5. Internal state of network ronters and the corresponding CWG state when 
sharing of qnenes is allowed. 



2.3 Injection and Reception Channels 

Our basic resource dependency model takes into account only those messages 
which have already entered the network and, therefore, have already acquired at 
least one resource (i.e., \owns[mi)\ > 0 for all messages m*). So far, it does not 
take into account those messages which are waiting in injection queues (from the 
processor) trying to acquire the first VC. Since message blocking and deadlock 
within the network can also impact these messages, it is useful to expand the 
model to include these resources. 

In the expanded model ownership rules for injection channels remain the 
same as for VCs. The representation of wait-for relationships between messages 
in injection channels and VCs owned by other messages is similar as well. Figure 
6 shows an example of this where messages m4 and ms in injection channels ici 
and ic2 (respectively) are waiting for channels owned by messages mi and m2. 
Dependence on reception channels (to the processor) can also be modeled in a 
similar fashion. 

3 Message Blocking Model 

3.1 Acyclic Paths, Cycles, and Reachable Sets 

Paths in CWGs are formed when two or more vertices are connected by a series 
of arcs. For example, in the CWG in Figure 2 a path exists from i;ci3 to vcq^ from 
vcq to i;c7, and from i;ci3 to vc^ (through vcq)^ etc. A path can be represented 
using an ordered list, and it may contain VCs owned by different messages as 
in the path from vci to i;ci2 in Figure 2 . Here, the path is represented by the 
ordered list (vci , VC2, VC3, vcq, VC12) and contains VCs owned by messages mi, 
m3 and m4. When all of the vertices in a path are unique, an acyclic path is said 
to exist. All of the paths in Figures 1 , 2 and 3 are acyclic. 
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Router Node 1 Router Node 2 Router Node 3 




Fig. 6 . Internal state of network ronters and the corresponding CWG state when 
inclnding injection channels in the resonrce model. 



Fignre 7 shows an example of a cycle within a CWG for a 2 x 4 nnidirectional 
torns network with minimal adaptive renting. In general, a cycle in a CWG 
can be viewed as being composed of an acyclic path and an additional edge 
from the end of the path to the beginning of the path. The only cycle in the 
CWG depicted in Fignre 7 consists of the set of vertices {vc4, vc^, vce, vcr} and 
can be viewed as being composed of the acyclic path {vc4, vc^, vce, vcr) and 
the edge (vcr,vc4). Alternatively, it can be viewed as being composed of the 
acyclic path {vc^,vce,vcr,vc4) and the edge (i;c4,i;c5), among other variations. 
All of these variations represent a nniqne cycle in that they all refer to the same 
set of vertices and edges. Note that another nniqne cycle involving the set of 
vertices {vc4, vc^, vce, vcr} can exist if, for instance, edges (vcr,vce), {vce,vc^j), 
(i;c5,i;c4), and (i;c4,i;c7) also exist in the CWG. However, since there can be at 
most a single edge m a given direction between any two vertices, we can refer to 
a nniqne cycle by an ordered list of vertices. 

A reachable set of a vertex in a CWG is the set of vertices comprising all 
acyclic paths and cycles starting from that vertex. In Fignre 7 , the reachable set 
for vertex i;ci4 is {i;c3,i;co}; for i;c3 is {t^co}; for vcq is {}; and for vertices i;c4, 
i;c5, vcq and i;c7 is {vc4,vc^,vce,vcr,vci4,vc3,vco}. 



3.2 Deadlocks and Cyclic Non-Deadlocks 

Fignre 8 shows six messages being ronted within a 4 -ary 2 -cnbe nnidirectional 
network with one VC per physical channel and which allows minimal adaptive 
renting. Here, message mi has acqnired i;ci and i;c2, message m2 has acqnired 
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■ owned by mi □ owned by 
[J] owned by m2 

owns(mj) - fvc^y requests(mj) - {vcy VC14} 
owns(m2) - {vcj4 vcj vcq}, requests(m2) = {} 
owns(m^) = {vcy VC4}, requests(mj) = {vc^J 




m'j s 




Fig. 7. Network and CWG state for messages mi, m2, and m3 being ronted 
within a 2x4 nnidirectional network. There is a cycle in the CWG. 



i;c3 and vcq. Each of these two messages are waiting to acqnire an additional VC 
in order to reach their respective destinations. In the accompanying CWG, there 
is a cycle containing the set of vertices {i;co, t^ci, i;c2, t^C3}. The set of vertices 
in this cycle has the property that the reachable set of each of its members is 
the set itself. A set of vertices which has this property is referred to as a knot. 
A network whose CWG contains a knot is said to contain a deadlock becanse 
none of the messages which own the vertices in the knot are able to advance. We 
show that a knot is a necessary and snfhcient condition for deadlock in [12]. So 
here we will nse the terms knot and deadlock interchangeably. In a deadlocked 
state, for example, messages mi and m2 in Fignre 8 will wait for the other to 
release the reqnired VC, thns waiting indefinitely assnming that this deadlock 
is not properly resolved. We also show that removing one or more messages in 
the knot is snfficient to resolve deadlock in [12]. Messages not directly involved 
in a knot bnt whose progress also depends npon the resolntion of the deadlock 
are discnssed in the next snbsection. 

From the description of a knot, it is implied that a cycle is necessary for a 
knot since a cycle mnst exist in order for a vertex to be in its reachable set. 
However, a cycle is not snfficient for a knot or deadlock [10]. For example, the 
CWG in Fignre 7 contains a cycle with vertices {vc4, vc^, vce, vcy} , and the 
reachable set of all of its members is {vc 4 , vce, vcy, VC 14 , vcs, vcq). However, 
notice that this set contains members which have different reachable sets than 
the set itself (i.e., vci 4 ^ and vcq have different reachable sets), thns violating 
the reqnirements for a knot. Such network configurations which contain one 
or more unique cycles, but no knot (deadlock) are said to contain what are 
referred to as cyclic non-deadlocks. Although cyclic non-deadlocks do not cause 
messages to block indefinitely, the “drainage dependencies” caused by large cyclic 
non-deadlocks can lead to substantial performance degradation [1, 2, 9]. Both 
deadlock avoidance and recovery based routing algorithms are susceptible to the 
formation of cyclic non-deadlocks. 
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Fig. 8. Network and CWG state for messages mi . . . being ronted within a 
4 -ary 2 -cnbe nnidirectional network. There is a knot (deadlock), and message 
m4 is fully directly deadlock dependent, message m3 is fully indirectly deadlock 
dependent, and message me is partially deadlock dependent. 



The deadlock depicted in Figure 8 is what is referred to as a single- cycle 
deadlock (the knot is composed of a single unique cycle). The number of unique 
cycles in a knot, referred to as knot cycle density^ is a measure of deadlock com- 
plexity. All single-cycle deadlocks have a knot cycle density of one. Knots which 
involve multiple cycles are referred to as multi-cycle deadlocks. The deadlock set 
represents the set of messages which own the VCs represented by the vertices 
in the knot (the set {mi, m2} in this example). Once a deadlock forms, it must 
be resolved by either removing [ 3 , 4 ] or routing using some additional resources 
[ 5 , 6, 8] one of the messages in the deadlock set. Finally, the resource set of a 
deadlock represents the set of all resources owned by members of the deadlock 
set (the set {vcq, vci, VC2, vcs] in this example). All these attributes are useful 
for characterizing deadlocks. 



3.3 Deadlock Dependent Messages 

In addition to affecting those messages in the knot, an unresolved deadlock may 
also force other messages not in the deadlock set to wait, indefinitely in some 
cases. Such messages are referred to as deadlock dependent messages. For exam- 
ple, in Figure 8, the progress of messages m3, m4, and me is affected by the 
deadlock. These messages are distinguished from those properly in the dead- 
lock set since removing these deadlock dependent messages will not resolve the 
deadlock [12]. 

Deadlock dependent messages can be further categorize into directly and 
indirectly deadlock dependent as well as partially and fully deadlock dependent. 
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I owned by mj □ owned by 
□ owned by m2 ■ owned by m4 
S owned by mj 



Fig. 9. Network and CWG state for messages mi . . . ms being ronted within 
a ZD nnidirectional network. There are two independent knots (deadlocks) and 
message ms is fully directly dependent upon the two deadlocks. 



In the example shown in Figure 8 , message is fully and directly deadlock 
dependent as each and every member of request s[m 4 ) is owned by a message in 
the deadlock set. Message m 3 is fully and indirectly deadlock dependent because 
at least some members of request s[m^) are owned by other fully directly or 
fully indirectly deadlock dependent messages and all remaining members are 
owned by messages in the deadlock set. Both fully directly and fully indirectly 
deadlock dependent messages are referred to simply as “fully deadlock dependent 
messages.” Partially deadlock dependent messages are those messages whose 
requests sets contain VCs which are owned by non-blocked and/or blocked but 
non- fully deadlock dependent messages. These messages may resume even if the 
deadlock is not resolved. Message me in Figure 8 is an example of a partially 
dependent message; it may resume when message ms relinquishes vcr despite 
the deadlock remaining unresolved. 

Fully deadlock dependent messages do not necessarily have to be dependent 
upon a single deadlock. For example, Figure 9 shows a ZD-toms network with 
unidirectional channels and a single VC which contains two distinct deadlocks: 
knots {vcq, vci, VC2, VC3} and {vc4, vc^, vce, vcr} . Here, message ms is fully di- 
rectly deadlock dependent since all vertices in request s[m^) are owned by mem- 
bers of the deadlock sets, although different deadlock sets. Although both dead- 
locks need to be resolved, the resolution of only one of the two will allow ms to 
resume. This example also points out that multiple deadlocks each requiring an 
independent resolution may exist simultaneously within a network. 

Classifying dependent messages provides a basis for evaluating the accuracy 
of deadlock detection and recovery mechanisms. It also allows us to precisely 
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describe and differentiate between previons notions of deadlock. For instance, 
“deadlocked confignrations” in [11] encompass not only messages in deadlock 
sets, bnt also all types of deadlock dependent messages and non-blocked messages 
as well. “Canonical deadlocked confignrations” in [11] inclnde both messages 
in deadlock sets and fully deadlock dependent messages but excludes partially 
deadlock dependent and non-blocked messages. Also, neither of these definitions 
of deadlocked configurations distinguish between single and multiple deadlocks 
and, more importantly, they do not distinguish between the causes and conse- 
quences of deadlock. In contrast, our model allows identification of each inde- 
pendent deadlock and distinguishes between causes (messages participating in 
knots) and consequences (indefinitely postponed dependent messages) of dead- 
lock, thus enabling us to identify more fundamental components (knots) which 
require resolution for deadlock recovery. 

Further, in measuring the total impact of deadlock, not only should the 
resources held by the deadlock set be taken into consideration, but also the 
resources held by deadlock dependent messages. We put forth the notion of ex- 
tended resource sets when describing all of the resources indefinitely occupied 
by both members of the deadlock set and fully deadlock dependent messages. 
When a deadlock is allowed to persist, the number of deadlock dependent mes- 
sages will grow to eventually encompass all of the messages within the network, 
and the extended resource set of the deadlock will grow to include most, if not all, 
channel resources in the network. Therefore, the number of deadlock dependent 
messages and the size of extended resource sets are time-dependent, just as the 
canonical deadlocked configurations in [11]. This time-dependence can also be a 
useful attribute used in evaluating the performance of various deadlock detection 
and recovery mechanisms which should quickly resolve impending deadlocks well 
before the network comes to a halt. 



3.4 Fault-Dependent Messages 

While unresolved deadlocks can lead to permanent blocking of messages, there 
are non-deadlock related occurrences which can also cause this type of permanent 
blocking. Specifically, faults which disconnect the routing function can cause 
messages to block indefinitely and can eventually lead to all messages in the 
network blocking permanently. To illustrate. Figure 10 shows four messages being 
routed within a 4x2 unidirectional network with one VC per physical channel 
and minimal adaptive routing. In the example, the link for VC 2 has failed causing 
the routing function to be disconnected (i.e., at the node marked ^d^\ the routing 
function cannot supply a usable VC for message mi which is destined for node 
di). In spite of the fact that no knot exists in the CWG, messages mi . . . 7714 still 
will wait indefinitely or until the failed link is functioning once again. Hence, 
allowing such faults to persist can also result in the eventual blocking of all 
messages in the network — the same consequence as allowing deadlock to remain 
unresolved. 

Despite the similarity in consequence, this scenario is not considered to be a 
deadlock since 1) it does not meet the necessary conditions for deadlock as there 
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Fig. 10. Network and CWG state for messages mi . . . being ronted within a 
2x4 nnidirectional network containing a fanlty link {VC 2 ). Messages mi and m3 
are fully directly fault dependent while messages m2 and are fully indirectly 
fault dependent. 



are no cyclic resource dependencies, and 2) it requires different means of resolu- 
tion than that for deadlock resolution (i.e., removal of a specific fault-dependent 
message (or repair faulty link) as opposed to removal of any deadlock set mes- 
sage). Note that both deadlock-avoidance and deadlock-recovery based routing 
algorithms are susceptible to this type of fault-related permanent message block- 
ing. 

Messages which are forced to wait (possibly indefinitely) due to faults are 
represented in our model SiS fault- dependent messages. Fault-dependent messages 
can be further categorized based on whether they are waiting only on faulty re- 
sources {fully directly fault dependent) or are waiting only on resources owned 
by other messages which are fully directly or indirectly fault dependent {fully 
indirectly fault dependent). In the example shown in Figure 10, messages mi and 
m3 are fully directly fault dependent while messages m2 and 1714 are fully indi- 
rectly fault dependent. As with partially deadlock dependent messages, partially 
fault dependent messages are those messages whose requests sets contain VCs 
which are owned by non- fault dependent messages. These messages may resume 
despite persistence of the fault. 

We summarize the various types of message blocking represented by our 
model, their behavior, and their properties in Table 1. 

4 Implementing the Message Blocking Model 

The message blocking model has been implemented in a hit-level interconnection 
network simulator called FlexSim (an extension of FlitSim 2.0). Use of this model 
for detecting deadlock involves maintaining a CWG, detecting cycles within the 
CWG, and identifying groups of messages and cycles which form knots. Each of 
these areas is discussed in the following subsections. 
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Yes 


No 
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dependent 


No 


[No] 


[No] 


[Yes] 


Yes 


Yes 


No 



Table 1. Summary of various types of message blocking represented by the 
model, their behavior, and their properties. 



4.1 Building and Maintaining the Channel Wait-for Graph 

During run-time of an on-going network simulation, we dynamically build and 
maintain the CWG which reflects the resource allocations and requests dynami- 
cally occuring. The CWG is implemented as an array of linked lists. Each array 
element represents a message (m*) within the network, and each linked list repre- 
sents the set of VCs owned by a particular message (otens(m*)), with additional 
links to desired VCs for blocked messages {requests{rrii)). Figure 11 provides 
an overview of the data structures used to maintain the CWG, cycle list, and 
deadlock list. The state of the data structures in this figure corresponds to the 
example given in Figure 8. 

When a VC is allocated to a message, the “VCNode” data structure for the 
VC is appended to the linked list for that message and the VCNode is annotated 
with its new owner. Similarly, when a VC is released, the VCNode is removed 
from the beginning of the linked list and the ownership information is removed 
accordingly. When a message blocks, special request links are placed from the 
end of the linked list to the VCNodes representing each of the alternate VCs the 
message may use to continue routing. When a message resumes, these request 
links are removed and replaced with a link to the VCNode representing the 
newly acquired VC as described in Section 2. The direct links from the elements 
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a “VCNode” 




Fig. 11. The CWG, Cycle List, and Deadlock List data structures. The state of 
the data structures reflects the example in Figure 8. 



of the array of messages to the last VCNodes of each linked list are used as an 
optimization for efficient traversal of the linked lists. 



4.2 Detecting Cycles 

Cycles in the CWG are detected by performing depth- first search of the graph 
with backtracking (starting with each linked list in linear order). Each node vis- 
ited is marked so that the second visitation indicates the presence of a cycle. 
Annotations indicating visitation are removed upon backtracking. To avoid de- 
tection of each unique cycle more than once, the partial order of message IDs is 
used to prune the search (i.e., restrict visiting a VCNode owned by a message 
with a lower message ID). For example, the VCNodes in the CWG in Figure 11 
are visited in the following order where V’ indicates cycle detection, b indicates 
a backtracking step, and p indicates a pruning measure: [mi], vcq, i;ci, vcs, 
vcr, vci, h, h, h, h, h, h, [m2], vc2, VC3, VC5, vcr, p, h, h, h, h, [m3], VC4, VC5, vcr, 
p, h, h, h, [m4], VC6, vcr, p, h, h, [ms], vcs, vcq, vciq. 

When a unique cycle is detected, it is placed in the cycle list as shown in 
Figure 11. A list of messages involved and their corresponding “branches” are 
sufficient to uniquely identify a cycle (i.e., mi : 1 in the figure indicates the first 
branch of message mi, representing the first of possibly many VCs the message 
is waiting for). When previously detected cycles are again detected during a dif- 
ferent run of the algorithm, their entries in the cycle list are updated to indicate 
the time of their most recent detection. Our cycle detection algorithm guarantees 
detection of each unique cycle in the CWG during each invocation. Therefore, 
those cycles which were not detected during the most recent invocation of the 
algorithm are removed from the cycle list. Since a very large number of cycles 
can exist within a congested network, we use advanced indexing functions and 
search techniques to compare cycles in determining their uniqueness. 
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4.3 Detecting Deadlocks 

Once the cycle detection algorithm identifies all cycles within the CWG, the 
deadlock detection algorithm is invoked to identify gronps of these cycles which 
form a knot. A nnmber of henristics are nsed to make this possible. First, a gronp 
of blocked messages whose reqnest arcs are all involved in cycles is identified nsing 
information provided by the cycle detection algorithm (i.e., messages mi, m2, 
m3, and m4 in Fignre 11). Each message in this gronp is examined to see if all of 
the channels they are waiting for are owned by messages also in this gronp. The 
snbset of messages which meet this condition are farther distingnished based on 
whether they own at least one VC reqnested by a message also in the gronp. 
Note that these conditions hold for messages mi, m2, m3, and m4 in Fignre 
11. Cycles are then examined to identify a gronp of them which only inclndes 
messages from this gronp. A gronp of cycles which meets this condition forms 
a knot and is therefore identified as a deadlock and placed in the deadlock list, 
as shown in Fignre 11. Detected deadlocks are “broken” by removing a single 
message in the deadlock set in a flit-by-flit fashion so as to simnlate a progressive 
recovery procednre. 



4.4 Time and Space Complexity 

The operations to bnild and maintain the CWG are invoked antomatically by 
the simnlator on an as-needed basis, and each of the operations reqnires constant 
time. The deadlock and cycle detection times are invoked based on nser specified 
time intervals. For a simnlation rnn of length Tgim simnlation cycles (sim-cycles), 
we allow the cycle detection algorithm to be rnn once every Ted sim-cycles, 
Ted < Tsirm and the deadlock detection algorithm to be rnn once every [Ted x 
n) < Tsirm n > 1 sim-cycles. 

The compntational complexity of the cycle detection algorithm can be ex- 
pressed as 0{{Rf /2)^^ -h Ca^) where Rf corresponds to the renting freedom. 
Ml corresponds to the average hop distance, and Ca corresponds to the nnmber 
of active cycles in the network. The term {Rj / 2)^^ corresponds to the time re- 
qnired for fnll traversal of the CWG while the term Ca^ corresponds to the time 
reqnired for “processing” (determine nniqneness, record characteristics, etc.) of 
each cycle fonnd within the CWG. 

Cnrrently, we are able to detect all cycles formed in networks which provide 
a moderate degree of ronting freedom (i.e., trne fnlly adaptive renting [5, 6] in 
2D and 3D networks with as many as 4 VCs per physical channel) for np to 
and slightly beyond satnration loads. As an example, the exeention time for a 
single invocation of the cycle detection algorithm on an IBM SP/2 node for a 
satnrated 16-ary 2-cnbe network can take np to 3 honrs. Given the theoretical 
worst case for C and Ca of {Rj )^^ where M5 is the nnmber of blocked messages 
within the network, simnlations can become impractical as a very large nnmber 
of messages with high fanont may block within some networks at loads beyond 
network satnration. 
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The computational complexity of the deadlock detection algorithm can be 
expressed as 0(19 x C x Me) where D is the average number of deadlocks found 
during an invocation of the deadlock detection algorithm, C is the average num- 
ber of cycles found during an invocation of cycle detection algorithm, and Me is 
the average number of messages involved in a cycle. Thus, our simulation capa- 
bilities are not limited by the complexity of this algorithm. In comparison to the 
cycle detection algorithm, the execution times for invocations of the deadlock 
detection algorithm are negligible. However, this algorithm has been greatly op- 
timized by using heuristics based on information provided by the cycle detection 
algorithm, and since it relies on all cycles being detected, it is of limited use 
for detecting deadlock in deep saturation for some networks. We are currently 
implementing an alternative deadlock detection scheme which does not require 
that all cycles be identified and which therefore can be used to detect deadlock 
behavior during network conditions beyond saturation. 

The space complexity for the algorithm is also dictated by the number of 
cycles which can form. For example, a network containing one million unique 
cycles within its CWG requires approximately 75MB of virtual memory. 

5 Related Work 

Static channel dependency and wait-for graphs which represent connections al- 
lowed by routing algorithms have been presented in previous work [9, 10, 13, 14]. 
In contrast, the channel wait-for graphs presented here are dynamic and repre- 
sent the state of resource allocations and requests existing within a network at 
a given point in time. The dependency and wait-for graphs in previous work are 
intended for developing deadlock avoidance-based routing algorithms whereas 
our channel wait-for graphs are used to 1) precisely define deadlocks and re- 
lated blocking behavior, 2) model resource dependencies within networks that 
allow unrestricted routing, and 3) implement deadlock detection in a network 
simulation. 

Previous definitions of deadlock within interconnection networks include “dead- 
locked configurations” and “canonical deadlocked configurations” [9, 10, 11]. 
These notions of deadlock encompass not only messages which are directly 
involved in deadlock, but also other types of messages which are affected by 
deadlock. Furthermore, these definitions do not distinguish between single and 
multiple instances of deadlock which may exist simultaneously. In contrast, our 
definition of deadlock allows identification of every instance of deadlock, and 
distinguishes between the causal components of deadlock and those messages 
which are affected by deadlock. Therefore, our definition enables us to precisely 
define criteria for optimal deadlock detection and resolution. 

A summary of work characterizing deadlocks as knots in generalized resource 
graphs intended to describe deadlocks in operating systems is presented in [15]. 
The resource model presented here is a specialized version of this work, intended 
to precisely define deadlocks within interconnection networks. 
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6 Conclusion 

This work presents an approach to modeling resonrce allocations and depen- 
dencies within an interconnection network. We have precisely defined varions 
types of message blocking, described their behavior, and proposed a way of rep- 
resenting this behavior in a framework amenable to implementation in a network 
simnlator. The framework correctly distingnishes between messages involved in 
deadlock and those simply dependent on deadlock, thns providing a means for 
specifying deadlock detection and resolntion criteria for deadlock recovery-based 
renting algorithms. We have also presented an implementation of the framework 
in a network simnlator. We have shown that the message blocking behavior of 
moderately sized networks can be simnlated, thns demonstrating that empirical 
characterization of deadlocks and other message blocking phenomena is feasible 
and can provide nsefnl insights for designing high-performance interconnection 
networks. Resnlts of deadlock characterization performed nsing the framework 
and its implementation as described in this paper is presented in other work 
[ 1 , 2 ]. 

References 

1. Sugath Warnakulasuriya and Timothy Mark Pinkston. “Characterization of Dead- 
locks in Interconnection Networks”, In Proc. of the 11th International Parallel Pro- 
cessing Symposium^ pp 80-86, April 1997. 

2. Timothy Mark Pinkston and Sugath Warnakulasuriya. “On Deadlocks in Inter- 
connection Networks”, In Proc. of the 2fth International Symposium on Computer 
Architecture, pp 38-49, June 1997. 

3. D. Reeves, E.Gehringer, and A. Chandiramani. “Adaptive Routing and Deadlock 
Recovery: A Simulation Study”, In Proceedings of the fth Conference on Hypercube 
Concurrent Computers and Applications, 1989. 

4. J. Kim, Z. Liu, and A. Chien. “Compressionless Routing: A Framework for Adap- 
tive and Fault- tolerant Routing”. In IEEE Transactions on Parallel and Distributed 
Systems, 8(3):229-244, March 1997. 

5. Anjan K.V. and Timothy M. Pinkston, “An Efficient, Fully Adaptive Deadlock Re- 
covery Scheme: Disha”, In Proc. of the 22nd International Symposium on Computer 
Architecture, pp 201-210, June 1995. 

6. Anjan K.V., Timothy M. Pinkston, and Jose Duato, “Generalized Theory for 
Deadlock-Free Adaptive Wormhole Routing and its Application to Disha Concur- 
rent”, In Proc. of the 10th International Parallel Processing Symposium, pp 815-821, 
April 1996. 

7. L. Ni and C. Glass, “The Turn Model for Adaptive Routing”, In Proc. of the 19th 
International Symposium on Computer Architecture, IEEE Computer Society, pages 
278-287, May 1992. 

8. Andrew A. Chien and J. H. Kim. “Planar- Adaptive Routing: Low-Cost Adaptive 
Networks for Multiprocessors”. In Proc. of the 19th Symposium on Computer Ar- 
chitecture, pp 268-277, May 1992. 

9. J. Duato. “A New Theory of Deadlock-free Adaptive Routing in Wormhole Net- 
works”. IEEE Transactions on Parallel and Distributed Systems, 4(12):1320-1331, 
December 1993. 




293 



10. J. Duato. “A Necessary and Sufficient Condition for Deadlock-free Adaptive Rout- 
ing in Wormhole Networks”. IEEE Transactions on Parallel and Distributed Sys- 
tems, 6(10):1055- 1067, October 1995. 

11. J. Duato, S. Yalamanchili, and L. Ni. “Interconnection Networks: An Engineering 
Approach”. IEEE Computer Society Press, 1997. 

12. Sugath Warnakulasuriya and Timothy Mark Pinkston. “Implementation of Dead- 
lock Detection in a Simulated Interconnection Network Environment”, Technical 
Report CENG 97-01, University of Southern California, January 1997. 

13. William J. Dally and Hiromichi Aoki, “Deadlock- Eree Adaptive Routing in Mul- 
ticomputer Networks Using Virtual Channels”, IEEE Transactions on Parallel Dis- 
tributed Systems, Vol. 4, No. 4, April, 1993. 

14. Loren Schwiebert, D.N. Jayasimha, “A Necessary and Sufficient Condition for 
Deadlock- Eree Wormhole Routing”, Journal of Parallel and Distributed Comput- 
ing, 32, 103-117 (1996). 

15. Mamoru Maekawa, Arthur E. Oldehoft, and Rodney R. Oldehoft, “Operating Sys- 
tems: Advanced Concepts”, Benjamin Cummings Publishing Company, 1987. 




On the Reduction of Deadlock Frequency by 
Limiting Message Injection in Wormhole 
Networks * 

P. Lopez^, J. M. Martinez^, J. Duato^ and F. Petrini^ 

^ Facultad de Informatica, Universidad Politecnica de Valencia, Camino de Vera s/n, 
46071 - Valencia, SPAIN, E-mail: {plopez,jimnr,jduato}@gap. upv.es 

^ Dipartimento di Informatica, Universita di Pisa, Corso Italia 40, Pisa, ITALY, 
E-mail: petrini@di.unipi.it 



Abstract. Recently, deadlock recovery strategies began to gain accep- 
tance in networks using wormhole switching. In particular, progressive 
deadlock recovery techniques are very attractive because they allocate a 
few dedicated resources to quickly deliver deadlocked packets, instead of 
killing them. Deadlock recovery is based on the assumption that dead- 
locks are really rare. Otherwise, recovery techniques are not efficient. 

In this paper, we propose the use of a message injection limitation mech- 
anism that reduces the probability of deadlock to negligible values, even 
when fully adaptive routing is used. The main new feature is that it can 
be used with different message destination distributions. The proposed 
mechanism can be combined with any deadlock detection mechanism. In 
particular, we use the deadlock detection mechanism proposed in [21]. In 
addition, the proposed injection limitation mechanism considerably re- 
duces performance degradation when the network reaches the saturation 
point. 



Keywords: Wormhole switching, adaptive routing, deadlock recovery, mes- 
sage injection limitation. 

1 Introduction 

Wormhole [10] has become the most widely used switching technique for multi- 
computers [5, 16] and distributed shared-memory multiprocessors [19, 27], and it 
is also being used for networks of workstations [6, 15]. Wormhole switching only 
requires small buffers in the nodes through which messages are routed. Also, it 
makes the message latency largely insensitive to the distance in the network. See 
[24] for a detailed analysis of wormhole. 

The main drawback of wormhole switching is that blocked messages remain 
in the network, therefore wasting channel bandwidth. In order to reduce the 

* This work was supported by the Spanish CICYT under Grant TIC94-0510-C02-01 
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impact of message blocking, physical channels may be split into virtual chan- 
nels by providing a separate buffer for each virtual channel and by multiplexing 
physical channel bandwidth. The use of virtual channels can increase through- 
put considerably by dynamically sharing the physical bandwidth among several 
messages [11]. However, it has been shown that virtual channels are expensive, 
increasing node delay considerably [9]. So, the number of virtual channels per 
physical channel should be kept small. 

An alternative approach consists of using adaptive routing [14]. However, 
deadlocks may appear if the routing algorithms are not carefully designed. A 
deadlock occurs in an interconnection network when no message is able to ad- 
vance toward its destination because the network buffers are full. As routing 
decisions must be taken in a few nanoseconds in wormhole networks, a prac- 
tical way to avoid deadlock is to design deadlock-free routing algorithms. A 
simple and effective approach to avoid deadlocks consists of restricting routing 
so that there are no cyclic dependencies between channels [10]. A more efficient 
approach consists of allowing the existence of cyclic dependencies between chan- 
nels while providing some escape paths to avoid deadlock, therefore increasing 
routing flexibility [12, 13]. 

However, deadlock avoidance techniques require dedicated resources to pro- 
vide those escape paths. Usually, those dedicated resources are virtual channels, 
thus preventing the use of all the virtual channels for fully adaptive routing. 
Deadlock recovery strategies overcome this constraint but the cost associated 
with deadlock recovery can be high, specially when deadlocked messages are 
killed and injected again at a later time [26, 18]. Progressive deadlock recovery 
strategies, like Disha [2, 3, 4], are more efficient because they allocate a few ded- 
icated resources to quickly deliver deadlocked packets, instead of killing them. 
Disha also uses dedicated resources to recover from deadlock. In this case, one 
central buffer per node is enough to route deadlocked messages towards their 
destination node. More recently, we have proposed a software-based progressive 
deadlock recovery strategy [21] thus eliminating the need for dedicated resources 
to recover from deadlock. Basically, when a message is presumed to be involved 
in a deadlock, it is absorbed at the current node and later reinjected into the 
network. The key issues in any deadlock recovery strategy are the deadlock de- 
tection mechanism and how often a deadlock is reached. 

Progressive deadlock recovery techniques usually achieve a higher perfor- 
mance than deadlock avoidance techniques because they require less dedicated 
resources to handle deadlocks [3, 21]. However, both kinds of techniques may 
produce severe performance degradation when the network is close to saturation 
[12, 3]. This situation occurs when messages block cyclically faster than they are 
drained by using the escape paths or the deadlock recovery mechanism. 

Performance degradation at the saturation point was studied in [12, 20]. In 
[12], it was shown that degradation can be removed by adding enough virtual 
channels per physical channel. However, this solution is expensive and may lead 
to an excessive number of virtual channel for most topologies. An alternative 
approach was proposed in [20]. It consists of limiting message injection when 
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the network is heavily loaded, preventing message injection when the number 
of output virtual channels that are busy is higher than a given threshold. The 
main drawback of this mechanism is that the threshold strongly depends on the 
message destination distribution. 

Very recently, the frequency of deadlock occurrence on k-djcy n-cubes using 
a true fully adaptive minimal routing algorithm was measured [28, 25], showing 
that deadlocks only occur when the network is close to or beyond saturation. 

In this paper we propose a mechanism to prevent network saturation. The 
proposed mechanism is more robust than previous proposals. It is almost inde- 
pendent of the traffic pattern in the network. First, this mechanism will avoid 
the performance degradation problem that typically occurs in both, deadlock 
avoidance and recovery techniques. Second, it will guarantee that the frequency 
of deadlock is really negligible. As a consequence, the time needed to recover 
from deadlock is not critical. Hence, deadlock recovery techniques that focus on 
making the common case fast can be efficiently used. Deadlock detection and 
recovery mechanisms enable the use of true fully adaptive routing. 

Section 2 describes the mechanism proposed in [20] to prevent network satu- 
ration. It is the starting point for the new one. The new mechanism is described 
in Section 3. Performance evaluation results of the new mechanism for differ- 
ent message destination distributions are presented in Section 4. Finally, some 
conclusions are drawn. 

2 Message Injection Limitation: First Approach 

In this section, we will briefly describe the message injection limitation proposed 
in [20]. The main goal of the mechanism, as originally proposed, was to mitigate 
the performance degradation of the network when it reaches saturation. This 
problem can be stated as follows. Latency increases with network traffic until 
certain point, at which latency value goes up while traffic decreases. Average 
traffic matches flit injection rate until the performance degradation point is 
reached, then traffic noticeably decreases. 

This behavior occurs both with deadlock avoidance and recovery strategies 
[12, 2]. Performance degradation is produced because these strategies allows 
cyclic dependencies between some channels provided that there are some escape 
paths or a recovery mechanism. When message injection rate becomes high, 
messages block cyclically faster than they are drained by the escape paths or 
the recovery mechanism, thus increasing latency and decreasing the number 
of messages delivered per time unit. It must be noticed that messages do not 
deadlock, but they spend a long time in the network. 

Therefore, fully adaptive routing algorithms may degrade performance con- 
siderably when the network reaches the saturation point. One solution to this 
problem could be to increase the number of virtual channels [12], so that mes- 
sages have a lower probability of being involved in cyclic dependencies. However, 
a high number of virtual channels could lead to a lower clock frequency [9]. 
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Fig. 1. Implementation of the message injection limitation mechanism 



Another solution is to control network traffic, in order to guarantee that 
it is always under the performance degradation point. But traffic is a global 
quantity. Thus, it is not feasible to measure it in a distributed way. Fortunately, 
we have found that traffic can be estimated locally by counting the number of 
busy output channels at each node. 

The message injection limitation mechanism proposed in [20] works as fol- 
lows. Before injecting a message into the network, traffic is estimated by counting 
the number of busy output virtual channels at the source node, comparing it with 
a threshold. If traffic is lower than this threshold, the message is injected into 
the network. Otherwise, it is stored in the source queue. If threshold value is 
properly selected, it can be guaranteed that the performance degradation point 
will never be reached. 

The implementation of this mechanism only requires one comparator and one 
counter associated with each router, as shown in Figure 1. The counter maintains 
the number of busy output channels. Its value is increased each time a successful 
routing is made and is decreased when the tail of a message leaves the node. This 
hardware is not in the critical path. Of course, this mechanism will increase the 
delay of those messages that are not injected into the network at once, but the 
average delay is lower than the one obtained by the same adaptive algorithm 
without injection limitation mechanism [21] because contention in the network 
is considerably reduced. 

Let’s analyze the relationship of the mechanism with deadlock recovery stra- 
tegies. Recently, the frequency of deadlock occurrence on k-diiy n-cubes using a 
true fully adaptive minimal routing algorithm was measured [28], showing that 
deadlocks only occur when the network is close to or beyond saturation. Thus, 
one way to effectively reduce the probability of reaching deadlocks is to pre- 
vent network saturation. This is exactly what the described message injection 
limitation mechanism does. In [21], it has been used combined with a deadlock 
detection mechanism to develop a new deadlock recovery strategy. 

However, the behavior of the mechanism depends on the threshold used in the 
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comparison. Although it can be easily selected for a given message destination 
distribution, different message destination distributions need different thresh- 
olds. If we use the threshold value that imposes the maximum restrictions, there 
will be a performance penalty when a looser limitation is really required. On the 
other hand, if we tune the threshold imposing a looser limitation than it is really 
required, the mechanism does not work, and the network will reach saturation. 



3 New Message Injection Limitation Mechanism 

The main goal of the new message injection limitation mechanism is to take into 
account the message destination distribution existing in the network at a given 
time and adapt to it. 

The key idea is to dynamically update the threshold used in the comparison. 
To modify the threshold according to the message destination distribution we 
exploit the information obtained every time a message is injected. In particular, 
we have observed that the number of different useful dimensions that a newly 
injected message has to cross to reach its destination can be used to distinguish 
between different distributions. Effectively, when destinations are randomly dis- 
tributed, the destination of a given message can be any node of the network. 
Thus, a set of injected messages may use every output channel at the source 
node. On the other hand, when a specific message destination distribution such 
as bit-reversal or complement is used, the destination of messages originated 
at a given node is always the same. Thus, messages will only use a subset of 
the output channels of the node. Destination distributions produced by parallel 
applications lie somewhere in between. 

In addition, we will consider this information not only for the last injected 
message but for the last m injected messages. Figure 2 shows the hardware 
required to implement the mechanism. Each time a message generated at a 
given node is routed at that node, a bit set representing the physical channels 
that the message can use for routing is stored in a table. This history table 
contains information for the last m injected messages. A new bit set is obtained 
by computing the bitwise OR operation of the m entries in the table. This set 
represents the useful physical channels that have been used or could have been 
used (adaptive routing) by the m last messages originated at this node. The 
cardinal of this set is computed and used to calculate the threshold value of 
the message injection limitation mechanism. The threshold computation can be 
done by using a translation table. 

An example will show how to build this table. Consider a bidirectional 3- 
D torus with true fully adaptive routing and 3 virtual channels per physical 
channel. Thus, there are 18 virtual output channels per node. For the uniform 
message destination distribution we have found that the optimal threshold for 
the injection limitation mechanism described in Section 2 was 9 busy virtual 
channels. With this distribution, different messages originating at each node can 
use any of the three dimensions. Taking into account that channels are bidirec- 
tional, there are 6 feasible physical output channels for this distribution. Thus, 
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Fig. 2. Implementation of the new message injection limitation mechanism 



Feasible physical 
output channels (POC) 


Busy virtual output channels 
(Threshold Value, TV) 


6 


9 


5 


8 


4 


6 


3 


5 


2 


3 


1 


2 



Table 1. Example of translation table to compute the threshold value. 



the table should return a threshold of 9 for 6 feasible physical output channels. 
The returned value should decrease with the number of feasible physical output 
channels. For instance, in Table 1 the threshold is reduced proportionally to the 
number of feasible physical output channels. 

The function corresponding to Table 1 is TV = [1.5*PO(7]. Less restrictive 
tables or functions can be employed to better match the message destination 
distributions that are likely to be used. In the extreme case, the number of busy 
virtual output channels would not depend on the number of feasible physical out- 
put channels, leading to the injection limitation mechanism described in Section 
2 . 

Of course, the new mechanism still depends on the number of network di- 
mensions and the number of virtual channels per physical channel, but these 
parameters are fixed in the design process. 

When the routing control unit is reset, the first item in the history table is 
set in such a way that it indicates that all physical output channels are in use 
(all “1”). Thus, the mechanism will apply the less restrictive limitation until 
the history table fills out. After that, the mechanism will limit the injection 
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according to the physical output channel usage. 

Finally, it must be noticed that the update of the history table can be done 
after computing the routing algorithm. Moreover, the calculation of the threshold 
value can also be done between message routing operations. Thus, this hardware 
is not in the critical path. 

4 Performance Evaluation 

In this section, we will evaluate by simulation the behavior of the new injection 
limitation mechanism. The evaluation methodology used is based on the one 
proposed in [12]. The most important performance measures are latency (time 
required to deliver a message, including the time spent in the source queue) 
and throughput (maximum traffic accepted by the network). Traffic is the flit 
reception rate. Latency is measured in clock cycles. Traffic is measured in flits 
per node per cycle. 

Taking into account the sizes of current multicomputers and the studies about 
the optimal number of dimensions [1], we have evaluated the performance of the 
new injection mechanism on a bidirectional 8-ary 3-cube network (512 nodes). 



4.1 Network Model 

Our simulator models the network at the flit level. Each node in the network 
consists of a processor, its local memory, a routing control unit, a switch, and 
several channels. A four port architecture [22] is considered. 

The routing control unit computes the output channel for a message as a 
function of its destination node, the current node and the output channel status. 
The routing algorithm can use any minimal path to forward a message towards 
its destination. In addition, several virtual channels per physical channel can be 
used. In other words, all virtual channels in all the feasible directions can be used. 
This algorithm is usually referred to as True Fully Adaptive Routing algorithm 
[28, 25, 21]. We assume that it takes one clock cycle to compute the routing 
algorithm. The routing control unit can only process one message header at a 
time. It is assigned to waiting messages in a demand-slotted round-robin fashion 
(including those messages generated in the local processor). When a message 
gets the routing control unit but it can not be routed because all the alternative 
output channels are busy, it must wait in the input buffer until its next turn. The 
deadlock recovery strategy proposed in [21] is used. In this strategy, deadlocked 
messages are removed from the network at the current node, and injected again 
at a later time. The new message injection limitation mechanism described in 
Section 3 is used. Although we have not performed an in-depth analysis of the 
influence of the size m of the history table on performance, it seems that it 
does not affect significantly. We have used a value of m equal to 30 (5 times 
the number of output physical links). We also tried with m equal to 24 and 36, 
obtaining similar results. 
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The switch is a crossbar. So, it allows multiple messages to traverse it simul- 
taneously without interference. It is configured by the routing control unit each 
time a successful routing is made. We assume that it takes one clock cycle to 
transfer a flit across the switch. 

Physical channels can be split into several virtual channels. Virtual channels 
are assigned to the physical link using a demand-slotted round-robin arbitration 
scheme. Each virtual channel has an associated buffer with capacity for four 
flits. We assume that it takes one clock cycle to transfer a flit across a physical 
channel. 



4.2 Message Generation 

Message traffic and message length depend on the applications. For each simu- 
lation run, we considered that message generation rate is constant and the same 
for all the nodes. Once the network has reached a steady state, the flit generation 
rate is equal to the flit reception rate (traffic). We have evaluated the full range 
of traffic, from low load to saturation. On the other hand, we have considered 
three kinds of message distribution: uniform, with locality, and specific. 

In the first case, message destination is randomly chosen among all the nodes. 
This pattern has been widely used in other performance evaluation studies 
[11, 8, 7]. For the message distribution with locality, the destination node is 
uniformly distributed inside a cube with side two centered at the source node, 
modeling short distance traffic. Finally, we have considered specific communica- 
tion patterns between pairs of nodes. These patterns have been selected taking 
into account the permutations that are usually performed in parallel numerical 
algorithms [23, 17]: 

— Bit-reversal. The node with binary coordinates ftn- 2 , ui, no commu- 
nicates with the node ao, ai, ..., a^- 2 , 

— Perfect-shuffle. The node with binary coordinates an-i,an- 2 , ...,ai,no com- 
municates with the node an- 2 ,<^n- 3 , ...,ao,an-i (rotate left one bit). 

— Butterfly. The node with binary coordinates 0 ^- 2 , •••, commu- 

nicates with the node ao, a^- 2 , •••, <^ 1 , <^n-i (exchange the most and least 
significant bits). 

For message length, 16-flit messages were considered. This value is considered 
as typical in other interconnection network evaluation studies [1, 26]. 



4.3 Performance Comparison 

In this section we compare the results obtained by the routing algorithm consid- 
ering the new injection limitation mechanism with different translation tables. 
We will also show the results obtained with the previous message injection lim- 
itation mechanism described in Section 2 (using 9 busy virtual channels as the 
threshold) and without injection limitation, for comparison purposes. Note that 
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Fig. 3. Average message latency versus 
traffic for a 512-node 3-D torus with true 
fully adaptive routing (3 virtual channels 
per physical channel). Uniform distribu- 
tion of message destinations. 




Fig. 4. Average message latency versus 
traffic for a 512-node 3-D torus with true 
fully adaptive routing (3 virtual channels 
per physical channel). Uniform distribu- 
tion of message destinations with locality. 



the average latency plotted in all the figures includes the time spent by messages 
at their source nodes due to the injection limitation mechanism. 

For the new injection limitation mechanism we tested different functions in 
order to obtain the threshold value (TV). We have seen that a linear function 
obtains good results. In order to define a linear function, we need a pair of points. 
The first point is given by the TV returned for the maximum number of feasible 
physical output channels (TV equal to 9 for 6 feasible physical output channels) . 
The second point is given by the TV returned when there is only one feasible 
physical output channel. We tried three linear functions with different slopes. 
The first function is the most restrictive one. It was described in Section 3. The 
other ones impose looser restrictions to inject messages into the network. These 
functions are the following: 

1. TV = [1.5 * POC]. It will referred to as New-Limi. 

2. TV = [1.2 * POC + 1.8]. It will referred to as New-Lim2. 

3. TV = [0.8 * POC + 4.2] . It will referred to as New-Lim3. 

Figure 3 shows the comparison for the uniform distribution of message des- 
tinations. As we can see, the routing algorithm without the injection limitation 
mechanism reaches the performance degradation point. In addition, many dead- 
locks were detected. On the other hand, the behavior of the previous and new 
message injection limitation mechanisms is almost identical. This is due to the 
fact that the new mechanism limits in the same way as the previous one when 
every output physical channel has been requested by some of the last m injected 
messages. There are no differences between the three functions used in the new 
limitation mechanism, because all of them return the same threshold value. 
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Normalized Accepted Traffic 



Fig. 5. Average message latency versus 
traffic for a 512-node 3-D torus with true 
fully adaptive routing (3 virtual channels 
per physical channel). Bit-reversal pat- 
tern for message destinations. 




Normalized Accepted Traffic 



Fig. 6. Average message latency versus 
traffic for a 512-node 3-D torus with true 
fully adaptive routing (3 virtual channels 
per physical channel). Perfect-shuffie pat- 
tern for message destinations. 




Normalized Accepted Traffic 



Fig. 7. Average message latency versus traffic for a 512-node 3-D torus with true 
fully adaptive routing (3 virtual channels per physical channel). Butterfly pattern for 
message destinations. 



In case of uniform distribution of message destination with locality (Figure 
4), all the limitation mechanisms achieve similar results. Indeed, injection is 
not limited even when the network reaches saturation. There is no performance 
degradation and there are no deadlocks in any case. Taking into account that 
messages traverse very short distances, the probability of being involved in cyclic 
dependences is very low. 

Figure 5 shows the results for the bit-reversal traffic pattern. As can be 
seen, message injection limitation is compulsory. Otherwise, the network will 
suffer performance degradation and deadlocks. The previous injection limitation 
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mechanism achieves the best results, with a small performance degradation with 
very high load. The new limitation mechanisms achieve worse results because 
they impose more restrictions to inject a message into the network. Among 
these, the New-Lim3 is the best, as it is the one that limits less the injection of 
messages. 

Figure 6 shows the results for the perfect- shuffle trafflc pattern. Again, the 
network without injection limitation reaches the saturation point and degrades 
performance drastically. Although the previous message injection limitation mech- 
anism reduces the performance degradation, the problem is not completely elim- 
inated. Any of the new mechanisms definitively solves the problem. Again, the 
New-Lim3 is the best, as it is the one that imposes looser restrictions to message 
injection. 

Finally, Figure 7 shows the results for the butterfiy trafflc pattern. If we do 
not impose restrictions to message injection, performance degradation and dead- 
lock are reached. With the previous message injection limitation, the problem is 
not solved. The problem is reduced, but not completely solved, with the New- 
Lim3 mechanism. Only the New-Limi and New-Lim2 mechanisms which restrict 
message injection more drastically are able to prevent network saturation. 

The new message injection limitation mechanism prevents network saturation 
in all of the trafflc patterns analyzed in this section. In some cases, it is too 
restrictive and it achieves poorer results than the previously proposed message 
limitation mechanism described in Section 2 tuned with the proper threshold. 
However, the new mechanism is able to deal with several message destination 
distributions, dynamically adapting to the requirements of the trafflc pattern in 
the network. 

Among the translation tables analyzed in this section, New-Lim3 seems to be 
the best choice. The small performance degradation observed with the butterfiy 
permutation should not harm in practice because it would require a parallel 
application injecting messages only according to this trafflc pattern and driving 
the network beyond saturation. 

5 Conclusions 

In this paper we have proposed a new message injection limitation mechanism to 
prevent network saturation. By doing so, the performance degradation of adap- 
tive routing algorithms with cyclic dependencies between channels is avoided 
and, most importantly, the frequency of deadlock is reduced to negligible values. 

The proposed mechanism consists of using a history table to keep track of 
the physical channels requested by the last set of messages injected at each 
node. The number of requested channels is converted into a threshold by using 
a translation table, which in turn is compared with the number of busy output 
virtual channels at that node in order to decide whether message injection should 
be permitted or not. 

The main goal of the proposed mechanism is robustness. Unlike previous 
proposals, it is almost independent of the message destination distribution. The 
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proposed mechanism needs to be implemented in the routing control unit but it 
does not affect clock frequency, because it is not in the critical path. 

The new message injection limitation mechanism has been evaluated by sim- 
ulation under several traffic patterns that presumably are representative of real 
programs. Although it does not achieve the best results for each individual traffic 
pattern, is able to prevent network saturation and achieve performance results 
very close to the best algorithm for each case. 

As for future research, we plan to analyze alternative injection limitation 
mechanisms, looking for simpler and more effective ways to reduce the frequency 
of deadlock in order to make deadlock recovery really feasible. Also we plan to 
use traffic patterns generated by parallel applications to test those mechanisms. 
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